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PHOTOMETRIC FILENAME : PGB VH 5 UV FP 7SEL (3000K).IES
DESCRIPTION INFORMATION (From Photometric File)
IESNA:LM-63-1995

[TEST] BLC2106032E-A-CP

[[ISSUEDATE] 2021-6-22 15:12

[MANUFAC] LumenFocus, LLC.

[LUMCAT] PGB VH 5 UV FP 7SEL (3000K)

[ VOLTAGE] 277.0V

[ CURRENT] 0.289 A

[ POWERFACTOR] 0.934

[ THD] 7.31

[TESTLAB] Belling Test Laboratory Co., LTD

[ TESTINST] GPM-3000

[ TESTDIST] 14.140 m [K=1.0000]

[ TESTTEMPERATURE] 25.0'C

CHARACTERISTICS

Lumens Per Lamp 9182.9 (1 lamp)

Total Lamp Lumens 9182.9

Luminaire Lumens 9183

Total Luminaire Efficiency 100 %

Luminaire Efficacy Rating (LER) 123

Total Luminaire Watts 74.7

Ballast Factor 1.00

CIE Type Direct

Spacing Criterion (0-180) 1.52

Spacing Criterion (90-270) 1.46

Spacing Criterion (Diagonal) 1.74

Basic Luminous Shape Rectangular

Luminous Length (0-180) 0.25m

Luminous Width (90-270) 0.25m

Luminous Height 0.00 m

LUMINANCE DATA (cd/sq.m)

Angle In Average Average Average

Degrees 0-Deg 45-Deg 90-Deg

45 41764 40067 40373

55 48739 47978 47603

65 55845 57304 54982

75 72798 69532 71128

85 86809 103189 79687
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.



IES INDOOR REPORT
PHOTOMETRIC FILENAME : PGB VH 5 UV FP 7SEL (3000K).IES

ZONAL LUMEN SUMMARY

Zone Lumens Y%Lamp Y%Fixt
0-20 688.63 7.50 7.50
0-30 1522.12 16.60 16.60
0-40 2659.08 29.00 29.00
0-60 5633.44 61.30 61.30
0-80 8296.29 90.30 90.30
0-90 8851.33 96.40 96.40
10-90 8676.25 94.50 94.50
20-40 1970.45 21.50 21.50
20-50 3383.48 36.80 36.80
40-70 4450.63 48.50 48.50
60-80 2662.86 29.00 29.00
70-80 1186.58 12.90 12.90
80-90 555.04 6.00 6.00
90-110 223.07 2.40 2.40
90-120 279.15 3.00 3.00
90-130 307.83 3.40 3.40
90-150 326.92 3.60 3.60
90-180 331.57 3.60 3.60
110-180 108.49 1.20 1.20
0-180 9182.9 100.00 100.00

Total Luminaire Efficiency = 100.00%

ZONAL LUMEN SUMMARY

Zone Lumens
0-10 175.08
10-20 513.55
20-30 833.49
30-40 1136.96
40-50 1413.03
50-60 1561.32
60-70 1476.28
70-80 1186.58
80-90 555.04
90-100 132.95
100-110 90.13
110-120 56.08
120-130 28.68
130-140 13.09
140-150 6.00
150-160 2.66
160-170 1.48
170-180 0.51
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PHOTOMETRIC FILENAME : PGB VH 5 UV FP 7SEL (3000K).IES

COEFFICIENTS OF UTILIZATION - ZONAL CAVITY METHOD

Effective Floor Cavity Reflectance 0.20
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PHOTOMETRIC FILENAME : PGB VH 5 UV FP 7SEL (3000K).IES

UGR TABLE - CORRECTED

Reflectances
Ceiling Cavity 70 70 50
Walls 50 30 50

Floor Cavity 20 20 20

Room Size UGR Viewed Crosswise

X=2H Y=2H 259 276 26.3
3H 28,5 301 29.0
4H 299 314 303
6H 311 325 316
8H 316 33.0 321
12H 320 333 325

4H 2H 26.8 283 272
3H 207 310 30.2
4H 31.2 324 317
6H 326 33.7 331
8H 33.2 342 337
12H 336 345 34.1

8H 4H 31.8 328 323
6H 334 342 339
8H 341 348 346
12H 347 353 352

12H  4H 31.9 328 324
6H 335 343 341
8H 343 35.0 349

Maximum UGR = 36.5
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257 274 261
284 30.0 28.8
29.7 312 30.2
31.0 324 315
315 328 320
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Page 4



IES INDOOR REPORT
PHOTOMETRIC FILENAME : PGB VH 5 UV FP 7SEL (3000K).IES

POLAR GRAPH

1958

146

979

48

Maximum Candela = 1957.82 Located At Horizontal Angle = 270, Vertical Angle = 46
# 1 - Vertical Plane Through Horizontal Angles (270 - 90) (Through Max. Cd.)
# 2 - Horizontal Cone Through Vertical Angle (46) (Through Max. Cd.)
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