- T * -
» 5 §E A aHh §E B M1 B M~
B 1 B IVl ™ I'SE ™ (- = 1 B =
s S Y B B - B N el Gl Sl
IES INDOOR REPORT

PHOTOMETRIC FILENAME : DLS V2 6 SEL UV SW 9SEL [LW,927].IES
DESCRIPTION INFORMATION (From Photometric File)
IESNA:LM-63-2002

[TEST] JG202002005V

[TESTLAB] EVERFINE

[TESTDATE] 2021-09-28

[ISSUEDATE] 2021-10-08 14:51:30

[NEARFIELD]

[LAMPPOSITION] 0,0

[OTHER] EVERFINE GO-2000B_V1 SYSTEM

[MANUFAC] LumenFocus, LLC.

[LUMINAIRE] LED 6" Can - 10W/27K/Dim/100-277V

[LUMCAT] DLS v2 6 SEL UV SW 9SEL [LW,927]

CHARACTERISTICS

Lumens Per Lamp 822 (1 lamp)

Total Lamp Lumens 822

Luminaire Lumens 822

Total Luminaire Efficiency 100 %

Luminaire Efficacy Rating (LER) 86

Total Luminaire Watts 9.6

Ballast Factor 1.00

CIE Type Direct

Spacing Criterion (0-180) 1.20

Spacing Criterion (90-270) 1.20

Spacing Criterion (Diagonal) 1.28

Basic Luminous Shape Circular

Luminous Length (0-180) 0.15 m (Diameter)
Luminous Width (90-270) 0.15 m (Diameter)
Luminous Height 0.00 m

LUMINANCE DATA (cd/sq.m)

Angle In Average Average Average

Degrees 0-Deg 45-Deg 90-Deg

45 16433 16725 16702

55 10846 11483 11747

65 6040 6714 7324

75 2636 3239 3987

85 967 1429 2159
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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PHOTOMETRIC FILENAME : DLS V2 6 SEL UV SW 9SEL [LW,927].IES

ZONAL LUMEN SUMMARY

Zone

0-20
0-30
0-40
0-60
0-80
0-90
10-90
20-40
20-50
40-70
60-80
70-80
80-90
90-110
90-120
90-130
90-150
90-180
110-180
0-180

Lumens

142.34
297.36
473.49
741.11
811.80
814.76
777.72
331.15
491.69
320.66
70.68
17.65
297
0.72
1.56
2.68
5.16
7.24
6.51
822.00

Y%Lamp

17.30
36.20
57.60
90.20
98.80
99.10
94.60
40.30
59.80
39.00
8.60
2.10
0.40
0.10
0.20
0.30
0.60
0.90
0.80
100.00

Total Luminaire Efficiency = 100.00%

ZONAL LUMEN SUMMARY

Zone

0-10
10-20
20-30
30-40
40-50
50-60
60-70
70-80
80-90
90-100
100-110
110-120
120-130
130-140
140-150
150-160
160-170
170-180

Lumens

37.04
105.30
155.02
176.13
160.54
107.08
53.04
17.65
2.97
0.22
0.50
0.83
1.12
1.25
1.23
1.06
0.74
0.27

%Fixt

17.30
36.20
57.60
90.20
98.80
99.10
94.60
40.30
59.80
39.00
8.60
2.10
0.40
0.10
0.20
0.30
0.60
0.90
0.80
100.00
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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PHOTOMETRIC FILENAME : DLS V2 6 SEL UV SW 9SEL [LW,927].IES

COEFFICIENTS OF UTILIZATION - ZONAL CAVITY METHOD

Effective Floor Cavity Reflectance 0.20
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50
30 10
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93
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62
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0
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51
46
41
37
34
31
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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PHOTOMETRIC FILENAME : DLS V2 6 SEL UV SW 9SEL [LW,927].IES

UGR TABLE - CORRECTED

Reflectances
Ceiling Cavity 70 70 50
Walls 50 30 50

Floor Cavity 20 20 20

Room Size UGR Viewed Crosswise

X=2H Y=2H 181 196 185
3H 18.7 20.0 191
4H 18.8 199 19.2
6H 188 199 19.2
8H 187 198 19.2
12H 18.7 197 19.2

4H 2H 185 196 189
3H 192 201 196
4H 193 201 197
6H 193 20.0 198
8H 193 20.0 1938
12H 193 199 198

8H 4H 193 20.0 198
6H 19.3 199 199
8H 193 198 199
12H 193 198 198

12H  4H 193 199 1938
6H 193 198 1938
8H 193 198 1938

Maximum UGR = 21.6

50
30
20

19.9
20.3
20.3
20.2
20.2
20.1

20.0
20.5
20.6
20.5
20.4
204

204
20.4
204
20.3

20.4
20.3
20.3

30
30
20

20.2
20.7
20.7
20.7
20.6
20.6

20.4
21.0
21.0
21.0
20.9
20.9

20.9
20.9
20.9
20.9

20.9
20.9
20.9

70 70

50 30

20 20

UGR Viewed
184 199
19.2 205
194 206
194 205
194 205
194 204
18.7 199
196 20.6
19.8  20.7
199 207
19.9 20.6
20.0 206
19.8 205
20.0 205
20.0 205
20.0 205
19.8 204
199 204
200 204

50
50
20

Endwise
18.8
19.6
19.8
19.9
19.9
19.9

19.1
20.0
20.3
204
20.4
20.5

20.3
20.5
20.5
20.5

20.3
20.5
20.5

30
30
20
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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PHOTOMETRIC FILENAME : DLS V2 6 SEL UV SW 9SEL [LW,927].IES

POLAR GRAPH

Maximum Candela = 392.17 Located At Horizontal Angle = 270, Vertical Angle = 1
# 1 - Vertical Plane Through Horizontal Angles (270 - 90) (Through Max. Cd.)
# 2 - Horizontal Cone Through Vertical Angle (1) (Through Max. Cd.)
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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