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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL40 UV FP 8SEL [21W, 3K].IES


DESCRIPTIVE INFORMATION (From Photometric File)


IESNA:LM-63-2002
[TEST] SHEE2203000068LM1 (s)
[TESTLAB] SGS-CSTC Standards Technical Services (Shanghai) Co., Ltd.
[TESTDATE] 2022/03/10
[ISSUEDATE] 2022/05/09
[MANUFAC] LumenFocus, LLC.
[LUMCAT] CPS SEL40 UV FP 8SEL [21W, 3K]
[LUMINAIRE] 10" Square LED Canopy Light with Selectable Output and CCT.  Aluminum Housing with Polycarbonate Lens.
[LAMPCAT] 
[LAMP] 


CHARACTERISTICS


IES Classification Type VS
Longitudinal Classification Very Short
Lumens Per Lamp N.A. (absolute)
Total Lamp Lumens N.A. (absolute)
Luminaire Lumens 2894
Downward Total Efficiency N.A. (absolute)
Total Luminaire Efficiency N.A. (absolute)
Luminaire Efficacy Rating (LER) 138
Total Luminaire Watts 21
Ballast Factor 1.00
Upward Waste Light Ratio 0.01
Maximum Candela 902.108
Maximum Candela Angle 90H  5V
Maximum Candela (<90 Degrees Vertical) 902.108
Maximum Candela Angle (<90 Degrees Vertical) 90H  5V
Maximum Candela At 90 Degrees Vertical 35.89 (1.2% Luminaire Lumens)
Maximum Candela from 80 to <90 Degrees Vertical 170.585 (5.9% Luminaire Lumens)
Cutoff Classification (deprecated) N.A. (absolute)


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.


Page 1







IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL40 UV FP 8SEL [21W, 3K].IES


LUMINAIRE CLASSIFICATION SYSTEM (LCS)


 Lumens % Lamp % Luminaire
FL - Front-Low (0-30) 355.0 N.A. 12.3
FM - Front-Medium (30-60) 729.3 N.A. 25.2
FH - Front-High (60-80) 322.3 N.A. 11.1
FVH - Front-Very High (80-90) 43.8 N.A. 1.5
BL - Back-Low (0-30) 350.8 N.A. 12.1
BM - Back-Medium (30-60) 711.6 N.A. 24.6
BH - Back-High (60-80) 306.8 N.A. 10.6
BVH - Back-Very High (80-90) 36.6 N.A. 1.3
UL - Uplight-Low (90-100) 21.4 N.A. 0.7
UH - Uplight-High (100-180) 16.5 N.A. 0.6


Total 2894.1 N.A. 100.0


BUG Rating B1-U2-G1


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL40 UV FP 8SEL [21W, 3K].IES


COEFFICIENTS OF UTILIZATION
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FLUX DISTRIBUTION
Percent


Lumens Of Luminaire


Downward Street Side 1450.5 50.1
Downward House Side 1405.9 48.6
Downward Total 2856.4 98.7


Upward Street Side 19.6 0.7
Upward House Side 18.2 0.6
Upward Total 37.8 1.3


Total Flux 2894.2 100.0


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL40 UV FP 8SEL [21W, 3K].IES


POLAR GRAPH
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Maximum Candela = 902.108   Located At Horizontal Angle = 90, Vertical Angle = 5
# 1 - Vertical Plane Through Horizontal Angles (90 - 270) (Through Max. Cd.)
# 2 - Horizontal Cone Through Vertical Angle (5) (Through Max. Cd.)


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL40 UV FP 8SEL [21W, 3K].IES


ISOFOOTCANDLE LINES OF HORIZONTAL ILLUMINANCE
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(+) = Maximum Candela Point


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL40 UV FP 8SEL [21W, 3K].IES


LUMINAIRE CLASSIFICATION SYSTEM (LCS) GRAPH
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Luminaire Lumens:
Front: Low=355.0, Medium=729.3, High=322.3, Very High=43.8
Back: Low=350.8, Medium=711.6, High=306.8, Very High=36.6
Uplight: Low=21.4, High=16.5


BUG Rating : B1-U2-G1


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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CPS SEL40 UV FP 8SEL [21W, 4K].pdf


 


IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL40 UV FP 8SEL [21W, 4K].IES


DESCRIPTIVE INFORMATION (From Photometric File)


IESNA:LM-63-2002
[TEST] SHEE2203000068LM1 (s)
[TESTLAB] SGS-CSTC Standards Technical Services (Shanghai) Co., Ltd.
[TESTDATE] 2022/03/10
[ISSUEDATE] 2022/05/09
[MANUFAC] LumenFocus, LLC.
[LUMCAT] CPS SEL40 UV FP 8SEL [21W, 4K]
[LUMINAIRE] 10" Square LED Canopy Light with Selectable Output and CCT.  Aluminum Housing with Polycarbonate Lens.
[LAMPCAT] 
[LAMP] 


CHARACTERISTICS


IES Classification Type VS
Longitudinal Classification Very Short
Lumens Per Lamp N.A. (absolute)
Total Lamp Lumens N.A. (absolute)
Luminaire Lumens 3010
Downward Total Efficiency N.A. (absolute)
Total Luminaire Efficiency N.A. (absolute)
Luminaire Efficacy Rating (LER) 143
Total Luminaire Watts 21
Ballast Factor 1.00
Upward Waste Light Ratio 0.01
Maximum Candela 938.267
Maximum Candela Angle 90H  5V
Maximum Candela (<90 Degrees Vertical) 938.267
Maximum Candela Angle (<90 Degrees Vertical) 90H  5V
Maximum Candela At 90 Degrees Vertical 37.328 (1.2% Luminaire Lumens)
Maximum Candela from 80 to <90 Degrees Vertical 177.423 (5.9% Luminaire Lumens)
Cutoff Classification (deprecated) N.A. (absolute)


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL40 UV FP 8SEL [21W, 4K].IES


LUMINAIRE CLASSIFICATION SYSTEM (LCS)


 Lumens % Lamp % Luminaire
FL - Front-Low (0-30) 369.2 N.A. 12.3
FM - Front-Medium (30-60) 758.5 N.A. 25.2
FH - Front-High (60-80) 335.3 N.A. 11.1
FVH - Front-Very High (80-90) 45.6 N.A. 1.5
BL - Back-Low (0-30) 364.9 N.A. 12.1
BM - Back-Medium (30-60) 740.1 N.A. 24.6
BH - Back-High (60-80) 319.1 N.A. 10.6
BVH - Back-Very High (80-90) 38.1 N.A. 1.3
UL - Uplight-Low (90-100) 22.2 N.A. 0.7
UH - Uplight-High (100-180) 17.1 N.A. 0.6


Total 3010.1 N.A. 100.0


BUG Rating B1-U2-G1


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL40 UV FP 8SEL [21W, 4K].IES


COEFFICIENTS OF UTILIZATION
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FLUX DISTRIBUTION
Percent


Lumens Of Luminaire


Downward Street Side 1508.6 50.1
Downward House Side 1462.2 48.6
Downward Total 2970.8 98.7


Upward Street Side 20.4 0.7
Upward House Side 19.0 0.6
Upward Total 39.4 1.3


Total Flux 3010.2 100.0


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL40 UV FP 8SEL [21W, 4K].IES


POLAR GRAPH
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Maximum Candela = 938.267   Located At Horizontal Angle = 90, Vertical Angle = 5
# 1 - Vertical Plane Through Horizontal Angles (90 - 270) (Through Max. Cd.)
# 2 - Horizontal Cone Through Vertical Angle (5) (Through Max. Cd.)


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL40 UV FP 8SEL [21W, 4K].IES


ISOFOOTCANDLE LINES OF HORIZONTAL ILLUMINANCE
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(+) = Maximum Candela Point


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL40 UV FP 8SEL [21W, 4K].IES


LUMINAIRE CLASSIFICATION SYSTEM (LCS) GRAPH
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Luminaire Lumens:
Front: Low=369.2, Medium=758.5, High=335.3, Very High=45.6
Back: Low=364.9, Medium=740.1, High=319.1, Very High=38.1
Uplight: Low=22.2, High=17.1


BUG Rating : B1-U2-G1


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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CPS SEL40 UV FP 8SEL [21W, 5K].pdf


 


IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL40 UV FP 8SEL [21W, 5K].IES


DESCRIPTIVE INFORMATION (From Photometric File)


IESNA:LM-63-2002
[TEST] SHEE2203000068LM1 (s)
[TESTLAB] SGS-CSTC Standards Technical Services (Shanghai) Co., Ltd.
[TESTDATE] 2022/03/10
[ISSUEDATE] 2022/05/09
[MANUFAC] LumenFocus, LLC.
[LUMCAT] CPS SEL40 UV FP 8SEL [21W, 5K]
[LUMINAIRE] 10" Square LED Canopy Light with Selectable Output and CCT.  Aluminum Housing with Polycarbonate Lens.
[LAMPCAT] 
[LAMP] 


CHARACTERISTICS


IES Classification Type VS
Longitudinal Classification Very Short
Lumens Per Lamp N.A. (absolute)
Total Lamp Lumens N.A. (absolute)
Luminaire Lumens 3010
Downward Total Efficiency N.A. (absolute)
Total Luminaire Efficiency N.A. (absolute)
Luminaire Efficacy Rating (LER) 143
Total Luminaire Watts 21
Ballast Factor 1.00
Upward Waste Light Ratio 0.01
Maximum Candela 938.267
Maximum Candela Angle 90H  5V
Maximum Candela (<90 Degrees Vertical) 938.267
Maximum Candela Angle (<90 Degrees Vertical) 90H  5V
Maximum Candela At 90 Degrees Vertical 37.328 (1.2% Luminaire Lumens)
Maximum Candela from 80 to <90 Degrees Vertical 177.423 (5.9% Luminaire Lumens)
Cutoff Classification (deprecated) N.A. (absolute)


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL40 UV FP 8SEL [21W, 5K].IES


LUMINAIRE CLASSIFICATION SYSTEM (LCS)


 Lumens % Lamp % Luminaire
FL - Front-Low (0-30) 369.2 N.A. 12.3
FM - Front-Medium (30-60) 758.5 N.A. 25.2
FH - Front-High (60-80) 335.3 N.A. 11.1
FVH - Front-Very High (80-90) 45.6 N.A. 1.5
BL - Back-Low (0-30) 364.9 N.A. 12.1
BM - Back-Medium (30-60) 740.1 N.A. 24.6
BH - Back-High (60-80) 319.1 N.A. 10.6
BVH - Back-Very High (80-90) 38.1 N.A. 1.3
UL - Uplight-Low (90-100) 22.2 N.A. 0.7
UH - Uplight-High (100-180) 17.1 N.A. 0.6


Total 3010.1 N.A. 100.0


BUG Rating B1-U2-G1


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL40 UV FP 8SEL [21W, 5K].IES


COEFFICIENTS OF UTILIZATION
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FLUX DISTRIBUTION
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Lumens Of Luminaire


Downward Street Side 1508.6 50.1
Downward House Side 1462.2 48.6
Downward Total 2970.8 98.7


Upward Street Side 20.4 0.7
Upward House Side 19.0 0.6
Upward Total 39.4 1.3


Total Flux 3010.2 100.0


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL40 UV FP 8SEL [21W, 5K].IES


POLAR GRAPH
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Maximum Candela = 938.267   Located At Horizontal Angle = 90, Vertical Angle = 5
# 1 - Vertical Plane Through Horizontal Angles (90 - 270) (Through Max. Cd.)
# 2 - Horizontal Cone Through Vertical Angle (5) (Through Max. Cd.)


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL40 UV FP 8SEL [21W, 5K].IES


ISOFOOTCANDLE LINES OF HORIZONTAL ILLUMINANCE
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(+) = Maximum Candela Point


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.


Page 5







IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL40 UV FP 8SEL [21W, 5K].IES


LUMINAIRE CLASSIFICATION SYSTEM (LCS) GRAPH
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Luminaire Lumens:
Front: Low=369.2, Medium=758.5, High=335.3, Very High=45.6
Back: Low=364.9, Medium=740.1, High=319.1, Very High=38.1
Uplight: Low=22.2, High=17.1


BUG Rating : B1-U2-G1


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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CPS SEL40 UV FP 8SEL [30W, 3K].pdf


 


IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL40 UV FP 8SEL [30W, 3K].IES


DESCRIPTIVE INFORMATION (From Photometric File)


IESNA:LM-63-2002
[TEST] SHEE2203000068LM1 (s)
[TESTLAB] SGS-CSTC Standards Technical Services (Shanghai) Co., Ltd.
[TESTDATE] 2022/03/10
[ISSUEDATE] 2022/05/09
[MANUFAC] LumenFocus, LLC.
[LUMCAT] CPS SEL40 UV FP 8SEL [30W, 3K]
[LUMINAIRE] 10" Square LED Canopy Light with Selectable Output and CCT.  Aluminum Housing with Polycarbonate Lens.
[LAMPCAT] 
[LAMP] 


CHARACTERISTICS


IES Classification Type VS
Longitudinal Classification Very Short
Lumens Per Lamp N.A. (absolute)
Total Lamp Lumens N.A. (absolute)
Luminaire Lumens 4134
Downward Total Efficiency N.A. (absolute)
Total Luminaire Efficiency N.A. (absolute)
Luminaire Efficacy Rating (LER) 138
Total Luminaire Watts 30
Ballast Factor 1.00
Upward Waste Light Ratio 0.01
Maximum Candela 1288.637
Maximum Candela Angle 90H  5V
Maximum Candela (<90 Degrees Vertical) 1288.637
Maximum Candela Angle (<90 Degrees Vertical) 90H  5V
Maximum Candela At 90 Degrees Vertical 51.267 (1.2% Luminaire Lumens)
Maximum Candela from 80 to <90 Degrees Vertical 243.677 (5.9% Luminaire Lumens)
Cutoff Classification (deprecated) N.A. (absolute)


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL40 UV FP 8SEL [30W, 3K].IES


LUMINAIRE CLASSIFICATION SYSTEM (LCS)


 Lumens % Lamp % Luminaire
FL - Front-Low (0-30) 507.1 N.A. 12.3
FM - Front-Medium (30-60) 1041.7 N.A. 25.2
FH - Front-High (60-80) 460.5 N.A. 11.1
FVH - Front-Very High (80-90) 62.6 N.A. 1.5
BL - Back-Low (0-30) 501.2 N.A. 12.1
BM - Back-Medium (30-60) 1016.4 N.A. 24.6
BH - Back-High (60-80) 438.3 N.A. 10.6
BVH - Back-Very High (80-90) 52.3 N.A. 1.3
UL - Uplight-Low (90-100) 30.5 N.A. 0.7
UH - Uplight-High (100-180) 23.5 N.A. 0.6


Total 4134.1 N.A. 100.0


BUG Rating B2-U2-G1


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL40 UV FP 8SEL [30W, 3K].IES


COEFFICIENTS OF UTILIZATION
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FLUX DISTRIBUTION
Percent


Lumens Of Luminaire


Downward Street Side  2072.0 50.1
Downward House Side 2008.2 48.6
Downward Total 4080.1 98.7


Upward Street Side 28.0 0.7
Upward House Side 26.1 0.6
Upward Total 54.1 1.3


Total Flux 4134.2 100.0


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL40 UV FP 8SEL [30W, 3K].IES


POLAR GRAPH
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Maximum Candela = 1288.637   Located At Horizontal Angle = 90, Vertical Angle = 5
# 1 - Vertical Plane Through Horizontal Angles (90 - 270) (Through Max. Cd.)
# 2 - Horizontal Cone Through Vertical Angle (5) (Through Max. Cd.)


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL40 UV FP 8SEL [30W, 3K].IES


ISOFOOTCANDLE LINES OF HORIZONTAL ILLUMINANCE
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(+) = Maximum Candela Point


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL40 UV FP 8SEL [30W, 3K].IES


LUMINAIRE CLASSIFICATION SYSTEM (LCS) GRAPH
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Luminaire Lumens:
Front: Low=507.1, Medium=1041.7, High=460.5, Very High=62.6
Back: Low=501.2, Medium=1016.4, High=438.3, Very High=52.3
Uplight: Low=30.5, High=23.5


BUG Rating : B2-U2-G1


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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CPS SEL40 UV FP 8SEL [30W, 4K].pdf


 


IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL40 UV FP 8SEL [30W, 4K].IES


DESCRIPTIVE INFORMATION (From Photometric File)


IESNA:LM-63-2002
[TEST] SHEE2203000068LM1 (s)
[TESTLAB] SGS-CSTC Standards Technical Services (Shanghai) Co., Ltd.
[TESTDATE] 2022/03/10
[ISSUEDATE] 2022/05/09
[MANUFAC] LumenFocus, LLC.
[LUMCAT] CPS SEL40 UV FP 8SEL [30W, 4K]
[LUMINAIRE] 10" Square LED Canopy Light with Selectable Output and CCT.  Aluminum Housing with Polycarbonate Lens.
[LAMPCAT] 
[LAMP] 


CHARACTERISTICS


IES Classification Type VS
Longitudinal Classification Very Short
Lumens Per Lamp N.A. (absolute)
Total Lamp Lumens N.A. (absolute)
Luminaire Lumens 4299
Downward Total Efficiency N.A. (absolute)
Total Luminaire Efficiency N.A. (absolute)
Luminaire Efficacy Rating (LER) 143
Total Luminaire Watts 30
Ballast Factor 1.00
Upward Waste Light Ratio 0.01
Maximum Candela 1340.07
Maximum Candela Angle 90H  5V
Maximum Candela (<90 Degrees Vertical) 1340.07
Maximum Candela Angle (<90 Degrees Vertical) 90H  5V
Maximum Candela At 90 Degrees Vertical 53.314 (1.2% Luminaire Lumens)
Maximum Candela from 80 to <90 Degrees Vertical 253.402 (5.9% Luminaire Lumens)
Cutoff Classification (deprecated) N.A. (absolute)


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL40 UV FP 8SEL [30W, 4K].IES


LUMINAIRE CLASSIFICATION SYSTEM (LCS)


 Lumens % Lamp % Luminaire
FL - Front-Low (0-30) 527.4 N.A. 12.3
FM - Front-Medium (30-60) 1083.3 N.A. 25.2
FH - Front-High (60-80) 478.8 N.A. 11.1
FVH - Front-Very High (80-90) 65.1 N.A. 1.5
BL - Back-Low (0-30) 521.2 N.A. 12.1
BM - Back-Medium (30-60)  1057.0 N.A. 24.6
BH - Back-High (60-80) 455.8 N.A. 10.6
BVH - Back-Very High (80-90) 54.4 N.A. 1.3
UL - Uplight-Low (90-100) 31.7 N.A. 0.7
UH - Uplight-High (100-180) 24.5 N.A. 0.6


Total 4299.2 N.A. 100.0


BUG Rating B2-U2-G1


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL40 UV FP 8SEL [30W, 4K].IES


COEFFICIENTS OF UTILIZATION
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FLUX DISTRIBUTION
Percent


Lumens Of Luminaire


Downward Street Side 2154.6 50.1
Downward House Side 2088.4 48.6
Downward Total  4243.0 98.7


Upward Street Side 29.1 0.7
Upward House Side 27.1 0.6
Upward Total 56.2 1.3


Total Flux 4299.2 100.0


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL40 UV FP 8SEL [30W, 4K].IES


POLAR GRAPH
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Maximum Candela = 1340.07   Located At Horizontal Angle = 90, Vertical Angle = 5
# 1 - Vertical Plane Through Horizontal Angles (90 - 270) (Through Max. Cd.)
# 2 - Horizontal Cone Through Vertical Angle (5) (Through Max. Cd.)


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL40 UV FP 8SEL [30W, 4K].IES


ISOFOOTCANDLE LINES OF HORIZONTAL ILLUMINANCE
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Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL40 UV FP 8SEL [30W, 4K].IES


LUMINAIRE CLASSIFICATION SYSTEM (LCS) GRAPH
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Luminaire Lumens:
Front: Low=527.4, Medium=1083.3, High=478.8, Very High=65.1
Back: Low=521.2, Medium= 1057.0, High=455.8, Very High=54.4
Uplight: Low=31.7, High=24.5


BUG Rating : B2-U2-G1


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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CPS SEL40 UV FP 8SEL [30W, 5K].pdf


 


IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL40 UV FP 8SEL [30W, 5K].IES


DESCRIPTIVE INFORMATION (From Photometric File)


IESNA:LM-63-2002
[TEST] SHEE2203000068LM1 (s)
[TESTLAB] SGS-CSTC Standards Technical Services (Shanghai) Co., Ltd.
[TESTDATE] 2022/03/10
[ISSUEDATE] 2022/05/09
[MANUFAC] LumenFocus, LLC.
[LUMCAT] CPS SEL40 UV FP 8SEL [30W, 5K]
[LUMINAIRE] 10" Square LED Canopy Light with Selectable Output and CCT.  Aluminum Housing with Polycarbonate Lens.
[LAMPCAT] 
[LAMP] 


CHARACTERISTICS


IES Classification Type VS
Longitudinal Classification Very Short
Lumens Per Lamp N.A. (absolute)
Total Lamp Lumens N.A. (absolute)
Luminaire Lumens 4299
Downward Total Efficiency N.A. (absolute)
Total Luminaire Efficiency N.A. (absolute)
Luminaire Efficacy Rating (LER) 143
Total Luminaire Watts 30
Ballast Factor 1.00
Upward Waste Light Ratio 0.01
Maximum Candela 1340.07
Maximum Candela Angle 90H  5V
Maximum Candela (<90 Degrees Vertical) 1340.07
Maximum Candela Angle (<90 Degrees Vertical) 90H  5V
Maximum Candela At 90 Degrees Vertical 53.314 (1.2% Luminaire Lumens)
Maximum Candela from 80 to <90 Degrees Vertical 253.402 (5.9% Luminaire Lumens)
Cutoff Classification (deprecated) N.A. (absolute)


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL40 UV FP 8SEL [30W, 5K].IES


LUMINAIRE CLASSIFICATION SYSTEM (LCS)


 Lumens % Lamp % Luminaire
FL - Front-Low (0-30) 527.4 N.A. 12.3
FM - Front-Medium (30-60) 1083.3 N.A. 25.2
FH - Front-High (60-80) 478.8 N.A. 11.1
FVH - Front-Very High (80-90) 65.1 N.A. 1.5
BL - Back-Low (0-30) 521.2 N.A. 12.1
BM - Back-Medium (30-60)  1057.0 N.A. 24.6
BH - Back-High (60-80) 455.8 N.A. 10.6
BVH - Back-Very High (80-90) 54.4 N.A. 1.3
UL - Uplight-Low (90-100) 31.7 N.A. 0.7
UH - Uplight-High (100-180) 24.5 N.A. 0.6


Total 4299.2 N.A. 100.0


BUG Rating B2-U2-G1


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL40 UV FP 8SEL [30W, 5K].IES


COEFFICIENTS OF UTILIZATION
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FLUX DISTRIBUTION
Percent


Lumens Of Luminaire


Downward Street Side 2154.6 50.1
Downward House Side 2088.4 48.6
Downward Total  4243.0 98.7


Upward Street Side 29.1 0.7
Upward House Side 27.1 0.6
Upward Total 56.2 1.3


Total Flux 4299.2 100.0


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL40 UV FP 8SEL [30W, 5K].IES


POLAR GRAPH
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Maximum Candela = 1340.07   Located At Horizontal Angle = 90, Vertical Angle = 5
# 1 - Vertical Plane Through Horizontal Angles (90 - 270) (Through Max. Cd.)
# 2 - Horizontal Cone Through Vertical Angle (5) (Through Max. Cd.)


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL40 UV FP 8SEL [30W, 5K].IES


ISOFOOTCANDLE LINES OF HORIZONTAL ILLUMINANCE
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Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL40 UV FP 8SEL [30W, 5K].IES


LUMINAIRE CLASSIFICATION SYSTEM (LCS) GRAPH
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Luminaire Lumens:
Front: Low=527.4, Medium=1083.3, High=478.8, Very High=65.1
Back: Low=521.2, Medium= 1057.0, High=455.8, Very High=54.4
Uplight: Low=31.7, High=24.5


BUG Rating : B2-U2-G1


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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CPS SEL40 UV FP 8SEL [40W, 3K].pdf


 


IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL40 UV FP 8SEL [40W, 3K].IES


DESCRIPTIVE INFORMATION (From Photometric File)


IESNA:LM-63-2002
[TEST] SHEE2203000068LM1
[TESTLAB] SGS-CSTC Standards Technical Services (Shanghai) Co., Ltd.
[TESTDATE] 2022/03/10
[ISSUEDATE] 2022/05/09
[MANUFAC] LumenFocus, LLC.
[LUMCAT] CPS SEL40 UV FP 8SEL [40W, 3K]
[LUMINAIRE] 10" Square LED Canopy Light with Selectable Output and CCT.  Aluminum Housing with Polycarbonate Lens.
[LAMPCAT] 
[LAMP] 


CHARACTERISTICS


IES Classification Type VS
Longitudinal Classification Very Short
Lumens Per Lamp N.A. (absolute)
Total Lamp Lumens N.A. (absolute)
Luminaire Lumens 5531
Downward Total Efficiency N.A. (absolute)
Total Luminaire Efficiency N.A. (absolute)
Luminaire Efficacy Rating (LER) 139
Total Luminaire Watts 39.859
Ballast Factor 1.00
Upward Waste Light Ratio 0.01
Maximum Candela 1724.105
Maximum Candela Angle 90H  5V
Maximum Candela (<90 Degrees Vertical) 1724.105
Maximum Candela Angle (<90 Degrees Vertical) 90H  5V
Maximum Candela At 90 Degrees Vertical 68.592 (1.2% Luminaire Lumens)
Maximum Candela from 80 to <90 Degrees Vertical 326.022 (5.9% Luminaire Lumens)
Cutoff Classification (deprecated) N.A. (absolute)


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL40 UV FP 8SEL [40W, 3K].IES


LUMINAIRE CLASSIFICATION SYSTEM (LCS)


 Lumens % Lamp % Luminaire
FL - Front-Low (0-30) 678.5 N.A. 12.3
FM - Front-Medium (30-60) 1393.8 N.A. 25.2
FH - Front-High (60-80) 616.1 N.A. 11.1
FVH - Front-Very High (80-90) 83.8 N.A. 1.5
BL - Back-Low (0-30) 670.5 N.A. 12.1
BM - Back-Medium (30-60) 1359.9 N.A. 24.6
BH - Back-High (60-80) 586.4 N.A. 10.6
BVH - Back-Very High (80-90) 70.0 N.A. 1.3
UL - Uplight-Low (90-100) 40.8 N.A. 0.7
UH - Uplight-High (100-180) 31.5 N.A. 0.6


Total 5531.3 N.A. 100.0


BUG Rating B2-U2-G1


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL40 UV FP 8SEL [40W, 3K].IES


COEFFICIENTS OF UTILIZATION
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FLUX DISTRIBUTION
Percent


Lumens Of Luminaire


Downward Street Side 2772.1 50.1
Downward House Side 2686.9 48.6
Downward Total  5459.0 98.7


Upward Street Side 37.5 0.7
Upward House Side 34.9 0.6
Upward Total 72.4 1.3


Total Flux 5531.4 100.0


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL40 UV FP 8SEL [40W, 3K].IES


POLAR GRAPH
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Maximum Candela = 1724.105   Located At Horizontal Angle = 90, Vertical Angle = 5
# 1 - Vertical Plane Through Horizontal Angles (90 - 270) (Through Max. Cd.)
# 2 - Horizontal Cone Through Vertical Angle (5) (Through Max. Cd.)


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL40 UV FP 8SEL [40W, 3K].IES


ISOFOOTCANDLE LINES OF HORIZONTAL ILLUMINANCE
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Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL40 UV FP 8SEL [40W, 3K].IES


LUMINAIRE CLASSIFICATION SYSTEM (LCS) GRAPH
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Luminaire Lumens:
Front: Low=678.5, Medium=1393.8, High=616.1, Very High=83.8
Back: Low=670.5, Medium=1359.9, High=586.4, Very High=70.0
Uplight: Low=40.8, High=31.5


BUG Rating : B2-U2-G1


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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CPS SEL40 UV FP 8SEL [40W, 4K].pdf


 


IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL40 UV FP 8SEL [40W, 4K].IES


DESCRIPTIVE INFORMATION (From Photometric File)


IESNA:LM-63-2002
[TEST] SHEE2203000068LM1 (s)
[TESTLAB] SGS-CSTC Standards Technical Services (Shanghai) Co., Ltd.
[TESTDATE] 2022/03/10
[ISSUEDATE] 2022/05/09
[MANUFAC] LumenFocus, LLC.
[LUMCAT] CPS SEL40 UV FP 8SEL [40W, 4K]
[LUMINAIRE] 10" Square LED Canopy Light with Selectable Output and CCT.  Aluminum Housing with Polycarbonate Lens.
[LAMPCAT] 
[LAMP] 


CHARACTERISTICS


IES Classification Type VS
Longitudinal Classification Very Short
Lumens Per Lamp N.A. (absolute)
Total Lamp Lumens N.A. (absolute)
Luminaire Lumens 5882
Downward Total Efficiency N.A. (absolute)
Total Luminaire Efficiency N.A. (absolute)
Luminaire Efficacy Rating (LER) 151
Total Luminaire Watts 39
Ballast Factor 1.00
Upward Waste Light Ratio 0.01
Maximum Candela 1833.324
Maximum Candela Angle 90H  5V
Maximum Candela (<90 Degrees Vertical) 1833.324
Maximum Candela Angle (<90 Degrees Vertical) 90H  5V
Maximum Candela At 90 Degrees Vertical 72.937 (1.2% Luminaire Lumens)
Maximum Candela from 80 to <90 Degrees Vertical 346.675 (5.9% Luminaire Lumens)
Cutoff Classification (deprecated) N.A. (absolute)


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.


Page 1







IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL40 UV FP 8SEL [40W, 4K].IES


LUMINAIRE CLASSIFICATION SYSTEM (LCS)


 Lumens % Lamp % Luminaire
FL - Front-Low (0-30) 721.5 N.A. 12.3
FM - Front-Medium (30-60) 1482.1 N.A. 25.2
FH - Front-High (60-80) 655.1 N.A. 11.1
FVH - Front-Very High (80-90) 89.1 N.A. 1.5
BL - Back-Low (0-30) 713.0 N.A. 12.1
BM - Back-Medium (30-60) 1446.1 N.A. 24.6
BH - Back-High (60-80) 623.5 N.A. 10.6
BVH - Back-Very High (80-90) 74.5 N.A. 1.3
UL - Uplight-Low (90-100) 43.4 N.A. 0.7
UH - Uplight-High (100-180) 33.5 N.A. 0.6


Total 5881.8 N.A. 100.0


BUG Rating B2-U2-G1


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL40 UV FP 8SEL [40W, 4K].IES


COEFFICIENTS OF UTILIZATION
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FLUX DISTRIBUTION
Percent


Lumens Of Luminaire


Downward Street Side 2947.7 50.1
Downward House Side 2857.1 48.6
Downward Total 5804.8 98.7


Upward Street Side 39.8 0.7
Upward House Side 37.1 0.6
Upward Total 76.9 1.3


Total Flux 5881.7 100.0


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL40 UV FP 8SEL [40W, 4K].IES


POLAR GRAPH
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Maximum Candela = 1833.324   Located At Horizontal Angle = 90, Vertical Angle = 5
# 1 - Vertical Plane Through Horizontal Angles (90 - 270) (Through Max. Cd.)
# 2 - Horizontal Cone Through Vertical Angle (5) (Through Max. Cd.)


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL40 UV FP 8SEL [40W, 4K].IES


ISOFOOTCANDLE LINES OF HORIZONTAL ILLUMINANCE
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Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL40 UV FP 8SEL [40W, 4K].IES


LUMINAIRE CLASSIFICATION SYSTEM (LCS) GRAPH
 


371


741


1112


1482


Luminaire Lumens


FrontBack


Uplight


0


30


60


80


90


100


30


60


80


90


100


Luminaire Lumens:
Front: Low=721.5, Medium=1482.1, High=655.1, Very High=89.1
Back: Low=713.0, Medium=1446.1, High=623.5, Very High=74.5
Uplight: Low=43.4, High=33.5


BUG Rating : B2-U2-G1


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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CPS SEL40 UV FP 8SEL [40W, 5K].pdf


 


IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL40 UV FP 8SEL [40W, 5K].IES


DESCRIPTIVE INFORMATION (From Photometric File)


IESNA:LM-63-2002
[TEST] SHEE2203000068LM1 (s)
[TESTLAB] SGS-CSTC Standards Technical Services (Shanghai) Co., Ltd.
[TESTDATE] 2022/03/10
[ISSUEDATE] 2022/05/09
[MANUFAC] LumenFocus, LLC.
[LUMCAT] CPS SEL40 UV FP 8SEL [40W, 5K]
[LUMINAIRE] 10" Square LED Canopy Light with Selectable Output and CCT.  Aluminum Housing with Polycarbonate Lens.
[LAMPCAT] 
[LAMP] 


CHARACTERISTICS


IES Classification Type VS
Longitudinal Classification Very Short
Lumens Per Lamp N.A. (absolute)
Total Lamp Lumens N.A. (absolute)
Luminaire Lumens 5835
Downward Total Efficiency N.A. (absolute)
Total Luminaire Efficiency N.A. (absolute)
Luminaire Efficacy Rating (LER) 142
Total Luminaire Watts 41.06
Ballast Factor 1.00
Upward Waste Light Ratio 0.01
Maximum Candela 1818.717
Maximum Candela Angle 90H  5V
Maximum Candela (<90 Degrees Vertical) 1818.717
Maximum Candela Angle (<90 Degrees Vertical) 90H  5V
Maximum Candela At 90 Degrees Vertical 72.356 (1.2% Luminaire Lumens)
Maximum Candela from 80 to <90 Degrees Vertical 343.913 (5.9% Luminaire Lumens)
Cutoff Classification (deprecated) N.A. (absolute)


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL40 UV FP 8SEL [40W, 5K].IES


LUMINAIRE CLASSIFICATION SYSTEM (LCS)


 Lumens % Lamp % Luminaire
FL - Front-Low (0-30) 715.7 N.A. 12.3
FM - Front-Medium (30-60) 1470.3 N.A. 25.2
FH - Front-High (60-80) 649.9 N.A. 11.1
FVH - Front-Very High (80-90) 88.4 N.A. 1.5
BL - Back-Low (0-30) 707.3 N.A. 12.1
BM - Back-Medium (30-60) 1434.6 N.A. 24.6
BH - Back-High (60-80) 618.6 N.A. 10.6
BVH - Back-Very High (80-90) 73.9 N.A. 1.3
UL - Uplight-Low (90-100) 43.1 N.A. 0.7
UH - Uplight-High (100-180) 33.2 N.A. 0.6


Total 5835.0 N.A. 100.0


BUG Rating B2-U2-G1


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL40 UV FP 8SEL [40W, 5K].IES


COEFFICIENTS OF UTILIZATION
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FLUX DISTRIBUTION
Percent


Lumens Of Luminaire


Downward Street Side 2924.2 50.1
Downward House Side 2834.3 48.6
Downward Total 5758.5 98.7


Upward Street Side 39.5 0.7
Upward House Side 36.8 0.6
Upward Total 76.3 1.3


Total Flux 5834.8 100.0


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL40 UV FP 8SEL [40W, 5K].IES


POLAR GRAPH
 


455


909


1364


1819


1


2


Maximum Candela = 1818.717   Located At Horizontal Angle = 90, Vertical Angle = 5
# 1 - Vertical Plane Through Horizontal Angles (90 - 270) (Through Max. Cd.)
# 2 - Horizontal Cone Through Vertical Angle (5) (Through Max. Cd.)


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL40 UV FP 8SEL [40W, 5K].IES


ISOFOOTCANDLE LINES OF HORIZONTAL ILLUMINANCE
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Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL40 UV FP 8SEL [40W, 5K].IES


LUMINAIRE CLASSIFICATION SYSTEM (LCS) GRAPH
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Luminaire Lumens:
Front: Low=715.7, Medium=1470.3, High=649.9, Very High=88.4
Back: Low=707.3, Medium=1434.6, High=618.6, Very High=73.9
Uplight: Low=43.1, High=33.2


BUG Rating : B2-U2-G1


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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CPS SEL60 UV FP 8SEL [40W, 3K].pdf


 


IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL60 UV FP 8SEL [40W, 3K].IES


DESCRIPTIVE INFORMATION (From Photometric File)


IESNA:LM-63-2002
[TEST] SHEE2203000069LM1(s)
[TESTLAB] SGS-CSTC Standards Technical Services (Shanghai) Co., Ltd.
[TESTDATE] 2022/03/10
[ISSUEDATE] 2022/05/09
[MANUFAC] LumenFocus, LLC.
[LUMCAT] CPS SEL60 UV FP 8SEL [40W, 3K]
[LUMINAIRE] 10" Square LED Canopy Light with Selectable Output and CCT. Aluminum Housing with Polycarbonate Lens.
[LAMPCAT] 
[LAMP] 


CHARACTERISTICS


IES Classification Type VS
Longitudinal Classification Very Short
Lumens Per Lamp N.A. (absolute)
Total Lamp Lumens N.A. (absolute)
Luminaire Lumens 5320
Downward Total Efficiency N.A. (absolute)
Total Luminaire Efficiency N.A. (absolute)
Luminaire Efficacy Rating (LER) 133
Total Luminaire Watts 40
Ballast Factor 1.00
Upward Waste Light Ratio 0.01
Maximum Candela 1710.889
Maximum Candela Angle 90H  5V
Maximum Candela (<90 Degrees Vertical) 1710.889
Maximum Candela Angle (<90 Degrees Vertical) 90H  5V
Maximum Candela At 90 Degrees Vertical 59.284 (1.1% Luminaire Lumens)
Maximum Candela from 80 to <90 Degrees Vertical 283.613 (5.3% Luminaire Lumens)
Cutoff Classification (deprecated) N.A. (absolute)


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL60 UV FP 8SEL [40W, 3K].IES


LUMINAIRE CLASSIFICATION SYSTEM (LCS)


 Lumens % Lamp % Luminaire
FL - Front-Low (0-30) 666.3 N.A. 12.5
FM - Front-Medium (30-60) 1320.7 N.A. 24.8
FH - Front-High (60-80) 554.6 N.A. 10.4
FVH - Front-Very High (80-90) 70.5 N.A. 1.3
BL - Back-Low (0-30) 661.0 N.A. 12.4
BM - Back-Medium (30-60) 1326.1 N.A. 24.9
BH - Back-High (60-80) 574.0 N.A. 10.8
BVH - Back-Very High (80-90) 70.9 N.A. 1.3
UL - Uplight-Low (90-100) 40.6 N.A. 0.8
UH - Uplight-High (100-180) 35.3 N.A. 0.7


Total 5320.0 N.A. 100.0


BUG Rating B2-U2-G1


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL60 UV FP 8SEL [40W, 3K].IES


COEFFICIENTS OF UTILIZATION
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FLUX DISTRIBUTION
Percent


Lumens Of Luminaire


Downward Street Side 2612.1 49.1
Downward House Side  2632.0 49.5
Downward Total 5244.1 98.6


Upward Street Side 37.2 0.7
Upward House Side 38.6 0.7
Upward Total 75.8 1.4


Total Flux 5319.9 100.0


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.


Page 3







IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL60 UV FP 8SEL [40W, 3K].IES


POLAR GRAPH
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Maximum Candela = 1710.889   Located At Horizontal Angle = 90, Vertical Angle = 5
# 1 - Vertical Plane Through Horizontal Angles (90 - 270) (Through Max. Cd.)
# 2 - Horizontal Cone Through Vertical Angle (5) (Through Max. Cd.)


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL60 UV FP 8SEL [40W, 3K].IES


ISOFOOTCANDLE LINES OF HORIZONTAL ILLUMINANCE
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1/2 Maximum Candela Trace Shown As Dashed Curve


(+) = Maximum Candela Point


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL60 UV FP 8SEL [40W, 3K].IES


LUMINAIRE CLASSIFICATION SYSTEM (LCS) GRAPH
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Luminaire Lumens:
Front: Low=666.3, Medium=1320.7, High=554.6, Very High=70.5
Back: Low=661.0, Medium=1326.1, High=574.0, Very High=70.9
Uplight: Low=40.6, High=35.3


BUG Rating : B2-U2-G1


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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CPS SEL60 UV FP 8SEL [40W, 4K].pdf


 


IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL60 UV FP 8SEL [40W, 4K].IES


DESCRIPTIVE INFORMATION (From Photometric File)


IESNA:LM-63-2002
[TEST] SHEE2203000069LM1(s)
[TESTLAB] SGS-CSTC Standards Technical Services (Shanghai) Co., Ltd.
[TESTDATE] 2022/03/10
[ISSUEDATE] 2022/05/09
[MANUFAC] LumenFocus, LLC.
[LUMCAT] CPS SEL60 UV FP 8SEL [40W, 4K]
[LUMINAIRE] 10" Square LED Canopy Light with Selectable Output and CCT. Aluminum Housing with Polycarbonate Lens.
[LAMPCAT] 
[LAMP] 


CHARACTERISTICS


IES Classification Type VS
Longitudinal Classification Very Short
Lumens Per Lamp N.A. (absolute)
Total Lamp Lumens N.A. (absolute)
Luminaire Lumens 5533
Downward Total Efficiency N.A. (absolute)
Total Luminaire Efficiency N.A. (absolute)
Luminaire Efficacy Rating (LER) 138
Total Luminaire Watts 40
Ballast Factor 1.00
Upward Waste Light Ratio 0.01
Maximum Candela 1779.388
Maximum Candela Angle 90H  5V
Maximum Candela (<90 Degrees Vertical) 1779.388
Maximum Candela Angle (<90 Degrees Vertical) 90H  5V
Maximum Candela At 90 Degrees Vertical 61.657 (1.1% Luminaire Lumens)
Maximum Candela from 80 to <90 Degrees Vertical 294.969 (5.3% Luminaire Lumens)
Cutoff Classification (deprecated) N.A. (absolute)


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL60 UV FP 8SEL [40W, 4K].IES


LUMINAIRE CLASSIFICATION SYSTEM (LCS)


 Lumens % Lamp % Luminaire
FL - Front-Low (0-30) 693.0 N.A. 12.5
FM - Front-Medium (30-60) 1373.6 N.A. 24.8
FH - Front-High (60-80) 576.8 N.A. 10.4
FVH - Front-Very High (80-90) 73.3 N.A. 1.3
BL - Back-Low (0-30) 687.4 N.A. 12.4
BM - Back-Medium (30-60) 1379.2 N.A. 24.9
BH - Back-High (60-80) 596.9 N.A. 10.8
BVH - Back-Very High (80-90) 73.8 N.A. 1.3
UL - Uplight-Low (90-100) 42.2 N.A. 0.8
UH - Uplight-High (100-180) 36.7 N.A. 0.7


Total 5532.9 N.A. 100.0


BUG Rating B2-U2-G1


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL60 UV FP 8SEL [40W, 4K].IES


COEFFICIENTS OF UTILIZATION
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FLUX DISTRIBUTION
Percent


Lumens Of Luminaire


Downward Street Side 2716.6 49.1
Downward House Side 2737.4 49.5
Downward Total  5454.0 98.6


Upward Street Side 38.7 0.7
Upward House Side 40.2 0.7
Upward Total 78.9 1.4


Total Flux 5532.9 100.0


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL60 UV FP 8SEL [40W, 4K].IES


POLAR GRAPH
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Maximum Candela = 1779.388   Located At Horizontal Angle = 90, Vertical Angle = 5
# 1 - Vertical Plane Through Horizontal Angles (90 - 270) (Through Max. Cd.)
# 2 - Horizontal Cone Through Vertical Angle (5) (Through Max. Cd.)


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL60 UV FP 8SEL [40W, 4K].IES


ISOFOOTCANDLE LINES OF HORIZONTAL ILLUMINANCE
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(+) = Maximum Candela Point


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL60 UV FP 8SEL [40W, 4K].IES


LUMINAIRE CLASSIFICATION SYSTEM (LCS) GRAPH
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Luminaire Lumens:
Front: Low=693.0, Medium=1373.6, High=576.8, Very High=73.3
Back: Low=687.4, Medium=1379.2, High=596.9, Very High=73.8
Uplight: Low=42.2, High=36.7


BUG Rating : B2-U2-G1


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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CPS SEL60 UV FP 8SEL [40W, 5K].pdf


 


IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL60 UV FP 8SEL [40W, 5K].IES


DESCRIPTIVE INFORMATION (From Photometric File)


IESNA:LM-63-2002
[TEST] SHEE2203000069LM1(s)
[TESTLAB] SGS-CSTC Standards Technical Services (Shanghai) Co., Ltd.
[TESTDATE] 2022/03/10
[ISSUEDATE] 2022/05/09
[MANUFAC] LumenFocus, LLC.
[LUMCAT] CPS SEL60 UV FP 8SEL [40W, 5K]
[LUMINAIRE] 10" Square LED Canopy Light with Selectable Output and CCT. Aluminum Housing with Polycarbonate Lens.
[LAMPCAT] 
[LAMP] 


CHARACTERISTICS


IES Classification Type VS
Longitudinal Classification Very Short
Lumens Per Lamp N.A. (absolute)
Total Lamp Lumens N.A. (absolute)
Luminaire Lumens 5533
Downward Total Efficiency N.A. (absolute)
Total Luminaire Efficiency N.A. (absolute)
Luminaire Efficacy Rating (LER) 138
Total Luminaire Watts 40
Ballast Factor 1.00
Upward Waste Light Ratio 0.01
Maximum Candela 1779.388
Maximum Candela Angle 90H  5V
Maximum Candela (<90 Degrees Vertical) 1779.388
Maximum Candela Angle (<90 Degrees Vertical) 90H  5V
Maximum Candela At 90 Degrees Vertical 61.657 (1.1% Luminaire Lumens)
Maximum Candela from 80 to <90 Degrees Vertical 294.969 (5.3% Luminaire Lumens)
Cutoff Classification (deprecated) N.A. (absolute)


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL60 UV FP 8SEL [40W, 5K].IES


LUMINAIRE CLASSIFICATION SYSTEM (LCS)


 Lumens % Lamp % Luminaire
FL - Front-Low (0-30) 693.0 N.A. 12.5
FM - Front-Medium (30-60) 1373.6 N.A. 24.8
FH - Front-High (60-80) 576.8 N.A. 10.4
FVH - Front-Very High (80-90) 73.3 N.A. 1.3
BL - Back-Low (0-30) 687.4 N.A. 12.4
BM - Back-Medium (30-60) 1379.2 N.A. 24.9
BH - Back-High (60-80) 596.9 N.A. 10.8
BVH - Back-Very High (80-90) 73.8 N.A. 1.3
UL - Uplight-Low (90-100) 42.2 N.A. 0.8
UH - Uplight-High (100-180) 36.7 N.A. 0.7


Total 5532.9 N.A. 100.0


BUG Rating B2-U2-G1


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL60 UV FP 8SEL [40W, 5K].IES


COEFFICIENTS OF UTILIZATION
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FLUX DISTRIBUTION
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Lumens Of Luminaire


Downward Street Side 2716.6 49.1
Downward House Side 2737.4 49.5
Downward Total  5454.0 98.6


Upward Street Side 38.7 0.7
Upward House Side 40.2 0.7
Upward Total 78.9 1.4


Total Flux 5532.9 100.0


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL60 UV FP 8SEL [40W, 5K].IES


POLAR GRAPH
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Maximum Candela = 1779.388   Located At Horizontal Angle = 90, Vertical Angle = 5
# 1 - Vertical Plane Through Horizontal Angles (90 - 270) (Through Max. Cd.)
# 2 - Horizontal Cone Through Vertical Angle (5) (Through Max. Cd.)


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL60 UV FP 8SEL [40W, 5K].IES


ISOFOOTCANDLE LINES OF HORIZONTAL ILLUMINANCE
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(+) = Maximum Candela Point


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL60 UV FP 8SEL [40W, 5K].IES


LUMINAIRE CLASSIFICATION SYSTEM (LCS) GRAPH
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Luminaire Lumens:
Front: Low=693.0, Medium=1373.6, High=576.8, Very High=73.3
Back: Low=687.4, Medium=1379.2, High=596.9, Very High=73.8
Uplight: Low=42.2, High=36.7


BUG Rating : B2-U2-G1


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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CPS SEL60 UV FP 8SEL [50W, 3K].pdf


 


IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL60 UV FP 8SEL [50W, 3K].IES


DESCRIPTIVE INFORMATION (From Photometric File)


IESNA:LM-63-2002
[TEST] SHEE2203000069LM1(s)
[TESTLAB] SGS-CSTC Standards Technical Services (Shanghai) Co., Ltd.
[TESTDATE] 2022/03/10
[ISSUEDATE] 2022/05/09
[MANUFAC] LumenFocus, LLC.
[LUMCAT] CPS SEL60 UV FP 8SEL [50W, 3K]
[LUMINAIRE] 10" Square LED Canopy Light with Selectable Output and CCT. Aluminum Housing with Polycarbonate Lens.
[LAMPCAT] 
[LAMP] 


CHARACTERISTICS


IES Classification Type VS
Longitudinal Classification Very Short
Lumens Per Lamp N.A. (absolute)
Total Lamp Lumens N.A. (absolute)
Luminaire Lumens 6650
Downward Total Efficiency N.A. (absolute)
Total Luminaire Efficiency N.A. (absolute)
Luminaire Efficacy Rating (LER) 133
Total Luminaire Watts 50
Ballast Factor 1.00
Upward Waste Light Ratio 0.01
Maximum Candela 2138.611
Maximum Candela Angle 90H  5V
Maximum Candela (<90 Degrees Vertical) 2138.611
Maximum Candela Angle (<90 Degrees Vertical) 90H  5V
Maximum Candela At 90 Degrees Vertical 74.105 (1.1% Luminaire Lumens)
Maximum Candela from 80 to <90 Degrees Vertical 354.517 (5.3% Luminaire Lumens)
Cutoff Classification (deprecated) N.A. (absolute)


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL60 UV FP 8SEL [50W, 3K].IES


LUMINAIRE CLASSIFICATION SYSTEM (LCS)


 Lumens % Lamp % Luminaire
FL - Front-Low (0-30) 832.9 N.A. 12.5
FM - Front-Medium (30-60) 1650.9 N.A. 24.8
FH - Front-High (60-80) 693.2 N.A. 10.4
FVH - Front-Very High (80-90) 88.1 N.A. 1.3
BL - Back-Low (0-30) 826.2 N.A. 12.4
BM - Back-Medium (30-60) 1657.7 N.A. 24.9
BH - Back-High (60-80) 717.4 N.A. 10.8
BVH - Back-Very High (80-90) 88.7 N.A. 1.3
UL - Uplight-Low (90-100) 50.8 N.A. 0.8
UH - Uplight-High (100-180) 44.1 N.A. 0.7


Total 6650.0 N.A. 100.0


BUG Rating B2-U3-G1


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL60 UV FP 8SEL [50W, 3K].IES


COEFFICIENTS OF UTILIZATION
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FLUX DISTRIBUTION
Percent


Lumens Of Luminaire


Downward Street Side 3265.1 49.1
Downward House Side  3290.0 49.5
Downward Total 6555.1 98.6


Upward Street Side 46.5 0.7
Upward House Side 48.3 0.7
Upward Total 94.8 1.4


Total Flux 6649.9 100.0


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL60 UV FP 8SEL [50W, 3K].IES


POLAR GRAPH
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Maximum Candela = 2138.611   Located At Horizontal Angle = 90, Vertical Angle = 5
# 1 - Vertical Plane Through Horizontal Angles (90 - 270) (Through Max. Cd.)
# 2 - Horizontal Cone Through Vertical Angle (5) (Through Max. Cd.)


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL60 UV FP 8SEL [50W, 3K].IES
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Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.


Page 5







IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL60 UV FP 8SEL [50W, 3K].IES


LUMINAIRE CLASSIFICATION SYSTEM (LCS) GRAPH
 


414


829


1243


1658


Luminaire Lumens


FrontBack


Uplight


0


30


60


80


90


100


30


60


80


90


100


Luminaire Lumens:
Front: Low=832.9, Medium=1650.9, High=693.2, Very High=88.1
Back: Low=826.2, Medium=1657.7, High=717.4, Very High=88.7
Uplight: Low=50.8, High=44.1


BUG Rating : B2-U3-G1


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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CPS SEL60 UV FP 8SEL [50W, 4K].pdf


 


IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL60 UV FP 8SEL [50W, 4K].IES


DESCRIPTIVE INFORMATION (From Photometric File)


IESNA:LM-63-2002
[TEST] SHEE2203000069LM1(s)
[TESTLAB] SGS-CSTC Standards Technical Services (Shanghai) Co., Ltd.
[TESTDATE] 2022/03/10
[ISSUEDATE] 2022/05/09
[MANUFAC] LumenFocus, LLC.
[LUMCAT] CPS SEL60 UV FP 8SEL [50W, 4K]
[LUMINAIRE] 10" Square LED Canopy Light with Selectable Output and CCT. Aluminum Housing with Polycarbonate Lens.
[LAMPCAT] 
[LAMP] 


CHARACTERISTICS


IES Classification Type VS
Longitudinal Classification Very Short
Lumens Per Lamp N.A. (absolute)
Total Lamp Lumens N.A. (absolute)
Luminaire Lumens 6916
Downward Total Efficiency N.A. (absolute)
Total Luminaire Efficiency N.A. (absolute)
Luminaire Efficacy Rating (LER) 138
Total Luminaire Watts 50
Ballast Factor 1.00
Upward Waste Light Ratio 0.01
Maximum Candela 2224.155
Maximum Candela Angle 90H  5V
Maximum Candela (<90 Degrees Vertical) 2224.155
Maximum Candela Angle (<90 Degrees Vertical) 90H  5V
Maximum Candela At 90 Degrees Vertical 77.069 (1.1% Luminaire Lumens)
Maximum Candela from 80 to <90 Degrees Vertical 368.697 (5.3% Luminaire Lumens)
Cutoff Classification (deprecated) N.A. (absolute)


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL60 UV FP 8SEL [50W, 4K].IES


LUMINAIRE CLASSIFICATION SYSTEM (LCS)


 Lumens % Lamp % Luminaire
FL - Front-Low (0-30) 866.2 N.A. 12.5
FM - Front-Medium (30-60)  1717.0 N.A. 24.8
FH - Front-High (60-80) 720.9 N.A. 10.4
FVH - Front-Very High (80-90) 91.6 N.A. 1.3
BL - Back-Low (0-30) 859.3 N.A. 12.4
BM - Back-Medium (30-60)  1724.0 N.A. 24.9
BH - Back-High (60-80) 746.1 N.A. 10.8
BVH - Back-Very High (80-90) 92.2 N.A. 1.3
UL - Uplight-Low (90-100) 52.8 N.A. 0.8
UH - Uplight-High (100-180) 45.8 N.A. 0.7


Total 6915.9 N.A. 100.0


BUG Rating B2-U3-G1


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL60 UV FP 8SEL [50W, 4K].IES


COEFFICIENTS OF UTILIZATION
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FLUX DISTRIBUTION
Percent


Lumens Of Luminaire


Downward Street Side 3395.7 49.1
Downward House Side 3421.6 49.5
Downward Total 6817.3 98.6


Upward Street Side 48.4 0.7
Upward House Side 50.2 0.7
Upward Total 98.6 1.4


Total Flux 6915.9 100.0


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL60 UV FP 8SEL [50W, 4K].IES


POLAR GRAPH
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Maximum Candela = 2224.155   Located At Horizontal Angle = 90, Vertical Angle = 5
# 1 - Vertical Plane Through Horizontal Angles (90 - 270) (Through Max. Cd.)
# 2 - Horizontal Cone Through Vertical Angle (5) (Through Max. Cd.)


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL60 UV FP 8SEL [50W, 4K].IES


ISOFOOTCANDLE LINES OF HORIZONTAL ILLUMINANCE
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Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL60 UV FP 8SEL [50W, 4K].IES


LUMINAIRE CLASSIFICATION SYSTEM (LCS) GRAPH
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Luminaire Lumens:
Front: Low=866.2, Medium= 1717.0, High=720.9, Very High=91.6
Back: Low=859.3, Medium= 1724.0, High=746.1, Very High=92.2
Uplight: Low=52.8, High=45.8


BUG Rating : B2-U3-G1


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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CPS SEL60 UV FP 8SEL [50W, 5K].pdf


 


IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL60 UV FP 8SEL [50W, 5K].IES


DESCRIPTIVE INFORMATION (From Photometric File)


IESNA:LM-63-2002
[TEST] SHEE2203000069LM1(s)
[TESTLAB] SGS-CSTC Standards Technical Services (Shanghai) Co., Ltd.
[TESTDATE] 2022/03/10
[ISSUEDATE] 2022/05/09
[MANUFAC] LumenFocus, LLC.
[LUMCAT] CPS SEL60 UV FP 8SEL [50W, 5K]
[LUMINAIRE] 10" Square LED Canopy Light with Selectable Output and CCT. Aluminum Housing with Polycarbonate Lens.
[LAMPCAT] 
[LAMP] 


CHARACTERISTICS


IES Classification Type VS
Longitudinal Classification Very Short
Lumens Per Lamp N.A. (absolute)
Total Lamp Lumens N.A. (absolute)
Luminaire Lumens 6916
Downward Total Efficiency N.A. (absolute)
Total Luminaire Efficiency N.A. (absolute)
Luminaire Efficacy Rating (LER) 138
Total Luminaire Watts 50
Ballast Factor 1.00
Upward Waste Light Ratio 0.01
Maximum Candela 2224.155
Maximum Candela Angle 90H  5V
Maximum Candela (<90 Degrees Vertical) 2224.155
Maximum Candela Angle (<90 Degrees Vertical) 90H  5V
Maximum Candela At 90 Degrees Vertical 77.069 (1.1% Luminaire Lumens)
Maximum Candela from 80 to <90 Degrees Vertical 368.697 (5.3% Luminaire Lumens)
Cutoff Classification (deprecated) N.A. (absolute)


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL60 UV FP 8SEL [50W, 5K].IES


LUMINAIRE CLASSIFICATION SYSTEM (LCS)


 Lumens % Lamp % Luminaire
FL - Front-Low (0-30) 866.2 N.A. 12.5
FM - Front-Medium (30-60)  1717.0 N.A. 24.8
FH - Front-High (60-80) 720.9 N.A. 10.4
FVH - Front-Very High (80-90) 91.6 N.A. 1.3
BL - Back-Low (0-30) 859.3 N.A. 12.4
BM - Back-Medium (30-60)  1724.0 N.A. 24.9
BH - Back-High (60-80) 746.1 N.A. 10.8
BVH - Back-Very High (80-90) 92.2 N.A. 1.3
UL - Uplight-Low (90-100) 52.8 N.A. 0.8
UH - Uplight-High (100-180) 45.8 N.A. 0.7


Total 6915.9 N.A. 100.0


BUG Rating B2-U3-G1


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL60 UV FP 8SEL [50W, 5K].IES


COEFFICIENTS OF UTILIZATION
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FLUX DISTRIBUTION
Percent


Lumens Of Luminaire


Downward Street Side 3395.7 49.1
Downward House Side 3421.6 49.5
Downward Total 6817.3 98.6


Upward Street Side 48.4 0.7
Upward House Side 50.2 0.7
Upward Total 98.6 1.4


Total Flux 6915.9 100.0


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL60 UV FP 8SEL [50W, 5K].IES


POLAR GRAPH
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Maximum Candela = 2224.155   Located At Horizontal Angle = 90, Vertical Angle = 5
# 1 - Vertical Plane Through Horizontal Angles (90 - 270) (Through Max. Cd.)
# 2 - Horizontal Cone Through Vertical Angle (5) (Through Max. Cd.)


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL60 UV FP 8SEL [50W, 5K].IES


ISOFOOTCANDLE LINES OF HORIZONTAL ILLUMINANCE
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Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL60 UV FP 8SEL [50W, 5K].IES


LUMINAIRE CLASSIFICATION SYSTEM (LCS) GRAPH
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Luminaire Lumens:
Front: Low=866.2, Medium= 1717.0, High=720.9, Very High=91.6
Back: Low=859.3, Medium= 1724.0, High=746.1, Very High=92.2
Uplight: Low=52.8, High=45.8


BUG Rating : B2-U3-G1


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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CPS SEL60 UV FP 8SEL [60W, 3K].pdf


 


IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL60 UV FP 8SEL [60W, 3K].IES


DESCRIPTIVE INFORMATION (From Photometric File)


IESNA:LM-63-2002
[TEST] SHEE2203000069LM1
[TESTLAB] SGS-CSTC Standards Technical Services (Shanghai) Co., Ltd.
[TESTDATE] 2022/03/10
[ISSUEDATE] 2022/05/09
[MANUFAC] LumenFocus, LLC.
[LUMCAT] CPS SEL60 UV FP 8SEL [60W, 3K]
[LUMINAIRE] 10" Square LED Canopy Light with Selectable Output and CCT. Aluminum Housing with Polycarbonate Lens.
[LAMPCAT] 
[LAMP] 


CHARACTERISTICS


IES Classification Type VS
Longitudinal Classification Very Short
Lumens Per Lamp N.A. (absolute)
Total Lamp Lumens N.A. (absolute)
Luminaire Lumens 7935
Downward Total Efficiency N.A. (absolute)
Total Luminaire Efficiency N.A. (absolute)
Luminaire Efficacy Rating (LER) 136
Total Luminaire Watts 58.4
Ballast Factor 1.00
Upward Waste Light Ratio 0.01
Maximum Candela 2551.861
Maximum Candela Angle 90H  5V
Maximum Candela (<90 Degrees Vertical) 2551.861
Maximum Candela Angle (<90 Degrees Vertical) 90H  5V
Maximum Candela At 90 Degrees Vertical 88.424 (1.1% Luminaire Lumens)
Maximum Candela from 80 to <90 Degrees Vertical 423.021 (5.3% Luminaire Lumens)
Cutoff Classification (deprecated) N.A. (absolute)


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL60 UV FP 8SEL [60W, 3K].IES


LUMINAIRE CLASSIFICATION SYSTEM (LCS)


 Lumens % Lamp % Luminaire
FL - Front-Low (0-30) 993.8 N.A. 12.5
FM - Front-Medium (30-60)  1970.0 N.A. 24.8
FH - Front-High (60-80) 827.2 N.A. 10.4
FVH - Front-Very High (80-90) 105.1 N.A. 1.3
BL - Back-Low (0-30) 985.9 N.A. 12.4
BM - Back-Medium (30-60)  1978.0 N.A. 24.9
BH - Back-High (60-80) 856.1 N.A. 10.8
BVH - Back-Very High (80-90) 105.8 N.A. 1.3
UL - Uplight-Low (90-100) 60.6 N.A. 0.8
UH - Uplight-High (100-180) 52.6 N.A. 0.7


Total 7935.1 N.A. 100.0


BUG Rating B2-U3-G2


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL60 UV FP 8SEL [60W, 3K].IES


COEFFICIENTS OF UTILIZATION
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Downward Street Side  3896.0 49.1
Downward House Side 3925.8 49.5
Downward Total 7821.8 98.6


Upward Street Side 55.5 0.7
Upward House Side 57.6 0.7
Upward Total 113.1 1.4


Total Flux 7934.9 100.0


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL60 UV FP 8SEL [60W, 3K].IES


POLAR GRAPH
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Maximum Candela = 2551.861   Located At Horizontal Angle = 90, Vertical Angle = 5
# 1 - Vertical Plane Through Horizontal Angles (90 - 270) (Through Max. Cd.)
# 2 - Horizontal Cone Through Vertical Angle (5) (Through Max. Cd.)


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL60 UV FP 8SEL [60W, 3K].IES


ISOFOOTCANDLE LINES OF HORIZONTAL ILLUMINANCE
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Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL60 UV FP 8SEL [60W, 3K].IES


LUMINAIRE CLASSIFICATION SYSTEM (LCS) GRAPH
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Luminaire Lumens:
Front: Low=993.8, Medium= 1970.0, High=827.2, Very High=105.1
Back: Low=985.9, Medium= 1978.0, High=856.1, Very High=105.8
Uplight: Low=60.6, High=52.6


BUG Rating : B2-U3-G2


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.


Page 6







CPS SEL60 UV FP 8SEL [60W, 4K].pdf


 


IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL60 UV FP 8SEL [60W, 4K].IES


DESCRIPTIVE INFORMATION (From Photometric File)


IESNA:LM-63-2002
[TEST] SHEE2203000069LM1(s)
[TESTLAB] SGS-CSTC Standards Technical Services (Shanghai) Co., Ltd.
[TESTDATE] 2022/03/10
[ISSUEDATE] 2022/05/09
[MANUFAC] LumenFocus, LLC.
[LUMCAT] CPS SEL60 UV FP 8SEL [60W, 4K]
[LUMINAIRE] 10" Square LED Canopy Light with Selectable Output and CCT. Aluminum Housing with Polycarbonate Lens.
[LAMPCAT] 
[LAMP] 


CHARACTERISTICS


IES Classification Type VS
Longitudinal Classification Very Short
Lumens Per Lamp N.A. (absolute)
Total Lamp Lumens N.A. (absolute)
Luminaire Lumens 8381
Downward Total Efficiency N.A. (absolute)
Total Luminaire Efficiency N.A. (absolute)
Luminaire Efficacy Rating (LER) 147
Total Luminaire Watts 57.17
Ballast Factor 1.00
Upward Waste Light Ratio 0.01
Maximum Candela 2695.383
Maximum Candela Angle 90H  5V
Maximum Candela (<90 Degrees Vertical) 2695.383
Maximum Candela Angle (<90 Degrees Vertical) 90H  5V
Maximum Candela At 90 Degrees Vertical 93.397 (1.1% Luminaire Lumens)
Maximum Candela from 80 to <90 Degrees Vertical 446.813 (5.3% Luminaire Lumens)
Cutoff Classification (deprecated) N.A. (absolute)


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL60 UV FP 8SEL [60W, 4K].IES


LUMINAIRE CLASSIFICATION SYSTEM (LCS)


 Lumens % Lamp % Luminaire
FL - Front-Low (0-30) 1049.7 N.A. 12.5
FM - Front-Medium (30-60) 2080.7 N.A. 24.8
FH - Front-High (60-80) 873.7 N.A. 10.4
FVH - Front-Very High (80-90) 111.0 N.A. 1.3
BL - Back-Low (0-30) 1041.3 N.A. 12.4
BM - Back-Medium (30-60) 2089.2 N.A. 24.9
BH - Back-High (60-80) 904.2 N.A. 10.8
BVH - Back-Very High (80-90) 111.8 N.A. 1.3
UL - Uplight-Low (90-100) 64.0 N.A. 0.8
UH - Uplight-High (100-180) 55.6 N.A. 0.7


Total 8381.2 N.A. 100.0


BUG Rating B3-U3-G2


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL60 UV FP 8SEL [60W, 4K].IES


COEFFICIENTS OF UTILIZATION
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FLUX DISTRIBUTION
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Downward Street Side 4115.1 49.1
Downward House Side 4146.6 49.5
Downward Total 8261.7 98.6


Upward Street Side 58.7 0.7
Upward House Side 60.9 0.7
Upward Total 119.6 1.4


Total Flux 8381.3 100.0


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL60 UV FP 8SEL [60W, 4K].IES


POLAR GRAPH
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Maximum Candela = 2695.383   Located At Horizontal Angle = 90, Vertical Angle = 5
# 1 - Vertical Plane Through Horizontal Angles (90 - 270) (Through Max. Cd.)
# 2 - Horizontal Cone Through Vertical Angle (5) (Through Max. Cd.)


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL60 UV FP 8SEL [60W, 4K].IES


ISOFOOTCANDLE LINES OF HORIZONTAL ILLUMINANCE
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(+) = Maximum Candela Point


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL60 UV FP 8SEL [60W, 4K].IES


LUMINAIRE CLASSIFICATION SYSTEM (LCS) GRAPH
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Luminaire Lumens:
Front: Low=1049.7, Medium=2080.7, High=873.7, Very High=111.0
Back: Low=1041.3, Medium=2089.2, High=904.2, Very High=111.8
Uplight: Low=64.0, High=55.6


BUG Rating : B3-U3-G2


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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CPS SEL60 UV FP 8SEL [60W, 5K].pdf


 


IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL60 UV FP 8SEL [60W, 5K].IES


DESCRIPTIVE INFORMATION (From Photometric File)


IESNA:LM-63-2002
[TEST] SHEE2203000069LM1(s)
[TESTLAB] SGS-CSTC Standards Technical Services (Shanghai) Co., Ltd.
[TESTDATE] 2022/03/10
[ISSUEDATE] 2022/05/09
[MANUFAC] LumenFocus, LLC.
[LUMCAT] CPS SEL60 UV FP 8SEL [60W, 5K]
[LUMINAIRE] 10" Square LED Canopy Light with Selectable Output and CCT. Aluminum Housing with Polycarbonate Lens.
[LAMPCAT] 
[LAMP] 


CHARACTERISTICS


IES Classification Type VS
Longitudinal Classification Very Short
Lumens Per Lamp N.A. (absolute)
Total Lamp Lumens N.A. (absolute)
Luminaire Lumens 8376
Downward Total Efficiency N.A. (absolute)
Total Luminaire Efficiency N.A. (absolute)
Luminaire Efficacy Rating (LER) 138
Total Luminaire Watts 60.57
Ballast Factor 1.00
Upward Waste Light Ratio 0.01
Maximum Candela 2693.829
Maximum Candela Angle 90H  5V
Maximum Candela (<90 Degrees Vertical) 2693.829
Maximum Candela Angle (<90 Degrees Vertical) 90H  5V
Maximum Candela At 90 Degrees Vertical 93.343 (1.1% Luminaire Lumens)
Maximum Candela from 80 to <90 Degrees Vertical 446.555 (5.3% Luminaire Lumens)
Cutoff Classification (deprecated) N.A. (absolute)


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL60 UV FP 8SEL [60W, 5K].IES


LUMINAIRE CLASSIFICATION SYSTEM (LCS)


 Lumens % Lamp % Luminaire
FL - Front-Low (0-30) 1049.1 N.A. 12.5
FM - Front-Medium (30-60) 2079.5 N.A. 24.8
FH - Front-High (60-80) 873.2 N.A. 10.4
FVH - Front-Very High (80-90) 110.9 N.A. 1.3
BL - Back-Low (0-30) 1040.7 N.A. 12.4
BM - Back-Medium (30-60)  2088.0 N.A. 24.9
BH - Back-High (60-80) 903.7 N.A. 10.8
BVH - Back-Very High (80-90) 111.7 N.A. 1.3
UL - Uplight-Low (90-100) 63.9 N.A. 0.8
UH - Uplight-High (100-180) 55.5 N.A. 0.7


Total 8376.2 N.A. 100.0


BUG Rating B3-U3-G2


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL60 UV FP 8SEL [60W, 5K].IES


COEFFICIENTS OF UTILIZATION
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 SS
 HS


FLUX DISTRIBUTION
Percent


Lumens Of Luminaire


Downward Street Side 4112.7 49.1
Downward House Side 4144.2 49.5
Downward Total 8256.9 98.6


Upward Street Side 58.6 0.7
Upward House Side 60.8 0.7
Upward Total 119.4 1.4


Total Flux 8376.3 100.0


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL60 UV FP 8SEL [60W, 5K].IES


POLAR GRAPH
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Maximum Candela = 2693.829   Located At Horizontal Angle = 90, Vertical Angle = 5
# 1 - Vertical Plane Through Horizontal Angles (90 - 270) (Through Max. Cd.)
# 2 - Horizontal Cone Through Vertical Angle (5) (Through Max. Cd.)


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.


Page 4







IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL60 UV FP 8SEL [60W, 5K].IES


ISOFOOTCANDLE LINES OF HORIZONTAL ILLUMINANCE
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Values Based On 10 Foot Mounting Height
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1/2 Maximum Candela Trace Shown As Dashed Curve


(+) = Maximum Candela Point


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : CPS SEL60 UV FP 8SEL [60W, 5K].IES


LUMINAIRE CLASSIFICATION SYSTEM (LCS) GRAPH
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Luminaire Lumens:
Front: Low=1049.1, Medium=2079.5, High=873.2, Very High=110.9
Back: Low=1040.7, Medium= 2088.0, High=903.7, Very High=111.7
Uplight: Low=63.9, High=55.5


BUG Rating : B3-U3-G2


Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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