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IES FLOOD REPORT

PHOTOMETRIC FILENAME : FLK VH 77 UV 8SEL [4000K].IES
DESCRIPTIVE INFORMATION (From Photometric File)
IESNA:LM-63-2002

[TEST] BLC2005004E-D

[[ISSUEDATE] 2020-5-10 16:03

[MANUFAC] LumenFocus, LLC.

[LUMCAT] FLK VH 77 UV 8SEL [4000K]

[LUMINAIRE]

[LAMPCAT]

[LAMP]

[ VOLTAGE] 120.0 V

[ CURRENT] 0.8318A

[ POWERFACTOR] 0.994

[ THD] 7.99

[TESTLAB] Belling Test Laboratory Co., LTD

[ TESTINST] GPM-3000

[ TESTDIST] 14.040 m [K=1.0000]

[ TESTTEMPERATURE] 25.0'C

[ TESTHUMIDITY]

[ TESTOPERATOR]

[BALLAST]

[BALLASTCAT]

Note: Candela values converted from Type-C to Type-B
CHARACTERISTICS

NEMA Type THx7V

Maximum Candela 4914.29

Maximum Candela Angle 3H o0V

Horizontal Beam Angle (50%) 113.5

Vertical Beam Angle (50%) 111.0

Horizontal Field Angle (10%) 152.9

Vertical Field Angle (10%) 145.6

Lumens Per Lamp 13332.42 (1 lamp)

Total Lamp Lumens 13332.42

Beam Lumens 10405

Beam Efficiency 78 %

Field Lumens 13153

Field Efficiency 99 %

Spill Lumens 181

Luminaire Lumens 13334

Total Efficiency 100 %

Total Luminaire Watts 99.2

Ballast Factor 1.00
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME

AXIAL CANDELA

DEG. HOR. DEG.
90 .096 90
85 33.9 85
75 628.82 75
65 1711.202 65
55 2630.496 55
475 3211.163 47.5
425 3554.786 425
37.5 3854.639 37.5
33 4109.439 33
29 4290.057 29
255  4440.097 255
225 4542172 225
19.5 4648.636 19.5
17 4720.696 17
15 4757.193 15
13 4788.893 13

11 4820.991 11

9 4861.059 9

7 4890.57 7

5 4903.933 5

3 4914.29 3

1 4904.331 1

0 4899.545 0

-1 4903.933 -1

-3 4908.509 -3

-5 4899.136 -5

-7 4885.187 -7

-9 4862.849 -9
-1 4826.772 -1
-13 4780.515 -13
-15 4742.437 -15
-17 4676.848 -17
-19.5 4614.946 -19.5
-22.5 4523.631 -22.5
-25.5 4433.814 -25.5
-29 4293.252 -29
-33 4107.837 -33
-37.5 3857.33 -37.5
-42.5 3555.488 -42.5
-47.5 3216.855 -47.5
-565 2624.317 -565
-65 1595.763 -65
-75 523.539 -75
-85 18.746 -85
-90 0 -90

: FLK VH 77 UV 8SEL [4000K].IES

VERT.

131
20.957
130.89
1298.171
2502.092
3213.003
3573.554
3886.776
4131.225
4316.01
4459.733
4561.731
4656.865
4722.796
4761.205
4811.961
4844.092
4864.275
4881.33
4898.772
4901.9
4901.513
4899.545
4897.788
4884.071
4862.904
4834.1
4802.953
4769.827
4732.788
4686.752
4632.658
4569.573
4475.705
4364.898
4217.638
4030.697
3773.228
3459.708
3112.868
2495.427
1390.464
332.52
37.238
.188
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : FLK VH 77 UV 8SEL [4000K].IES

LUMEN TABULATION

Average Of Right And Left Sides

Total Luminaire Lumens (one side of beam only) = 6666.98
Total Field Lumens (one side of beam only) = 6576.4

* Indicates Values Inside Field Edge

Vert. Horizontal Angles
Angles

0 1 3 ) 7 9 n 13 15 17
90

0.02 0.03 0.03 0.03 0.03 0.03 0.03 0.03 0.03 0.04

% 0.23 0.48 0.49 0.50 0.51 0.51 0.51 0.50 0.49 0.58
i 2.18* 4.39* 441" 439" 4.36* 4.30* 423" 413" 4.01* 483"
0 5.80 * 1.63* 163* 157 1147* 1132* 11.13* 1088* 10.59* 12.80*
% 6.53 * 13.07* 13.04* 1297* 1286* 12.71* 1252* 1227* 11.99* 1456*
4 517 * 10.32* 10.29* 10.22* 10.13* 10.01* 9.87* 9.70 * 9.50 * 11.57 *
429 5.68 * 11.35* 11.31* 11.24* 11.14* 11.00* 10.85* 1066* 10.46* 12.74*
37 5.50* 10.98* 10.94* 10.87* 10.78* 10.65* 1049* 1032* 1013* 1235*
% 5.15* 10.28* 10.24* 10.18* 10.09* 9.98* 9.83* 9.67 * 949~ 11.58 *
2 4.68* 9.34* 9.31* 9.25* 9.17* 9.07* 8.94 * 8.80* 8.64 * 10.53 *
28 412+ 8.23* 8.20* 8.15* 8.08 * 7.99* 7.88* 7.76* 7.62* 9.29*
228 421* 8.41* 8.38 * 8.33 * 8.26 * 8.17* 8.06 * 7.93* 7.79* 9.50 *
19 3.57* 713" 7.10* 7.06 * 7.00 * 6.92* 6.83* 6.73* 6.60 * 8.05*
7 2.89* 5.77* 575* 571* 5.66 * 5.61* 5.53* 545* 5.35* 6.52*
1 292+ 5.82* 5.80 * 5.76 * 571* 5.66 * 5.568 * 5.50 * 5.39* 6.57 *
" 294* 5.87 * 5.84 * 5.80* 576" 570" 5.63* 5.54* 543" 6.62*
" 296 5.90* 5.87* 5.84 * 579~ 573~ 5.66 * 5.57* 5.46* 6.66 *
° 297" 5.92* 5.90 * 5.87* 5.82* 576 * 5.68 * 5.569 * 5.49* 6.69 *
! 298* 5.94 * 5.92* 5.89* 5.84 * 5.78* 570 * 5.61* 5.51* 6.72*
° 298" 5.96* 5.94* 590" 585" 579" 572* 5.63* 552" 6.73*
’ 298* 5.96 * 5.94 * 591~ 5.87* 5.80 * 572* 5.64* 553 * 6.74 *
1 1.49* 299+ 298" 296~ 294~ 291+ 2.86* 282+ 277* 3.37*
° 1.49* 298* 298 * 296 * 294~ 290" 2.86* 282" 277" 3.37*
; 298" 5.95* 5.93* 591" 5.86* 5.80* 571* 5.62* 5.52* 6.73 *
N 297> 5.93* 591~ 5.88 * 5.84 * 577* 5.70* 5.61* 5.50 * 6.71*
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : FLK VH 77 UV 8SEL [4000K].IES

LUMENS TABULATION - (Cont.)

° 295* 591* 5.89* 5.86* 581" 575* 5.67* 5.58* 548* 6.68 *
i 2.94* 5.87 * 5.86 * 5.83 * 577 * 571* 5.64* 5.55* 545* 6.64 *
N 292+ 5.84 * 5.82* 579* 574~ 5.67 * 5.60 * 5.51* 541* 6.60 *
" 290" 5.79* 578 * 5.74* 5.69 * 5.63* 5.56 * 547 * 5.37* 6.55*
3 287* 574 * 572 5.69 * 5.65* 5.58 * 551* 542* 532" 6.49*
1 2.84* 5.68 * 5.67* 5.64 * 5.59 * 5.53* 545* 5.36* 526" 6.42*
7 3.50* 7.01* 6.99 * 6.95* 6.90 * 6.82* 6.72* 6.61* 6.49* 7.91*
199 413" 8.26 * 8.23* 8.19* 8.12* 8.03 * 7.92* 7.79* 7.64* 9.31*
229 4.04* 8.07 * 8.05* 8.00 * 7.93* 7.85* 7.74* 7.61* 7.46* 9.09 *
290 458 * 9.14* 9.11* 9.06 * 8.99* 8.89* 8.77* 8.62* 8.45* 10.30 *
2 5.03* 10.04* 10.01* 9.95* 9.87* 9.76 * 9.63* 947* 9.28 * 11.31*
33 5.35* 10.69* 1066* 1060* 10.51* 10.39* 10.25* 10.09* 9.89* 12.05*
37 5.51* 11.01* 10.98* 1093* 10.84* 10.71* 10.57* 1040* 10.20* 1242*
42 5.01* 10.01* 9.98* 9.93* 9.84* 9.73 * 9.60 * 9.43* 9.24* 11.26 *
a7 6.41* 12.81* 1278* 1270* 1259* 1245* 1227* 1205* 11.80* 1435~
0 5.92* 11.86* 11.84* M1.77* 1168* 1155 1138* 11.17* 1092* 13.22*
00 263* 5.28 * 5.29* 5.27* 5.22* 5.16 * 5.09 * 499" 4.86* 5.84*
7o 0.56 1.14 1.15 1.14 1.13 1.12 1.10 1.07 1.04 1.25
90 0.03 0.06 0.06 0.06 0.06 0.06 0.05 0.05 0.05 0.06
'-I%(:al 15549 310.86 309.99 308.24 305.68 302.27 298.05 293.03 287.17 349.61
Vert. Horizontal Angles
Angles

19.5 22.5 25.5 29 33 37.5 42.5 47.5 55 65
% 0.05 0.05 0.05 0.06 0.06 0.06 0.05 0.06 0.07 0.05
% 0.65 0.66 0.80 0.89 0.89 0.78 0.60 0.71 0.60 0.25
75 552* 526" 579* 6.07 * 6.03 * 5.58 * 4.32 4.30 2.70 0.74
°° 14.74* 14.01* 1526* 16.00* 1598* 1501* 11.93* 1224* 7.89* 2.1
> 16.82* 16.02* 17.55* 1846* 1853* 1759* 1429* 1530* 10.50* 3.00
478 13.38* 12.76* 14.01* 1475* 1485* 1423* 11.73* 1287* 9.19* 276*
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : FLK VH 77 UV 8SEL [4000K].IES

LUMENS TABULATION - (Cont.)

428 14.75* 1408* 1548* 16.33* 1648* 1584* 13.15* 1466* 10.69* 3.34~*
318 1430* 1366* 15.05* 15.89* 16.06* 1547* 1288* 14.46* 10.75* 349~
% 13.42* 12.83* 14.14* 1495* 1514* 1461* 1220* 13.76* 10.37* 345"
29 12.21* 1169* 1288* 13.62* 1382* 1336* 11.18* 1265* 9.62* 3.26*
258 10.77* 1030* 11.37* 12.03* 1220* 1183* 991~ 11.23* 8.60* 295*
229 11.01* 10.53* 1M1.62* 1231* 1250* 1212* 1017* 11.55* 8.89* 3.09*
19 9.33* 8.93* 9.85* 10.44* 10.61* 10.28* 864~ 9.83* 761" 2.66 *
7 7.55* 7.23* 7.98* 8.46 * 8.59 * 8.33* 7.01* 7.99* 6.19* 218 *
10 762* 7.29* 8.05* 8.54 * 8.67 * 8.41* 7.08* 8.08 * 6.27 * 222*
" 7.67* 7.35* 8.11* 8.60 * 8.74 * 8.48 * 7.14* 8.15* 6.34 * 2.25*
" 772" 7.39* 8.16 * 8.66 * 8.80 * 8.54* 719* 8.21* 6.39 * 227*
° 7.76* 7.43* 8.21* 8.70 * 8.85* 8.58 * 7.23* 8.26 * 6.44 * 2.29*
! 7.78* 7.46* 8.24* 8.74 * 8.88 * 8.62* 7.26* 8.30 " 6.47 * 2.31*
° 7.80* 747* 8.26 ¢ 8.76 * 8.90 ¢ 8.64 * 7.28* 8.33* 6.50 * 2.32*
’ 7.81* 748" 8.27* 8.77* 891~ 8.65* 7.29* 8.35* 6.52 * 232*
! 3.91* 3.74* 414 * 4.39* 446 * 432* 3.64* 417 * 3.26* 116 *
° 3.91* 3.74* 413* 438" 446" 432* 3.64* 417* 3.26 116 *
; 7.80* 747 8.25* 8.76 * 8.90 8.63* 7.28* 8.34 6.51* 2.32*
N 7.78* 7.45* 8.23* 8.73* 8.87* 8.61* 7.26* 8.31* 6.49 * 232*
° 7.74* 742 8.19* 8.69 * 8.84 * 8.58 * 7.23* 8.27 * 6.45* 2.30*
i 7.70* 7.37* 8.14 * 8.64 * 8.80* 8.53* 719* 8.22* 6.41* 2.29*
N 7.65* 7.33* 8.09* 8.58 * 8.73* 8.47* 714 * 8.16 * 6.36 * 2.26*
" 7.59* 7.27* 8.02* 8.51* 8.66 * 8.41~* 7.08 * 8.09 * 6.30 * 224
3 7.52* 7.20* 7.94* 8.43* 8.58 * 8.32* 7.01* 8.01* 6.23 * 2.21*
7 7.44* 711* 7.86* 8.34* 8.48 * 8.23* 6.93 * 791* 6.14 * 217*
7 9.16 * 8.77* 9.69 * 10.28* 1045* 10.14* 8.53* 9.74 * 7.54 % 2.65*
190 10.78* 10.32* 11.40* 1209* 1229* 11.92* 10.03* 1142* 881~ 3.08 *
229 10.53* 10.07* 11.12* 11.79* 11.98* 1161* 976" 11.09* 8.51* 2.95*
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : FLK VH 77 UV 8SEL [4000K].IES

LUMENS TABULATION - (Cont.)

-25.5

1193* 11.40* 1258* 1333* 13.53* 13.10* 10.99* 1245* 950~ 3.25*
-29

13.09* 1251* 13.79* 1458* 1479* 1431* 1196* 1352* 10.21* 343~
-33

13.94* 13.32* 1466* 1548* 1567* 1511* 1262* 1420* 10.57* 347~
-37.5

14.37* 13.71* 15.07* 1589* 16.04* 1544* 1286* 1437* 10.51* 3.33*
-42.5

13.01* 12.40* 13.61* 1432* 1444* 13.86* 11.46* 1267* 9.06~ 276~
-47.5

16.57* 15.78* 17.30* 1816* 1821* 17.35* 1424* 1535* 10.54* 3.06
-55

15.19* 1444* 1583* 16.54* 16.44* 1543* 1236* 1279* 8.33* 2.29
-65

6.66 * 6.31* 6.90 * 747* 7.04* 6.45* 4.96* 4.96 3.12 0.86
-75

1.43 1.35 1.46 1.50 1.46 1.32 1.03 1.06 0.72 0.27
-85

0.08 0.07 0.08 0.09 0.09 0.09 0.08 0.09 0.08 0.04
-90
Total 404.41 386.43 425.61 449.68 45469 437.53 363.80 406.68 303.51 101.14
Vert. Horizontal Angles
Angles

75 85 90 Total

90

0.01 0.00 0.89
85

0.06 0.00 11.70
75

0.10 0.00 87.65
65

0.21 0.00 234.19
55

0.30 0.00 270.90
47.5

0.30 0.00 217.59
42.5

0.39 0.00 241.63
37.5

0.43 0.00 235.44
33

0.43 0.00 221.79
29

0.42 0.00 202.44
25.5

0.39 0.00 178.90
22.5

0.41 0.00 183.21
19.5

0.35 0.00 155.52
17

0.29 0.00 126.01
15

0.30 0.00 127.24
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : FLK VH 77 UV 8SEL [4000K].IES

LUMENS TABULATION - (Cont.)

13

0.30 0.00 128.26
1"

0.31 0.00 129.08
9

0.31 0.00 129.75
7

0.32 0.00 130.26
5

0.32 0.00 130.61
3

0.32 0.00 130.81
1

0.16 0.00 65.44
0

0.16 0.00 65.41
-1

0.32 0.00 130.60
-3

0.32 0.00 130.19
-5

0.32 0.00 129.61
-7

0.31 0.00 128.87
-9

0.31 0.00 127.98
-1

0.31 0.00 126.93
-13

0.30 0.00 125.72
-15

0.29 0.00 124.34
-17

0.36 0.00 153.20
-19.5

0.41 0.00 180.16
-22.5

0.39 0.00 175.63
-25.5

0.43 0.00 198.40
-29

0.45 0.00 217.00
-33

0.44 0.00 229.94
-37.5

0.41 0.00 235.58
-42.5

0.32 0.00 211.94
-47.5

0.32 0.00 267.09
-55

0.23 0.00 241.20
-65

0.11 0.00 104.17
-75

0.06 0.00 22.37
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : FLK VH 77 UV 8SEL [4000K].IES

LUMENS TABULATION - (Cont.)

-85

0.01 0.00 1.33
-90
Total 13.01 0.09 6666.98
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : FLK VH 77 UV 8SEL [4000K].IES

AXIAL CANDELA DISPLAY

4914

368

245

Maximum Candela = 4914.29 Located At Horizontal Angle = 3, Vertical Angle =0
H - Horizontal Axial Candela
V - Vertical Axial Candela
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : FLK VH 77 UV 8SEL [4000K].IES

ISOCANDELA CURVES

90

N
(o]
-
S
N
o]

60
2457 145~ \\\

30

Vertical
Angles

\\\ o T

-90 ¢ 30 60 90

Horizontal Angles

Maximum Candela = 4914.29 Located At Horizontal Angle = 3, Vertical Angle =0
50% Maximum Candela = 2457.145
10% Maximum Candela = 491.429

Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.

Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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