
 

IES FLOOD REPORT
PHOTOMETRIC FILENAME : FLK HI 77 UV 8SEL [3000K].IES

DESCRIPTIVE INFORMATION (From Photometric File)

IESNA:LM-63-2002
[TEST] BLC2006023E-A
[ISSUEDATE] 2020-6-17 10:02
[MANUFAC] LumenFocus, LLC.
[LUMCAT] FLK HI 77 UV 8SEL [3000K]
[LUMINAIRE] 
LAMPCAT] 
[LAMP] 
[_VOLTAGE] 120.0 V
[_CURRENT] 0.6091 A
[_POWERFACTOR] 0.994
[_THD] 10.87
[TESTLAB] Belling Test Laboratory Co., LTD
[_TESTINST] GPM-3000
[_TESTDIST] 14.040 m [K=1.0000]
[_TESTTEMPERATURE] 25.0 'C
[_TESTHUMIDITY] 
[_TESTOPERATOR] 
[BALLAST] 
[BALLASTCAT] 

Note: Candela values converted from Type-C to Type-B

CHARACTERISTICS

NEMA Type 7 H x 7 V
Maximum Candela 3496.6
Maximum Candela Angle 1H  0V
Horizontal Beam Angle (50%) 113.9
Vertical Beam Angle (50%) 111.8
Horizontal Field Angle (10%) 153.9
Vertical Field Angle (10%) 145.6
Lumens Per Lamp 9553.9 (1 lamp)
Total Lamp Lumens 9553.9
Beam Lumens 7473
Beam Efficiency 78 %
Field Lumens 9442
Field Efficiency 99 %
Spill Lumens 118
Luminaire Lumens 9560
Total Efficiency 100 %
Total Luminaire Watts 72.7
Ballast Factor 1.00
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : FLK HI 77 UV 8SEL [3000K].IES

AXIAL CANDELA

DEG. HOR. DEG. VERT.

90 .04 90 .04
85 13.82 85 6.38
75 421.8 75 80.89
65 1193.08 65 886.99
55 1848.6 55 1815.63
47.5 2264.1 47.5 2273.67
42.5 2509.88 42.5 2529.07
37.5 2719.57 37.5 2753.72
33 2895.3 33 2925.59
29 3027.24 29 3057.45
25.5 3139.31 25.5 3153.93
22.5 3213.85 22.5 3232.89
19.5 3284.21 19.5 3300.08
17 3343.48 17 3343.64
15 3378.35 15 3375.96
13 3406.7 13 3405.89
11 3415.36 11 3428.39
9 3432.65 9 3447.46
7 3456.33 7 3467.22
5 3478.03 5 3477.95
3 3494.68 3 3491.97
1 3496.6 1 3494.71
0 3496.03 0 3496.03
-1 3486.11 -1 3488.61
-3 3477.89 -3 3480.68
-5 3464.84 -5 3470.52
-7 3457.54 -7 3455.59
-9 3445.84 -9 3435.68
-11 3442.65 -11 3408.56
-13 3417.13 -13 3380.87
-15 3383.1 -15 3345.89
-17 3342.34 -17 3311.19
-19.5 3291.2 -19.5 3256.59
-22.5 3229.13 -22.5 3191.26
-25.5 3160.54 -25.5 3118.96
-29 3074.73 -29 3015.81
-33 2947.41 -33 2892.36
-37.5 2778.91 -37.5 2716.04
-42.5 2566.94 -42.5 2496.61
-47.5 2324.64 -47.5 2255.72
-55 1906.24 -55 1828.31
-65 1249.3 -65 1077.44
-75 438.81 -75 260.27
-85 12.55 -85 20.47
-90 .03 -90 .04
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : FLK HI 77 UV 8SEL [3000K].IES

LUMEN TABULATION
Average Of Right And Left Sides
Total Luminaire Lumens (one side of beam only) = 4779.9
Total Field Lumens (one side of beam only) = 4720.89
* Indicates Values Inside Field Edge

Vert. Horizontal Angles
Angles

 0  1  3  5  7  9  11  13  15  17
90

0.00 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01
85

0.13 0.27 0.28 0.29 0.29 0.29 0.29 0.28 0.27 0.32
75

1.48 * 2.98 * 2.99 * 2.98 * 2.96 * 2.93 * 2.88 * 2.82 * 2.75 * 3.31 *
65

4.12 * 8.27 * 8.25 * 8.19 * 8.11 * 8.01 * 7.89 * 7.75 * 7.58 * 9.16 *
55

4.67 * 9.35 * 9.32 * 9.25 * 9.16 * 9.06 * 8.93 * 8.78 * 8.60 * 10.44 *
47.5

3.66 * 7.31 * 7.29 * 7.25 * 7.19 * 7.11 * 7.01 * 6.90 * 6.75 * 8.22 *
42.5

4.02 * 8.04 * 8.02 * 7.97 * 7.91 * 7.82 * 7.72 * 7.59 * 7.44 * 9.06 *
37.5

3.89 * 7.78 * 7.76 * 7.72 * 7.66 * 7.57 * 7.47 * 7.35 * 7.20 * 8.78 *
33

3.65 * 7.29 * 7.27 * 7.23 * 7.17 * 7.09 * 7.00 * 6.88 * 6.76 * 8.24 *
29

3.31 * 6.62 * 6.60 * 6.57 * 6.51 * 6.45 * 6.36 * 6.26 * 6.14 * 7.49 *
25.5

2.92 * 5.83 * 5.82 * 5.79 * 5.74 * 5.68 * 5.61 * 5.52 * 5.42 * 6.61 *
22.5

2.99 * 5.97 * 5.95 * 5.92 * 5.87 * 5.81 * 5.73 * 5.64 * 5.54 * 6.76 *
19.5

2.53 * 5.06 * 5.04 * 5.02 * 4.98 * 4.93 * 4.86 * 4.79 * 4.70 * 5.73 *
17

2.05 * 4.09 * 4.08 * 4.06 * 4.03 * 3.99 * 3.94 * 3.88 * 3.80 * 4.64 *
15

2.07 * 4.13 * 4.12 * 4.10 * 4.07 * 4.03 * 3.97 * 3.91 * 3.84 * 4.68 *
13

2.08 * 4.16 * 4.16 * 4.13 * 4.10 * 4.06 * 4.00 * 3.94 * 3.87 * 4.72 *
11

2.10 * 4.19 * 4.18 * 4.16 * 4.13 * 4.08 * 4.03 * 3.96 * 3.89 * 4.75 *
9

2.11 * 4.21 * 4.20 * 4.18 * 4.15 * 4.10 * 4.05 * 3.98 * 3.91 * 4.77 *
7

2.12 * 4.23 * 4.22 * 4.20 * 4.16 * 4.12 * 4.06 * 4.00 * 3.93 * 4.79 *
5

2.12 * 4.25 * 4.23 * 4.21 * 4.17 * 4.13 * 4.07 * 4.01 * 3.93 * 4.79 *
3

2.13 * 4.25 * 4.23 * 4.21 * 4.17 * 4.13 * 4.08 * 4.01 * 3.94 * 4.80 *
1

1.06 * 2.12 * 2.12 * 2.10 * 2.08 * 2.06 * 2.04 * 2.01 * 1.97 * 2.40 *
0

1.06 * 2.12 * 2.12 * 2.10 * 2.08 * 2.06 * 2.04 * 2.01 * 1.97 * 2.40 *
-1

2.12 * 4.25 * 4.23 * 4.20 * 4.16 * 4.12 * 4.07 * 4.01 * 3.93 * 4.79 *
-3

2.12 * 4.24 * 4.22 * 4.19 * 4.16 * 4.11 * 4.06 * 4.00 * 3.92 * 4.78 *
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : FLK HI 77 UV 8SEL [3000K].IES

LUMENS TABULATION - (Cont.)

-5
2.11 * 4.22 * 4.21 * 4.18 * 4.14 * 4.10 * 4.04 * 3.98 * 3.91 * 4.76 *

-7
2.10 * 4.20 * 4.18 * 4.16 * 4.12 * 4.07 * 4.02 * 3.96 * 3.89 * 4.74 *

-9
2.09 * 4.17 * 4.16 * 4.13 * 4.09 * 4.05 * 4.00 * 3.93 * 3.86 * 4.71 *

-11
2.07 * 4.14 * 4.13 * 4.11 * 4.07 * 4.02 * 3.97 * 3.90 * 3.83 * 4.67 *

-13
2.05 * 4.10 * 4.09 * 4.07 * 4.03 * 3.99 * 3.93 * 3.87 * 3.80 * 4.63 *

-15
2.03 * 4.06 * 4.05 * 4.03 * 4.00 * 3.95 * 3.89 * 3.83 * 3.76 * 4.58 *

-17
2.50 * 5.00 * 4.99 * 4.97 * 4.93 * 4.87 * 4.80 * 4.72 * 4.63 * 5.65 *

-19.5
2.95 * 5.89 * 5.88 * 5.85 * 5.81 * 5.75 * 5.66 * 5.57 * 5.46 * 6.66 *

-22.5
2.88 * 5.77 * 5.75 * 5.72 * 5.68 * 5.62 * 5.54 * 5.45 * 5.34 * 6.51 *

-25.5
3.27 * 6.54 * 6.52 * 6.49 * 6.44 * 6.37 * 6.28 * 6.18 * 6.06 * 7.39 *

-29
3.60 * 7.19 * 7.17 * 7.13 * 7.08 * 7.00 * 6.91 * 6.79 * 6.66 * 8.12 *

-33
3.84 * 7.68 * 7.66 * 7.62 * 7.56 * 7.48 * 7.38 * 7.26 * 7.12 * 8.67 *

-37.5
3.97 * 7.94 * 7.92 * 7.88 * 7.82 * 7.73 * 7.63 * 7.52 * 7.37 * 8.97 *

-42.5
3.62 * 7.24 * 7.22 * 7.18 * 7.12 * 7.05 * 6.96 * 6.85 * 6.71 * 8.17 *

-47.5
4.67 * 9.33 * 9.31 * 9.25 * 9.18 * 9.08 * 8.95 * 8.80 * 8.62 * 10.49 *

-55
4.43 * 8.88 * 8.86 * 8.81 * 8.74 * 8.64 * 8.52 * 8.37 * 8.18 * 9.92 *

-65
2.04 * 4.11 * 4.12 * 4.10 * 4.07 * 4.03 * 3.97 * 3.89 * 3.80 * 4.58 *

-75
0.43 0.87 0.88 0.88 0.87 0.86 0.84 0.83 0.80 0.97

-85
0.02 0.03 0.03 0.03 0.03 0.03 0.03 0.03 0.03 0.03

-90
Total 111.18 222.37 221.83 220.60 218.79 216.41 213.51 210.01 205.87 250.66

Vert. Horizontal Angles
Angles

 19.5  22.5  25.5  29  33  37.5  42.5  47.5  55  65
90

0.01 0.01 0.01 0.02 0.02 0.02 0.01 0.02 0.02 0.01
85

0.36 0.37 0.45 0.51 0.50 0.41 0.32 0.38 0.27 0.10
75

3.79 * 3.60 * 3.94 * 4.13 * 4.09 * 3.76 2.91 2.88 1.73 0.42
65

10.45 * 9.84 * 10.75 * 11.26 * 11.30 * 10.59 * 8.34 * 8.61 * 5.52 * 1.40
55

11.98 * 11.36 * 12.48 * 13.12 * 13.20 * 12.52 * 10.16 * 10.98 * 7.52 * 2.09
47.5

9.51 * 9.07 * 9.96 * 10.48 * 10.55 * 10.10 * 8.35 * 9.22 * 6.58 * 1.96 *
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : FLK HI 77 UV 8SEL [3000K].IES

LUMENS TABULATION - (Cont.)

42.5
10.49 * 10.01 * 11.01 * 11.62 * 11.73 * 11.27 * 9.35 * 10.44 * 7.66 * 2.39 *

37.5
10.16 * 9.71 * 10.70 * 11.30 * 11.44 * 11.01 * 9.18 * 10.32 * 7.72 * 2.50 *

33
9.54 * 9.12 * 10.05 * 10.63 * 10.77 * 10.40 * 8.70 * 9.82 * 7.43 * 2.48 *

29
8.69 * 8.31 * 9.16 * 9.69 * 9.84 * 9.52 * 7.97 * 9.02 * 6.90 * 2.35 *

25.5
7.66 * 7.33 * 8.08 * 8.56 * 8.69 * 8.43 * 7.06 * 8.01 * 6.19 * 2.14 *

22.5
7.83 * 7.50 * 8.27 * 8.76 * 8.91 * 8.64 * 7.25 * 8.24 * 6.40 * 2.24 *

19.5
6.64 * 6.36 * 7.02 * 7.44 * 7.56 * 7.33 * 6.16 * 7.02 * 5.48 * 1.94 *

17
5.38 * 5.15 * 5.68 * 6.02 * 6.13 * 5.94 * 5.00 * 5.70 * 4.46 * 1.59 *

15
5.43 * 5.20 * 5.74 * 6.08 * 6.18 * 6.00 * 5.05 * 5.76 * 4.53 * 1.62 *

13
5.47 * 5.24 * 5.78 * 6.13 * 6.23 * 6.05 * 5.10 * 5.82 * 4.58 * 1.65 *

11
5.51 * 5.27 * 5.82 * 6.17 * 6.28 * 6.09 * 5.13 * 5.86 * 4.62 * 1.67 *

9
5.53 * 5.30 * 5.84 * 6.20 * 6.31 * 6.13 * 5.16 * 5.90 * 4.65 * 1.69 *

7
5.55 * 5.31 * 5.86 * 6.22 * 6.33 * 6.15 * 5.18 * 5.93 * 4.68 * 1.70 *

5
5.56 * 5.32 * 5.87 * 6.23 * 6.34 * 6.16 * 5.20 * 5.95 * 4.70 * 1.71 *

3
5.56 * 5.32 * 5.88 * 6.24 * 6.35 * 6.17 * 5.20 * 5.96 * 4.71 * 1.72 *

1
2.78 * 2.66 * 2.94 * 3.12 * 3.17 * 3.08 * 2.60 * 2.98 * 2.36 * 0.86 *

0
2.78 * 2.66 * 2.94 * 3.12 * 3.17 * 3.08 * 2.60 * 2.98 * 2.36 * 0.86 *

-1
5.55 * 5.31 * 5.87 * 6.23 * 6.34 * 6.16 * 5.20 * 5.96 * 4.71 * 1.72 *

-3
5.54 * 5.30 * 5.86 * 6.21 * 6.32 * 6.15 * 5.19 * 5.95 * 4.70 * 1.72 *

-5
5.52 * 5.29 * 5.84 * 6.19 * 6.30 * 6.13 * 5.17 * 5.92 * 4.68 * 1.70 *

-7
5.50 * 5.26 * 5.81 * 6.16 * 6.27 * 6.10 * 5.15 * 5.89 * 4.65 * 1.69 *

-9
5.46 * 5.23 * 5.77 * 6.12 * 6.24 * 6.06 * 5.11 * 5.85 * 4.62 * 1.67 *

-11
5.42 * 5.19 * 5.73 * 6.07 * 6.19 * 6.02 * 5.07 * 5.80 * 4.58 * 1.65 *

-13
5.37 * 5.14 * 5.68 * 6.02 * 6.13 * 5.97 * 5.03 * 5.75 * 4.52 * 1.63 *

-15
5.32 * 5.09 * 5.62 * 5.96 * 6.07 * 5.90 * 4.97 * 5.68 * 4.46 * 1.60 *

-17
6.55 * 6.28 * 6.93 * 7.35 * 7.49 * 7.28 * 6.13 * 6.99 * 5.48 * 1.95 *

-19.5
7.72 * 7.39 * 8.16 * 8.66 * 8.81 * 8.57 * 7.21 * 8.21 * 6.40 * 2.26 *

-22.5
7.55 * 7.22 * 7.97 * 8.45 * 8.60 * 8.35 * 7.02 * 7.98 * 6.18 * 2.16 *
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : FLK HI 77 UV 8SEL [3000K].IES

LUMENS TABULATION - (Cont.)

-25.5
8.56 * 8.18 * 9.01 * 9.56 * 9.72 * 9.43 * 7.92 * 8.99 * 6.90 * 2.38 *

-29
9.40 * 8.98 * 9.89 * 10.48 * 10.65 * 10.31 * 8.65 * 9.79 * 7.44 * 2.53 *

-33
10.03 * 9.58 * 10.54 * 11.14 * 11.30 * 10.92 * 9.13 * 10.30 * 7.75 * 2.57 *

-37.5
10.37 * 9.90 * 10.88 * 11.48 * 11.61 * 11.19 * 9.32 * 10.45 * 7.72 * 2.47 *

-42.5
9.44 * 9.00 * 9.88 * 10.40 * 10.48 * 10.06 * 8.34 * 9.29 * 6.70 * 2.04 *

-47.5
12.10 * 11.52 * 12.63 * 13.25 * 13.30 * 12.69 * 10.45 * 11.41 * 7.91 * 2.27

-55
11.40 * 10.83 * 11.85 * 12.39 * 12.35 * 11.64 * 9.35 * 9.72 * 6.33 * 1.68

-65
5.23 * 4.95 * 5.41 * 5.61 * 5.50 * 5.06 * 3.89 * 3.82 2.32 0.58

-75
1.10 1.04 1.13 1.15 1.09 0.96 0.72 0.70 0.42 0.12

-85
0.04 0.04 0.04 0.04 0.04 0.04 0.03 0.04 0.03 0.01

-90
Total 289.82 276.73 304.72 321.97 325.89 313.86 261.03 292.30 219.56 73.52

Vert. Horizontal Angles
Angles

 75  85  90  Total
90

0.00 0.00 0.25
85

0.02 0.00 6.40
75

0.05 0.00 59.39
65

0.13 0.00 165.52
55

0.20 0.00 193.15
47.5

0.20 0.00 154.67
42.5

0.27 0.00 171.84
37.5

0.30 0.00 167.51
33

0.30 0.00 157.81
29

0.29 0.00 144.05
25.5

0.27 0.00 127.37
22.5

0.29 0.00 130.50
19.5

0.25 0.00 110.82
17

0.21 0.00 89.84
15

0.21 0.00 90.74
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : FLK HI 77 UV 8SEL [3000K].IES

LUMENS TABULATION - (Cont.)

13
0.22 0.00 91.49

11
0.22 0.00 92.10

9
0.23 0.00 92.60

7
0.23 0.00 92.97

5
0.23 0.00 93.20

3
0.23 0.00 93.28

1
0.12 0.00 46.63

0
0.12 0.00 46.62

-1
0.23 0.00 93.17

-3
0.23 0.00 92.96

-5
0.23 0.00 92.62

-7
0.23 0.00 92.15

-9
0.23 0.00 91.56

-11
0.22 0.00 90.86

-13
0.22 0.00 90.02

-15
0.21 0.00 89.05

-17
0.26 0.00 109.76

-19.5
0.29 0.00 129.18

-22.5
0.28 0.00 126.02

-25.5
0.31 0.00 142.47

-29
0.32 0.00 156.09

-33
0.32 0.00 165.84

-37.5
0.30 0.00 170.43

-42.5
0.23 0.00 154.00

-47.5
0.23 0.00 195.45

-55
0.15 0.00 181.03

-65
0.06 0.00 81.14

-75
0.03 0.00 16.67
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : FLK HI 77 UV 8SEL [3000K].IES

LUMENS TABULATION - (Cont.)

-85
0.00 0.00 0.64

-90
Total 9.20 0.05 4779.89
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : FLK HI 77 UV 8SEL [3000K].IES

AXIAL CANDELA DISPLAY
 

874

1748

2622

3497

H

V

Maximum Candela = 3496.6   Located At Horizontal Angle = 1, Vertical Angle = 0
H - Horizontal Axial Candela
V - Vertical Axial Candela
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : FLK HI 77 UV 8SEL [3000K].IES

ISOCANDELA CURVES
 

0 30 60 90

Horizontal Angles

-90

-60

-30

0

30

60

90

Vertical

Angles

349.66

1748.3

Maximum Candela = 3496.6   Located At Horizontal Angle = 1, Vertical Angle = 0
50% Maximum Candela = 1748.3
10% Maximum Candela = 349.66
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