
 

IES FLOOD REPORT
PHOTOMETRIC FILENAME : FLK LW 77 UV 8SEL [5000K].IES

DESCRIPTIVE INFORMATION (From Photometric File)

IESNA:LM-63-2002
[TEST] BLC2005004E-B
[ISSUEDATE] 2020-5-10 14:31
[MANUFAC] LumenFocus, LLC.
[LUMCAT] FLK LW 77 UV 8SEL [5000K]
[LUMINAIRE] 
[LAMPCAT] 
[LAMP] 
[_VOLTAGE] 120.0 V
[_CURRENT] 0.2822 A
[_POWERFACTOR] 0.99
[_THD] 11.53
[TESTLAB] Belling Test Laboratory Co., LTD
[_TESTINST] GPM-3000
[_TESTDIST] 14.040 m [K=1.0000]
[_TESTTEMPERATURE] 25.0 'C
[_TESTHUMIDITY] 
[_TESTOPERATOR] 
[BALLAST] 
[BALLASTCAT] 

Note: Candela values converted from Type-C to Type-B

CHARACTERISTICS

NEMA Type 7 H x 7 V
Maximum Candela 1734.507
Maximum Candela Angle 1H  1V
Horizontal Beam Angle (50%) 114.9
Vertical Beam Angle (50%) 112.8
Horizontal Field Angle (10%) 153.6
Vertical Field Angle (10%) 146.9
Lumens Per Lamp 4767.808 (1 lamp)
Total Lamp Lumens 4767.808
Beam Lumens 3711
Beam Efficiency 78 %
Field Lumens 4706
Field Efficiency 99 %
Spill Lumens 65
Luminaire Lumens 4771
Total Efficiency 100 %
Total Luminaire Watts 33.5
Ballast Factor 1.00

Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : FLK LW 77 UV 8SEL [5000K].IES

AXIAL CANDELA

DEG. HOR. DEG. VERT.

90 .021 90 .028
85 7.757 85 3.776
75 291.828 75 78.564
65 640.994 65 541.778
55 961.848 55 944.604
47.5 1165.177 47.5 1152.568
42.5 1280.918 42.5 1273.713
37.5 1379.155 37.5 1380.21
33 1461.521 33 1463.36
29 1524.982 29 1529.591
25.5 1575.094 25.5 1580.508
22.5 1614.268 22.5 1613.862
19.5 1642.038 19.5 1644.948
17 1661.014 17 1670.685
15 1685.085 15 1688.59
13 1696.26 13 1700.425
11 1704.904 11 1708.518
9 1710.249 9 1716.729
7 1718.449 7 1721.37
5 1726.368 5 1726.346
3 1726.217 3 1733.086
1 1725.643 1 1731.02
0 1728.532 0 1728.532
-1 1730.793 -1 1726
-3 1733.443 -3 1728.618
-5 1730.912 -5 1723.826
-7 1728.132 -7 1711.017
-9 1725.275 -9 1700.62
-11 1716.036 -11 1689.326
-13 1710.443 -13 1679.6
-15 1701.561 -15 1663.242
-17 1687.378 -17 1647.004
-19.5 1656.627 -19.5 1623.728
-22.5 1628.467 -22.5 1592.657
-25.5 1594.864 -25.5 1554.679
-29 1550.352 -29 1510.745
-33 1484.921 -33 1442.297
-37.5 1394.809 -37.5 1352.796
-42.5 1285.099 -42.5 1238.574
-47.5 1161.358 -47.5 1114.708
-55 930.453 -55 902.282
-65 599.43 -65 494.826
-75 150.139 -75 133.77
-85 3.743 -85 9.38
-90 .01 -90 .03
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : FLK LW 77 UV 8SEL [5000K].IES

LUMEN TABULATION
Average Of Right And Left Sides
Total Luminaire Lumens (one side of beam only) = 2385.41
Total Field Lumens (one side of beam only) = 2353.06
* Indicates Values Inside Field Edge

Vert. Horizontal Angles
Angles

 0  1  3  5  7  9  11  13  15  17
90

0.00 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01
85

0.13 0.26 0.27 0.27 0.27 0.27 0.26 0.26 0.25 0.30
75

0.95 * 1.90 * 1.91 * 1.89 * 1.87 * 1.84 * 1.80 * 1.76 * 1.71 * 2.06 *
65

2.26 * 4.53 * 4.51 * 4.47 * 4.42 * 4.35 * 4.28 * 4.18 * 4.08 * 4.96 *
55

2.40 * 4.78 * 4.76 * 4.73 * 4.68 * 4.62 * 4.55 * 4.47 * 4.38 * 5.32 *
47.5

1.85 * 3.69 * 3.67 * 3.65 * 3.62 * 3.57 * 3.52 * 3.46 * 3.39 * 4.13 *
42.5

2.02 * 4.04 * 4.02 * 4.00 * 3.96 * 3.91 * 3.86 * 3.79 * 3.72 * 4.53 *
37.5

1.95 * 3.89 * 3.88 * 3.85 * 3.82 * 3.78 * 3.72 * 3.66 * 3.60 * 4.38 *
33

1.82 * 3.64 * 3.63 * 3.60 * 3.57 * 3.53 * 3.48 * 3.43 * 3.37 * 4.11 *
29

1.66 * 3.31 * 3.30 * 3.27 * 3.25 * 3.21 * 3.17 * 3.12 * 3.06 * 3.74 *
25.5

1.46 * 2.91 * 2.90 * 2.88 * 2.86 * 2.82 * 2.79 * 2.75 * 2.70 * 3.29 *
22.5

1.49 * 2.97 * 2.96 * 2.94 * 2.92 * 2.89 * 2.85 * 2.81 * 2.76 * 3.37 *
19.5

1.26 * 2.52 * 2.51 * 2.49 * 2.47 * 2.45 * 2.42 * 2.38 * 2.34 * 2.85 *
17

1.02 * 2.04 * 2.03 * 2.02 * 2.00 * 1.98 * 1.96 * 1.93 * 1.90 * 2.31 *
15

1.03 * 2.06 * 2.05 * 2.03 * 2.02 * 2.00 * 1.98 * 1.95 * 1.91 * 2.33 *
13

1.04 * 2.07 * 2.06 * 2.05 * 2.03 * 2.02 * 1.99 * 1.96 * 1.93 * 2.35 *
11

1.04 * 2.08 * 2.07 * 2.06 * 2.05 * 2.03 * 2.00 * 1.97 * 1.94 * 2.36 *
9

1.05 * 2.09 * 2.08 * 2.07 * 2.06 * 2.04 * 2.01 * 1.98 * 1.94 * 2.37 *
7

1.05 * 2.10 * 2.09 * 2.08 * 2.06 * 2.04 * 2.02 * 1.99 * 1.95 * 2.39 *
5

1.05 * 2.10 * 2.10 * 2.08 * 2.07 * 2.05 * 2.02 * 1.99 * 1.96 * 2.39 *
3

1.05 * 2.11 * 2.10 * 2.09 * 2.07 * 2.05 * 2.03 * 2.00 * 1.97 * 2.40 *
1

0.53 * 1.05 * 1.05 * 1.05 * 1.04 * 1.03 * 1.02 * 1.00 * 0.99 * 1.20 *
0

0.53 * 1.05 * 1.05 * 1.04 * 1.04 * 1.03 * 1.02 * 1.00 * 0.98 * 1.20 *
-1

1.05 * 2.10 * 2.09 * 2.08 * 2.07 * 2.05 * 2.02 * 2.00 * 1.96 * 2.39 *
-3

1.05 * 2.09 * 2.08 * 2.07 * 2.05 * 2.03 * 2.01 * 1.98 * 1.95 * 2.38 *
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : FLK LW 77 UV 8SEL [5000K].IES

LUMENS TABULATION - (Cont.)

-5
1.04 * 2.08 * 2.07 * 2.06 * 2.04 * 2.02 * 2.00 * 1.97 * 1.93 * 2.36 *

-7
1.04 * 2.07 * 2.06 * 2.05 * 2.03 * 2.01 * 1.98 * 1.95 * 1.92 * 2.34 *

-9
1.03 * 2.06 * 2.05 * 2.03 * 2.02 * 1.99 * 1.97 * 1.94 * 1.90 * 2.32 *

-11
1.03 * 2.05 * 2.03 * 2.02 * 2.00 * 1.98 * 1.95 * 1.92 * 1.89 * 2.30 *

-13
1.02 * 2.03 * 2.02 * 2.00 * 1.98 * 1.96 * 1.93 * 1.90 * 1.87 * 2.28 *

-15
1.01 * 2.01 * 2.00 * 1.98 * 1.96 * 1.94 * 1.91 * 1.88 * 1.85 * 2.26 *

-17
1.24 * 2.48 * 2.47 * 2.45 * 2.43 * 2.40 * 2.36 * 2.32 * 2.28 * 2.78 *

-19.5
1.47 * 2.93 * 2.91 * 2.89 * 2.86 * 2.83 * 2.79 * 2.74 * 2.68 * 3.26 *

-22.5
1.44 * 2.87 * 2.85 * 2.83 * 2.80 * 2.76 * 2.72 * 2.67 * 2.62 * 3.19 *

-25.5
1.63 * 3.26 * 3.24 * 3.21 * 3.17 * 3.13 * 3.08 * 3.03 * 2.97 * 3.61 *

-29
1.80 * 3.58 * 3.56 * 3.53 * 3.49 * 3.44 * 3.38 * 3.32 * 3.26 * 3.97 *

-33
1.91 * 3.82 * 3.79 * 3.76 * 3.72 * 3.67 * 3.60 * 3.54 * 3.46 * 4.22 *

-37.5
1.97 * 3.93 * 3.91 * 3.88 * 3.83 * 3.78 * 3.72 * 3.65 * 3.57 * 4.35 *

-42.5
1.79 * 3.57 * 3.55 * 3.53 * 3.49 * 3.44 * 3.39 * 3.32 * 3.25 * 3.95 *

-47.5
2.30 * 4.60 * 4.57 * 4.53 * 4.48 * 4.42 * 4.35 * 4.26 * 4.16 * 5.06 *

-55
2.13 * 4.25 * 4.23 * 4.19 * 4.15 * 4.09 * 4.02 * 3.95 * 3.85 * 4.67 *

-65
0.96 * 1.92 * 1.92 * 1.90 * 1.88 * 1.86 * 1.83 * 1.79 * 1.75 * 2.10 *

-75
0.22 0.44 0.44 0.44 0.43 0.43 0.42 0.41 0.39 0.47

-85
0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.02

-90
Total 55.78 111.36 110.87 110.09 109.05 107.75 106.19 104.39 102.33 124.63

Vert. Horizontal Angles
Angles

 19.5  22.5  25.5  29  33  37.5  42.5  47.5  55  65
90

0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01
85

0.33 0.32 0.35 0.38 0.37 0.33 0.24 0.22 0.14 0.05
75

2.37 * 2.24 * 2.41 * 2.50 * 2.47 * 2.29 * 1.78 * 1.73 0.93 0.19
65

5.71 * 5.41 * 5.88 * 6.10 * 6.05 * 5.69 * 4.59 * 4.80 * 2.99 * 0.69
55

6.14 * 5.84 * 6.40 * 6.70 * 6.69 * 6.36 * 5.22 * 5.70 * 3.98 * 1.07
47.5

4.77 * 4.56 * 5.01 * 5.27 * 5.30 * 5.07 * 4.19 * 4.65 * 3.42 * 1.02 *
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : FLK LW 77 UV 8SEL [5000K].IES

LUMENS TABULATION - (Cont.)

42.5
5.25 * 5.01 * 5.52 * 5.82 * 5.89 * 5.66 * 4.69 * 5.24 * 3.95 * 1.24 *

37.5
5.08 * 4.86 * 5.35 * 5.66 * 5.73 * 5.53 * 4.60 * 5.17 * 3.94 * 1.29 *

33
4.76 * 4.56 * 5.03 * 5.32 * 5.39 * 5.21 * 4.36 * 4.91 * 3.77 * 1.27 *

29
4.33 * 4.15 * 4.58 * 4.85 * 4.92 * 4.77 * 4.00 * 4.52 * 3.49 * 1.21 *

25.5
3.82 * 3.66 * 4.04 * 4.28 * 4.35 * 4.22 * 3.54 * 4.02 * 3.12 * 1.10 *

22.5
3.90 * 3.74 * 4.13 * 4.38 * 4.46 * 4.33 * 3.64 * 4.13 * 3.22 * 1.15 *

19.5
3.31 * 3.17 * 3.50 * 3.72 * 3.78 * 3.67 * 3.09 * 3.52 * 2.76 * 0.99 *

17
2.68 * 2.57 * 2.84 * 3.01 * 3.06 * 2.98 * 2.51 * 2.86 * 2.25 * 0.81 *

15
2.70 * 2.59 * 2.87 * 3.04 * 3.10 * 3.01 * 2.54 * 2.90 * 2.28 * 0.83 *

13
2.72 * 2.61 * 2.89 * 3.07 * 3.13 * 3.04 * 2.56 * 2.93 * 2.30 * 0.84 *

11
2.74 * 2.63 * 2.91 * 3.09 * 3.15 * 3.06 * 2.58 * 2.95 * 2.33 * 0.85 *

9
2.76 * 2.64 * 2.92 * 3.11 * 3.17 * 3.08 * 2.60 * 2.97 * 2.35 * 0.86 *

7
2.77 * 2.66 * 2.94 * 3.12 * 3.18 * 3.10 * 2.61 * 2.99 * 2.36 * 0.87 *

5
2.78 * 2.67 * 2.95 * 3.13 * 3.19 * 3.11 * 2.62 * 3.00 * 2.37 * 0.87 *

3
2.79 * 2.67 * 2.96 * 3.14 * 3.20 * 3.11 * 2.63 * 3.01 * 2.38 * 0.88 *

1
1.39 * 1.34 * 1.48 * 1.57 * 1.60 * 1.56 * 1.32 * 1.51 * 1.19 * 0.44 *

0
1.39 * 1.34 * 1.48 * 1.57 * 1.60 * 1.56 * 1.32 * 1.51 * 1.19 * 0.44 *

-1
2.78 * 2.66 * 2.95 * 3.13 * 3.19 * 3.10 * 2.62 * 3.01 * 2.38 * 0.88 *

-3
2.76 * 2.65 * 2.93 * 3.11 * 3.17 * 3.09 * 2.61 * 2.99 * 2.37 * 0.87 *

-5
2.74 * 2.63 * 2.91 * 3.09 * 3.15 * 3.07 * 2.60 * 2.97 * 2.35 * 0.87 *

-7
2.72 * 2.61 * 2.89 * 3.07 * 3.13 * 3.05 * 2.58 * 2.95 * 2.34 * 0.86 *

-9
2.70 * 2.59 * 2.86 * 3.04 * 3.10 * 3.02 * 2.55 * 2.92 * 2.31 * 0.85 *

-11
2.68 * 2.56 * 2.83 * 3.01 * 3.07 * 2.99 * 2.53 * 2.89 * 2.29 * 0.84 *

-13
2.65 * 2.54 * 2.80 * 2.97 * 3.03 * 2.95 * 2.50 * 2.86 * 2.26 * 0.83 *

-15
2.62 * 2.51 * 2.77 * 2.94 * 2.99 * 2.91 * 2.46 * 2.82 * 2.23 * 0.81 *

-17
3.22 * 3.08 * 3.41 * 3.62 * 3.68 * 3.58 * 3.03 * 3.47 * 2.73 * 0.99 *

-19.5
3.78 * 3.62 * 4.01 * 4.25 * 4.32 * 4.20 * 3.55 * 4.06 * 3.19 * 1.15 *

-22.5
3.69 * 3.53 * 3.90 * 4.14 * 4.21 * 4.09 * 3.45 * 3.94 * 3.08 * 1.10 *
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : FLK LW 77 UV 8SEL [5000K].IES

LUMENS TABULATION - (Cont.)

-25.5
4.18 * 4.00 * 4.41 * 4.67 * 4.75 * 4.61 * 3.88 * 4.42 * 3.45 * 1.21 *

-29
4.59 * 4.38 * 4.82 * 5.10 * 5.19 * 5.03 * 4.23 * 4.80 * 3.72 * 1.27 *

-33
4.88 * 4.66 * 5.12 * 5.41 * 5.49 * 5.31 * 4.45 * 5.05 * 3.89 * 1.29 *

-37.5
5.03 * 4.80 * 5.27 * 5.56 * 5.62 * 5.43 * 4.54 * 5.12 * 3.90 * 1.25 *

-42.5
4.56 * 4.35 * 4.77 * 5.02 * 5.06 * 4.88 * 4.06 * 4.54 * 3.39 * 1.04 *

-47.5
5.84 * 5.55 * 6.07 * 6.35 * 6.40 * 6.15 * 5.06 * 5.54 * 3.97 * 1.12 *

-55
5.36 * 5.09 * 5.56 * 5.80 * 5.81 * 5.53 * 4.46 * 4.72 * 3.10 * 0.76

-65
2.40 * 2.27 * 2.49 * 2.60 * 2.56 * 2.37 * 1.86 * 1.86 1.07 0.23

-75
0.54 0.51 0.56 0.58 0.56 0.49 0.36 0.32 0.17 0.06

-85
0.02 0.02 0.02 0.02 0.02 0.02 0.01 0.02 0.01 0.01

-90
Total 144.25 137.85 151.80 160.34 162.30 156.61 130.64 146.54 110.95 37.19

Vert. Horizontal Angles
Angles

 75  85  90  Total
90

0.00 0.00 0.15
85

0.01 0.00 5.28
75

0.02 0.00 36.62
65

0.05 0.00 90.01
55

0.08 0.00 98.87
47.5

0.09 0.00 77.90
42.5

0.12 0.00 86.23
37.5

0.14 0.00 83.86
33

0.15 0.00 78.93
29

0.15 0.00 72.03
25.5

0.14 0.00 63.65
22.5

0.15 0.00 65.18
19.5

0.13 0.00 55.36
17

0.11 0.00 44.87
15

0.11 0.00 45.32
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : FLK LW 77 UV 8SEL [5000K].IES

LUMENS TABULATION - (Cont.)

13
0.11 0.00 45.70

11
0.12 0.00 46.02

9
0.12 0.00 46.28

7
0.12 0.00 46.48

5
0.12 0.00 46.64

3
0.12 0.00 46.75

1
0.06 0.00 23.40

0
0.06 0.00 23.38

-1
0.12 0.00 46.62

-3
0.12 0.00 46.39

-5
0.12 0.00 46.10

-7
0.12 0.00 45.76

-9
0.12 0.00 45.38

-11
0.11 0.00 44.96

-13
0.11 0.00 44.49

-15
0.11 0.00 43.97

-17
0.13 0.00 54.15

-19.5
0.15 0.00 63.65

-22.5
0.14 0.00 62.02

-25.5
0.15 0.00 70.05

-29
0.15 0.00 76.62

-33
0.14 0.00 81.18

-37.5
0.13 0.00 83.22

-42.5
0.09 0.00 75.04

-47.5
0.09 0.00 94.88

-55
0.06 0.00 85.81

-65
0.02 0.00 37.65

-75
0.01 0.00 8.25

Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : FLK LW 77 UV 8SEL [5000K].IES

LUMENS TABULATION - (Cont.)

-85
0.00 0.00 0.30

-90
Total 4.47 0.02 2385.4

Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : FLK LW 77 UV 8SEL [5000K].IES

AXIAL CANDELA DISPLAY
 

434

867

1301

1735

H

V

Maximum Candela = 1734.507   Located At Horizontal Angle = 1, Vertical Angle = 1
H - Horizontal Axial Candela
V - Vertical Axial Candela

Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : FLK LW 77 UV 8SEL [5000K].IES

ISOCANDELA CURVES
 

0 30 60 90

Horizontal Angles

-90

-60

-30

0

30

60

90

Vertical

Angles

173.4507

867.2535

Maximum Candela = 1734.507   Located At Horizontal Angle = 1, Vertical Angle = 1
50% Maximum Candela = 867.2535
10% Maximum Candela = 173.4507
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