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IES FLOOD REPORT

PHOTOMETRIC FILENAME : PFK SEL140 76 UV 8SEL [100W, 4000K].IES
DESCRIPTIVE INFORMATION (From Photometric File)
IESNA:LM-63-2002

[TEST] BLC2112016E-I

[ISSUEDATE] 2021-12-15 12:03

[MANUFAC] LumenFocus, LLC.

[LUMCAT] PFK SEL140 76 UV 8SEL [100W, 4000K]

[LUMINAIRE]

[LAMPCAT]

[LAMP]

[ VOLTAGE] 120.0 V

[ CURRENT] 1.168 A

[ POWERFACTOR] 0.997

[ THD] 4.77

[TESTLAB] UTEST TECHNICAL LABORATORY

[ TESTINST] GPM-3000

[ TESTDIST] 14.140 m [K=1.0000]

[ TESTTEMPERATURE] 25.1'C

[ TESTHUMIDITY]

[ TESTOPERATOR]

[BALLAST]

[BALLASTCAT]

Note: Candela values converted from Type-C to Type-B
CHARACTERISTICS

NEMA Type 7THx6V

Maximum Candela 6940.635

Maximum Candela Angle -1H 3V

Horizontal Beam Angle (50%) 108.9

Vertical Beam Angle (50%) 87.2

Horizontal Field Angle (10%) 143.8

Vertical Field Angle (10%) 116.3

Lumens Per Lamp 14912.38 (1 lamp)

Total Lamp Lumens 14912.38

Beam Lumens 11942

Beam Efficiency 80 %

Field Lumens 14456

Field Efficiency 97 %

Spill Lumens 510

Luminaire Lumens 14966

Total Efficiency 100 %

Total Luminaire Watts 100

Ballast Factor 1.00
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME

AXIAL CANDELA

DEG. HOR. DEG.
90 0 90
85 0 85
75 350.265 75
65 1546.539 65
55 3485.986 55
47.5  4548.799 47.5
425 5090.707 425
37.5 5535.936 37.5
33 5842.663 33
29 6123.568 29
255 6303.878 255
225 6429.164 225
19.5  6557.077 19.5
17 6660.895 17
15 6725.154 15
13 6762.385 13

11 6801.272 11

9 6837.309 9

7 6872.742 7

5 6908.62 5

3 6921.083 3

1 6921.083 1

0 6929.79 0

-1 6932.639 -1

-3 6928.891 -3

-5 6910.275 -5

-7 6881.146 -7

-9 6861.774 -9
-1 6821.694 -1
-13 6782.959 -13
-15 6738.366 -15
-17 6684.469 -17
-19.5 6586.656 -19.5
-22.5 6487.04 -22.5
-25.5 6362.657 -25.5
-29 6173.111 -29
-33 5901.964 -33
-37.5 5562.36 -37.5
-42.5 5117.883 -42.5
-47.5 4553.825 -47.5
-55 3298.015 -55
-65 1496.55 -65
-75 313.933 -75
-85 0 -85
-90 0 -90

: PFK SEL140 76 UV 8SEL [100W, 4000K].IES

VERT.

0

0

69.058
284.258
1055.266
2694.799
4074.911
5067.784
5725.054
6138.04
6379.822
6524.906
6640.305
6718.532
6770.016
6815.299
6853.765
6888.903
6915.864
6924.941
6931.152
6934.026
6929.79
6922.529
6903.888
6885.113
6851.345
6804.096
6755.931
6697.025
6625.236
6551.782
6454.032
6307.201
6126.383
5827.729
5347.197
4556.351
3427.488
2137.557
763.579
240.337
65.268
7.118

0
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL140 76 UV 8SEL [100W, 4000K].IES

LUMEN TABULATION
Average Of Right And Left Sides
Total Luminaire Lumens (one side of beam only) = 7482.78
Total Field Lumens (one side of beam only) = 7227.92

* Indicates Values Inside Field Edge

Vert. Horizontal Angles
Angles
0 1 3 ) 7 9 n 13 15 17

90

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
% 0.11 0.21 0.22 0.22 0.22 0.21 0.21 0.21 0.20 0.25
i 0.54 1.09 1.09 1.09 1.08 1.06 1.04 1.02 0.99 1.19
0 2.05 417 4.20 4.20 417 4.10 4.01 3.88 3.73 4.45
% 4.30* 8.71* 8.78 * 8.77* 8.69* 8.54 * 8.34* 8.07* 7.76* 9.36 *
4 517 * 10.40* 10.44 10.41* 10.31* 10.14* 9.94~* 9.67 * 9.36 * 11.33 *
429 6.97 * 13.98* 13.99 13.93* 13.81* 1361* 13.37* 13.06* 12.73* 1545*
378 740" 14.82* 14.80 14.73* 1461* 1443* 1418* 1390* 13.60* 16.54*
% 7.23* 14.46* 1442 14.34* 1423* 14.06* 13.85* 13.60* 13.32* 16.21*
2 6.67 * 13.34* 13.30 13.22* 13.11* 1297* 1279* 1257* 1232* 15.01*
28 5.90 * 11.78* 11.75 11.69* 11.59* 1147* 11.31* 1112* 1091* 13.31*
225 6.02 * 12.02* 11.99 11.92* 11.83* 11.70* 1155* 11.36* 11.15* 13.60*
192 5.09* 10.16* 10.13 10.08* 10.00* 9.89* 9.76 * 9.61* 9.44* 11.51*
7 411~ 8.21* 8.19* 8.14* 8.08 * 7.99* 7.89* 7.76* 7.63* 9.31*
1 414~ 8.27* 8.25* 8.20* 8.14* 8.05* 7.94* 7.82* 7.68* 9.37*
" 416 8.32°* 8.30 * 8.26 * 8.19* 8.10 * 7.99* 7.87* 7.72* 9.43*
" 419* 8.37* 8.34 * 8.30 ¢ 8.23* 8.14* 8.03* 7.90* 7.76* 9.47*
° 4.21* 8.40* 8.37* 8.32* 8.25* 8.17* 8.06 * 7.93* 7.79* 9.51*
! 422" 8.42* 8.39* 8.34* 8.27* 8.18* 8.08 * 7.96* 7.81* 9.54 *
° 422* 8.43* 8.40 * 8.35* 8.28 * 8.19* 8.09* 7.97* 7.83* 9.56 *
’ 422* 8.44* 8.40* 8.35* 8.29* 8.20 * 8.10 * 7.98* 7.85* 9.58 *
1 211+ 422+ 420" 418" 414~ 410" 4.05* 3.99* 3.92* 479~
° 211+ 4.21* 420" 418" 414~ 410" 4.05* 3.99* 3.92* 479"
; 421* 8.42* 8.39 * 8.34 * 8.28 * 8.19* 8.09 * 7.97* 7.84* 9.57 *
N 420" 8.39* 8.36 * 8.32* 8.26 * 8.17* 8.07 * 7.96 * 7.82* 9.55*
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL140 76 UV 8SEL [100W, 4000K].IES

LUMENS TABULATION - (Cont.)

° 418~ 8.36 * 8.33 * 8.28 * 8.22* 8.14 * 8.04 * 7.93* 7.79* 9.52*
i 416 * 8.32* 8.29 * 8.24 8.17* 8.09 * 8.00 * 7.88* 7.75* 9.47*
N 413" 8.26 * 8.24* 8.19* 8.12* 8.04 * 7.94* 7.83* 7.70* 941+
" 410" 8.19* 8.17* 8.13* 8.06 * 7.98* 7.88* 7.76* 7.63* 9.33*
3 4.06* 8.12* 8.10 * 8.06 * 7.99* 7.91* 7.81* 7.69* 7.56 * 9.24*
1 4.02* 8.03 * 8.01* 7.98* 7.91* 7.83* 7.73* 7.61* 7.48* 9.13*
7 495* 9.91* 9.89* 9.84* 9.77* 9.67 * 9.54 * 9.39* 9.22* 11.26 *
199 5.83* 11.67* 11.65* 11.59* 1151* 1139* 1124* 11.06* 1086* 13.25*
229 5.68 * 1.37* 135* 11.30* 11.22* 11.11* 1096* 10.77* 10.57* 12.89*
29 6.38 * 1276 * 12.74* 1269* 1259* 1246* 1229* 12.08* 11.84* 1443*
2 6.82* 13.65* 13.64* 13.58* 13.48* 1333* 13.12* 1290* 12.64* 15.38*
33 6.80 * 13.64* 1365* 1361* 13.50* 13.32* 13.09* 1283* 1257* 1529~
37 6.10 * 12.26* 1229* 1227* 1216* 1199* 11.77* 1149* 1119* 13.58*
42 425* 8.59* 8.64 * 8.62* 8.56 * 8.43* 8.27 * 8.03* 7.73* 9.34 *
a7 3.33* 6.75* 6.82* 6.82* 6.77 * 6.67 * 6.52* 6.30 * 6.03 * 7.26*
0 1.54 3.12 3.15 3.14 3.12 3.07 3.00 2.91 2.79 3.34
o 0.47 0.94 0.94 0.93 0.92 0.91 0.89 0.87 0.84 1.01
e 0.11 0.22 0.22 0.22 0.22 0.22 0.21 0.21 0.20 0.24
90 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01
'-I%(:al 180.46 36143 361.03 359.37 356.50 352.35 347.08 340.74 333.49 406.05
Vert. Horizontal Angles
Angles

19.5 22.5 25.5 29 33 37.5 42.5 47.5 55 65
% 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.02 0.02 0.01
% 0.28 0.27 0.29 0.31 0.33 0.32 0.25 0.28 0.22 0.07
i 1.37 1.32 1.46 1.53 1.52 1.40 1.16 1.34 0.94 0.26
°° 5.18 5.04 5.53 5.68 5.42 4.93 4.07 4.47 2.94 0.78
> 10.87* 10.38* 11.31* 11.53* 10.82* 954* 745* 7.65* 4.77 1.22
478 13.04* 1230* 13.33* 13.71* 13.04* 1146* 863" 8.48 * 5.07 1.24
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL140 76 UV 8SEL [100W, 4000K].IES

LUMENS TABULATION - (Cont.)

428 1776 * 16.78* 1824* 1890* 1832* 1641* 1240* 12.06* 7.01* 1.65
318 19.08* 18.15* 19.86* 20.66* 20.28* 1861* 1444* 1419* 8.18* 1.89
% 18.75* 17.90* 19.63* 2051* 2035* 19.08* 15.15* 1511* 876~ 2.03
29 1740* 16.63* 18.26* 19.15* 19.19* 1824* 1474* 1490* 8.73* 2.05
25:9 1543* 1475* 16.23* 1710* 17.24* 16.54* 13.53* 13.84* 8.22~* 1.95
229 15.77* 15.09* 16.63* 1758* 1780* 1717* 1410* 1461* 8.84~* 2.11°*
19 13.35* 12.78* 1410* 1494* 1518* 14.65* 12.07* 1266* 7.79* 1.89*
7 10.79* 10.33* 11.42* 1211* 1231* 1191* 985~ 1041* 6.48* 1.59*
10 10.87* 1042* 11.51* 1222* 1244* 1205* 999~ 1062* 6.68* 1.65*
" 10.94* 1048* 11.59* 1231* 1254* 1216* 1011 * 10.81* 6.86* 171~
" 11.00* 1054* 1.66* 1239* 1262* 1224* 10.20* 1096* 7.01* 1.76 *
° 11.04* 1059* 11.72* 1245* 1269* 1231* 1027 1.09* 7.15* 1.81*
! 11.08* 1063* M.77* 1250* 1273* 1237* 1033* 1119* 7.26* 1.85*
° 11.10* 1066* 11.80* 1253* 1276* 1240* 1037* 11.28* 7.37* 1.89*
’ 1.11* 10.67* 11.82* 1255* 1278* 1242* 10.39* 11.33* 744~ 1.91~
! 5.56 * 534 * 591* 6.28 * 6.39 ¢ 6.21* 5.20* 5.67* 3.73* 0.96 *
° 556 * 534 * 591* 6.27 * 6.39 ¢ 6.21* 520* 567* 3.73* 0.96 *
; 11.10* 1066* 11.81* 1253* 1276* 1240* 1037* 11.30* 741~ 1.90*
N 11.08* 10.64* M.77* 1250* 1273* 1236* 10.32* 11.22* 731°* 1.87*
° 11.05* 1060* 11.72* 1245* 1268* 1230* 1026* 11.10* 7.18* 1.82*
i 10.99* 1054* 1M166* 1238* 1261* 1223* 1018* 1096* 7.03* 1.78*
N 10.92* 1047* 11.59* 1230* 1252* 1213* 10.09* 10.79* 6.86* 1.72*
" 10.83* 10.39* 11.49* 1220* 1242* 12.02* 9.97* 1061* 6.68~ 1.66 *
3 10.73* 1029* 11.38* 12.09* 1230* 1189* 9.83* 10.38* 6.47* 1.60*
7 1061* 1018* 11.25* 1195* 1215* 11.73* 9.66* 10.12* 6.24* 1.53*
7 13.08* 1253* 13.85* 14.68* 1492* 1439* 11.81* 1224* 7.44* 1.81*
190 15.37* 1473* 16.25* 1718* 1740* 16.78* 13.73* 1401* 837~ 2.01
229 1495* 1431* 1575* 16.60* 16.71* 16.03* 13.03* 13.14* 7.71* 1.83
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL140 76 UV 8SEL [100W, 4000K].IES

LUMENS TABULATION - (Cont.)

-25.5

16.73* 16.00* 17.57* 1842* 1841* 17.44* 14.00* 1398* 810~ 1.91
-29

17.78* 16.98* 18.63* 1942* 1918* 17.88* 14.12* 13.94* 8.00* 1.86
-33

17.64* 16.78* 1835* 19.00* 1854* 16.91* 13.04* 1276* 7.31* 1.71
-37.5

15.66* 14.87* 16.15* 16.61* 1596* 14.24* 1084* 10.54* 6.10* 1.48
-42.5

10.84* 10.34* MA7* 11.34* 1067* 948~ 7.33* 7.23* 4.32 1.09
-47.5

8.53 % 8.27 * 9.01* 9.05* 8.43* 7.59* 6.12* 6.36 3.99 1.04
-55

3.91 3.86 4.30 4.42 417 3.80 3.25 3.66 2.41 0.65
-65

1.16 1.1 1.22 1.27 1.25 1.15 0.97 1.13 0.77 0.22
-75

0.28 0.26 0.28 0.29 0.29 0.28 0.23 0.27 0.20 0.07
-85

0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.02 0.02 0.01
-90
Total 470.58 450.23 49526 519.95 51926 491.70 399.08 41441 25513 62.78
Vert. Horizontal Angles
Angles

75 85 90 Total

90

0.00 0.00 0.13
85

0.01 0.00 4.69
75

0.03 0.00 22.52
65

0.08 0.00 83.07
55

0.12 0.00 166.98
47.5

0.12 0.00 197.57
42.5

0.16 0.00 270.60
37.5

0.18 0.00 294.53
33

0.19 0.00 293.20
29

0.19 0.00 27477
25.5

0.18 0.00 245.81
22.5

0.20 0.00 253.05
19.5

0.18 0.00 215.28
17

0.15 0.00 174.64
15

0.15 0.00 176.46
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL140 76 UV 8SEL [100W, 4000K].IES

LUMENS TABULATION - (Cont.)

13

0.16 0.00 178.00
1"

0.16 0.00 179.27
9

0.17 0.00 180.31
7

0.17 0.00 181.10
5

0.17 0.00 181.68
3

0.17 0.00 182.01
1

0.09 0.00 91.05
0

0.09 0.00 91.02
-1

0.17 0.00 181.72
-3

0.17 0.00 181.06
-5

0.17 0.00 180.11
-7

0.16 0.00 178.91
-9

0.16 0.00 177.41
-1

0.15 0.00 175.67
-13

0.15 0.00 173.63
-15

0.14 0.00 171.29
-17

0.17 0.00 210.38
-19.5

0.19 0.00 246.07
-22.5

0.17 0.00 237.48
-25.5

0.18 0.00 263.01
-29

0.18 0.00 276.50
-33

0.17 0.00 270.50
-37.5

0.15 0.00 237.71
-42.5

0.1 0.00 164.39
-47.5

0.1 0.00 131.78
-55

0.07 0.00 63.68
-65

0.02 0.00 18.98
-75

0.01 0.00 4.52
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL140 76 UV 8SEL [100W, 4000K].IES

LUMENS TABULATION - (Cont.)

-85
0.00 0.00 0.23
-90
Total 5.90 0.00 7482.78

Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc. Page 8
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL140 76 UV 8SEL [100W, 4000K].IES

AXIAL CANDELA DISPLAY

694

520

347

Maximum Candela = 6940.635 Located At Horizontal Angle =-1, Vertical Angle = 3
H - Horizontal Axial Candela
V - Vertical Axial Candela
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL140 76 UV 8SEL [100W, 4000K].IES

ISOCANDELA CURVES

90

60 694.0635 T |

NEEER N
V)
Vertical 0 \ )
Angles / }

E———
3470.317
VJ//
N
-60
-90 ¢ 30 60 90

Horizontal Angles

Maximum Candela = 6940.635 Located At Horizontal Angle =-1, Vertical Angle = 3
50% Maximum Candela = 3470.3175
10% Maximum Candela = 694.0635
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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