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IES FLOOD REPORT

PHOTOMETRIC FILENAME : PFK SEL290 66 UV 8SEL [210W, 3000K].IES

DESCRIPTIVE INFORMATION (From Photometric File)

IESNA:LM-63-2002

[TEST]

[TESTLAB]

[TESTDATE] 2023-02-02

[ISSUEDATE] 2023-02-11 17:28:33

[LAMPPOSITION] 0,0

[OTHER] EVERFINE GO-2000A_V1 SYSTEM

[MANUFAC] LumenFocus, LLC.

[LUMCAT] PFK SEL290 66 UV 8SEL [210W, 3000K]

Note: Candela values converted from Type-C to Type-B

CHARACTERISTICS

NEMA Type 6Hx6V

Maximum Candela 16271.266

Maximum Candela Angle 1H OV

Horizontal Beam Angle (50%) 84.6

Vertical Beam Angle (50%) 75.4

Horizontal Field Angle (10%) 110.1

Vertical Field Angle (10%) 123.4

Lumens Per Lamp 26590.75 (1 lamp)

Total Lamp Lumens 26590.75

Beam Lumens 19098

Beam Efficiency 72 %

Field Lumens 25017

Field Efficiency 94 %

Spill Lumens 1394

Luminaire Lumens 26411

Total Efficiency 99 %

Total Luminaire Watts 218.2

Ballast Factor 1.00
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME

AXIAL CANDELA

DEG. HOR. DEG.
90 2.885 90
85 8.737 85
75 226.949 75
65 664.146 65
55 1747.354 55
47.5 5080.336 47.5
425 8926.992 425

37.5 11993.594 37.5
33 13667.024 33
29 14512.539 29
255 15058.841 255
225 15396.641 225
19.5 15645.083 19.5
17 15811.614 17
15 15922.634 15
13 16021.47 13
16089.165
16140.614
16185.969
16233.356
16267.204
16271.266
16264.496
16250.957
-3 16213.048 -3

-5 16151.445 -5

-7 16083.749 -7

-9 16007.254 -9
-1 15923.988 -11
-13 15806.198 -13
-15 15661.33 -15
-17 15505.631 -17
-19.5 15247.034 -19.5
-22.5 14856.432 -22.5
-25.5 14385.949 -25.5
-29 13735.396 -29
-33 12707.103 -33
-37.5 10588.914 -37.5

Lo, wuo~N©=
Lo, wuo~N©=

-42.5 7116.817 -42.5
-47.5 3725.616 -47.5
-55 1307.807 -55
-65 593.81 -65
-75 207.351 -75
-85 7.21 -85
-90 3.419 -90

: PFK SEL290 66 UV 8SEL [210W, 3000K].IES

VERT.

7.128
111.406
320.673
984.088
3009.873
4551.094
6123.319
8249.361
10153.633
11869.034
13331.932
14176.77
14846.278
15013.485
15147.522
15303.898
15460.275
15605.143
15739.18
15872.54
16029.593
16186.646
16264.496
16189.354
16038.393
15888.11
15760.165
15632.221
15493.446
15343.162
15192.878
15064.934
14904.496
14225.511
13363.748
11859.557
10096.092
8139.018
5953.404
4370.686
2886.599
936.634
300.459
102.247
3.33
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL290 66 UV 8SEL [210W, 3000K].IES

LUMEN TABULATION
Average Of Right And Left Sides
Total Luminaire Lumens (one side of beam only) = 13205.4
Total Field Lumens (one side of beam only) = 12508.45

* Indicates Values Inside Field Edge

Vert. Horizontal Angles
Angles
0 1 3 ) 7 9 n 13 15 17

90

0.09 0.18 0.18 0.17 0.17 0.16 0.16 0.15 0.14 0.17
% 0.66 1.30 1.29 1.26 1.21 1.17 1.12 1.06 1.01 1.19
i 1.99 3.96 3.92 3.83 3.72 3.58 3.43 3.26 3.09 3.60
0 6.08 * 1212*  11.99* 1M1.74* 1143* 11.02* 1056* 10.03* 944* 10.90 *
% 8.63 * 17.21* 17.01* 16.66* 16.22* 1567* 15.00* 14.23* 13.37* 1540*
4 8.13* 16.23* 16.06* 1576* 15.39* 14.92* 1438* 13.76* 13.00* 15.07*
429 10.95* 2186* 2168* 21.39* 21.00* 2049* 1992* 19.26* 1845* 21.81*
378 12.62* 2518* 25.01* 2477* 2444* 2400* 2345* 2280* 22.07* 26.46°*
% 13.42* 26.79* 26.64* 26.41* 26.12* 2575* 2526* 2468* 24.02* 28.96*
2 13.44* 26.84* 26.70* 26.49* 26.21* 2587* 2546* 2496* 2437* 2949*
28 1257* 2511* 2499* 2482* 2457* 2428* 2392* 2349* 2298* 27.88*
225 13.26* 26.49* 26.38* 26.20* 2596* 2566* 2531* 2488* 2438* 29.63*
19 11.37* 2271* 2261* 2247* 2227* 2202* 21.72* 2137* 2095* 2549*
7 9.19* 18.35* 18.27* 18.16* 18.00* 17.80* 1756* 17.28* 16.95* 20.61*
1 9.28* 18.52* 1845* 18.33* 18.17* 17.98* 17.74* 1746* 1713* 20.84*
" 9.37* 18.72* 18.64* 1852* 1836* 1817* 17.93* 1766* 17.33* 21.10*
" 946~ 1890* 18.83* 18.71* 1855* 18.35* 18.12* 1785* 1752* 21.35*
° 9.55* 19.07* 19.00* 18.88* 1872* 1853* 18.29* 18.01* 1769* 21.56*
! 9.63* 19.23* 19.16* 19.05* 18.89* 1869* 1846* 18.18* 17.85* 21.76*
° 9.72* 19.41* 1934* 19.22* 19.06* 1887* 18.63* 1835* 18.02* 21.98*
’ 9.81* 19.60* 1952* 1940* 19.25* 19.06* 18.83* 1855* 18.22* 2224*
1 494~ 9.87* 9.83* 9.77 9.69 * 9.60 * 949~ 9.35* 9.18 * 11.22*
° 494 9.87* 9.83* 9.77* 9.69 * 9.60 * 949+ 9.35* 9.19* 11.22 *
; 9.82* 19.60* 19.53* 19.41* 19.25* 19.06* 18.83* 1855* 18.22* 2224*
N 9.72* 19.42* 1935* 19.23* 19.08* 18.88* 18.64* 1836* 18.03* 21.99*
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL290 66 UV 8SEL [210W, 3000K].IES

LUMENS TABULATION - (Cont.)

° 9.64 * 19.25* 19.18* 19.06* 1891* 18.71* 1847* 1819* 17.85* 21.76*
i 9.56 * 19.10* 19.02* 1890* 18.74* 1855* 1831* 18.03* 17.70* 21.57*
N 948 * 18.93* 18.86* 18.74* 1858* 18.38* 18.15* 1787* 1753* 21.36*
" 9.39* 18.76 * 18.68* 18.56* 18.40* 1821* 17.97* 1768* 17.34* 2111~
e 9.30* 18.57* 1849* 18.38* 18.22* 18.03* 17.78* 1749* 1714* 20.85*
1 9.22* 18.40* 1832* 1821* 18.05* 17.85* 17.61* 17.32* 16.97* 20.63*
7 11.41* 2278* 2269* 2254* 2234* 2209* 21.79* 2141* 2098* 2551*
199 13.31* 26.58* 26.46* 26.28* 26.04* 2574* 2538* 2493* 2440* 29.64°*
229 12.61* 2517* 25.05* 2488* 2464* 2434* 2397* 2351* 2298* 27.86°*
29 13.45* 26.85* 26.71* 26.50* 26.22* 2587* 2545* 2492* 2430* 2940°*
2 13.38* 26.71* 26.54* 26.31* 26.01* 2563* 2514* 2453* 23.85* 28.73*
33 1250* 2494* 2476* 2452* 2418* 23.74* 2317* 2250* 21.76* 26.05*
37 10.73* 2143* 21.24* 2093* 2053* 20.01* 1943* 1876* 17.93* 21.17*
42 7.86* 15.69* 1551* 1520* 14.82* 1434* 13.79* 13.16* 1240* 1433*
47 8.28* 16.51* 16.30* 1595* 1550* 14.93* 14.26* 1349* 1263* 1449*
90 5.82* 1.61* 1147* 11.23* 1093* 1053* 10.07* 955* 8.97* 10.34 *
00 1.88 3.76 3.73 3.66 3.56 3.44 3.30 3.16 2.99 3.50
7o 0.61 1.22 1.21 1.19 1.15 1.12 1.08 1.03 0.99 1.17
90 0.08 0.16 0.16 0.16 0.15 0.15 0.14 0.14 0.13 0.15
'-I%(:al 38713 77293 768.60 761.60 752.39 740.86 726.98 710.53 69143 833.81
Vert. Horizontal Angles
Angles

19.5 22.5 25.5 29 33 37.5 42.5 47.5 55 65
% 0.19 0.17 0.19 0.19 0.19 0.18 0.15 0.17 0.14 0.07
% 1.32 1.20 1.26 1.27 1.22 1.12 0.88 0.92 0.62 0.23
75 3.92 3.51 3.58 3.42 3.13 2.74 2.08 2.09 1.36 0.42
°° 11.70 10.21 10.07 9.29 8.08 6.69 4.85 4.72 3.02 0.88
> 16.45* 14.20* 13.85* 1261* 10.79 8.74 6.21 5.98 3.80 1.11
47 16.34* 14.33* 1418* 13.11* 11.21* 8.79* 5.88 5.33 3.30 0.97
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL290 66 UV 8SEL [210W, 3000K].IES

LUMENS TABULATION - (Cont.)

429 2421* 2184* 2237* 21.27* 1832* 1395* 8.63* 7.00 3.97 1.16
318 29.83* 2747* 2875* 27.85* 2421* 1815* 10.66* 7.96 4.17 1.22
% 3298* 30.73* 3247* 31.75* 27.73* 2062* 11.70* 830°* 417 1.22
29 33.76* 31.62* 3358* 3296* 2887* 2152* 1213* 8.32* 4.01 1.16
258 3200 30.09* 3211* 31.70* 2789* 2084* 1M.74* 7.94~* 3.71 1.06
229 3410* 32.19* 3450* 3422* 3039* 2276* 1275* 860~ 3.93 1.11
19 29.36* 27.78* 2985* 29.78* 26.72* 20.27* 1146* 7.71* 3.46 0.96
7 23.75* 2249* 2425* 2437* 2205* 17.02* 9.79* 6.53* 2.89 0.78
1° 2403* 2278* 2463* 2487* 2270* 17.75* 10.28* 6.82* 2.98 0.80
" 2436* 2312* 25.06* 2548* 2343* 1840* 1066* 7.05* 3.05 0.81
" 2467* 23.44* 2547* 26.03* 2413* 19.03* 11.09* 734~ 3.11 0.82
° 2492* 23.71* 2582* 2647* 2471* 1971* 1162* 7.69* 3.17 0.84
! 2517* 2396* 26.15* 26.90* 2526* 2037* 1214* 8.00* 3.22 0.85
° 2544* 2425* 26.52* 27.39* 2588* 21.07* 1265* 8.27* 3.27 0.87
’ 2576* 2458* 26.93* 2795* 26.62* 21.83* 13.08* 842~ 3.29 0.87
1 13.00* 1242* 13.62* 14.19* 1361* 11.18* 6.65* 423~ 1.64 0.44
° 13.00* 1242* 1362* 14.19* 1360* 11.18* 6.65* 423~ 1.64 0.44
; 2576 * 2458* 26.92* 27.92* 2659* 21.79* 13.05* 840~ 3.28 0.87
N 2545* 2424* 2650* 27.34* 2581* 2098* 1258* 822* 3.25 0.86
° 2517* 2395* 26.12* 26.83* 2515* 20.24* 12.04* 7.93* 3.20 0.85
i 2493* 23.70* 2578* 26.38* 2456* 1953* 1148* 7.59* 3.14 0.83
N 2467* 23.43* 2542* 2592* 2394* 1881* 1091* 7.20* 3.07 0.82
M 2436* 23.10* 25.01* 2534* 2321* 18.13* 1045* 6.89* 3.00 0.80
3 24.04* 2276* 2456* 24.71* 2244* 1744* 10.04* 6.64* 2.92 0.79
0 23.76 * 2247* 2417* 2419* 21.75* 16.67* 9.52* 6.33 " 2.82 0.77
7 29.36* 27.75* 29.74* 2953* 26.29* 19.76* 11.07* 7.43* 3.37 0.94
199 34.09* 3214* 3434* 33.87* 29.81* 22.09* 1224* 8123* 3.81 1.08
229 3195* 29.99* 3192* 3131* 2729* 2016* 11.22* 7.56* 3.58 1.03
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL290 66 UV 8SEL [210W, 3000K].IES

LUMENS TABULATION - (Cont.)

-25.5

33.62* 3144* 3329* 3248* 28.18* 20.76* 11.55* 790* 3.86 1.13
-29

32.70* 3042* 3206* 31147* 2697* 19.83* 11.12* 787~ 4.00 1.17
-33

2935* 26.98* 2816* 27.15* 2342* 1738* 1011* 7.54 4.00 117
-37.5

2347* 2113* 21.58* 2044* 1750* 13.24* 814~ 6.63 3.79 1.10
-42.5

1549* 13.54* 13.34* 1229* 1048* 8.21 5.51 5.04 3.13 0.91
-47.5

15.42* 13.25* 12.85* 11.67* 9.99 8.12 5.82 5.64 3.59 1.02
-55

11.07 9.63 9.47 8.72 7.59 6.28 4.56 4.44 279 0.77
-65

3.81 3.42 3.48 3.33 3.04 2.63 1.96 1.92 1.18 0.32
-75

1.30 1.19 1.25 1.25 1.19 1.06 0.81 0.79 0.48 0.13
-85

0.17 0.16 0.17 0.17 0.16 0.15 0.1 0.12 0.08 0.03
-90
Total 950.19 887.81 94495 939.29 846.08 657.20 388.02 273.90 130.27 36.48
Vert. Horizontal Angles
Angles

75 85 90 Total

90

0.03 0.00 3.25
85

0.06 0.00 21.37
75

0.08 0.00 60.68
65

0.12 0.00 174.95
55

0.14 0.00 243.30
47.5

0.12 0.00 236.25
42.5

0.15 0.00 339.67
37.5

0.16 0.00 411.22
33

0.16 0.00 449.90
29

0.15 0.00 457.91
25.5

0.14 0.00 433.82
22.5

0.15 0.00 462.84
19.5

0.13 0.00 400.46
17

0.1 0.00 326.22
15

0.1 0.00 331.65
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL290 66 UV 8SEL [210W, 3000K].IES

LUMENS TABULATION - (Cont.)

13

0.1 0.00 337.33
1"

0.1 0.00 342.88
9

0.12 0.00 348.07
7

0.12 0.00 353.03
5

0.12 0.00 358.33
3

0.12 0.00 363.94
1

0.06 0.00 183.99
0

0.06 0.00 183.97
-1

0.12 0.00 363.80
-3

0.12 0.00 358.06
-5

0.12 0.00 352.62
-7

0.1 0.00 347.52
-9

0.1 0.00 342.17
-1

0.1 0.00 336.50
-13

0.11 0.00 330.70
-15

0.10 0.00 325.13
-17

0.13 0.00 398.90
-19.5

0.14 0.00 460.61
-22.5

0.14 0.00 431.14
-25.5

0.15 0.00 454.01
-29

0.15 0.00 444.29
-33

0.15 0.00 403.51
-37.5

0.13 0.00 329.33
-42.5

0.1 0.00 22515
-47.5

0.12 0.00 229.83
-55

0.09 0.00 165.94
-65

0.04 0.00 58.12
-75

0.03 0.00 20.26
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL290 66 UV 8SEL [210W, 3000K].IES

LUMENS TABULATION - (Cont.)

-85

0.01 0.00 2.74
-90
Total 4.88 0.06 13205.4
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL290 66 UV 8SEL [210W, 3000K].IES

AXIAL CANDELA DISPLAY

162

122

813

40

Maximum Candela = 16271.266 Located At Horizontal Angle = 1, Vertical Angle =0
H - Horizontal Axial Candela
V - Vertical Axial Candela
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL290 66 UV 8SEL [210W, 3000K].IES

ISOCANDELA CURVES
90
60 [1627127
81356633 T—_|
30 \
Vertical 5 )
Angles ) )
J )
_——/'//
_60  —
-90 ¢ 30 60 90

Horizontal Angles

Maximum Candela = 16271.266 Located At Horizontal Angle = 1, Vertical Angle =0
50% Maximum Candela = 8135.633
10% Maximum Candela = 1627.1266
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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