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IES FLOOD REPORT

PHOTOMETRIC FILENAME : PFK SEL290 55 UV 8SEL [290W, 5000K].IES

DESCRIPTIVE INFORMATION (From Photometric File)

IESNA:LM-63-2002

[TEST]

[TESTLAB]

[TESTDATE] 2023-02-11

[ISSUEDATE] 2023-02-13 09:44:14

[LAMPPOSITION] 0,0

[OTHER] EVERFINE GO-2000A_V1 SYSTEM

[MANUFAC] LumenFocus, LLC.

[LUMCAT] PFK SEL290 55 UV 8SEL [290W, 5000K]

CHARACTERISTICS

NEMA Type 5Hx5V

Maximum Candela 35828

Maximum Candela Angle 5H 0V

Horizontal Beam Angle (50%) 65.4

Vertical Beam Angle (50%) 63.3

Horizontal Field Angle (10%) 88.1

Vertical Field Angle (10%) 98.5

Lumens Per Lamp 39862 (1 lamp)

Total Lamp Lumens 39862

Beam Lumens 26242

Beam Efficiency 66 %

Field Lumens 35741

Field Efficiency 90 %

Spill Lumens 3681

Luminaire Lumens 39423

Total Efficiency 99 %

Total Luminaire Watts 301.3

Ballast Factor 1.00
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL290 55 UV 8SEL [290W, 5000K].IES

AXIAL CANDELA

DEG. HOR. DEG. VERT.
90 4.781 90 6.329
89 4.64 85 181.24
88 4.5 80 357.31
87 4.638 75 531.07
86 5.95 70 708.29
85 9.129 65 1306.2
84 13.235 60 2373.9
83 17.949 55 3357.3
82 24.386 50 4477.8
81 38.702 45 5408.3
80 64.758 40 11506
79 98.259 35 17337
78 135.15 30 23460
77 174.15 25 29265
76 216.32 20 32793
75 262 15 33368
74 311.53 10 34264
73 364.76 5 34862
72 421.06 0 35736
71 482.21 -5 32907
70 548.41 -10 30349
69 617.17 -15 27502
68 691.89 -20 24962
67 771.09 -25 21183
66 848.13 -30 16764
65 929.47 -35 12117
64 1016.4 -40 7629.3
63 1097.9 -45 3052.1
62 1170.4 -50 2508
61 12421 -55 1950.6
60 1315.7 -60 1400.1
59 1382 -65 849.23
58 1441.7 -70 507.33
57 1497 1 -75 386.76
56 1545.6 -80 260.04
55 1593.4 -85 137.27
54 1649.4 -90 12.761
53 1711.9

52 1783.5

51 1863.7

50 1955.5

49 2073.4

48 2224.5

47 2426.9

46 2700.4

45 3063.8

44 3547

43 4169.1

42 4928.5

41 5803.7

40 6762.2

39 7882.5

38 9131.1

37 10381
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL290 55 UV 8SEL [290W, 5000K].IES

AXIAL CANDELA - (Cont.)

DEG. HOR. DEG. VERT.
36 11790
35 13332
34 14846
33 16400
32 18050
31 19765
30 21460
29 23019
28 24461
27 25876
26 27231
25 28460
24 29531
23 30479
22 31347
21 32121
20 32774
19 33317
18 33783
17 34181
16 34509
15 34785
14 35030
13 35241
12 35409
11 35536
10 35635
9 35712
8 35767
7 35802
6 35821
5 35828
4 35825
3 35811
2 35790
1 35765
0 35736
-1 35701
-2 35659
-3 35609
-4 35546
-5 35466
-6 35379
-7 35287
-8 35187
-9 35075
-10 34952
-1 34815
-12 34655
-13 34461
-14 34231
-15 33991
-16 33733
-17 33431
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL290 55 UV 8SEL [290W, 5000K].IES

AXIAL CANDELA - (Cont.)

DEG. HOR. DEG. VERT.
-18 33074
-19 32655
-20 32202
-21 31718
-22 31169
-23 30530
-24 29789
-25 28976
-26 28081
-27 27050
-28 25873
-29 24580
-30 23210
-31 21713
-32 20119
-33 18524
-34 16851
-35 15080
-36 13304
-37 11587
-38 9955
-39 8459.2
-40 71421
-41 5998.1
-42 5037
-43 4268.3
-44 3672.6
-45 3220.3
-46 2880.7
-47 2621.3
-48 2429.7
-49 2273.9
-50 2118.2
-51 1987.1
-52 1895.7
-53 1824.9
-54 1765.6
-55 1717.3
-56 1675.4
-57 1633.8
-58 1590.2
-59 1545.7
-60 1492.1
-61 1433.1
-62 1379
-63 1319.5
-64 1247.5
-65 1165.2
-66 1077.6
-67 994.63
-68 911.37
-69 818.41
-70 730.82
-71 649.49
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL290 55 UV 8SEL [290W, 5000K].IES

AXIAL CANDELA - (Cont.)

DEG.

-72
-73
-74
-75
-76
-7
-78
-79
-80
-81
-82
-83
-84
-85
-86
-87
-88
-89
-90

HOR.

570.19
497.37
430.2
369.23
313.25
262.14
216.4
174.29
135.32
101.07
69.707
43.181
26.674
18.515
13.07
9.095
6.09
4.628
4.553

DEG. VERT.

Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES FLOOD REPORT

PHOTOMETRIC FILENAME : PFK SEL290 55 UV 8SEL [290W, 5000K].IES

LUMEN TABULATION

Average Of Right And Left Sides

Total Luminaire Lumens (one side of beam only) = 19711.26
Total Field Lumens (one side of beam only) = 17870.73

* Indicates Values Inside Field Edge

Vert. Horizontal Angles
Angles
0 1 2 3 4 5 6 7 8 9

90

0.14 0.14 0.14 0.14 0.14 0.14 0.13 0.13 0.13 0.13
% 0.41 0.41 0.40 0.40 0.39 0.39 0.38 0.37 0.36 0.36
%0 0.68 0.67 0.67 0.66 0.65 0.64 0.63 0.62 0.60 0.59
75 0.94 0.94 0.93 0.92 0.91 0.89 0.88 0.86 0.84 0.82
0 1.53 1.53 1.52 1.50 1.48 1.45 1.42 1.39 1.36 1.33
°° 2.80 2.79 2,77 2,74 2.70 2.65 2.60 2.54 2.47 2.40
0 4.36 4.34 4.31 4.26 4.20 413 4.05 3.95 3.85 3.74
% 5.96* 5.94* 5.90* 5.83* 575* 5.65* 553" 540" 525* 5.09*
%0 7.52* 7.49* 7.44* 7.36 7.25* 712+ 6.98 * 6.81* 6.63 * 6.43*
* 12.87* 12.84* 12.78* 12.69* 1257* 1242* 1224* 12.04* 11.82* 11.57*
4 2196* 2192* 2185* 21.75* 21.62* 2145* 2125* 21.02* 20.76* 2046*
% 31.06* 31.02* 3095* 30.84* 30.70* 30.52* 30.30* 30.04* 29.74* 2939*
% 40.14* 4010* 40.03* 3991* 39.75* 3955* 39.31* 39.01* 3867* 38.28°*
2 47.25* 4721* 4713* 47.01* 46.85* 46.64* 46.39* 46.08* 4572* 4530°*
20 50.38* 50.34* 50.26* 50.14* 4999* 49.79* 49.54* 49.24* 48.89* 4849*
1 51.50* 5146* 5139* 51.28* 51.14* 5095* 50.73* 5045* 50.14* 49.76*
10 52.64* 5260* 5254* 5244* 5230* 5213* 5193* 5168* 51.39* 51.05*
° 53.76 * 53.72* 53.66* 53.57* 5345* 53.30* 53.11* 52.89* 5263* 5233*
° 52.27* 5224* 5217* 52.08* 5196* 51.80* 5161* 5139* 51.13* 50.82*
° 48.16* 48.13* 48.06* 47.95* 4781* 47.64* 4742* 4716* 46.86* 46.51*
0 44.05* 44.01* 43.93* 43.82* 43.66* 4346* 43.22* 4293* 4259* 4220°*
1 39.94* 3990* 39.82* 39.69* 3952* 39.30* 39.03* 38.71* 3833* 37.89*
20 3513* 35.09* 35.00* 34.87* 3470* 3447* 3420* 33.86* 3348* 33.03*
-25 28.89* 2885* 2877* 2866* 2850* 2830* 28.06* 27.76* 2742* 27.03*
30 21.99* 2196* 2190* 2180* 2167* 2151* 2132* 21.08* 20.82* 2051~
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL290 55 UV 8SEL [290W, 5000K].IES

LUMENS TABULATION - (Cont.)

3 15.03* 15.01* 1496* 14.89* 1479* 1467* 1453* 1436* 14.16* 13.95*
0 8.13* 8.11* 8.08 * 8.03 * 7.96 * 7.88* 7.79* 7.68* 7.56 * 743"
0 4.23 4.22 4.19 4.16 4.11 4.06 3.99 3.92 3.84 3.76
%0 3.39 3.38 3.36 3.33 3.29 3.24 3.19 3.13 3.07 3.00
90 2.55 2.54 2.52 2.50 2.47 2.43 2.39 2.34 2.29 2.24
0 1.71 1.70 1.69 1.67 1.65 1.62 1.59 1.55 1.51 1.47
00 1.03 1.03 1.02 1.00 0.99 0.96 0.94 0.91 0.89 0.86
7 0.68 0.68 0.67 0.66 0.65 0.63 0.61 0.59 0.57 0.55
e 0.49 0.49 0.48 0.48 0.47 0.46 0.44 0.43 0.42 0.40
o0 0.30 0.30 0.30 0.29 0.29 0.28 0.27 0.27 0.26 0.25
90 0.11 0.1 0.11 0.11 0.11 0.11 0.10 0.10 0.10 0.09
'-I%Otal 694.00 693.24 691.72 68945 686.42 682.64 678.08 672.72 666.54 659.51
Vert. Horizontal Angles
Angles

10 n 12 13 14 15 16 17 18 19
% 0.12 0.12 0.12 0.11 0.11 0.11 0.10 0.10 0.10 0.10
% 0.35 0.34 0.33 0.32 0.31 0.30 0.30 0.29 0.28 0.27
% 0.57 0.56 0.54 0.53 0.51 0.50 0.49 0.48 0.46 0.45
75 0.80 0.78 0.76 0.74 0.72 0.70 0.68 0.66 0.65 0.63
70 1.29 1.25 1.22 1.18 1.14 1.11 1.07 1.04 1.01 0.98
0 2.33 2.25 2.18 2.10 2.02 1.94 1.86 1.79 1.72 1.65
°0 3.62 3.50 3.37 3.24 3.1 2.98 2.86 2.73 2.61 2.49
°° 4.93 4.76 4.58 4.39 4.21 4.03 3.85 3.67 3.49 3.33
%0 6.22* 6.00 * 5.77* 5.564 * 531* 5.07 * 484~ 4.61 4.39 417
- 11.31* 11.03* 10.73* 1042* 10.09* 9.76* 941* 9.06 * 8.70* 8.33*
% 20.13* 19.78* 19.39* 1896* 1851* 18.02* 1750* 16.94* 16.35* 1573~
% 29.01* 2857* 28.10* 27.57* 26.99* 26.36* 2566* 2490* 24.08* 2321*
% 37.83* 3733* 36.75* 36.11* 3540* 3462* 33.75* 32.79* 31.74* 3061*
2 44.81* 4427* 43.64* 4293* 4214* 4127* 4029* 39.19* 38.00* 36.71*
Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc. Page 7

Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL290 55 UV 8SEL [290W, 5000K].IES

LUMENS TABULATION - (Cont.)

20 48.02* 47.48* 46.87* 46.18* 4541* 4454* 4357* 4249* 4132* 40.03*
1 49.33* 48.84* 4828* 4765* 46.93* 46.14* 4526* 4427* 4318* 41.99*
10 50.66* 50.21* 49.70* 49.13* 4848* 47.75* 46.94* 46.04* 4505* 43.96*
° 51.98* 51.58* 51.12* 50.59* 50.01* 49.35* 48.62* 47.81* 46.91* 4592*
° 50.46* 50.06* 49.60* 49.07* 4849* 4783* 4711* 46.31* 4543* 4446*
° 46.10* 4564* 4513* 4455* 4390* 43.19* 4241* 4154* 4060* 39.57*
o 41.75* 41.24* 4067* 40.03* 39.32* 3854* 3769* 36.76* 3576* 34.69*
0 37.39* 36.83* 36.20* 3550* 34.74* 3390* 3299* 32.00* 30.94* 29.80*
20 3252* 3195* 3131* 30.60* 2983* 29.00* 28.08* 27.10* 26.05* 24.93*
2 26.59* 26.09* 2553* 2492* 2425* 2353* 2274* 2190* 21.01* 20.07*
30 20.17* 19.78* 19.36* 18.89* 1839* 1785* 1726* 16.63* 1596* 15.26°*
3 13.70* 13.43* 13.14* 12.82* 1248* 1211* M1.71* 11.29* 10.86* 1040*
0 7.29* 713" 6.97 * 6.80 * 6.62* 6.43* 6.23* 6.03* 581" 5.59*
40 3.68 3.59 3.50 3.41 3.32 3.22 3.13 3.04 2.95 2.86
%0 2.93 2.86 2,78 2.71 2.63 2.56 2.48 2.41 2.34 2.27
0 2.18 212 2.07 2.01 1.95 1.89 1.83 1.78 1.72 1.67
0 1.43 1.39 1.35 1.30 1.26 1.22 1.18 1.14 1.11 1.07
0 0.83 0.80 0.77 0.75 0.72 0.69 0.67 0.64 0.62 0.60
70 0.53 0.51 0.49 0.47 0.46 0.44 0.42 0.40 0.39 0.37
e 0.39 0.37 0.36 0.34 0.33 0.32 0.30 0.29 0.28 0.27
80 0.24 0.23 0.22 0.21 0.21 0.20 0.19 0.18 0.18 0.17
90 0.09 0.09 0.09 0.08 0.08 0.08 0.08 0.07 0.07 0.07
'-I%(ial 651.59 642.75 63295 62215 610.36 597.55 583.56 568.38 552.11 534.67
Vert. Horizontal Angles
Angles

20 21 22 23 24 25 26 27 28 29
% 0.10 0.09 0.09 0.09 0.09 0.08 0.08 0.08 0.08 0.08
% 0.27 0.26 0.26 0.25 0.25 0.24 0.24 0.23 0.22 0.22
%0 0.44 0.43 0.43 0.42 0.41 0.40 0.39 0.38 0.37 0.36
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL290 55 UV 8SEL [290W, 5000K].IES

LUMENS TABULATION - (Cont.)

i 0.62 0.60 0.59 0.58 0.57 0.55 0.54 0.53 0.51 0.50
0 0.95 0.92 0.90 0.87 0.84 0.82 0.79 0.77 0.74 0.72
° 1.58 1.52 1.46 1.40 1.34 1.29 1.23 1.18 1.14 1.09
0 2.38 2.27 217 2.07 1.97 1.88 1.79 1.71 1.63 1.56
% 3.16 3.01 2.86 2.72 2.58 2.45 2.33 2.21 2.1 2.01
%0 3.96 3.76 3.57 3.39 3.21 3.04 2.89 2.74 2.60 2.47
45 7.95* 7.57* 719* 6.80 * 6.42* 6.04 * 5.66 * 529~ 493~ 4.58
%0 15.08* 1439* 13.67* 1292* 1216* 11.38* 1060* 9.81* 9.04 * 8.29*
% 2227* 2126* 2021* 1911* 1797* 16.80* 1561* 1441* 1322* 1205*
% 29.39* 28.08* 26.69* 2523* 23.71* 2215* 20.55* 1893* 17.33* 1576~*
% 35.30* 33.78* 3216* 3045* 28.67* 26.83* 2493* 23.00* 21.08* 19.19*
20 38.63* 37.10* 3548* 33.75* 3193* 30.03* 28.05* 26.03* 2399* 2195*
10 40.69* 39.27* 37.74* 36.09* 3434* 3249* 30.54* 28.53* 2647* 2439~*
10 42.75* 4143* 40.00* 3845* 36.77* 3497* 33.06* 31.05* 2897* 26.83*
° 4482* 43.60* 4226* 40.78* 3917* 37.43* 3555* 3355* 3145* 29.28*
° 43.38* 4220* 4090* 3948* 37.93* 36.24* 3444* 3252* 3050* 2840*
° 38.45* 37.23* 3592* 3451* 3299* 3137* 29.67* 27.89* 26.04* 2415*
0 33.51* 3226* 30.94* 2953* 28.06* 26.52* 2493* 2330* 2163* 19.96*
7 28.58* 27.29* 2595* 2456* 2312* 2165* 20.17* 1867* 1718* 1571*
20 23.74* 2250* 2122* 19.90* 1857* 1723* 1590* 14.58* 13.30* 1205*
20 19.06* 18.02* 16.95* 15.85* 14.74* 1364* 1255* 1148* 1045* 946~*
30 1451* 13.73* 1294* 1213* 11.31* 1050* 9.69* 8.90 8.14 * 740
3 9.92* 9.41* 8.90 * 8.38 * 7.86 * 7.34* 6.82 * 6.32 * 5.83* 5.36 *
40 5.36 * 513* 4.90 4.67 4.43 4.19 3.96 3.73 3.52 3.30
40 2.78 2.69 2.61 2.53 245 2.37 2.29 2.22 2.14 2.07
20 2.20 213 2.06 2.00 1.94 1.88 1.81 1.76 1.70 1.64
90 1.62 1.57 1.52 1.48 1.43 1.38 1.34 1.30 1.26 1.21
90 1.04 1.00 0.97 0.95 0.92 0.89 0.86 0.84 0.81 0.79
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL290 55 UV 8SEL [290W, 5000K].IES

LUMENS TABULATION - (Cont.)

o 0.58 0.56 0.54 0.53 0.52 0.50 0.49 0.47 0.46 0.45
i 0.36 0.35 0.34 0.33 0.32 0.31 0.31 0.30 0.29 0.28
e 0.26 0.25 0.25 0.24 0.24 0.23 0.22 0.22 0.21 0.21
o0 0.16 0.16 0.16 0.15 0.15 0.15 0.14 0.14 0.14 0.13
99 0.07 0.07 0.06 0.06 0.06 0.06 0.06 0.06 0.06 0.06
'-I?ootal 51590 49591 47482 45264 42942 405.34 380.50 355.11 329.52 303.93
Vert. Horizontal Angles
Angles

30 31 32 33 34 35 36 37 38 39
% 0.07 0.07 0.07 0.07 0.06 0.06 0.06 0.06 0.05 0.05
% 0.21 0.20 0.20 0.19 0.18 0.17 0.16 0.16 0.15 0.14
%0 0.35 0.33 0.32 0.31 0.29 0.28 0.27 0.26 0.25 0.24
75 0.48 0.46 0.45 0.43 0.41 0.39 0.37 0.36 0.34 0.33
0 0.69 0.67 0.64 0.61 0.59 0.56 0.54 0.51 0.49 0.47
°° 1.05 1.00 0.96 0.92 0.88 0.84 0.81 0.78 0.74 0.71
0 1.49 1.42 1.36 1.30 1.25 1.19 1.14 1.10 1.05 1.01
> 1.91 1.83 1.75 1.67 1.60 1.53 1.47 1.41 1.36 1.31
%0 2.35 2.25 2.14 2.05 1.96 1.88 1.80 1.73 1.66 1.60
* 4.24 3.92 3.62 3.34 3.08 2.84 2.62 2.43 2.26 210
4 7.56 * 6.85* 6.19* 557 * 5.00 * 449" 4.02* 3.62 3.26 2.94
% 10.90* 9.79* 8.75* 7.79* 6.89 * 6.07 * 5.34 * 470* 413* 3.65*
% 14.22* 12.73* 11.32* 10.01* 8.81* 7.71* 6.73 * 5.88 ¢ 513* 448~
2 17.32* 1550* 13.78* 12.18* 10.69* 9.31* 8.08 * 7.00* 6.06 * 5.23*
20 19.91* 17.92* 16.00* 14.18* 1247* 10.88* 9.44* 8.18 * 7.05* 6.06 *
10 2229* 2019* 1814* 16.18* 1430* 1253* 1090* 943* 8.11* 6.94*
10 2464 2243* 2024* 1811* 16.04* 14.06* 1224* 1060* 9.11* 7.77*
° 27.02* 2470* 2238* 2011* 17.88* 1572* 13.70* 11.86* 10.17* 8.65*
° 26.22* 2399* 2176* 1956* 1740* 1532* 13.36* 11.57* 9.93* 8.45*
° 2222* 2027* 1833* 16.44* 1460* 1285* 11.23* 976" 8.42* 7.22*
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL290 55 UV 8SEL [290W, 5000K].IES

LUMENS TABULATION - (Cont.)

o 18.27* 16.60* 1498* 13.42* 1192* 1050* 9.20* 8.02 * 6.95* 6.00 *
1 14.27* 12.88* 11.55* 1029* 9.11* 8.03* 7.07* 6.21* 5.44* 477 *
2 10.86* 9.73* 8.69 * 7.73* 6.85* 6.06 * 5.36 * 474 4.20* 3.73
20 8.562* 7.64* 6.83* 6.10 * 543 * 4.84* 4.33* 3.88* 3.49 3.15
30 6.70 6.05* 545~ 490" 440" 3.96 * 3.58 3.24 2.95 2.70
3 492* 4.50* 412~ 3.77 345 3.16 2.91 2.69 2.50 2.33
0 3.10 2.91 2.73 2.57 242 2.29 2.17 2.06 1.96 1.88
40 2.00 1.94 1.87 1.82 1.76 1.71 1.66 1.61 1.57 1.53
%0 1.59 1.53 1.49 1.44 1.39 1.35 1.31 1.28 1.24 1.21
90 1.17 1.14 1.10 1.06 1.03 1.00 0.97 0.94 0.91 0.88
0 0.76 0.73 0.71 0.68 0.66 0.64 0.62 0.60 0.58 0.56
00 0.43 0.42 0.40 0.39 0.37 0.36 0.34 0.33 0.32 0.31
7 0.27 0.26 0.25 0.24 0.23 0.22 0.21 0.21 0.20 0.19
e 0.20 0.19 0.19 0.18 0.17 0.16 0.16 0.15 0.15 0.14
o0 0.13 0.12 0.12 0.1 0.11 0.11 0.10 0.10 0.09 0.09
90 0.05 0.05 0.05 0.05 0.05 0.05 0.05 0.04 0.04 0.04
:I%(ial 278.38 253.22 228.93 205.76 183.75 163.13 14431 12746 11231 98.87
Vert. Horizontal Angles
Angles

40 41 42 43 44 45 46 47 48 49
% 0.05 0.05 0.05 0.04 0.04 0.04 0.04 0.04 0.03 0.03
% 0.14 0.13 0.13 0.12 0.12 0.11 0.10 0.10 0.09 0.09
% 0.22 0.22 0.21 0.20 0.19 0.18 0.17 0.16 0.15 0.14
i 0.31 0.30 0.29 0.27 0.26 0.25 0.24 0.22 0.21 0.20
70 0.45 0.43 0.41 0.40 0.38 0.36 0.34 0.32 0.30 0.28
°° 0.69 0.66 0.63 0.61 0.58 0.55 0.53 0.50 0.47 0.44
0 0.97 0.93 0.90 0.86 0.83 0.79 0.75 0.71 0.67 0.64
> 1.26 1.21 1.16 1.11 1.07 1.02 0.97 0.93 0.88 0.83
%0 1.54 1.48 1.43 1.37 1.31 1.26 1.20 1.14 1.08 1.02
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL290 55 UV 8SEL [290W, 5000K].IES

LUMENS TABULATION - (Cont.)

* 1.97 1.85 1.74 1.64 1.56 1.47 1.40 1.32 1.25 1.18
% 2.67 243 2.22 2.03 1.87 1.73 1.61 1.50 1.40 1.32
% 3.23 2.88 2.58 2.33 2.1 1.93 1.78 1.65 1.54 1.44
% 3.93* 3.46 * 3.05 2.71 243 2.19 1.99 1.83 1.69 1.58
2 453* 3.94* 3.43 3.02 2.67 2.39 2.16 1.98 1.82 1.70
20 5.23* 451~ 3.91* 3.41* 2.99 2.64 2.36 2.14 1.95 1.80
1 594~ 5.08 * 435~ 3.74~ 3.25 2.84 2.52 2.26 2.06 1.89
10 6.63 * 5.66 * 4.82* 413~ 3.56 * 3.10 2.72 242 2.18 2.00
° 7.35* 6.22* 526* 446~ 3.82* 3.30 2.88 2.55 2.29 2.08
’ 718 * 6.09* 515* 438~ 3.76 * 3.25 2.84 2.52 2.27 2.07
° 6.20 * 532~ 456 * 3.93* 342~ 2.99 2.65 2.37 2.15 1.97
70 518 * 448~ 3.88* 3.38 2.97 2.64 2.37 2.16 1.99 1.85
1 420* 3.71* 3.29 2.93 2.64 2.39 2.18 2.00 1.86 1.75
20 3.34 3.00 2.71 2.46 2.26 2.08 1.94 1.82 1.71 1.63
2 2.86 2.62 2.40 2.21 2.06 1.92 1.80 1.69 1.60 1.52
30 2.48 2.30 2.14 1.99 1.87 1.76 1.66 1.57 1.48 1.41
39 2.18 2.04 1.92 1.81 1.71 1.62 1.53 1.45 1.37 1.30
40 1.80 1.73 1.66 1.59 1.52 1.46 1.39 1.33 1.26 1.19
40 1.49 1.45 1.40 1.36 1.31 1.26 1.20 1.14 1.08 1.02
20 1.17 1.14 1.1 1.07 1.03 0.99 0.95 0.90 0.85 0.80
99 0.86 0.83 0.81 0.78 0.75 0.72 0.69 0.66 0.62 0.59
0 0.55 0.53 0.51 0.49 0.47 0.45 0.43 0.41 0.39 0.37
00 0.30 0.29 0.28 0.27 0.25 0.24 0.23 0.22 0.21 0.19
70 0.18 0.18 0.17 0.16 0.16 0.15 0.14 0.13 0.13 0.12
7o 0.14 0.13 0.13 0.12 0.12 0.1 0.10 0.10 0.09 0.09
90 0.09 0.08 0.08 0.08 0.07 0.07 0.07 0.06 0.06 0.06
90 0.04 0.04 0.04 0.04 0.03 0.03 0.03 0.03 0.03 0.03
:Ig)(:al 87.34 77.39 68.78 61.52 55.44 50.29 45.95 42.33 39.26 36.61
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL290 55 UV 8SEL [290W, 5000K].IES

LUMENS TABULATION - (Cont.)

Vert. Horizontal Angles
Angles
50

90

0.03 0.03 0.03 0.02 0.02 0.02 0.02 0.02 0.02 0.01
% 0.08 0.07 0.07 0.06 0.06 0.05 0.05 0.04 0.04 0.04
% 0.13 0.12 0.1 0.10 0.10 0.09 0.08 0.07 0.06 0.06
i 0.18 0.17 0.16 0.14 0.13 0.12 0.1 0.10 0.09 0.08
70 0.27 0.25 0.23 0.21 0.19 0.18 0.16 0.15 0.13 0.12
°° 0.42 0.39 0.36 0.34 0.31 0.29 0.26 0.24 0.22 0.20
°0 0.60 0.56 0.53 0.49 0.45 0.42 0.38 0.35 0.32 0.29
> 0.78 0.73 0.69 0.64 0.59 0.55 0.51 0.47 0.43 0.39
%0 0.97 0.91 0.85 0.79 0.74 0.68 0.63 0.58 0.53 0.48
45 1.11 1.05 0.99 0.92 0.86 0.80 0.74 0.69 0.63 0.58
4 1.24 1.17 1.10 1.03 0.97 0.91 0.84 0.78 0.73 0.67
% 1.36 1.28 1.21 1.14 1.07 1.01 0.95 0.88 0.82 0.76
% 1.48 1.40 1.32 1.25 1.18 1.11 1.05 0.98 0.92 0.85
2 1.59 1.50 1.42 1.34 1.27 1.20 1.13 1.07 1.00 0.93
20 1.68 1.58 1.49 1.41 1.33 1.26 1.19 1.12 1.05 0.98
1 1.76 1.64 1.55 1.46 1.38 1.31 1.23 1.16 1.09 1.02
10 1.84 1.71 1.61 1.52 1.43 1.35 1.28 1.20 1.13 1.05
° 1.92 1.78 1.67 1.57 1.48 1.40 1.32 1.24 1.17 1.09
’ 1.91 1.78 1.66 1.57 1.48 1.40 1.32 1.24 1.17 1.09
" 1.83 1.71 1.61 1.52 1.43 1.36 1.28 1.21 1.14 1.06
0 1.73 1.63 1.54 1.46 1.38 1.31 1.24 1.17 1.10 1.03
0 1.64 1.56 1.48 1.41 1.34 1.27 1.21 1.14 1.07 1.00
20 1.54 1.47 1.40 1.34 1.27 1.21 1.15 1.08 1.02 0.95
20 1.45 1.38 1.31 1.24 1.18 1.12 1.06 0.99 0.93 0.86
30 1.33 1.27 1.20 1.13 1.07 1.01 0.94 0.88 0.82 0.76
e 1.23 1.16 1.09 1.02 0.96 0.90 0.83 0.77 0.71 0.65
40 1.12 1.05 0.98 0.91 0.85 0.78 0.72 0.66 0.60 0.55
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL290 55 UV 8SEL [290W, 5000K].IES

LUMENS TABULATION - (Cont.)

40 0.96 0.90 0.84 0.77 0.72 0.66 0.60 0.55 0.50 0.45
20 0.76 0.71 0.66 0.61 0.56 0.52 0.47 0.43 0.39 0.35
90 0.55 0.51 0.48 0.44 0.41 0.37 0.34 0.31 0.28 0.25
0 0.34 0.32 0.30 0.28 0.26 0.23 0.21 0.19 0.18 0.16
09 0.18 0.17 0.16 0.15 0.13 0.12 0.1 0.10 0.09 0.08
70 0.11 0.10 0.09 0.09 0.08 0.07 0.07 0.06 0.06 0.05
e 0.08 0.08 0.07 0.07 0.06 0.06 0.05 0.05 0.04 0.04
o0 0.05 0.05 0.05 0.04 0.04 0.04 0.03 0.03 0.03 0.03
o 0.03 0.02 0.02 0.02 0.02 0.02 0.02 0.02 0.02 0.02
'-I?ootal 34.28 32.20 30.29 28.50 26.82 25.20 23.60 22.04 20.50 18.97
Vert. Horizontal Angles
Angles

60 61 62 63 64 65 66 67 68 69
% 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.00
% 0.03 0.03 0.03 0.02 0.02 0.02 0.01 0.01 0.01 0.01
%0 0.05 0.05 0.04 0.04 0.03 0.03 0.02 0.02 0.02 0.01
75 0.07 0.06 0.06 0.05 0.04 0.04 0.03 0.03 0.02 0.02
0 0.11 0.10 0.08 0.07 0.06 0.06 0.05 0.04 0.03 0.03
°° 0.18 0.16 0.14 0.12 0.11 0.09 0.08 0.07 0.06 0.05
0 0.26 0.24 0.21 0.19 0.16 0.14 0.12 0.11 0.09 0.08
% 0.35 0.31 0.28 0.25 0.22 0.19 0.17 0.14 0.12 0.10
%0 0.44 0.39 0.35 0.31 0.27 0.24 0.21 0.18 0.15 0.13
* 0.52 0.47 0.42 0.38 0.33 0.29 0.25 0.22 0.19 0.16
4 0.61 0.55 0.50 0.45 0.40 0.35 0.30 0.26 0.23 0.19
% 0.70 0.64 0.57 0.52 0.46 0.41 0.35 0.31 0.27 0.23
% 0.78 0.72 0.65 0.58 0.52 0.46 0.40 0.35 0.30 0.26
2 0.86 0.79 0.71 0.64 0.58 0.51 0.45 0.39 0.34 0.29
20 0.91 0.83 0.76 0.68 0.61 0.54 0.48 0.42 0.36 0.31
1 0.94 0.87 0.79 0.71 0.64 0.57 0.50 0.44 0.38 0.32
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL290 55 UV 8SEL [290W, 5000K].IES

LUMENS TABULATION - (Cont.)

1 0.98 0.90 0.82 0.75 0.67 0.59 0.52 0.46 0.39 0.34
° 1.01 0.93 0.85 0.78 0.70 0.62 0.55 0.48 0.41 0.35
’ 1.01 0.93 0.86 0.78 0.70 0.62 0.55 0.48 0.41 0.35
° 0.99 0.91 0.83 0.75 0.67 0.60 0.52 0.46 0.39 0.34
0 0.95 0.88 0.80 0.72 0.65 0.57 0.50 0.44 0.38 0.32
1 0.92 0.85 0.77 0.69 0.62 0.55 0.48 0.42 0.36 0.30
2 0.88 0.80 0.73 0.65 0.58 0.51 0.45 0.39 0.33 0.28
20 0.79 0.72 0.65 0.59 0.52 0.46 0.40 0.35 0.30 0.25
30 0.69 0.63 0.57 0.51 0.45 0.40 0.35 0.30 0.26 0.22
% 0.59 0.54 0.48 0.43 0.38 0.33 0.29 0.25 0.21 0.18
0 0.49 0.44 0.40 0.35 0.31 0.27 0.23 0.20 0.17 0.15
40 0.40 0.36 0.32 0.28 0.25 0.21 0.19 0.16 0.14 0.12
%0 0.32 0.28 0.25 0.22 0.19 0.17 0.15 0.13 0.11 0.09
90 0.23 0.20 0.18 0.16 0.14 0.12 0.11 0.09 0.08 0.07
0 0.14 0.13 0.11 0.10 0.09 0.08 0.07 0.06 0.05 0.04
00 0.08 0.07 0.06 0.05 0.05 0.04 0.04 0.03 0.03 0.02
i 0.05 0.04 0.04 0.03 0.03 0.03 0.02 0.02 0.02 0.01
e 0.04 0.03 0.03 0.03 0.02 0.02 0.02 0.02 0.01 0.01
90 0.03 0.02 0.02 0.02 0.02 0.02 0.01 0.01 0.01 0.01
90 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01
:I%(ial 17.42 15.89 14.39 12.93 11.51 10.16 8.89 7.72 6.64 5.65
Vert. Horizontal Angles
Angles

70 n 72 73 74 75 76 7 78 79
% 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
% 0.01 0.01 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00
% 0.01 0.01 0.01 0.01 0.01 0.00 0.00 0.00 0.00 0.00
i 0.01 0.01 0.01 0.01 0.01 0.01 0.00 0.00 0.00 0.00
70 0.02 0.02 0.02 0.01 0.01 0.01 0.01 0.01 0.00 0.00
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL290 55 UV 8SEL [290W, 5000K].IES

LUMENS TABULATION - (Cont.)

® 0.04 0.03 0.03 0.02 0.02 0.01 0.01 0.01 0.01 0.00
0 0.06 0.05 0.04 0.04 0.03 0.02 0.02 0.01 0.01 0.01
% 0.09 0.07 0.06 0.05 0.04 0.03 0.02 0.02 0.01 0.01
%0 0.11 0.09 0.08 0.06 0.05 0.04 0.03 0.02 0.01 0.01
* 0.14 0.1 0.09 0.08 0.06 0.05 0.03 0.03 0.02 0.01
% 0.16 0.14 0.1 0.09 0.07 0.06 0.04 0.03 0.02 0.02
% 0.19 0.16 0.13 0.1 0.09 0.07 0.05 0.04 0.03 0.02
% 0.22 0.18 0.15 0.12 0.10 0.08 0.06 0.05 0.03 0.02
2 0.24 0.20 0.17 0.14 0.1 0.09 0.07 0.05 0.04 0.03
20 0.26 0.22 0.18 0.15 0.12 0.10 0.07 0.06 0.04 0.03
1 0.27 0.23 0.19 0.16 0.13 0.10 0.08 0.06 0.04 0.03
10 0.29 0.24 0.20 0.16 0.13 0.10 0.08 0.06 0.05 0.03
° 0.30 0.25 0.21 0.17 0.14 0.1 0.08 0.06 0.05 0.03
’ 0.30 0.25 0.21 0.17 0.14 0.1 0.08 0.06 0.05 0.03
° 0.28 0.24 0.20 0.16 0.13 0.10 0.08 0.06 0.04 0.03
10 0.27 0.23 0.19 0.15 0.12 0.10 0.08 0.06 0.04 0.03
7 0.26 0.21 0.18 0.14 0.12 0.09 0.07 0.05 0.04 0.03
20 0.24 0.20 0.16 0.13 0.1 0.08 0.07 0.05 0.04 0.02
20 0.21 0.18 0.15 0.12 0.09 0.07 0.06 0.04 0.03 0.02
30 0.18 0.15 0.12 0.10 0.08 0.06 0.05 0.04 0.03 0.02
99 0.15 0.13 0.10 0.08 0.07 0.05 0.04 0.03 0.02 0.01
40 0.12 0.10 0.08 0.07 0.05 0.04 0.03 0.02 0.02 0.01
40 0.10 0.08 0.07 0.05 0.04 0.03 0.02 0.02 0.01 0.01
%0 0.08 0.06 0.05 0.04 0.03 0.03 0.02 0.01 0.01 0.01
99 0.06 0.05 0.04 0.03 0.02 0.02 0.02 0.01 0.01 0.01
0 0.04 0.03 0.02 0.02 0.02 0.01 0.01 0.01 0.01 0.00
00 0.02 0.02 0.01 0.01 0.01 0.01 0.01 0.01 0.00 0.00
70 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.00 0.00 0.00
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL290 55 UV 8SEL [290W, 5000K].IES

LUMENS TABULATION - (Cont.)

e 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.00 0.00 0.00
90 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.00 0.00 0.00
90 0.01 0.01 0.01 0.01 0.01 0.01 0.00 0.00 0.00 0.00
'-I%Otal 4.77 3.99 3.30 2.70 217 1.72 1.33 1.00 0.73 0.51
Vert. Horizontal Angles
Angles

80 81 83 84 85 86 87 88 89
% 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
% 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
% 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
75 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
70 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
e 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
°0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
°° 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
%0 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
* 0.01 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
4 0.01 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
% 0.01 0.01 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00
% 0.02 0.01 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00
2 0.02 0.01 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00
20 0.02 0.01 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00
1 0.02 0.01 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00
10 0.02 0.01 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00
° 0.02 0.01 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00
’ 0.02 0.01 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00
° 0.02 0.01 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00
0 0.02 0.01 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00
7 0.02 0.01 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL290 55 UV 8SEL [290W, 5000K].IES

LUMENS TABULATION - (Cont.)

-20

0.02 0.01 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00
-25

0.01 0.01 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00
-30

0.01 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
-35

0.01 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
-40

0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
-45

0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
-50

0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
-55

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
-60

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
-65

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
-70

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
-75

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
-80

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
-85

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
-90
Total 0.35 0.23 0.15 0.09 0.06 0.04 0.02 0.02 0.01 0.00
Vert. Horizontal Angles
Angles

90 Total

90

4.66
85

13.10
80

21.54
75

29.97
70

46.22
65

78.13
60

117.81
55

157.54
50

197.22
45

343.17
40

595.03
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL290 55 UV 8SEL [290W, 5000K].IES

LUMENS TABULATION - (Cont.)

35

847.20
30

1099.05
25

1306.2
20

1423.19
15

1495.25
10

1567.3
5

1639.36
0

1592.1
-5

1425.41
10

1258.85
15

1092.16
-20

924.27
-25

753.49
-30

581.59
-35

409.46
-40

237.56
-45

137.33
-50

109.01
-55

80.69
-60

52.37
-65

29.85
-70

18.95
.75

13.86
-80

8.77
-85

3.67
-90

Total 19711.32
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL290 55 UV 8SEL [290W, 5000K].IES

AXIAL CANDELA DISPLAY

3582

268

179

89

Maximum Candela = 35828 Located At Horizontal Angle = 5, Vertical Angle = 0
H - Horizontal Axial Candela
V - Vertical Axial Candela
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL290 55 UV 8SEL [290W, 5000K].IES

ISOCANDELA CURVES
60
35828
——
40

i N

Vertical
Angles

/\

-60 0 20 40 60

Horizontal Angles

Maximum Candela = 35828 Located At Horizontal Angle = 5, Vertical Angle = 0
50% Maximum Candela = 17914
10% Maximum Candela = 3582.8
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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