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IES FLOOD REPORT

PHOTOMETRIC FILENAME : PFK SEL290 76 UV 8SEL [290W, 4000K].IES
DESCRIPTIVE INFORMATION (From Photometric File)
IESNA:LM-63-2002

[TEST] BLC2112016E-J

[ISSUEDATE] 2021-12-15 14:37

[MANUFAC] LumenFocus, LLC.

[LUMCAT] PFK SEL290 76 UV 8SEL [290W, 4000K]

[LUMINAIRE]

[LAMPCAT]

[LAMP]

[ VOLTAGE] 120.0 V

[ CURRENT] 2.435A

[ POWERFACTOR] 0.998

[ THD] 2.33

[TESTLAB] UTEST TECHNICAL LABORATORY

[ TESTINST] GPM-3000

[ TESTDIST] 14.140 m [K=1.0000]

[ TESTTEMPERATURE] 25.8 'C

[ TESTHUMIDITY]

[ TESTOPERATOR]

[BALLAST]

[BALLASTCAT]

Note: Candela values converted from Type-C to Type-B
CHARACTERISTICS

NEMA Type 7THx6V

Maximum Candela 19325.079

Maximum Candela Angle 1H 1V

Horizontal Beam Angle (50%) 105.5

Vertical Beam Angle (50%) 85.9

Horizontal Field Angle (10%) 144 .4

Vertical Field Angle (10%) 120.0

Lumens Per Lamp 40832.86 (1 lamp)

Total Lamp Lumens 40832.86

Beam Lumens 31962

Beam Efficiency 78 %

Field Lumens 39495

Field Efficiency 97 %

Spill Lumens 1476

Luminaire Lumens 40970

Total Efficiency 100 %

Total Luminaire Watts 291.7

Ballast Factor 1.00
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME

AXIAL CANDELA

DEG. HOR. DEG.
90 A2 90
85 38.631 85
75 1181.11 75
65 4176.99 65
55 8686.985 55

475 11876.898 47.5
425 14134115 425
37.5 15445.564 37.5
33 16424.645 33
29 17143.98 29
255 17645.059 255
225 18034.694 225
19.5  18352.845 19.5
17 18595.494 17
15 18762.905 15
13 18920.097 13

11 19027.549 11
9 19112.801 9
7 19179.852 7
5 19228.244 5
3 19273.98 3
1 19316.165 1
0 19316.165 0
-1 19299.734 -1
-3 19221.586 -3
-5 19171.861 -5
-7 19101.706 -7
-9 19000.46 -9

-1 18882.797 -11
-13 18770.896 -13
-15 18624.801 -15
-17 18461.85 -17
-19.5 18203.646 -19.5
-22.5 17810.682 -22.5
-25.5 17417.718 -25.5
-29 16866.012 -29
-33 16162.669 -33

-37.5 15202.231 -37.5
-42.5 13903.44 -42.5
-47.5 12273.633 -47.5
-55 8656.794 -55
-65 3930.098 -65
-75 1083.43 -75
-85 43.08 -85
-90 0 -90

: PFK SEL290 76 UV 8SEL [290W, 4000K].IES

VERT.

0

16.499
264.942
1016.942
2827.813
6235.707
9552.147
12450.443
14502.618
15992.36
17004.174
17662.063
18175.449
18519.992
18729.184
18895.997
19020.443
19127.057
19219.368
19267.553
19296.985
19318.394
19316.165
19304.562
19267.991
19205.987
19120.366
19028.48
18941.941
18810.814
18680.125
18515.542
18275.36
17894.221
17366.343
16604.749
15378.615
13347.86
10265.354
6795.91
2876.446
967.446
262.263
31.675

0
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL290 76 UV 8SEL [290W, 4000K].IES

LUMEN TABULATION
Average Of Right And Left Sides

Total Luminaire Lumens (one side of beam only) = 20485.24

Total Field Lumens (one side of beam only) = 19747.47
* Indicates Values Inside Field Edge

Vert. Horizontal Angles
Angles
0 1 3 ) 7 9 n 13 15 17

90

0.01 0.03 0.03 0.03 0.03 0.03 0.03 0.03 0.03 0.03
% 0.43 0.86 0.86 0.85 0.83 0.82 0.80 0.77 0.75 0.89
i 1.95 3.92 3.91 3.87 3.82 3.75 3.65 3.54 3.42 4.08
0 5.87 11.83* 11.84* 11.75* 11.62 11.42 11.16 10.83 10.45 12.52
% 10.39* 2095* 21.03* 2094* 20.73* 2039* 1993* 1935* 1866* 2253*
4 12.06* 24.26* 2432* 2423* 23.98* 2359* 2312* 2248* 21.71* 26.22*
429 16.79* 33.68* 33.68* 33.52* 33.16* 3261* 3199* 3123~ 3040* 36.84*
37 18.50* 37.05* 36.99* 36.79* 36.43* 3587* 3519* 3451* 33.81* 41.13*
% 18.60* 37.21* 3712* 36.89* 36.54* 36.04* 3544* 3483* 3417* 4160°*
2 17.60* 3519* 35.07* 34.84* 3450* 34.07* 33.58* 33.03* 3240* 3949*
28 15.84* 3166* 3156* 31.36* 31.06* 30.69* 30.27* 29.79* 2924* 3566*
225 16.38* 32.72* 3261* 3241* 3211* 31.76* 31.34* 30.85* 30.29* 36.96*
19 13.97* 2791* 2781* 2763* 2740* 2711* 26.76* 26.35* 2587* 3156°*
7 11.35* 2266* 2257* 2243* 2225* 2202* 21.74* 2141* 21.02* 2563*
1 11.46* 2289* 2280* 2267* 2249* 2226* 2198* 2164* 2124* 2589*
" 11.55* 23.07* 2299* 2286* 2268* 2245* 2216* 21.81* 2140* 26.11°*
" 11.62* 2321* 2314* 23.01* 2283* 2260* 2230* 2194* 2154* 26.28°*
° 11.68* 23.32* 23.25* 23.13* 2294* 2270* 2240* 22.04* 2164* 2641~
! 11.72* 2341* 23.34* 2321* 23.02* 2277* 2247* 2211* 21.71* 26.51*
° 11.75* 2347* 2340* 23.26* 23.07* 2281* 2251* 2216* 21.77* 26.57*
’ 11.76 * 2350* 2341* 23.27* 23.07* 2283* 2253* 2219* 21.79* 26.61*
1 5.88* 1.74* 11.69* 11.62* 11.53* 1141* 1127* 11.10* 1090* 13.31*
° 5.88* 1.74* 11.69* 1162* 11.53* 1141* 1127* 11.10* 1090* 13.31*
; 11.75* 2348* 2340* 23.27* 23.07* 2283* 2253* 2219* 2180* 26.61*
N 11.72* 2343* 23.35* 23.23* 23.05* 2281* 2251* 2217* 21.77* 26.58*
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL290 76 UV 8SEL [290W, 4000K].IES

LUMENS TABULATION - (Cont.)

° 11.68* 23.36* 23.28* 23.14* 2296* 22.73* 2245* 2211* 21.71* 2651*
i 11.63* 2325* 2319* 23.04* 2284* 2260* 2233* 2200* 2162* 2641~
N 11.57* 2313* 23.06* 2292* 2272* 2247* 2219* 21.86* 2148* 26.25*
" 11.50* 2299* 2292* 2278* 2258* 2232* 2202* 2169* 2132* 26.04*
3 11.42* 2282* 2275* 2262* 2242* 2216* 2185* 2151* 2113* 2582*
1 11.33* 22.63* 2256* 2242* 2223* 2197* 2166* 2132* 2093* 2556*
7 14.01* 27.98* 27.88* 27.71* 2747* 2715* 26.77* 26.33* 2584* 3154~
199 16.52* 33.01* 32.88* 3268* 3240* 32.03* 3157* 31.05* 3046* 37.14*
229 16.11* 32.19* 32.08* 31.89* 31.62* 31.26* 30.81* 30.28* 29.69* 36.17*
290 18.11* 36.21* 36.09* 3588* 3557* 3516* 34.64* 34.03* 33.34* 4059°*
2 19.50* 38.99* 38.88* 38.65* 3831* 37.84* 3722* 36.53* 3575* 4346°*
33 19.71* 39.46* 39.39* 39.18* 38.82* 3827* 3756* 36.77* 3593* 43.63*
37 18.02* 36.15* 36.17* 36.02* 3566* 3509* 3439* 33.50* 3256* 39.51*
42 13.03* 26.24* 26.34* 26.27* 26.03* 25.63* 25.08* 2432* 2344* 2835*
a7 11.10* 2242* 2258* 2256* 2240* 2208* 2159* 2092* 20.09* 2421*
0 5.88 11.89* 11.96* 11.93* 11.84* 11.67* 1142 11.09 10.67 12.80
00 1.87 3.76 3.75 3.72 3.67 3.61 3.53 3.43 3.32 3.98
e 0.45 0.90 0.90 0.89 0.88 0.86 0.84 0.82 0.79 0.95
90 0.02 0.05 0.05 0.05 0.05 0.05 0.05 0.04 0.04 0.05
'-I%(:al 499.97 1000.63 998.58 993.05 984.20 97197 956.89 939.03 918.78 1118.28
Vert. Horizontal Angles
Angles

19.5 22.5 25.5 29 33 37.5 42.5 47.5 55 65
% 0.04 0.04 0.04 0.04 0.04 0.04 0.04 0.05 0.05 0.02
% 1.01 0.94 1.01 1.04 1.01 0.92 0.76 0.86 0.61 0.22
i 4.64 4.38 4.73 4.81 4.62 4.16 3.46 4.04 2.83 0.83
°° 14.47 13.93 15.25 15.65 14.78 13.39 11.28 12.71 8.71 2.51
> 26.16* 25.06* 27.27* 2766* 26.04* 2355* 1895* 20.18 13.50 3.86
4 30.23* 28.68* 31.06* 3166* 30.02* 26.81* 20.75* 21.14* 13.69 3.86
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL290 76 UV 8SEL [290W, 4000K].IES

LUMENS TABULATION - (Cont.)

428 42.37* 40.09* 4346* 4466* 4293* 3838* 29.22* 2910* 1827* 5.04
318 4742* 4500* 4897* 50.56* 49.23* 4470* 3422* 33.77* 20.79* 564
% 48.08* 4578* 50.01* 5198* 51.24* 4725* 36.69* 36.21* 2201* 594
29 4572* 43.60* 47.71* 4987* 4970* 4641* 36.52* 36.23* 21.90* 5.91
258 41.30* 3940* 4321* 4539* 4552* 4312* 3424* 33.94* 20.61* 558
229 42.79* 40.84* 4491* 4735* 47.77* 4559* 36.32* 3620 2223* 6.03*
19 36.54* 3491* 3846* 4068* 41.19* 3932* 3143* 31.72* 19.68* 535*
7 2968* 28.39* 31.32* 33.20* 33.64* 3213* 2582* 26.26* 16.42* 448"
1 30.00* 28.72* 31.73* 33.65* 34.09* 3264* 26.36* 26.96* 16.96* 464~
" 30.27* 29.00* 32.04* 33.98* 3444* 33.07* 26.81* 27.58* 1745* 479*
" 30.48* 29.20* 3227* 3424* 34.74* 3339* 2717* 2812* 17.90* 4.93*
° 30.64* 29.35* 3244* 3444* 3498* 33.68* 27.48* 2859* 1830* 5.05*
! 30.75* 2947* 3257* 3458* 3515* 3391* 27.72* 2897* 1864* 516*
° 30.83* 29.54* 3266* 3469* 3527* 34.06* 2790* 2929* 1897* 526*
’ 30.87* 2958* 3271* 3475* 3535* 34.16* 28.02* 29.52* 19.21* 534"
! 1544* 1480* 16.37* 17.39* 1769* 1711* 14.04* 1481* 966" 2.69*
° 1544* 1480* 16.37* 17.39* 1769* 1711* 14.04* 1482* 967" 269"
; 30.87* 29.58* 32.72* 34.75* 3536* 3419* 28.05* 2957* 19.25* 535*
N 30.83* 2954* 3267* 3469* 3529* 3411* 2796* 29.39* 19.05* 529*
° 30.76 * 29.47* 3258* 3459* 3518* 33.98* 27.82* 29.12* 1877* 519*
i 30.64* 2936* 3246* 3446* 35.02* 33.79* 2761* 28.79* 1847* 509*
N 3047* 2921* 3228* 3426* 3480* 33.53* 27.34* 2838* 1811* 497"
M 30.24* 29.00* 32.06* 34.01* 3452* 3324* 27.04* 2791* 17.71* 4.84*
3 2998* 28.74* 31.77* 33.71* 3420* 3287* 2664* 27.36* 17.25* 470"
7 29.67* 2844* 3142* 33.33* 33.80* 3240* 26.16* 26.71* 16.72* 454~
7 36.59* 35.05* 38.69* 4098* 4153* 39.75* 3193* 3235* 20.09* 544°*
190 43.04* 41.19* 4542* 4797* 4844* 46.28* 37.02* 3710* 2281* 6.14*
229 41.89* 40.04* 44.04* 46.35* 46.53* 44.04* 3504* 3496* 21.25* 570
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL290 76 UV 8SEL [290W, 4000K].IES

LUMENS TABULATION - (Cont.)

-25.5

46.98* 4484* 4917* 5148* 51.20* 4781* 37.62* 3750* 2268* 6.05
-29

50.17* 47.77* 5229* 5440* 53.46* 4913* 38.15* 37.82* 2298* 6.11
-33

50.26 * 47.62* 51.87* 53.62* 5198* 46.92* 3590* 3559* 2190* 5.85
-37.5

4552* 43.02* 46.56* 47.78* 4578* 40.69* 30.88* 30.88* 19.39* 5.26
-42.5

32.80* 31.09* 33.50* 34.08* 3230* 2866* 2207* 2250* 1452 4.03
-47.5

2818* 26.93* 29.10* 2955* 2799* 2523* 20.13* 2141* 1432 4.04
-55

14.89 14.41 15.77 16.19 15.50 14.21 11.89 13.45 9.31 2.65
-65

4.56 4.36 4.77 4.94 4.80 4.34 3.65 4.30 3.04 0.92
-75

1.07 1.01 1.10 1.13 1.1 1.02 0.83 0.94 0.70 0.27
-85

0.06 0.06 0.06 0.06 0.06 0.06 0.05 0.06 0.05 0.03
-90
Total 1294.67 1236.25 1356.88 1422.01 1416.07 1331.14 1062.98 1087.15 686.44 188.28
Vert. Horizontal Angles
Angles

75 85 90 Total

90

0.00 0.00 0.64
85

0.05 0.00 16.28
75

0.12 0.00 74.54
65

0.30 0.00 232.28
55

0.46 0.00 407.60
47.5

0.46 0.00 464.33
42.5

0.59 0.00 648.03
37.5

0.66 0.00 727.23
33

0.69 0.00 744.34
29

0.68 0.00 714.03
25.5

0.65 0.00 650.09
22.5

0.70 0.00 678.14
19.5

0.62 0.00 582.28
17

0.52 0.00 474.96
15

0.53 0.00 481.62
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL290 76 UV 8SEL [290W, 4000K].IES

LUMENS TABULATION - (Cont.)

13

0.55 0.00 487.08
1"

0.57 0.00 491.48
9

0.58 0.00 495.04
7

0.60 0.00 497.80
5

0.61 0.00 499.85
3

0.61 0.00 501.09
1

0.31 0.00 250.75
0

0.31 0.00 250.77
-1

0.61 0.00 501.24
-3

0.61 0.00 500.05
-5

0.60 0.00 497.98
-7

0.58 0.00 495.17
-9

0.57 0.00 491.58
-1

0.56 0.00 487.32
-13

0.54 0.00 482.26
-15

0.52 0.00 476.32
-17

0.62 0.00 585.68
-19.5

0.70 0.00 685.85
-22.5

0.65 0.00 662.59
-25.5

0.69 0.00 735.74
-29

0.70 0.00 778.11
-33

0.67 0.00 770.90
-37.5

0.61 0.00 693.45
-42.5

0.47 0.00 500.75
-47.5

0.47 0.01 437.30
-55

0.32 0.00 239.75
-65

0.13 0.00 74.44
-75

0.06 0.00 17.52
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL290 76 UV 8SEL [290W, 4000K].IES

LUMENS TABULATION - (Cont.)

-85
0.01 0.00 1.01
-90
Total 21.85 0.14 20485.26
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Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL290 76 UV 8SEL [290W, 4000K].IES

AXIAL CANDELA DISPLAY

1932

144

966

48

Maximum Candela = 19325.079 Located At Horizontal Angle = 1, Vertical Angle = 1
H - Horizontal Axial Candela
V - Vertical Axial Candela
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL290 76 UV 8SEL [290W, 4000K].IES

ISOCANDELA CURVES

90

60 —

{9}
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BN

-60 [1932[508

-90 ¢ 30 60 90

Horizontal Angles

Maximum Candela = 19325.079 Located At Horizontal Angle = 1, Vertical Angle = 1
50% Maximum Candela = 9662.5395
10% Maximum Candela = 1932.5079
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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