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IES FLOOD REPORT

PHOTOMETRIC FILENAME : PFK SEL140 66 UV 8SEL [140W, 3000K].IES

DESCRIPTIVE INFORMATION (From Photometric File)

IESNA:LM-63-2002

[TEST]

[TESTLAB] AMERICANLITE

[TESTDATE] 2023-02-13

[ISSUEDATE] 2023-02-13 22:45:18

[LAMPPOSITION] 0,0

[OTHER] EVERFINE GO-2000A_V1 SYSTEM

[MANUFAC] LumenFocus, LLC.

[LUMCAT] PFK SEL140 66 UV 8SEL [140W, 3000K]

CHARACTERISTICS

NEMA Type 6Hx6V

Maximum Candela 11371.142

Maximum Candela Angle -1H 0V

Horizontal Beam Angle (50%) 86.5

Vertical Beam Angle (50%) 79.7

Horizontal Field Angle (10%) 106.7

Vertical Field Angle (10%) 113.5

Lumens Per Lamp 18908.03 (1 lamp)

Total Lamp Lumens 18908.03

Beam Lumens 14991

Beam Efficiency 79 %

Field Lumens 18068

Field Efficiency 96 %

Spill Lumens 837

Luminaire Lumens 18905

Total Efficiency 100 %

Total Luminaire Watts 142.7

Ballast Factor 1.00
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL140 66 UV 8SEL [140W, 3000K].IES

AXIAL CANDELA

DEG. HOR. DEG. VERT.

90 1.547 90 1.628

89 1.777 85 18.866

88 2.924 80 36.103

87 4134 75 53.339

86 5.615 70 173.134
85 7.455 65 292.929
84 9.997 60 412.723
83 13.979 55 1398.968
82 21.507 50 2385.175
81 31.258 45 3371.383
80 42.138 40 5288.7

79 54.579 35 7205.923
78 69.131 30 9123.24
77 83.771 25 9750.185
76 102.485 20 10376.378
75 124.74 15 11003.512
74 150.634 10 11125.742
73 179.584 5 11247.972
72 213.667 0 11370.202
71 238.847 -5 11281.82
70 263.528 -10 11192.498
69 294.913 -15 11104.116
68 318.164 -20 10613.316
67 340.533 -25 10122.516
66 364.461 -30 9631.716
65 399.287 -35 7801.653
64 425.774 -40 5971.683
63 452.016 -45 4141.713
62 481.257 -50 2912.456
61 513.873 -65 1683.2

60 552.846 -60 453.896
59 607.84 -65 319.819
58 678.207 -70 185.733
57 755.954 -75 51.643

56 871.499 -80 36.479

55 987.43 -85 21.315

54 1151.5 -90 6.151

53 1360.983
52 1607.323
51 1905.376
50 2301.871
49 2761.267
48 3212.578
47 3721.43

46 4271.089
45 4861.553
44 5458.881
43 6044.081
42 6606.62

41 7130.798
40 7603.734
39 8029.094
38 8398.605
37 8724.864
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Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL140 66 UV 8SEL [140W, 3000K].IES

AXIAL CANDELA - (Cont.)
DEG. HOR. DEG. VERT.

36 9010.976

35 9261.924

34 9476.578

33 9664.624

32 9824.463

31 9967.378

30 10087.728
29 10196.794
28 10289.877
27 10379.199
26 10457.238
25 10532.457
24 10598.273
23 10665.969
22 10724.264
21 10786.319
20 10838.031
19 10893.505
18 10942.397
17 10990.349
16 11030.779
15 11074.029
14 11110.698
13 11144.546
12 11173.693
11 11203.781
11227.287
11252.673
11272.418
11295.923
11311.907
11330.712
11341.995
11355.158
11361.739
11369.261
11370.202
11371.142
11366.441
11362.68

11351.397
11341.995
11326.011
11310.967
11290.282
11270.537
11246.091
11222.585
11192.498
11160.53

11126.682
11091.893
11050.523
11006.333
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL140 66 UV 8SEL [140W, 3000K].IES

AXIAL CANDELA - (Cont.)
DEG. HOR. DEG. VERT.

-18 10953.68

-19 10903.847
-20 10850.254
-21 10791.96

-22 10728.024
-23 10659.388
-24 10586.99

-25 10512.712
-26 10429.972
-27 10339.709
-28 10242.866

-29 10139.44
-30 10020.971
-31 9883.698
-32 9732.321
-33 9559.319
-34 9357.639
-35 9123.24
-36 8858.565
-37 8547.161
-38 8189.121
-39 7784.446
-40 7318.656
-41 6786.674
-42 6213.698
-43 5606.968
-44 4988.014
-45 4369.907
-46 3772.109
-47 3206.654
-48 2713.88
-49 2276.673
-50 1840.688
-51 1524.865
-52 1270.345
-53 1049.203
-54 883.826
-55 763.89
-56 670.769
-57 601.86
-58 548.502
-59 502.468
-60 463.571
-61 423.451
-62 392.565
-63 366.21
-64 342.845
-65 319.528
-66 292.27
-67 267.693
-68 245.833
-69 224.988
-70 199.912
-71 174.836
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL140 66 UV 8SEL [140W, 3000K].IES

AXIAL CANDELA - (Cont.)

DEG. HOR.
-72 150.202
-73 124.12
-74 104.591
-75 86.503
-76 71.322
-7 57.853
-78 45.719
-79 34.8
-80 25.239
-81 17.469
-82 11.638
-83 8.667
-84 6.376
-85 4.659
-86 3.34
-87 2.163
-88 1.692
-89 1.755
-90 1.865

DEG. VERT.
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES FLOOD REPORT

PHOTOMETRIC FILENAME : PFK SEL140 66 UV 8SEL [140W, 3000K].IES

LUMEN TABULATION

Average Of Right And Left Sides

Total Luminaire Lumens (one side of beam only) = 9452.28
Total Field Lumens (one side of beam only) = 9033.77

* Indicates Values Inside Field Edge

Vert. Horizontal Angles
Angles
0 1 2 3 4 5 6 7 8 9

90

0.02 0.02 0.02 0.02 0.02 0.02 0.02 0.02 0.02 0.02
% 0.04 0.04 0.04 0.04 0.04 0.04 0.04 0.04 0.04 0.04
%0 0.07 0.07 0.07 0.07 0.07 0.07 0.07 0.07 0.07 0.07
i 0.17 0.17 0.17 0.17 0.17 0.17 0.17 0.16 0.16 0.16
0 0.35 0.35 0.35 0.35 0.35 0.34 0.34 0.34 0.33 0.33
°° 0.54 0.54 0.53 0.53 0.53 0.52 0.51 0.51 0.50 0.49
0 1.38 1.38 1.37 1.36 1.35 1.33 1.32 1.30 1.27 1.25
> 2.88* 287* 2.86* 2.84* 282* 279* 275* 271* 2.66* 2.60*
%0 4.38* 4.37* 435* 433* 429* 4.24* 418* 411* 4.04* 3.95*
* 6.59 * 6.58 * 6.56 * 6.53 * 6.49 * 6.43* 6.37* 6.29 * 6.20 * 6.10 *
4 9.51* 9.50 * 948* 945* 941"+ 9.36 * 9.30* 9.23* 9.15* 9.06 *
% 1243 * 1242* 1240* 1237* 1234* 1229* 1223* 1217* 12.09* 12.01*
% 14.37* 1436* 1434* 1431* 1428* 1423* 1418* 1411* 14.04* 13.96*
2 15.32* 1532* 1530* 1527* 1523* 1518* 1513* 15.07* 1499* 1491~
20 16.28* 16.27* 16.25* 16.22* 16.19* 16.14* 16.08* 16.02* 1595* 15.86*
10 16.85* 16.84* 16.82* 16.79* 16.76* 16.71* 16.65* 16.59* 16.51* 1643~
10 17.04* 17.03* 17.01* 16.98* 16.94* 16.89* 16.84* 16.77* 16.70* 16.62*
° 17.22* 1721* 1720* 1747* 17.13* 17.08* 17.02* 16.96* 16.89* 16.81*
° 17.25* 17.24* 1722* 1719* 1715* 1711* 17.05* 16.99* 1691* 16.83*
° 1711* 17.11* 17.09* 17.06* 17.02* 16.97* 16.92* 16.86* 16.78* 16.70*
0 16.98* 16.97* 16.95* 16.93* 16.89* 16.84* 16.79* 16.72* 16.65* 16.57*
1 16.54* 16.53* 16.51* 16.49* 1645* 1640* 16.35* 16.28* 16.21* 16.13*
20 15.79* 1578* 1576* 1574* 1570* 1565* 1560* 1553* 1546* 15.38*
20 15.04* 15.03* 15.01* 1499* 1495* 1490* 14.85* 1478* 1471* 1463*
30 13.27* 1326* 13.25* 13.22* 13.18* 13.13* 13.07* 13.00* 1292* 12.84*
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Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL140 66 UV 8SEL [140W, 3000K].IES

LUMENS TABULATION - (Cont.)

3 1049* 1048* 1045* 1042* 10.38* 10.32* 10.26* 10.19* 10.10* 10.01*
40 7.70 % 7.69* 7.66 * 7.63* 7.58 * 7.52* 7.45* 7.37* 7.28* 747
0 5.37* 5.36 * 5.34* 531* 5.27* 521* 5.15* 5.08 * 5.00 * 490"
%0 3.50 * 3.49* 3.48* 3.46* 343" 340* 3.36* 3.31* 3.26* 3.20*
90 1.63 1.62 1.62 1.61 1.59 1.58 1.56 1.54 1.51 1.49
o0 0.59 0.59 0.58 0.58 0.58 0.57 0.56 0.56 0.55 0.54
00 0.38 0.38 0.38 0.38 0.38 0.37 0.37 0.36 0.36 0.35
7 0.18 0.18 0.18 0.18 0.18 0.18 0.17 0.17 0.17 0.17
e 0.07 0.07 0.07 0.07 0.07 0.07 0.07 0.07 0.06 0.06
o0 0.04 0.04 0.04 0.04 0.04 0.04 0.04 0.04 0.04 0.04
90 0.02 0.02 0.02 0.02 0.02 0.02 0.02 0.02 0.02 0.02
'-I%Otal 27741 27720 276.77 276.11 27522 27412 272.82 271.33 269.62 267.69
Vert. Horizontal Angles
Angles

10 n 12 13 14 15 16 17 18 19
% 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01
% 0.04 0.04 0.04 0.04 0.04 0.04 0.04 0.04 0.04 0.04
% 0.07 0.06 0.06 0.06 0.06 0.06 0.06 0.06 0.06 0.06
75 0.16 0.16 0.15 0.15 0.15 0.15 0.14 0.14 0.14 0.13
70 0.32 0.32 0.31 0.30 0.30 0.29 0.29 0.28 0.27 0.27
0 0.48 0.47 0.47 0.46 0.45 0.44 0.43 0.42 0.41 0.40
°0 1.22 1.19 1.16 1.13 1.10 1.06 1.02 0.98 0.94 0.91
°° 254+ 247* 240* 233" 224+ 216" 207" 1.98 * 1.89 * 1.79*
%0 3.86* 3.75* 3.64* 3.52* 3.39* 3.26* 3.12* 298 * 2.83* 2.68*
* 5.99* 5.88* 575* 5.61* 546" 5.30 * 514 * 497* 478* 4.60*
4 8.95* 8.84* 8.72* 8.58 * 8.44* 8.28 * 8.12* 7.94* 7.75* 7.56 *
% 1.91* 1181* 11.69* 1156* 1142 11.27* 11.10* 1092* 10.73* 10.52*
% 13.87* 13.77* 13.65* 13.53* 1339* 1324* 13.08* 1290* 1271* 1250*
2 14.82* 14.72* 1461* 1449* 1436* 1421* 1406* 13.89* 13.71* 1352*
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL140 66 UV 8SEL [140W, 3000K].IES

LUMENS TABULATION - (Cont.)

20 15.77* 1568* 1557* 1545* 1532* 1518* 15.04* 1488* 1471* 1453*
1 16.34* 16.25* 16.14* 16.02* 1590* 15.76* 1562* 1547* 1530* 15.13*
10 16.53* 16.43* 16.33* 16.21* 16.09* 1595* 1581* 1566* 1549* 1532*
° 16.72* 16.62* 16.51* 16.40* 16.27* 16.14* 16.00* 1584~ 1568* 1551*
° 16.74* 16.65* 16.54* 16.43* 16.30* 16.17* 16.03* 1587* 1571* 1554~
° 16.61* 16.52* 16.41* 16.29* 16.17* 16.03* 1589* 1574* 1558* 1540°*
0 16.48* 16.39* 16.28* 16.16* 16.04* 1590* 1576* 15.61* 1544* 1527~*
e 16.04* 1594* 1583* 1572* 1559* 1545* 1530* 15.14* 1497* 14.79*
2 15.29* 1519* 15.08* 1496* 14.82* 14.68* 1452* 1436* 1417* 13.98*
2 14.54* 1443* 1432* 1420* 14.06* 1391* 13.75* 13.57* 1337* 13.16°*
30 12.74* 1263* 1251* 1238* 1223* 12.08* 11.91* 11.72* 1152* 1130~
3 9.90 * 9.78* 9.65* 9.50 * 9.35* 9.18* 9.00 * 8.81* 8.60 * 8.38*
0 7.06* 6.93* 6.78* 6.63* 6.46* 6.28* 6.09 * 5.90* 5.68* 546~
40 4.80* 4.69* 4.56 * 442* 4.27* 412* 3.96 ¢ 3.79* 3.61* 3.42*
%0 3.13* 3.05* 298" 289~ 279~ 270" 259+ 249+ 237* 226"
0 1.46 1.42 1.39 1.35 1.31 1.27 1.23 1.18 1.14 1.09
0 0.53 0.52 0.51 0.50 0.49 0.48 0.47 0.46 0.44 0.43
00 0.35 0.34 0.34 0.33 0.32 0.31 0.31 0.30 0.29 0.29
70 0.17 0.16 0.16 0.16 0.16 0.15 0.15 0.15 0.14 0.14
e 0.06 0.06 0.06 0.06 0.06 0.06 0.06 0.06 0.06 0.06
o0 0.04 0.04 0.04 0.04 0.04 0.04 0.04 0.04 0.04 0.04
90 0.02 0.02 0.02 0.02 0.02 0.02 0.02 0.02 0.02 0.02
:I%(ial 265.56 263.24 260.68 257.89 254.87 251.65 248.22 24455 240.61 236.49
Vert. Horizontal Angles
Angles

20 21 22 23 24 25 26 27 28 29
% 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01
% 0.03 0.03 0.03 0.03 0.03 0.03 0.03 0.03 0.03 0.03
%0 0.06 0.06 0.05 0.05 0.05 0.05 0.05 0.05 0.05 0.05
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL140 66 UV 8SEL [140W, 3000K].IES

LUMENS TABULATION - (Cont.)

i 0.13 0.13 0.13 0.12 0.12 0.12 0.1 0.1 0.1 0.10
0 0.26 0.25 0.25 0.24 0.23 0.23 0.22 0.21 0.21 0.20
° 0.39 0.38 0.37 0.36 0.35 0.34 0.33 0.32 0.31 0.30
0 0.87 0.83 0.79 0.75 0.71 0.68 0.64 0.61 0.58 0.55
% 1.70 * 1.60* 1.51 1.42 1.33 1.24 1.16 1.08 1.01 0.94
%0 2.53* 2.38* 2.23* 2.08* 1.94* 1.81* 1.68 * 1.55* 1.44 1.33
45 441~ 422~ 4.03* 3.83* 3.64* 3.45* 3.26* 3.07* 287* 269~
%0 7.35*% 713* 6.91* 6.67 * 6.43 * 6.17 * 590* 5.61* 532* 5.02*
% 10.29* 10.05* 9.79* 9.51* 9.21* 8.89* 8.54 * 8.16 * 7.76* 7.34*
% 12.28* 12.03* M1.76* 11.48* 11.17* 1084* 1047* 10.07* 9.65* 9.20*
2 13.31* 13.09* 1284* 1259* 1231* 12.02* 1M11.70* 11.35* 1098* 10.58*
20 14.34* 1414* 13.92* 13.69* 1345* 13.20* 1292* 1262* 1230* 11.96*
10 1495* 1476* 1456* 1435* 1413* 1389* 1364* 13.37* 13.09* 1278~*
10 15.14* 1496* 14.76* 1455* 1433* 1410* 13.86* 13.60* 13.32* 13.03*
° 15.34* 1515* 1495* 14.74* 1453* 1431* 14.07* 1382* 13.56* 13.28*
° 15.36* 1518* 1498* 14.77* 1456* 1433* 1410* 13.85* 1359* 13.31*
° 15.22* 15.04* 1484* 1463* 1441* 1418* 13.94* 13.69* 1342* 1313~*
10 15.09* 1490* 14.70* 1449* 1426* 1403* 13.79* 13.53* 13.25* 1294~
0 1460* 14.40* 1419* 1396* 13.72* 1346* 13.19* 1290* 1259* 1225*
20 13.77* 1355* 13.31* 13.05* 1278* 1249* 1217* 11.82* 1.46* 11.06*
29 12.94* 1270* 1243* 1214* 1184* 1151* 1114* 10.74* 10.32* 987~
30 11.07* 10.82* 10.55* 10.26* 9.96~* 9.63 * 9.27* 8.88 ¢ 8.48 ¢ 8.05*
9 8.16 * 7.92* 7.67* 7.41* 714 6.86 * 6.56 * 6.24 * 593~ 5.60 *
40 5.25* 5.02* 4.79* 455* 432* 4.08* 3.85* 3.61* 3.38* 3.15*
40 3.24* 3.06 287* 2.68* 250" 232* 214* 1.97* 1.82* 1.67 *
°0 214 * 2.03* 1.91* 1.79* 1.68 * 1.56 * 145* 1.35 1.25 1.15
99 1.04 1.00 0.95 0.90 0.85 0.81 0.76 0.72 0.68 0.64
60 042 0.41 0.40 0.39 0.38 0.37 0.36 0.35 0.34 0.33
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL140 66 UV 8SEL [140W, 3000K].IES

LUMENS TABULATION - (Cont.)

o 0.28 0.27 0.26 0.26 0.25 0.24 0.24 0.23 0.22 0.22
i 0.14 0.13 0.13 0.13 0.12 0.12 0.12 0.11 0.11 0.11
e 0.06 0.06 0.05 0.05 0.05 0.05 0.05 0.05 0.05 0.05
o0 0.04 0.04 0.04 0.04 0.03 0.03 0.03 0.03 0.03 0.03
o 0.02 0.02 0.02 0.02 0.02 0.02 0.02 0.02 0.02 0.02
'-I?ootal 23222 22773 22297 218.00 21285 20746 201.75 19575 189.49 182.93
Vert. Horizontal Angles
Angles

30 31 32 33 34 35 36 37 38 39
% 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01
% 0.03 0.03 0.03 0.02 0.02 0.02 0.02 0.02 0.02 0.02
%0 0.04 0.04 0.04 0.04 0.04 0.04 0.04 0.03 0.03 0.03
75 0.10 0.10 0.09 0.09 0.09 0.08 0.08 0.08 0.08 0.07
0 0.20 0.19 0.18 0.18 0.17 0.17 0.16 0.15 0.15 0.14
°° 0.29 0.28 0.27 0.26 0.26 0.25 0.24 0.23 0.22 0.21
0 0.52 0.49 0.47 0.44 0.42 0.40 0.38 0.36 0.34 0.33
% 0.87 0.81 0.76 0.70 0.66 0.61 0.58 0.54 0.51 0.48
%0 1.23 1.14 1.05 0.97 0.89 0.83 0.77 0.72 0.68 0.63
* 250" 232+ 214+ 1.97* 1.80 * 1.65* 1.50 * 1.36 * 1.24 1.12
4 470" 437" 4.04* 3.71* 3.38* 3.06 * 275* 246" 219* 1.94*
% 6.89 * 6.42 * 5.94 * 5.45* 496 * 4.47* 4.01* 3.56 * 3.15* 276*
% 8.71* 8.20 * 7.66 * 741°% 6.56 * 6.00 * 545* 490~ 438~ 3.89*
2 10.15* 9.70* 9.21* 8.70 * 8.17* 7.63* 7.07* 6.49* 5.91* 5.33*
20 11.59* 11.19* 10.75* 10.28* 9.79* 9.26 * 8.69 * 8.08 * 743* 6.77 *
10 1245* 12.08* 11.68* 11.24* 10.78* 1027* 9.71* 9.10°* 8.44 7.75*
10 12.71* 1237* 11.99* 1158* 11.14* 10.66* 10.13* 955* 8.93* 8.26 *
° 12.98* 1265* 1230* 1192* 1150* 11.04* 10.55* 10.00* 9.41* 8.77*
° 13.01* 1269* 1234* 1196* 1154* 11.09* 1059* 10.05* 9.46* 8.82*
° 12.81* 1247* 1210* 11.70* 11.26* 10.78* 10.26* 9.69* 9.07* 8.40*
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL140 66 UV 8SEL [140W, 3000K].IES

LUMENS TABULATION - (Cont.)

o 12.62* 1226* 11.87* 11.44* 1098* 1048* 993* 9.33* 8.67 * 7.99*
1 11.89* 1149* 11.07* 1060* 10.10* 9.57* 9.01* 8.40* 7.75* 7.08*
2 10.63* 10.17* 9.69* 917 * 8.63* 8.07 * 749" 6.90 * 6.29 * 5.69 *
20 9.38 * 8.85* 8.31* 7.74* 7.15* 6.56 * 5.98 * 540* 4.84* 4.30*
30 7.58 * 7.10* 6.59 * 6.07 * 5.55* 5.03* 452* 4.03* 3.57* 3.14*
% 5.26 * 4.90* 455* 418 * 3.82* 347* 3.13* 2.80* 2.49* 221+
0 293" 271" 2.50* 2.29* 2.09* 1.90 * 1.73* 1.57* 1.41* 1.27*
40 1.53* 1.40* 1.29 1.18 1.08 0.99 0.91 0.84 0.77 0.72
%0 1.07 0.99 0.91 0.84 0.77 0.72 0.67 0.62 0.58 0.54
90 0.60 0.57 0.53 0.50 0.47 0.45 0.42 0.40 0.38 0.36
0 0.32 0.31 0.30 0.28 0.27 0.27 0.26 0.25 0.24 0.23
00 0.21 0.20 0.20 0.19 0.18 0.18 0.17 0.16 0.16 0.15
i 0.10 0.10 0.10 0.09 0.09 0.09 0.08 0.08 0.08 0.07
e 0.04 0.04 0.04 0.04 0.04 0.04 0.04 0.03 0.03 0.03
o0 0.03 0.03 0.03 0.03 0.03 0.03 0.02 0.02 0.02 0.02
90 0.02 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01
:I%(ial 176.01 168.71 161.04 153.01 14469 136.15 127.35 118.23 108.92 99.55
Vert. Horizontal Angles
Angles

40 41 42 43 44 45 46 47 48 49
% 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.00
% 0.02 0.02 0.02 0.02 0.02 0.01 0.01 0.01 0.01 0.01
% 0.03 0.03 0.03 0.03 0.02 0.02 0.02 0.02 0.02 0.02
i 0.07 0.07 0.06 0.06 0.06 0.05 0.05 0.05 0.05 0.04
70 0.14 0.13 0.13 0.12 0.11 0.11 0.10 0.10 0.09 0.09
°° 0.20 0.20 0.19 0.18 0.17 0.16 0.16 0.15 0.14 0.13
0 0.31 0.29 0.28 0.27 0.25 0.24 0.23 0.21 0.20 0.19
> 0.45 0.43 0.40 0.38 0.36 0.34 0.32 0.30 0.28 0.27
%0 0.59 0.56 0.52 0.49 0.46 0.44 0.41 0.39 0.37 0.34
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL140 66 UV 8SEL [140W, 3000K].IES

LUMENS TABULATION - (Cont.)

* 1.01 0.91 0.83 0.75 0.68 0.62 0.57 0.52 0.48 0.44
% 1.71* 1.50 * 131~ 1.15 1.01 0.89 0.78 0.70 0.62 0.56
% 241~ 2.09* 180~ 155~ 134~ 116~ 1.00 0.87 0.77 0.68
% 3.43* 2.99* 259* 2.23* 1.92* 1.64* 1.40* 1.20* 1.03 0.88
2 4.77* 4.21* 3.68* 3.18* 2.74* 234* 1.98 * 1.67* 1.41* 1.18*
20 6.11* 544 * 4.77* 413 * 3.56 * 3.04* 2.56* 214* 1.79* 148 *
1 7.04* 6.31* 5.57* 4.86 * 420~ 3.59* 3.03* 253~ 211~ 173~
10 7.57* 6.84 * 6.09 * 5.36 * 4.66 * 4.00* 3.39* 2.84* 2.37* 1.95*
° 8.09* 7.36* 6.61* 585* 512* 441* 3.74* 3.15* 2.64* 2.16 *
’ 8.13* 7.41* 6.66 * 5.90* 515* 444+ 3.77* 3.18* 265* 2.18*
° 770" 6.97* 6.23* 548~ 477~ 4.09* 3.47* 292~ 243~ 1.99 *
10 7.27* 6.53 * 5.80* 5.07* 4.38* 3.75* 317 * 2.66 * 2.21* 1.81*
7 6.40 * 571* 5.04* 439* 3.78* 3.22* 272* 2.28* 1.90* 1.56 *
20 510* 452* 3.96 ¢ 3.43* 2.95* 251* 212* 1.79* 1.50* 1.25*
20 3.80* 3.32* 2.88* 247* 212~ 1.80 * 1.53* 1.30 * 1.11°* 0.95
30 2.75* 2.39* 2.05* 1.76 * 1.51* 1.30* 1.11* 0.95 0.83 0.73
39 1.95* 1.71* 149~ 1.29* 113~ 0.99 0.86 0.76 0.67 0.60
40 1.15 1.03 0.92 0.83 0.75 0.68 0.61 0.56 0.51 0.47
40 0.67 0.62 0.57 0.53 0.50 0.47 0.44 0.41 0.39 0.36
20 0.50 0.47 0.44 0.41 0.38 0.36 0.34 0.32 0.30 0.28
90 0.34 0.32 0.30 0.28 0.27 0.25 0.24 0.23 0.21 0.20
0 0.22 0.21 0.20 0.19 0.18 0.17 0.16 0.15 0.15 0.14
00 0.14 0.14 0.13 0.13 0.12 0.1 0.1 0.10 0.10 0.09
70 0.07 0.07 0.06 0.06 0.06 0.06 0.05 0.05 0.05 0.04
7o 0.03 0.03 0.03 0.03 0.02 0.02 0.02 0.02 0.02 0.02
90 0.02 0.02 0.02 0.02 0.02 0.02 0.02 0.02 0.01 0.01
90 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01
:Ig)(:al 90.18 80.84 71.64 62.89 54.80 47.33 40.51 34.55 29.44 24.84
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL140 66 UV 8SEL [140W, 3000K].IES

LUMENS TABULATION - (Cont.)

Vert. Horizontal Angles
Angles
50 ! 52 53 54

90

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
% 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01
% 0.02 0.02 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01
i 0.04 0.04 0.04 0.03 0.03 0.03 0.03 0.02 0.02 0.02
70 0.08 0.08 0.07 0.07 0.06 0.06 0.05 0.05 0.04 0.04
e 0.12 0.11 0.11 0.10 0.09 0.08 0.08 0.07 0.06 0.06
°0 0.18 0.17 0.16 0.14 0.13 0.12 0.11 0.10 0.09 0.09
> 0.25 0.23 0.22 0.20 0.19 0.18 0.16 0.15 0.14 0.12
%0 0.32 0.30 0.28 0.26 0.25 0.23 0.21 0.19 0.18 0.16
45 0.41 0.38 0.35 0.32 0.30 0.28 0.26 0.24 0.22 0.20
4 0.50 0.46 0.42 0.39 0.36 0.33 0.30 0.27 0.25 0.23
% 0.60 0.54 0.49 0.45 0.41 0.37 0.34 0.31 0.29 0.26
% 0.76 0.67 0.59 0.53 0.48 0.43 0.39 0.35 0.32 0.30
% 0.99 0.84 0.72 0.63 0.55 0.49 0.44 0.39 0.36 0.32
20 1.21* 1.01* 0.85 0.73 0.63 0.55 0.49 0.43 0.39 0.35
10 1.41* 1.16 * 0.97 * 0.82 0.69 0.60 0.53 0.47 0.42 0.37
10 1.58 * 1.30 * 1.07* 0.89 0.75 0.64 0.56 0.49 0.44 0.39
° 1.75* 143~ 117 0.97* 0.81 0.69 0.59 0.52 0.45 0.40
° 1.76 * 1.44 * 1.18* 0.97 * 0.81 0.69 0.60 0.52 0.46 0.40
° 1.62* 1.33* 1.10* 0.91* 0.76 0.65 0.57 0.50 0.44 0.39
o 1.47* 1.22* 1.01* 0.85 0.71 0.62 0.54 0.48 0.42 0.38
10 1.28 * 1.07* 0.90 0.76 0.65 0.57 0.50 0.45 0.40 0.36
2 1.05* 0.89 0.76 0.66 0.57 0.50 0.45 0.40 0.36 0.33
20 0.81 0.71 0.62 0.55 0.49 0.44 0.40 0.36 0.33 0.30
30 0.64 0.57 0.51 0.47 0.43 0.39 0.35 0.32 0.29 0.27
% 0.54 0.48 0.44 0.40 0.37 0.34 0.31 0.28 0.26 0.24
40 0.43 0.39 0.36 0.34 0.31 0.29 0.27 0.24 0.22 0.20
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL140 66 UV 8SEL [140W, 3000K].IES

LUMENS TABULATION - (Cont.)

e 0.34 0.32 0.29 0.27 0.25 0.24 0.22 0.20 0.18 0.17
0 0.26 0.25 0.23 0.21 0.20 0.18 0.17 0.15 0.14 0.13
90 0.19 0.17 0.16 0.15 0.14 0.13 0.12 0.1 0.10 0.09
0 0.13 0.12 0.11 0.10 0.10 0.09 0.08 0.07 0.07 0.06
s 0.08 0.08 0.07 0.07 0.06 0.06 0.05 0.05 0.04 0.04
i 0.04 0.04 0.04 0.03 0.03 0.03 0.03 0.02 0.02 0.02
e 0.02 0.02 0.02 0.01 0.01 0.01 0.01 0.01 0.01 0.01
o0 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01
o 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01
'-I?ootal 20.93 17.85 15.38 13.34 11.67 10.33 9.23 8.28 7.44 6.71
Vert. Horizontal Angles
Angles

60 61 62 63 64 65 66 67 68 69
% 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
% 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
%0 0.01 0.01 0.01 0.01 0.00 0.00 0.00 0.00 0.00 0.00
75 0.02 0.02 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01
0 0.03 0.03 0.03 0.02 0.02 0.02 0.02 0.01 0.01 0.01
°° 0.05 0.05 0.04 0.04 0.03 0.03 0.02 0.02 0.02 0.01
0 0.08 0.07 0.06 0.05 0.05 0.04 0.04 0.03 0.03 0.02
% 0.11 0.10 0.09 0.08 0.07 0.06 0.05 0.05 0.04 0.03
%0 0.15 0.13 0.12 0.1 0.09 0.08 0.07 0.06 0.05 0.04
* 0.18 0.17 0.15 0.13 0.12 0.10 0.09 0.08 0.07 0.06
4 0.21 0.19 0.17 0.16 0.14 0.12 0.11 0.09 0.08 0.07
% 0.24 0.22 0.20 0.18 0.16 0.14 0.13 0.11 0.10 0.08
% 0.27 0.25 0.22 0.20 0.18 0.16 0.14 0.13 0.11 0.09
2 0.29 0.27 0.24 0.22 0.20 0.18 0.16 0.14 0.12 0.10
20 0.32 0.29 0.26 0.24 0.21 0.19 0.17 0.15 0.13 0.11
1 0.33 0.30 0.28 0.25 0.23 0.20 0.18 0.16 0.14 0.12
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL140 66 UV 8SEL [140W, 3000K].IES

LUMENS TABULATION - (Cont.)

1 0.35 0.31 0.28 0.26 0.23 0.21 0.18 0.16 0.14 0.12
° 0.36 0.32 0.29 0.27 0.24 0.21 0.19 0.17 0.15 0.13
’ 0.36 0.32 0.29 0.27 0.24 0.21 0.19 0.17 0.15 0.13
° 0.35 0.32 0.29 0.26 0.23 0.21 0.19 0.16 0.15 0.13
0 0.34 0.31 0.28 0.25 0.23 0.20 0.18 0.16 0.14 0.12
1 0.32 0.29 0.27 0.24 0.22 0.19 0.17 0.15 0.13 0.12
2 0.30 0.27 0.25 0.22 0.20 0.18 0.16 0.14 0.12 0.10
20 0.27 0.25 0.23 0.20 0.18 0.16 0.15 0.13 0.1 0.09
30 0.25 0.23 0.20 0.18 0.16 0.15 0.13 0.1 0.10 0.08
3 0.22 0.20 0.18 0.16 0.14 0.13 0.11 0.10 0.08 0.07
0 0.19 0.17 0.15 0.13 0.12 0.11 0.09 0.08 0.07 0.06
40 0.15 0.14 0.12 0.1 0.10 0.08 0.07 0.06 0.05 0.04
%0 0.12 0.11 0.09 0.08 0.07 0.06 0.06 0.05 0.04 0.03
°0 0.08 0.07 0.06 0.06 0.05 0.04 0.04 0.03 0.03 0.02
0 0.05 0.05 0.04 0.04 0.03 0.03 0.02 0.02 0.02 0.01
00 0.04 0.03 0.03 0.03 0.02 0.02 0.02 0.01 0.01 0.01
7 0.02 0.02 0.02 0.01 0.01 0.01 0.01 0.01 0.01 0.01
7o 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.00 0.00
90 0.01 0.01 0.01 0.01 0.01 0.01 0.00 0.00 0.00 0.00
90 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
:I%(ial 6.08 5.52 4.98 4.49 4.02 3.58 3.16 2.78 2.41 2.07
Vert. Horizontal Angles
Angles

70 n 73 74 75 76 7 78 79
% 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
% 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
% 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
i 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
70 0.01 0.01 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL140 66 UV 8SEL [140W, 3000K].IES

LUMENS TABULATION - (Cont.)

® 0.01 0.01 0.01 0.01 0.00 0.00 0.00 0.00 0.00 0.00
0 0.02 0.01 0.01 0.01 0.01 0.01 0.00 0.00 0.00 0.00
% 0.03 0.02 0.02 0.01 0.01 0.01 0.01 0.00 0.00 0.00
%0 0.04 0.03 0.02 0.02 0.01 0.01 0.01 0.01 0.00 0.00
* 0.05 0.04 0.03 0.02 0.02 0.01 0.01 0.01 0.01 0.00
% 0.06 0.05 0.04 0.03 0.02 0.02 0.01 0.01 0.01 0.01
% 0.07 0.06 0.05 0.04 0.03 0.02 0.02 0.01 0.01 0.01
% 0.08 0.06 0.05 0.04 0.03 0.03 0.02 0.01 0.01 0.01
2 0.09 0.07 0.06 0.05 0.04 0.03 0.02 0.02 0.01 0.01
20 0.10 0.08 0.06 0.05 0.04 0.03 0.02 0.02 0.01 0.01
1 0.10 0.09 0.07 0.06 0.04 0.03 0.03 0.02 0.01 0.01
10 0.11 0.09 0.07 0.06 0.05 0.03 0.03 0.02 0.01 0.01
° 0.1 0.09 0.07 0.06 0.05 0.04 0.03 0.02 0.02 0.01
’ 0.1 0.09 0.08 0.06 0.05 0.04 0.03 0.02 0.02 0.01
° 0.1 0.09 0.07 0.06 0.05 0.04 0.03 0.02 0.01 0.01
10 0.10 0.09 0.07 0.06 0.04 0.03 0.03 0.02 0.01 0.01
7 0.10 0.08 0.07 0.05 0.04 0.03 0.02 0.02 0.01 0.01
20 0.09 0.07 0.06 0.05 0.04 0.03 0.02 0.02 0.01 0.01
20 0.08 0.07 0.05 0.04 0.03 0.03 0.02 0.01 0.01 0.01
30 0.07 0.06 0.05 0.04 0.03 0.02 0.02 0.01 0.01 0.01
99 0.06 0.05 0.04 0.03 0.02 0.02 0.01 0.01 0.01 0.01
40 0.05 0.04 0.03 0.02 0.02 0.01 0.01 0.01 0.01 0.00
40 0.04 0.03 0.02 0.02 0.01 0.01 0.01 0.01 0.00 0.00
%0 0.03 0.02 0.02 0.01 0.01 0.01 0.01 0.01 0.00 0.00
99 0.02 0.01 0.01 0.01 0.01 0.01 0.01 0.00 0.00 0.00
0 0.01 0.01 0.01 0.01 0.01 0.00 0.00 0.00 0.00 0.00
00 0.01 0.01 0.01 0.01 0.00 0.00 0.00 0.00 0.00 0.00
70 0.01 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL140 66 UV 8SEL [140W, 3000K].IES

LUMENS TABULATION - (Cont.)

e 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
o0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
90 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
'-I%Otal 1.74 1.44 1.17 0.94 0.74 0.58 0.44 0.33 0.25 0.18
Vert. Horizontal Angles
Angles

80 81 83 84 85 86 87 88 89
% 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
% 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
% 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
75 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
70 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
e 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
°0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
°° 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
%0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
* 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
4 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
% 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
% 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
2 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
20 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
1 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
10 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
° 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
° 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
° 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
0 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
e 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL140 66 UV 8SEL [140W, 3000K].IES

LUMENS TABULATION - (Cont.)

-20

0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
-25

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
-30

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
-35

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
-40

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
-45

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
-50

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
-55

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
-60

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
-65

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
-70

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
-75

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
-80

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
-85

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
-90
Total 0.12 0.08 0.06 0.04 0.03 0.02 0.01 0.01 0.00 0.00
Vert. Horizontal Angles
Angles

90 Total

90

0.63
85

1.61
80

2.60
75

6.17
70

12.33
65

18.48
60

39.49
55

75.35
50

111.20
45

181.79
40

287.12
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL140 66 UV 8SEL [140W, 3000K].IES

LUMENS TABULATION - (Cont.)

35

392.45
30

472.88
25

528.42
20

583.97
15

618.99
10

633.50
5

648.01
0

649.65
-5

638.40
10

627.16
15

597.38
-20

549.07
-25

500.76
-30

423.82
-35

318.25
-40

212.69
-45

137.16
-50

91.67
-55

46.17
-60

20.03
-65

13.24
-70

6.44
.75

2.63
-80

1.80
-85

0.97
-90

Total 9452.3
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL140 66 UV 8SEL [140W, 3000K].IES

AXIAL CANDELA DISPLAY

113

852

568

28

Maximum Candela = 11371.142 Located At Horizontal Angle =-1, Vertical Angle =0
H - Horizontal Axial Candela
V - Vertical Axial Candela
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL140 66 UV 8SEL [140W, 3000K].IES

ISOCANDELA CURVES
60
1137 114
\
40  —a
568557 T T—|
~—_ \

i \
I

Angles 0 / l

-60 0 20 40 60

Horizontal Angles

Maximum Candela = 11371.142 Located At Horizontal Angle =-1, Vertical Angle =0
50% Maximum Candela = 5685.571
10% Maximum Candela = 1137.1142
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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