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IES FLOOD REPORT

PHOTOMETRIC FILENAME : PFK SEL140 76 UV 8SEL [100W, 3000K].IES
DESCRIPTIVE INFORMATION (From Photometric File)
IESNA:LM-63-2002

[TEST] BLC2112016E-I

[ISSUEDATE] 2021-12-15 12:03

[MANUFAC] LumenFocus, LLC.

[LUMCAT] PFK SEL140 76 UV 8SEL [100W, 3000K]

[LUMINAIRE]

[LAMPCAT]

[LAMP]

[ VOLTAGE] 120.0 V

[ CURRENT] 1.168 A

[ POWERFACTOR] 0.997

[ THD] 4.77

[TESTLAB] UTEST TECHNICAL LABORATORY

[ TESTINST] GPM-3000

[ TESTDIST] 14.140 m [K=1.0000]

[ TESTTEMPERATURE] 25.1'C

[ TESTHUMIDITY]

[ TESTOPERATOR]

[BALLAST]

[BALLASTCAT]

Note: Candela values converted from Type-C to Type-B
CHARACTERISTICS

NEMA Type 7THx6V

Maximum Candela 6229.186

Maximum Candela Angle -1H 3V

Horizontal Beam Angle (50%) 108.9

Vertical Beam Angle (50%) 87.2

Horizontal Field Angle (10%) 143.8

Vertical Field Angle (10%) 116.3

Lumens Per Lamp 13383.79 (1 lamp)

Total Lamp Lumens 13383.79

Beam Lumens 10718

Beam Efficiency 80 %

Field Lumens 12974

Field Efficiency 97 %

Spill Lumens 457

Luminaire Lumens 13432

Total Efficiency 100 %

Total Luminaire Watts 100

Ballast Factor 1.00
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME

AXIAL CANDELA

DEG. HOR. DEG.
90 0 90
85 0 85
75 314.361 75
65 1388.011 65
55 3128.655 55
47.5 4082.526 47.5
425 4568.885 425
37.5 4968.477 37.5
33 5243.762 33
29 5495.872 29
255 5657.7 255
225 5770.144 225
19.5  5884.945 19.5
17 5978.121 17
15 6035.794 15
13 6069.208 13

11 6104.109 11

9 6136.452 9

7 6168.253 7

5 6200.453 5

3 6211.639 3

1 6211.639 1

0 6219.453 0

-1 6222.01 -1

-3 6218.646 -3

-5 6201.939 -5

-7 6175.795 -7

-9 6158.409 -9
-1 6122.438 -1
-13 6087.673 -13
-15 6047.651 -15
-17 5999.279 -17
-19.5 5911.493 -19.5
-22.5 5822.088 -22.5
-25.5 5710.454 -25.5
-29 5540.337 -29
-33 5296.984 -33
-37.5 4992.191 -37.5
-42.5 4593.275 -42.5
-47.5 4087.036 -47.5
-55 2959.953 -55
-65 1343.146 -65
-75 281.754 -75
-85 0 -85
-90 0 -90

: PFK SEL140 76 UV 8SEL [100W, 3000K].IES

VERT.

0

0

61.979
255.12
947.097
2418.569
3657.213
4548.312
5138.208
5508.861
5725.86
5856.071
5959.642
6029.85
6076.057
6116.698
6151.221
6182.757
6206.955
6215.101
6220.675
6223.255
6219.453
6212.936
6196.206
6179.356
6149.049
6106.643
6063.415
6010.548
5946.117
5880.193
5792.463
5660.683
5498.399
5230.358
4799.084
4089.303
3076.154
1918.447
685.309
215.701
58.577
6.389

0
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL140 76 UV 8SEL [100W, 3000K].IES

LUMEN TABULATION
Average Of Right And Left Sides
Total Luminaire Lumens (one side of beam only) = 6715.75
Total Field Lumens (one side of beam only) = 6487.02

* Indicates Values Inside Field Edge

Vert.
Angles

Horizontal Angles

1 3 5 z 9 n 13 15 a7

90

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
% 0.09 0.19 0.20 0.20 0.19 0.19 0.19 0.19 0.18 0.22
i 0.48 0.98 0.98 0.97 0.97 0.95 0.94 0.91 0.89 1.07
e 1.84 3.74 3.77 3.77 3.74 3.68 3.60 3.48 3.35 4.00
% 3.86 * 7.82* 7.88* 7.87* 7.80* 7.67* 748 * 7.25* 6.97 * 8.40*
47 4.64 * 9.34* 9.37* 9.34* 9.25* 9.10* 8.92* 8.68 * 8.40* 1017 *
429 6.26 * 1255* 1255* 1251* 1239* 1221* 1200* 11.72* 11.43* 13.87*
378 6.65* 13.30* 13.28* 13.22* 1311* 1295* 1273* 1248* 1221* 14.84*
% 6.49 * 12.98* 1294* 1287* 1277* 1262* 1243* 1221* 11.96* 14.55*
2 5.99* 1197 1193* M187* M.77* 1164* 1147* 11.28* 11.06* 1347~
2.9 5.29* 10.58* 10.54* 10.49* 1040* 10.29* 10.15* 9.98~* 9.79* 11.94 *
228 540* 10.79* 10.76* 10.70* 10.62* 10.50* 10.36* 10.20* 10.01* 1221*
19 457 * 9.12* 9.09 9.05* 8.98 * 8.88 ¢ 8.76 * 8.63* 8.47* 10.33 *
1 3.69* 7.37* 7.35* 7.31* 7.25* 7A7* 7.08* 6.97 * 6.84 * 8.35*
1 3.71* 742* 7.40* 7.36* 7.30* 722* 713 * 7.02* 6.89 * 8.41*
" 3.74* 747* 745* 741* 7.35* 7.27* 717 * 7.06* 6.93 " 8.46 *
" 3.76 * 7.51* 749 745 7.38* 7.30* 7.21* 7.09* 6.97 * 8.50 *
° 3.77* 7.54* 7.52* 7.47* 7.41* 7.33* 7.23* 712* 6.99 * 8.54 *
! 3.78* 7.56* 7.53* 7.49* 742* 7.34* 7.25*% 7.14* 7.01* 8.56 *
° 3.79* 7.57* 7.54* 7.50* 743* 7.35* 7.26* 715* 7.03* 8.58 *
’ 3.79* 7.57* 7.54 % 7.50 * 7.44* 7.36 7.27* 716 * 7.04* 8.59
1 1.89* 3.78* 3.77* 3.75* 3.72* 3.68 * 3.63* 3.58 * 3.52* 430"
° 1.89* 3.78* 3.77* 3.75* 3.72* 3.68* 3.63* 3.58* 3.52* 4.30*
; 3.78* 7.55* 7.53* 7.49* 743* 7.35* 7.26* 716 * 7.04* 8.59*
N 3.77* 753" 750" 747" 741~ 7.34* 7.25* 714~ 7.02* 8.57*
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL140 76 UV 8SEL [100W, 3000K].IES

LUMENS TABULATION - (Cont.)

° 3.76 * 7.50* 7.48* 743" 7.38* 7.31* 7.22* 741°* 6.99 * 8.54 *
i 3.73* 7.46* 7.44* 740" 7.34* 7.26 % 7.18* 7.07* 6.96 * 8.50 *
N 3.71* 741°* 7.39* 7.35* 7.29* 7.22* 7.13* 7.02* 6.91* 8.44*
" 3.68* 7.35* 7.33* 7.30* 7.24* 7.16* 7.07* 6.97 * 6.85* 8.37*
3 3.64* 7.28* 7.27* 7.23* 747 710~ 7.01* 6.90 * 6.79 * 8.29 *
1 3.60 * 7.21* 7.19* 7.16* 7.10* 7.03* 6.94 * 6.83 * 6.71* 8.20 ¢
7 445+ 8.89* 8.87* 8.83* 8.77* 8.68 * 8.56 * 8.43* 8.28* 10.11°*
199 5.24* 1047* 1045* 1040* 10.33* 10.23* 10.09* 9.93* 9.74* 11.89 *
229 510~ 10.21* 10.19* 10.14* 10.07* 9.97* 9.83 * 9.67 * 9.49* 11.57 *
29 572 11.45* 11.44* 1139* 1130* 11.18* 11.03* 1084* 10.63* 12.95*
2 6.12* 12.25* 1224* 1219* 1210* 1196* 11.78* 11.57* 11.34* 13.80*
33 6.10 * 12.24* 1225* 1221* 1212* 1196* 11.75* 11.52* 11.28* 13.72*
37 547~ 11.00* 11.03* 1.01* 1092* 10.76* 10.57* 10.31* 10.04* 12.19*
a2 3.82* 7.71* 7.75* 7.74* 7.68* 7.57* 743" 7.21* 6.94 8.38 ¢
a7 299+ 6.06 * 6.12* 6.12* 6.08 * 5.99 * 5.85* 5.66 * 541* 6.52*
0 1.38 2.80 2.83 2.82 2.80 2.76 2.69 2.61 2.51 3.00
00 0.42 0.84 0.84 0.84 0.83 0.82 0.80 0.78 0.75 0.90
e 0.10 0.20 0.20 0.20 0.20 0.19 0.19 0.18 0.18 0.22
90 0.00 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01
'-I%Otal 161.97 324.38 324.03 32254 31996 316.23 311.50 305.81 299.31 364.43
Vert. Horizontal Angles
Angles

19.5 22.5 25.5 29 33 37.5 42.5 47.5 55 65
% 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01
% 0.26 0.24 0.26 0.28 0.29 0.29 0.23 0.25 0.20 0.06
i 1.23 1.18 1.31 1.38 1.36 1.26 1.05 1.20 0.84 0.23
°° 4.65 4.52 4.96 5.09 4.86 4.42 3.66 4.02 2.64 0.70
> 9.75* 9.32* 10.15* 10.35* 9.71* 8.57* 6.69 * 6.87 * 4.28 1.09
478 1.71* 11.04* 1196* 1230* 11.70* 10.28* 7.74* 7.61* 4.55 1.1
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL140 76 UV 8SEL [100W, 3000K].IES

LUMENS TABULATION - (Cont.)

428 15.94* 15.06* 16.37* 16.96* 1644* 1473* 11.13* 10.83* 6.29* 1.48
378 1712* 16.29* 17.82* 1854* 1820* 16.71* 1296* 12.74* 7.34~* 1.70
% 16.83* 16.06* 17.62* 1841* 1827* 1713* 13.60* 1356* 787~ 1.82
29 1561* 1492* 16.39* 17.19* 1722* 16.37* 13.23* 1337* 7.84~* 1.84
258 13.85* 13.24* 1456* 1535* 1547* 1485* 1214* 1242* 737" 1.75
229 14.16* 13.54* 1493* 1578* 1598* 1541* 1266* 13.11* 7.93* 1.90*
19 11.98* 11.47* 1266* 1341* 13.62* 13.15* 10.84* 11.36* 6.99* 1.69 *
7 9.68 * 9.28* 10.25* 10.87* 11.05* 10.69* 8.84~* 9.34 * 582* 142*
10 9.76 * 9.35* 10.33* 1097* 116* 10.81* 8.97~* 9.54 * 599* 148 *
" 9.82* 9.41* 1040* 11.05* 11.25* 1091* 9.07* 9.70 * 6.15* 1.53*
" 9.87* 9.46 * 1047* 1112* 11.33* 1099* 9.15* 9.84* 6.29 * 1.58 *
° 9.91* 9.51* 10.52* 11.18* 11.39* 11.05* 9.22* 9.95* 6.42 * 1.62*
! 9.94 * 9.54 * 10.56* 11.22* 1143* 1MA10* 9.27* 10.04* 6.52* 1.66 *
° 9.96 * 9.57 * 10.59* 11.25* 1146* 11.13* 930* 10.12* 6.62* 1.69*
’ 9.97* 9.58 * 1061* 11.26* 11.47* 11.15* 932~ 1017* 6.68* 172~
! 4.99* 479* 531* 5.63* 574 * 558 * 4.66 * 5.09* 3.35*% 0.86 *
° 499* 479* 531* 563* 573* 557* 4.66* 5.09* 3.35* 0.86 *
; 9.97* 9.57 * 1060* 11.25* 1145* 1113* 9.30* 10.14* 6.65* 1.71*
N 9.95* 9.55* 10.57* 11.22* 11.42* 11.09* 9.27~* 10.07* 6.56* 1.68 *
° 9.91* 9.51* 10.52* 1117* 11.38* 11.04* 9.21~* 9.96 * 6.44 * 1.64*
i 9.87* 946 * 1047* 1M111* 11.32* 1097* 914~ 9.83* 6.31* 1.59*
N 9.80 * 9.40* 1040* 11.04* 11.24* 10.89* 9.05* 9.69 * 6.16 * 1.55*
" 9.72* 9.32* 10.32* 10.95* 11.14* 10.79* 895* 9.52* 6.00 * 149~
3 9.63 * 9.24* 10.22* 10.85* 11.03* 10.67* 8.83* 9.32* 581* 143*
7 9.52* 9.13* 10.10* 10.72* 1090* 10.52* 8.67* 9.08 * 5.60* 1.37*
7 11.74* 11.25* 1243* 13.18* 13.39* 1292* 1060* 10.99* 6.68* 1.62*
199 13.80* 13.22* 1459* 1542* 1562* 15.06* 1232* 1258* 751~ 1.81
229 1342* 1284* 1414* 1490* 1500* 1438* 11.70* 11.80* 6.92* 1.65
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL140 76 UV 8SEL [100W, 3000K].IES

LUMENS TABULATION - (Cont.)

-25.5

15.02* 1436* 15.77* 16.53* 16.52* 15.65* 1257* 1255* 7.27* 1.71
-29

1596* 1524* 16.72* 1743* 1721* 16.05* 1267* 1251* 718~ 1.67
-33

15.83* 15.06* 1647* 17.06* 16.64* 1517* 11.71* 1145* 6.56* 1.53
-37.5

14.05* 13.35* 1450* 1491* 1432* 1278* 9.73* 9.46* 547~ 1.33
-42.5

9.73* 9.28 * 10.03* 10.18* 9.58* 8.51* 6.58 * 6.49* 3.87 0.97
-47.5

7.66 * 742~ 8.08 * 8.13~ 7.56 * 6.81~ 549~ 5.71 3.58 0.93
-55

3.51 3.46 3.86 3.97 3.74 3.41 2.91 3.28 2.16 0.58
-65

1.04 1.00 1.09 1.14 1.12 1.04 0.88 1.02 0.69 0.19
-75

0.25 0.23 0.26 0.26 0.26 0.25 0.21 0.24 0.18 0.06
-85

0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.02 0.02 0.01
-90
Total 422.34 404.08 44449 466.65 466.03 44130 358.17 371.93 22898 56.34
Vert. Horizontal Angles
Angles

75 85 90 Total

90

0.00 0.00 0.12
85

0.01 0.00 4.21
75

0.02 0.00 20.21
65

0.07 0.00 74.55
55

0.10 0.00 149.86
47.5

0.1 0.00 177.32
42.5

0.14 0.00 242.86
37.5

0.16 0.00 264.34
33

0.17 0.00 263.15
29

0.17 0.00 246.60
25.5

0.16 0.00 220.62
22.5

0.18 0.00 22711
19.5

0.16 0.00 193.21
17

0.13 0.00 156.74
15

0.14 0.00 158.38
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL140 76 UV 8SEL [100W, 3000K].IES

LUMENS TABULATION - (Cont.)

13

0.14 0.00 159.75
1"

0.15 0.00 160.89
9

0.15 0.00 161.83
7

0.15 0.00 162.54
5

0.16 0.00 163.06
3

0.16 0.00 163.35
1

0.08 0.00 81.72
0

0.08 0.00 81.69
-1

0.16 0.00 163.09
-3

0.15 0.00 162.50
-5

0.15 0.00 161.65
-7

0.15 0.00 160.57
-9

0.14 0.00 159.23
-1

0.14 0.00 157.66
-13

0.13 0.00 155.83
-15

0.13 0.00 1563.73
-17

0.15 0.00 188.82
-19.5

0.17 0.00 220.85
-22.5

0.16 0.00 213.13
-25.5

0.16 0.00 236.05
-29

0.16 0.00 248.15
-33

0.15 0.00 242.78
-37.5

0.13 0.00 213.34
-42.5

0.10 0.00 147.54
-47.5

0.09 0.00 118.27
-55

0.06 0.00 57.16
-65

0.02 0.00 17.04
-75

0.01 0.00 4.06
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL140 76 UV 8SEL [100W, 3000K].IES

LUMENS TABULATION - (Cont.)

-85
0.00 0.00 0.21
-90
Total 5.30 0.00 6715.76

Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc. Page 8
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL140 76 UV 8SEL [100W, 3000K].IES

AXIAL CANDELA DISPLAY

6229

467

311

Maximum Candela = 6229.186 Located At Horizontal Angle =-1, Vertical Angle = 3
H - Horizontal Axial Candela
V - Vertical Axial Candela
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL140 76 UV 8SEL [100W, 3000K].IES

ISOCANDELA CURVES

90

60 229186 |

NEEER N
V)
Vertical 0 \ )
Angles / }

E———
3114.593
VJ//
N
-60
-90 ¢ 30 60 90

Horizontal Angles

Maximum Candela = 6229.186 Located At Horizontal Angle =-1, Vertical Angle = 3
50% Maximum Candela = 3114.593
10% Maximum Candela = 622.9186
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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