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IES FLOOD REPORT

PHOTOMETRIC FILENAME : PFK SEL140 55 UV 8SEL [140W, 4000K].IES

DESCRIPTIVE INFORMATION (From Photometric File)

IESNA:LM-63-2002

[TEST]

[TESTLAB]

[TESTDATE] 2023-02-08

[ISSUEDATE] 2023-02-22 09:51:45

[LAMPPOSITION] 0,0

[OTHER] EVERFINE GO-2000A_V1 SYSTEM

[MANUFAC] LumenFocus, LLC.

[LUMCAT] PFK SEL140 55 UV 8SEL [140W, 4000K]

Note: Candela values converted from Type-C to Type-B

CHARACTERISTICS

NEMA Type 5Hx5V

Maximum Candela 18869.805

Maximum Candela Angle -7TH 0V

Horizontal Beam Angle (50%) 68.2

Vertical Beam Angle (50%) 64.7

Horizontal Field Angle (10%) 91.4

Vertical Field Angle (10%) 92.4

Lumens Per Lamp 21915.73 (1 lamp)

Total Lamp Lumens 21915.73

Beam Lumens 15372

Beam Efficiency 70 %

Field Lumens 20111

Field Efficiency 92 %

Spill Lumens 1657

Luminaire Lumens 21768

Total Efficiency 99 %

Total Luminaire Watts 143.4

Ballast Factor 1.00
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME

AXIAL CANDELA

DEG. HOR. DEG.
90 2.108 90
85 5.874 85
75 145.26 75
65 486.528 65
55 743.296 55
475 1241.194 47.5
425  2820.847 425
37.5 5832.275 37.5
33 9629.164 33

29 13410.067 29

255 15732.375 255
225 16976.619 225
19.56 17787.534 19.5

17 18233.484 17
15 18469.081 15
13 18635.26 13
11 18742.541 11
9 18811.958 9
7 18846.666 7
5 18863.494 5
3 18867.702 3

1 18861.391 1
0 18859.287 0
-1 18857.184 -1

-3 18859.287 -3

-5 18865.598 -5

-7 18869.805 -7

-9 18863.494 -9
-1 18845.614 -11
-13 18800.388 -13
-15 18716.247 -15
-17 18584.775 -17
-19.5 18313.419 -19.5
-22.5 17772.809 -22.5
-25.5 16868.287 -25.5

-29 15049.777 -29
-33 11474.81 -33
-37.5 6919.7 -37.5
-42.5 3158.36 -42.5
-47.5 1290.627 -47.5
-65 717.917 -55
-65 472.497 -65
-75 141.021 -75
-85 5.276 -85
-90 2.341 -90

: PFK SEL140 55 UV 8SEL [140W, 4000K].IES

VERT.

9.162
47.993
126.37
334.4
931.426
1380.238
3051.29
6095.533
8834.342
11269.715
13400.601
14666.932
15709.236
16114.168
16438.113
16759.955
17082.848
17405.741
17728.635
18050.476
18374.421
18697.315
18859.287
18740.437
18502.737
18266.089
18029.441
17793.844
17557.196
17319.496
17081.796
16846.2
16550.652
15549.367
14288.295
12066.957
9525.67
6666.749
3491.245
1716.804
1158.735
413.388
152.033
52.005
2.089
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL140 55 UV 8SEL [140W, 4000K].IES

LUMEN TABULATION
Average Of Right And Left Sides

Total Luminaire Lumens (one side of beam only) = 10883.95

Total Field Lumens (one side of beam only) = 10055.48
* Indicates Values Inside Field Edge

Vert.
Angles

Horizontal Angles

1 3 5 z 9 n 13 15 a7

% 0.04 0.09 0.09 0.08 0.08 0.08 0.08 0.08 0.07 0.09

% 0.26 0.52 0.52 0.50 0.49 0.47 0.45 0.43 0.42 0.50

i 0.70 1.39 1.37 1.33 1.29 1.24 1.19 1.13 1.08 1.27

® 1.92 3.82 3.76 3.66 3.54 3.39 3.23 3.07 2.89 3.37

% 2.64 5.24 5.15 5.01 4.84 4.64 4.41 417 3.92 4.55

47 3.38* 6.77* 6.68 * 6.51* 6.34* 6.14* 593~ 570~ 5.36 6.18

429 6.97 * 13.95* 13.83* 13.64* 13.39* 13.05* 1268* 1224* 1162* 13.55*
378 10.24* 2044* 2030* 20.11* 1983* 1944* 1888* 1819* 1737* 2031~
% 12.26* 2447* 2432* 24.08* 23.78* 23.35* 2274* 2194* 20.97* 2448~
2 1316 * 26.28* 26.12* 2588* 2554* 25.07* 2446* 2364* 2261* 2642*
2.9 12.83* 25.62* 2549* 2527* 2494* 2450* 2391* 23.14* 2218* 2597*
228 13.88* 27.72* 2759* 2737* 27.04* 2659* 2599* 2520* 2421* 2845*
19 1212* 2420* 2410* 23.92* 2366* 2329* 2280* 2217* 21.36* 2521*
1 9.92* 19.81* 19.73* 19.60* 1940* 19.13* 18.76* 18.28* 1767* 20.95*
1 10.11* 20.20* 20.13* 20.01* 1982* 1956* 19.21* 18.76* 18.17* 2163*
" 10.31* 2060* 20.53* 2042* 2023* 1999* 1966* 19.22* 18.66* 2231~
" 10.51* 2099* 2093* 20.82* 20.65* 2042* 2010* 19.69* 19.17* 2299*
° 10.70* 21.39* 21.33* 2123* 21.07* 20.85* 2056* 2017* 19.67* 23.67*
! 1090* 21.79* 21.74* 21.65* 2149* 2129* 21.01* 20.65* 20.18* 2435*
° 11.10* 2218* 2213* 22.05* 2191* 21.72* 2146* 2112* 20.68* 2503~*
’ 11.29* 2257* 2253* 2245* 2233* 2215* 2191* 2159* 21.18* 2570*
1 572~ 1143 1141* 11.38* 11.32* 11.24* 1112* 1097* 1077* 13.10°*
° 573* 1145* 1143* 11.39* 11.33* 11.25* 11.14* 1098* 10.79* 13.12*
" 11.34* 2268* 2263* 2256* 2243* 2226* 2202 2170* 21.29* 2585*
N 11.20* 2239* 2234* 2226* 2213* 2194* 2169* 2135* 2091* 2533~*
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL140 55 UV 8SEL [140W, 4000K].IES

LUMENS TABULATION - (Cont.)

° 11.06* 2210* 22.05* 2196* 21.82* 2162* 2135* 2099* 2053* 24.80°*
i 1091* 2181* 21.75* 2165* 2150* 2129* 21.00* 2062* 20.13* 24.26*
N 10.77* 2152* 2146* 2135* 21.19* 2096* 2066* 20.26* 19.74* 23.72*
" 10.62* 2123* 21.16* 21.05* 20.88* 2064* 20.32* 1990* 19.36* 23.20*
3 10.48* 20.94* 20.87* 20.75* 20.57* 20.32* 19.99* 19.55* 18.99* 22.68*
1 10.34* 20.65* 20.57* 2045* 20.26* 20.00* 19.64* 19.19* 1860* 22.15*
7 12.72* 2540* 2530* 25.13* 24.88* 2453* 2407* 23.45* 2267* 26.90*
199 14.67* 29.30* 29.17* 2897* 28.65* 2822* 2764* 26.88* 2592* 30.65*
229 13.64* 2724* 2711* 2690* 26.59* 26.17* 2560* 2486* 23.93* 28.22*
290 14.06* 28.08* 27.92* 2769* 2735* 26.89* 26.30* 2550* 2449* 28.83*
2 13.16* 26.28* 26.12* 25.89* 2557* 2514* 2453* 23.73* 2276* 26.74*
33 1M11*  2217* 2201* 2181* 2150* 21.08* 2050* 19.77* 1894* 22.26*
37 7.74* 15.48* 1534* 1511 * 1481* 1440* 13.98* 1347* 1280* 14.94*
42 3.97* 7.94* 7.82* 7.60* 7.37* 7.09* 6.80 * 6.48 * 6.06 * 6.94
a7 3.28 6.51 6.38 6.18 5.93 5.63 5.30 4.95 4.59 5.24
0 2.39 4.75 4.66 4.52 4.35 4.14 3.92 3.68 3.43 3.96
00 0.86 1.71 1.69 1.64 1.59 1.53 1.46 1.39 1.32 1.56
7o 0.31 0.61 0.61 0.59 0.58 0.56 0.54 0.52 0.50 0.60
90 0.04 0.08 0.08 0.08 0.08 0.08 0.07 0.07 0.07 0.08
'-I%(:al 371.37 74178 738.30 73253 72433 713.32 699.05 680.83 658.02 782.16
Vert. Horizontal Angles
Angles

19.5 22.5 25.5 29 33 37.5 42.5 47.5 55 65
% 0.10 0.10 0.11 0.11 0.11 0.11 0.09 0.10 0.09 0.06
% 0.57 0.53 0.58 0.60 0.59 0.55 0.43 0.46 0.33 0.14
i 1.42 1.32 1.40 1.42 1.38 1.27 1.00 1.07 0.74 0.24
°° 3.70 3.34 3.47 3.44 3.28 3.03 2.45 2.68 1.85 0.53
> 4.96 4.44 4.56 4.48 4.26 3.94 3.22 3.55 2.47 0.70
47 6.69 5.82 5.64 5.08 4.35 3.65 2.82 3.07 215 0.62
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL140 55 UV 8SEL [140W, 4000K].IES

LUMENS TABULATION - (Cont.)

429 1455* 1229* 11.37* 9.46 712 5.08 3.45 3.57 2.52 0.76
379 21.73* 18.22* 16.59* 13.35* 946~* 6.07 3.67 3.61 2.56 0.81
% 26.22* 22.00* 1986* 1574* 10.84* 6.59 3.71 3.52 2.51 0.81
29 28.29* 2368* 2129* 16.76* 11.36* 6.69 3.60 3.32 2.37 0.79
258 27.84* 2340* 2120* 16.75* 11.30* 6.54* 3.39 3.02 2.15 0.72
229 3071 26.10* 2396* 19.20* 13.10* 7.52* 3.72 3.18 2.25 0.76
19 2745* 23.63* 22.06* 1799* 1244* T711* 3.40 2.77 1.94 0.66
7 2298* 20.05* 19.04* 1578* 11.01* 6.32* 2.97 2.30 1.59 0.55
10 2390* 21.06* 2028* 17.06* 1200* 6.92* 3.19 2.37 1.62 0.56
2 2480* 2207* 2153* 18.38* 13.05* 748" 3.38 2.44 1.65 0.58
" 2570* 23.08* 2276* 1966* 14.08* 8.04* 3.57 2.51 1.68 0.59
° 2662* 2410* 24.01* 20.87* 1503* 8.64* 3.78 2.59 1.72 0.60
! 2755* 2512* 2525* 2211* 1598* 9.21* 3.99 2.66 1.75 0.62
° 2845* 26.13* 2648* 23.36* 16.95* 9.79* 4.22 2.74 1.79 0.63
’ 29.34* 2714* 27.73* 2465* 17.98* 10.40 4.44 2.81 1.82 0.64
1 15.00* 13.94* 1433* 12.80* 937~ 540* 2.27 1.42 0.92 0.32
° 15.03* 13.96* 1435* 12.82* 938~ 541* 2.27 1.42 0.92 0.32
; 29.53* 27.32* 2791* 2479* 18.08* 1045 4.45 2.82 1.82 0.64
N 28.82* 26.49* 26.85* 2366* 17.16* 9.90* 4.26 2.76 1.79 0.63
° 28.10* 2566* 2579* 2256* 16.29* 9.37* 4.03 2.68 1.76 0.62
i 27.35* 2482* 2473* 2148* 1545* 8.85* 3.85 2.62 1.73 0.61
N 26.61* 2397* 2366* 2041* 1460* 831* 3.65 2.54 1.70 0.59
M 2590* 23.14* 2261* 19.28* 1367* 7.80* 3.48 2.48 1.67 0.58
3 2519* 2232* 2155* 18.10* 1272* 7.29* 3.30 242 1.64 0.57
0 2446* 2149* 2048* 16.97* 11.83* 6.74* 3.10 2.35 1.61 0.56
7 2952* 2566* 24.11* 19.69* 1361* 7.72* 3.59 2.85 1.97 0.67
199 33.41* 28.74* 26.62* 2140* 14.62* 8.31* 3.97 3.28 2.29 0.78
229 30.59* 26.07* 23.86* 1895* 1281* 7.31* 3.63 3.12 2.19 0.74
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL140 55 UV 8SEL [140W, 4000K].IES

LUMENS TABULATION - (Cont.)

-25.5

31.22* 2651* 2411* 19.09* 1296* 7.51* 3.85 3.43 242 0.80
-29

28.94* 2461* 2248* 1792* 1232* 7.36 3.96 3.63 2.56 0.83
-33

24.02* 2037* 1872* 1511* 10.66* 6.70 3.89 3.72 2.62 0.83
-37.5

16.12* 13.71* 12.74* 1059* 7.89 5.50 3.61 3.66 2.58 0.78
-42.5

7.46 6.46 6.21 5.55 4.68 3.86 2.92 3.15 2.21 0.64
-47.5

5.61 4.93 4.99 4.84 4.55 4.15 3.36 3.68 2.55 0.72
-55

4.28 3.82 3.93 3.86 3.65 3.34 2.68 2.88 1.96 0.54
-65

1.74 1.61 1.71 1.73 1.67 1.53 1.20 1.24 0.81 0.22
-75

0.68 0.65 0.70 0.73 0.71 0.66 0.51 0.51 0.32 0.09
-85

0.09 0.09 0.09 0.10 0.10 0.09 0.07 0.08 0.05 0.02
-90
Total 863.23 759.98 731.72 61865 44446 268.50 136.38 113.07 77.62 25.48
Vert. Horizontal Angles
Angles

75 85 90 Total

90

0.02 0.00 1.77
85

0.05 0.00 9.40
75

0.05 0.00 23.31
65

0.07 0.00 60.50
55

0.08 0.00 81.24
47.5

0.07 0.00 98.94
42.5

0.08 0.00 195.17
37.5

0.09 0.00 281.27
33

0.10 0.00 334.27
29

0.09 0.00 357.42
25.5

0.09 0.00 350.26
22.5

0.09 0.00 384.64
19.5

0.08 0.00 342.37
17

0.07 0.00 285.90
15

0.07 0.00 296.64
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL140 55 UV 8SEL [140W, 4000K].IES

LUMENS TABULATION - (Cont.)

13

0.07 0.00 307.35
1"

0.07 0.00 318.03
9

0.07 0.00 328.69
7

0.08 0.00 339.37
5

0.08 0.00 350.02
3

0.08 0.00 360.72
1

0.04 0.00 184.28
0

0.04 0.00 184.52
-1

0.08 0.00 362.67
-3

0.08 0.00 353.92
-5

0.08 0.00 345.21
-7

0.08 0.00 336.48
-9

0.07 0.00 327.76
-1

0.07 0.00 319.04
-13

0.07 0.00 310.29
-15

0.07 0.00 301.49
-17

0.08 0.00 364.52
-19.5

0.09 0.00 413.58
-22.5

0.09 0.00 379.64
-25.5

0.10 0.00 389.12
-29

0.10 0.00 364.65
-33

0.10 0.00 307.88
-37.5

0.09 0.00 215.35
-42.5

0.07 0.00 111.26
-47.5

0.08 0.00 93.44
-55

0.06 0.00 70.80
-65

0.03 0.00 28.24
-75

0.02 0.00 11.00
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL140 55 UV 8SEL [140W, 4000K].IES

LUMENS TABULATION - (Cont.)

-85
0.01 0.00 1.51
-90
Total 3.13 0.04 10883.94
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL140 55 UV 8SEL [140W, 4000K].IES

AXIAL CANDELA DISPLAY

188

141

943

a7

Maximum Candela = 18869.805 Located At Horizontal Angle =-7, Vertical Angle = 0
H - Horizontal Axial Candela
V - Vertical Axial Candela
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL140 55 UV 8SEL [140W, 4000K].IES

ISOCANDELA CURVES
60
1 . I
886.08
40
9434907 —_| \

i \

Vertical )
Angles 0 )

-60 0 20 40 60

Horizontal Angles

Maximum Candela = 18869.805 Located At Horizontal Angle =-7, Vertical Angle = 0
50% Maximum Candela = 9434.9025
10% Maximum Candela = 1886.9805
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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