
 

IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL140 55 UV 8SEL [140W, 3000K].IES

DESCRIPTIVE INFORMATION (From Photometric File)

IESNA:LM-63-2002
[TEST] 
[TESTLAB] 
[TESTDATE] 2023-02-08
[ISSUEDATE] 2023-02-22 09:51:45
[LAMPPOSITION] 0,0
[OTHER] EVERFINE GO-2000A_V1 SYSTEM
[MANUFAC] LumenFocus, LLC.
[LUMCAT] PFK SEL140 55 UV 8SEL [140W, 3000K]

Note: Candela values converted from Type-C to Type-B

CHARACTERISTICS

NEMA Type 5 H x 5 V
Maximum Candela 16868.667
Maximum Candela Angle -7H  0V
Horizontal Beam Angle (50%) 68.2
Vertical Beam Angle (50%) 64.7
Horizontal Field Angle (10%) 91.4
Vertical Field Angle (10%) 92.4
Lumens Per Lamp 19591.57 (1 lamp)
Total Lamp Lumens 19591.57
Beam Lumens 13741
Beam Efficiency 70 %
Field Lumens 17978
Field Efficiency 92 %
Spill Lumens 1481
Luminaire Lumens 19459
Total Efficiency 99 %
Total Luminaire Watts 143.4
Ballast Factor 1.00

Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.

Page 1



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL140 55 UV 8SEL [140W, 3000K].IES

AXIAL CANDELA

DEG. HOR. DEG. VERT.

90 1.884 90 8.191
85 5.251 85 42.904
75 129.855 75 112.969
65 434.932 65 298.937
55 664.47 55 832.649
47.5 1109.565 47.5 1233.864
42.5 2521.697 42.5 2727.701
37.5 5213.763 37.5 5449.103
33 8607.994 33 7897.462
29 11987.933 29 10074.565
25.5 14063.961 25.5 11979.471
22.5 15176.253 22.5 13111.508
19.5 15901.17 19.5 14043.275
17 16299.827 17 14405.264
15 16510.439 15 14694.855
13 16658.995 13 14982.565
11 16754.899 11 15271.216
9 16816.954 9 15559.866
7 16847.982 7 15848.517
5 16863.025 5 16136.227
3 16866.786 3 16425.818
1 16861.145 1 16714.469
0 16859.264 0 16859.264
-1 16857.384 -1 16753.018
-3 16859.264 -3 16540.526
-5 16864.906 -5 16328.975
-7 16868.667 -7 16117.423
-9 16863.025 -9 15906.811
-11 16847.041 -11 15695.26
-13 16806.611 -13 15482.768
-15 16731.393 -15 15270.276
-17 16613.864 -17 15059.664
-19.5 16371.285 -19.5 14795.459
-22.5 15888.007 -22.5 13900.36
-25.5 15079.409 -25.5 12773.025
-29 13453.751 -29 10787.259
-33 10257.909 -33 8515.475
-37.5 6185.867 -37.5 5959.742
-42.5 2823.417 -42.5 3121
-47.5 1153.756 -47.5 1534.737
-55 641.782 -55 1035.851
-65 422.389 -65 369.548
-75 126.066 -75 135.91
-85 4.716 -85 46.49
-90 2.093 -90 1.867
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL140 55 UV 8SEL [140W, 3000K].IES

LUMEN TABULATION
Average Of Right And Left Sides
Total Luminaire Lumens (one side of beam only) = 9729.69
Total Field Lumens (one side of beam only) = 8989.1
* Indicates Values Inside Field Edge

Vert. Horizontal Angles
Angles

 0  1  3  5  7  9  11  13  15  17
90

0.04 0.08 0.08 0.08 0.07 0.07 0.07 0.07 0.07 0.08
85

0.24 0.47 0.46 0.45 0.44 0.42 0.40 0.39 0.37 0.45
75

0.63 1.24 1.22 1.19 1.15 1.11 1.06 1.01 0.96 1.14
65

1.72 3.42 3.36 3.27 3.16 3.03 2.89 2.74 2.58 3.01
55

2.36 4.68 4.60 4.48 4.33 4.15 3.95 3.73 3.51 4.07
47.5

3.02 * 6.05 * 5.97 * 5.82 * 5.67 * 5.49 * 5.30 * 5.09 * 4.79 5.52
42.5

6.24 * 12.47 * 12.37 * 12.20 * 11.97 * 11.66 * 11.34 * 10.94 * 10.39 * 12.11 *
37.5

9.16 * 18.27 * 18.15 * 17.98 * 17.73 * 17.37 * 16.88 * 16.26 * 15.53 * 18.16 *
33

10.96 * 21.87 * 21.74 * 21.53 * 21.25 * 20.87 * 20.33 * 19.62 * 18.74 * 21.89 *
29

11.76 * 23.49 * 23.35 * 23.14 * 22.83 * 22.41 * 21.86 * 21.13 * 20.21 * 23.62 *
25.5

11.47 * 22.90 * 22.79 * 22.59 * 22.30 * 21.90 * 21.38 * 20.69 * 19.83 * 23.22 *
22.5

12.41 * 24.78 * 24.67 * 24.47 * 24.18 * 23.77 * 23.23 * 22.53 * 21.64 * 25.43 *
19.5

10.83 * 21.63 * 21.54 * 21.38 * 21.15 * 20.82 * 20.39 * 19.82 * 19.09 * 22.54 *
17

8.86 * 17.71 * 17.64 * 17.52 * 17.34 * 17.10 * 16.77 * 16.35 * 15.80 * 18.73 *
15

9.04 * 18.06 * 18.00 * 17.88 * 17.72 * 17.48 * 17.17 * 16.77 * 16.25 * 19.34 *
13

9.22 * 18.41 * 18.35 * 18.25 * 18.09 * 17.87 * 17.57 * 17.18 * 16.69 * 19.94 *
11

9.39 * 18.77 * 18.71 * 18.61 * 18.46 * 18.25 * 17.97 * 17.60 * 17.13 * 20.55 *
9

9.57 * 19.12 * 19.07 * 18.98 * 18.84 * 18.64 * 18.38 * 18.03 * 17.58 * 21.16 *
7

9.75 * 19.48 * 19.43 * 19.35 * 19.21 * 19.03 * 18.79 * 18.46 * 18.04 * 21.77 *
5

9.92 * 19.83 * 19.79 * 19.71 * 19.59 * 19.42 * 19.19 * 18.88 * 18.48 * 22.38 *
3

10.09 * 20.18 * 20.14 * 20.07 * 19.96 * 19.80 * 19.59 * 19.30 * 18.93 * 22.98 *
1

5.11 * 10.22 * 10.20 * 10.17 * 10.12 * 10.04 * 9.94 * 9.81 * 9.63 * 11.71 *
0

5.12 * 10.23 * 10.22 * 10.18 * 10.13 * 10.06 * 9.95 * 9.82 * 9.64 * 11.73 *
-1

10.14 * 20.27 * 20.23 * 20.16 * 20.05 * 19.90 * 19.68 * 19.40 * 19.03 * 23.11 *
-3

10.01 * 20.02 * 19.97 * 19.90 * 19.78 * 19.61 * 19.39 * 19.08 * 18.69 * 22.65 *
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL140 55 UV 8SEL [140W, 3000K].IES

LUMENS TABULATION - (Cont.)

-5
9.89 * 19.76 * 19.71 * 19.63 * 19.50 * 19.33 * 19.08 * 18.76 * 18.35 * 22.17 *

-7
9.76 * 19.50 * 19.45 * 19.36 * 19.22 * 19.03 * 18.77 * 18.43 * 18.00 * 21.69 *

-9
9.63 * 19.24 * 19.18 * 19.09 * 18.94 * 18.74 * 18.47 * 18.11 * 17.65 * 21.21 *

-11
9.50 * 18.98 * 18.92 * 18.82 * 18.66 * 18.45 * 18.17 * 17.79 * 17.31 * 20.74 *

-13
9.37 * 18.72 * 18.65 * 18.55 * 18.39 * 18.17 * 17.87 * 17.48 * 16.97 * 20.28 *

-15
9.24 * 18.46 * 18.39 * 18.28 * 18.11 * 17.88 * 17.56 * 17.15 * 16.63 * 19.80 *

-17
11.37 * 22.71 * 22.62 * 22.47 * 22.24 * 21.93 * 21.51 * 20.96 * 20.26 * 24.05 *

-19.5
13.11 * 26.19 * 26.08 * 25.90 * 25.61 * 25.23 * 24.71 * 24.03 * 23.17 * 27.40 *

-22.5
12.19 * 24.35 * 24.24 * 24.05 * 23.77 * 23.39 * 22.89 * 22.22 * 21.39 * 25.23 *

-25.5
12.57 * 25.10 * 24.96 * 24.75 * 24.45 * 24.04 * 23.51 * 22.79 * 21.90 * 25.77 *

-29
11.77 * 23.50 * 23.35 * 23.14 * 22.86 * 22.48 * 21.93 * 21.21 * 20.35 * 23.91 *

-33
9.93 * 19.82 * 19.68 * 19.50 * 19.22 * 18.84 * 18.32 * 17.68 * 16.93 * 19.90 *

-37.5
6.92 * 13.84 * 13.71 * 13.51 * 13.24 * 12.88 * 12.50 * 12.04 * 11.44 * 13.36 *

-42.5
3.55 * 7.09 * 6.99 * 6.79 * 6.58 * 6.34 * 6.08 * 5.79 * 5.41 * 6.20

-47.5
2.93 5.82 5.71 5.52 5.30 5.03 4.74 4.42 4.10 4.69

-55
2.14 4.24 4.17 4.04 3.89 3.70 3.50 3.29 3.07 3.54

-65
0.77 1.53 1.51 1.47 1.42 1.36 1.31 1.25 1.18 1.39

-75
0.28 0.55 0.54 0.53 0.52 0.50 0.48 0.47 0.45 0.54

-85
0.04 0.07 0.07 0.07 0.07 0.07 0.06 0.06 0.06 0.07

-90
Total 331.98 663.12 660.00 654.85 647.51 637.67 624.92 608.63 588.24 699.21

Vert. Horizontal Angles
Angles

 19.5  22.5  25.5  29  33  37.5  42.5  47.5  55  65
90

0.09 0.09 0.09 0.10 0.10 0.09 0.08 0.09 0.08 0.05
85

0.51 0.48 0.52 0.54 0.53 0.49 0.39 0.41 0.30 0.13
75

1.27 1.18 1.26 1.27 1.23 1.13 0.90 0.96 0.66 0.21
65

3.30 2.99 3.10 3.07 2.93 2.71 2.19 2.39 1.66 0.48
55

4.43 3.97 4.08 4.01 3.81 3.52 2.88 3.17 2.20 0.62
47.5

5.98 5.20 5.04 4.54 3.89 3.26 2.52 2.74 1.92 0.56
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL140 55 UV 8SEL [140W, 3000K].IES

LUMENS TABULATION - (Cont.)

42.5
13.01 * 10.98 * 10.17 * 8.46 6.36 4.54 3.08 3.19 2.25 0.68

37.5
19.42 * 16.29 * 14.83 * 11.93 * 8.45 * 5.42 3.28 3.23 2.29 0.72

33
23.44 * 19.67 * 17.75 * 14.07 * 9.69 * 5.89 3.32 3.14 2.24 0.73

29
25.29 * 21.17 * 19.03 * 14.98 * 10.16 * 5.98 3.22 2.97 2.12 0.70

25.5
24.89 * 20.92 * 18.95 * 14.97 * 10.11 * 5.84 * 3.03 2.70 1.92 0.65

22.5
27.46 * 23.33 * 21.42 * 17.16 * 11.71 * 6.72 * 3.32 2.84 2.01 0.68

19.5
24.54 * 21.13 * 19.72 * 16.09 * 11.12 * 6.36 * 3.04 2.48 1.73 0.59

17
20.55 * 17.93 * 17.02 * 14.11 * 9.84 * 5.65 * 2.65 2.06 1.42 0.49

15
21.36 * 18.83 * 18.13 * 15.25 * 10.73 * 6.18 * 2.85 2.12 1.45 0.50

13
22.17 * 19.73 * 19.25 * 16.43 * 11.66 * 6.69 * 3.02 2.18 1.48 0.51

11
22.98 * 20.63 * 20.35 * 17.57 * 12.59 * 7.19 * 3.19 2.25 1.51 0.53

9
23.80 * 21.55 * 21.46 * 18.66 * 13.44 * 7.72 * 3.38 2.31 1.54 0.54

7
24.62 * 22.46 * 22.57 * 19.76 * 14.29 * 8.23 * 3.56 * 2.38 1.57 0.55

5
25.43 * 23.36 * 23.67 * 20.88 * 15.16 * 8.76 * 3.78 * 2.45 1.60 0.56

3
26.23 * 24.26 * 24.79 * 22.03 * 16.07 * 9.30 * 3.97 * 2.51 1.62 0.57

1
13.41 * 12.46 * 12.81 * 11.44 * 8.37 * 4.83 * 2.03 * 1.27 0.82 0.29

0
13.43 * 12.48 * 12.83 * 11.46 * 8.38 * 4.84 * 2.03 * 1.27 0.82 0.29

-1
26.40 * 24.42 * 24.95 * 22.17 * 16.16 * 9.35 * 3.98 * 2.52 1.63 0.57

-3
25.76 * 23.68 * 24.00 * 21.15 * 15.34 * 8.85 * 3.80 * 2.47 1.60 0.57

-5
25.12 * 22.94 * 23.06 * 20.16 * 14.56 * 8.37 * 3.61 * 2.40 1.57 0.55

-7
24.45 * 22.18 * 22.10 * 19.20 * 13.81 * 7.91 * 3.44 2.34 1.55 0.54

-9
23.79 * 21.43 * 21.15 * 18.25 * 13.05 * 7.43 * 3.26 2.27 1.52 0.53

-11
23.15 * 20.69 * 20.22 * 17.23 * 12.22 * 6.97 * 3.11 2.22 1.49 0.52

-13
22.52 * 19.95 * 19.26 * 16.18 * 11.37 * 6.51 * 2.95 2.16 1.46 0.51

-15
21.86 * 19.21 * 18.31 * 15.17 * 10.57 * 6.03 * 2.77 2.10 1.44 0.50

-17
26.39 * 22.94 * 21.55 * 17.60 * 12.17 * 6.90 * 3.21 2.55 1.76 0.60

-19.5
29.87 * 25.69 * 23.80 * 19.13 * 13.07 * 7.43 * 3.55 2.93 2.04 0.69

-22.5
27.35 * 23.31 * 21.33 * 16.94 * 11.45 * 6.53 * 3.24 2.79 1.96 0.66
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL140 55 UV 8SEL [140W, 3000K].IES

LUMENS TABULATION - (Cont.)

-25.5
27.91 * 23.70 * 21.56 * 17.07 * 11.58 * 6.71 * 3.44 3.07 2.16 0.72

-29
25.87 * 22.00 * 20.09 * 16.02 * 11.02 * 6.58 3.54 3.25 2.29 0.74

-33
21.47 * 18.21 * 16.74 * 13.51 * 9.53 * 5.99 3.48 3.33 2.34 0.74

-37.5
14.41 * 12.26 * 11.39 * 9.46 * 7.05 4.91 3.22 3.28 2.30 0.70

-42.5
6.67 5.77 5.56 4.96 4.19 3.45 2.61 2.81 1.98 0.57

-47.5
5.02 4.41 4.46 4.33 4.06 3.71 3.00 3.29 2.28 0.64

-55
3.83 3.42 3.51 3.45 3.26 2.99 2.39 2.57 1.75 0.48

-65
1.55 1.44 1.53 1.54 1.49 1.37 1.07 1.11 0.72 0.20

-75
0.61 0.58 0.63 0.65 0.64 0.59 0.45 0.46 0.29 0.08

-85
0.08 0.08 0.08 0.09 0.09 0.08 0.06 0.07 0.05 0.02

-90
Total 771.68 679.39 654.12 553.04 397.32 240.02 121.91 101.08 69.39 22.78

Vert. Horizontal Angles
Angles

 75  85  90  Total
90

0.02 0.00 1.58
85

0.04 0.00 8.40
75

0.04 0.00 20.83
65

0.06 0.00 54.09
55

0.07 0.00 72.62
47.5

0.06 0.00 88.45
42.5

0.08 0.00 174.47
37.5

0.08 0.00 251.44
33

0.09 0.00 298.82
29

0.08 0.00 319.51
25.5

0.08 0.00 313.12
22.5

0.08 0.00 343.85
19.5

0.07 0.00 306.07
17

0.06 0.00 255.58
15

0.06 0.00 265.18
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL140 55 UV 8SEL [140W, 3000K].IES

LUMENS TABULATION - (Cont.)

13
0.06 0.00 274.75

11
0.07 0.00 284.30

9
0.07 0.00 293.83

7
0.07 0.00 303.38

5
0.07 0.00 312.90

3
0.07 0.00 322.47

1
0.04 0.00 164.73

0
0.04 0.00 164.95

-1
0.07 0.00 324.21

-3
0.07 0.00 316.39

-5
0.07 0.00 308.60

-7
0.07 0.00 300.80

-9
0.07 0.00 293.00

-11
0.06 0.00 285.21

-13
0.06 0.00 277.38

-15
0.06 0.00 269.52

-17
0.07 0.00 325.86

-19.5
0.08 0.00 369.72

-22.5
0.08 0.00 339.38

-25.5
0.09 0.00 347.85

-29
0.09 0.00 325.98

-33
0.09 0.00 275.23

-37.5
0.08 0.00 192.51

-42.5
0.06 0.00 99.46

-47.5
0.07 0.00 83.53

-55
0.05 0.00 63.29

-65
0.03 0.00 25.24

-75
0.02 0.00 9.84
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL140 55 UV 8SEL [140W, 3000K].IES

LUMENS TABULATION - (Cont.)

-85
0.01 0.00 1.35

-90
Total 2.80 0.04 9729.7
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Page 8



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL140 55 UV 8SEL [140W, 3000K].IES

AXIAL CANDELA DISPLAY
 

4217

8434

12652

16869

H

V

Maximum Candela = 16868.667   Located At Horizontal Angle =-7, Vertical Angle = 0
H - Horizontal Axial Candela
V - Vertical Axial Candela
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL140 55 UV 8SEL [140W, 3000K].IES

ISOCANDELA CURVES
 

0 20 40 60

Horizontal Angles

-60

-40

-20

0

20

40

60

Vertical

Angles

1686.867

8434.334

Maximum Candela = 16868.667   Located At Horizontal Angle =-7, Vertical Angle = 0
50% Maximum Candela = 8434.3335
10% Maximum Candela = 1686.8667
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