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IES FLOOD REPORT

PHOTOMETRIC FILENAME : PFK SEL290 76 UV 8SEL [210W, 5000K].IES
DESCRIPTIVE INFORMATION (From Photometric File)
IESNA:LM-63-2002

[TEST] BLC2112016E-J

[ISSUEDATE] 2021-12-15 14:37

[MANUFAC] LumenFocus, LLC.

[LUMCAT] PFK SEL290 76 UV 8SEL [210W, 5000K]

[LUMINAIRE]

[LAMPCAT]

[LAMP]

[ VOLTAGE] 120.0 V

[ CURRENT] 2.435A

[ POWERFACTOR] 0.998

[ THD] 2.33

[TESTLAB] UTEST TECHNICAL LABORATORY

[ TESTINST] GPM-3000

[ TESTDIST] 14.140 m [K=1.0000]

[ TESTTEMPERATURE] 25.8 'C

[ TESTHUMIDITY]

[ TESTOPERATOR]

[BALLAST]

[BALLASTCAT]

Note: Candela values converted from Type-C to Type-B
CHARACTERISTICS

NEMA Type 7THx6V

Maximum Candela 13424.495

Maximum Candela Angle 1H 1V

Horizontal Beam Angle (50%) 105.5

Vertical Beam Angle (50%) 85.9

Horizontal Field Angle (10%) 144 .4

Vertical Field Angle (10%) 120.0

Lumens Per Lamp 28365.25 (1 lamp)

Total Lamp Lumens 28365.25

Beam Lumens 22203

Beam Efficiency 78 %

Field Lumens 27436

Field Efficiency 97 %

Spill Lumens 1025

Luminaire Lumens 28461

Total Efficiency 100 %

Total Luminaire Watts 211.2

Ballast Factor 1.00
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME

AXIAL CANDELA

DEG. HOR. DEG.
90 .083 90
85 26.835 85
75 820.479 75
65 2901.617 65
55 6034.562 55
47.5 8250.49 47.5
425 9818.504 425

37.5 10729.524 37.5
33 11409.659 33
29 11909.358 29
255  12257.441 255
225 12528.107 225
19.5 12749117 19.5

17 12917.677 17
15 13033.972 15
13 13143.167 13
11 13217.811 11
9 13277.032 9
7 13323.611 7
5 13357.227 5
3 13388.999 3

1 13418.303 1
0 13418.303 0
-1 13406.889 -1
-3 13352.602 -3
-5 13318.06 -5
-7 13269.325 -7
-9 13198.993 -9
-1 13117.257 -1
-13 13039.523 -13

-15 12938.035 -15
-17 12824.839 -17
-19.5 12645473 -19.5
-22.5 12372.494 -22.5
-25.5 12099.515 -25.5
-29 11716.262 -29
-33 11227.673 -33

-37.5 10560.488 -37.5
-42.5 9658.261 -42.5
-47.5 8526.088 -47.5
-55 6013.589 -55
-65 2730.11 -65
-75 752.623 -75
-85 29.926 -85
-90 0 -90

: PFK SEL290 76 UV 8SEL [210W, 5000K].IES

VERT.

0

11.461
184.047
706.436
1964.388
4331.74
6635.562
8648.912
10074.491
11109.365
11812.239
12269.253
12625.885
12865.228
13010.547
13126.426
13212.875
13286.936
13351.062
13384.534
13404.979
13419.851
13418.303
13410.243
13384.838
13341.766
13282.288
13218.458
13158.342
13067.253
12976.467
12862.137
12695.29
12430.526
12063.826
11534.772
10683.017
9272.318
7131.003
4720.895
1998.172
672.053
182.186
22.003

0
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL290 76 UV 8SEL [210W, 5000K].IES

LUMEN TABULATION
Average Of Right And Left Sides
Total Luminaire Lumens (one side of beam only) = 14230.45
Total Field Lumens (one side of beam only) = 13717.93

* Indicates Values Inside Field Edge

Vert. Horizontal Angles
Angles
0 1 3 ) 7 9 n 13 15 17

90

0.01 0.02 0.02 0.02 0.02 0.02 0.02 0.02 0.02 0.02
% 0.30 0.60 0.60 0.59 0.58 0.57 0.55 0.54 0.52 0.62
i 1.36 272 2.72 2.69 2.65 2.60 2.54 2.46 2.38 2.84
e 4.08 8.22* 8.23 * 8.17* 8.08 7.93 7.75 7.52 7.26 8.70
% 7.22* 1455* 1461* 1455* 1440* 1416* 13.85* 1344* 1296* 1565*
4 8.38* 16.85* 16.90* 16.83* 16.66* 16.39* 16.06* 1561* 15.08* 18.21*
429 11.66* 2340* 23.40* 2329* 23.03* 2265* 2222* 2169* 2112* 2559*
378 12.85* 25.74* 2570* 2556* 2531* 2492* 2445* 2397* 2349* 2857*
% 12.92* 2585* 2579* 2563* 2538* 25.04* 2462* 2420* 23.74* 2890°*
2 12.22* 2444* 2436* 2421* 2397* 2367* 23.32* 2294* 2251* 2743*
28 11.01* 2199* 2192* 2178* 2158* 21.32* 21.03* 20.70* 20.31* 24.77~*
225 11.38* 22.73* 2265* 2251* 2231* 2206* 21.77* 2143* 21.04* 2567*
19 9.71* 19.39* 19.32* 19.20* 19.03* 18.83* 1859* 1830* 1797* 21.93*
7 7.88* 15.74* 1568* 1558* 1546* 1530* 1510* 14.88* 1460* 17.80*
1 7.96* 1590* 1584* 1575* 1562* 1546* 1527* 1503* 14.75* 1799~
" 8.02* 16.03* 1597* 1588* 1576* 1560* 1539* 1515* 1487* 18.14*
" 8.07 * 16.12* 16.07* 1599* 1586* 1570* 1549* 1524* 1496* 18.26*
° 8.11~ 16.20* 16.15* 16.06* 1594* 1577* 1556* 1531* 15.03* 1835~
! 8.14* 16.26* 16.21* 16.13* 1599* 1582* 1561* 1536* 15.08* 18.41*
° 8.16 * 16.30* 16.25* 16.16* 16.02* 1585* 1564* 1540* 1512* 18.46°*
’ 8.17* 16.32* 16.26* 16.16* 16.03* 1586* 1565* 1541* 1514* 18.48*
1 4.09* 8.16 * 8.12* 8.07 * 8.01* 7.92* 7.83* 7.71* 7.57* 9.25*
° 4.09* 8.16 * 8.12* 8.07 * 8.01* 7.92* 7.83* 7.71* 7.57* 9.25*
; 8.16 * 16.31* 16.26* 16.16* 16.03* 1586* 15.65* 1542* 1514* 18.49*
N 8.14* 16.28* 16.22* 16.13* 16.01* 1584* 1564* 1540* 1512* 18.46*
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL290 76 UV 8SEL [210W, 5000K].IES

LUMENS TABULATION - (Cont.)

° 8.11* 16.22* 16.17* 16.07* 1595* 1579* 1559* 1536* 15.08* 18.42*
i 8.08 * 16.15* 16.11* 16.00* 1587* 1570* 1551* 1528* 15.02* 18.34*
N 8.04 * 16.07* 16.02* 1592* 1578* 1561* 1541* 1518* 1492* 18.23*
" 7.99* 1597* 1592* 1583* 1569* 1551* 1530* 1507* 14.81* 18.09*
e 7.93* 15.85* 1580* 1571* 1557* 1539* 1518* 1494* 1468* 17.93*
1 7.87* 15.72* 1567* 1558* 1544* 1526* 15.05* 1481* 1454* 17.75*
7 9.73* 1944* 1936* 19.25* 19.08* 18.86* 1860* 1829* 1795* 2191~
199 11.48* 2293* 2284* 2270* 2251* 2225* 2193* 2157 2116* 2580*
229 11.19* 2236* 2229* 2215* 2196* 21.71* 2140* 21.04* 2062* 2513*
290 12.58* 2515* 2507* 2493* 2471* 2442* 2406* 23.64* 23.16* 28.20°*
2 13.54* 27.09* 27.01* 26.85* 26.62* 26.28* 2586* 2538* 2483* 30.19*
33 13.69* 2741* 2736* 2722* 26.97* 2658* 26.09* 2554* 2496* 30.31*
37 12.51* 2511* 2513* 25.02* 2477* 2438* 23.89* 23.27* 2262* 2745*
42 9.05* 18.23* 1830* 18.25* 18.08* 17.80* 1742* 16.89* 16.28* 19.69*
a7 7.71* 1558* 1569* 1567* 1556* 1534* 1500* 1453* 13.95* 16.82*
0 4.08 8.26 * 8.31* 8.29* 8.23* 8.11* 7.94 7.70 7.41 8.89
00 1.30 2.61 2.61 2.58 2.55 2.51 2.45 2.38 2.31 2.76
7o 0.31 0.62 0.62 0.62 0.61 0.60 0.59 0.57 0.55 0.66
90 0.02 0.03 0.03 0.03 0.03 0.03 0.03 0.03 0.03 0.04
'-I%(:al 347.31 695.10 693.68 689.84 683.69 67520 664.72 652.31 638.25 776.83
Vert. Horizontal Angles
Angles

19.5 22.5 25.5 29 33 37.5 42.5 47.5 55 65
% 0.03 0.02 0.03 0.03 0.03 0.03 0.03 0.03 0.03 0.01
% 0.70 0.66 0.70 0.72 0.70 0.64 0.53 0.60 0.43 0.15
i 3.22 3.04 3.28 3.34 3.21 2.89 2.41 2.81 1.96 0.58
°° 10.05 9.67 10.60 10.87 10.27 9.30 7.83 8.83 6.05 1.74
> 18.18* 17.41* 1895* 1921* 18.09* 16.36* 13.16* 14.02 9.38 2.68
4 21.00* 19.92* 2158* 22.00* 20.85* 18.62* 1442* 1469* 9.51 2.68
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL290 76 UV 8SEL [210W, 5000K].IES

LUMENS TABULATION - (Cont.)

428 2943* 2785* 30.19* 31.02* 2982* 26.66* 2030* 20.22* 12.69* 3.50
318 3294* 31.26* 34.02* 3512* 3420* 31.05* 23.77* 23.46* 1444* 391
% 33.40* 31.81* 3474* 36.11* 3559* 3282* 2549* 2516* 1529* 4.12
29 31.76 * 30.29* 33.14* 3464* 3452* 3224* 2537* 2517* 1521* 410
258 2869* 2737* 30.02* 3153* 31.62* 2995* 23.79* 23.58* 14.32* 3.88
229 29.72* 2837* 3120* 32.89* 33.18* 3167* 2523* 2515* 1544* 419~
19 25.38* 2425* 26.71* 2826* 2861* 27.31* 21.84* 2204* 1367* 372"
7 2062* 19.72* 21.76* 23.07* 2337* 2232* 1794* 1824* 1141* 311~
1 20.84* 1995* 22.04* 23.38* 2368* 2268* 1831* 1873* 11.78* 3.22*
3 21.03* 2014* 2226* 23.61* 2393* 2297* 1862* 19.16* 1213* 3.33*
" 2117*  20.29* 2242* 23.79* 2413* 23.20* 18.87* 1954* 1243* 342*
° 21.28* 20.39* 2254* 23.92* 2430* 2340* 19.09* 19.86* 1271* 351*
! 21.36* 2047* 2263* 24.02* 2442* 2355* 19.26* 2012* 1295* 3.59*
° 2142* 20.52* 2269* 2410* 2450* 2366* 19.38* 20.35* 13.18* 3.66°*
’ 21.44* 20.55* 22.73* 2414* 2456* 23.73* 1946* 2050* 13.34* 371"
! 10.73* 10.28* 11.37* 12.08* 1229* 1188* 975~ 10.29* 6.71* 1.87*
° 10.73* 10.28* 11.37* 12.08* 1229* 1189* 976~ 10.29* 6.711* 1.87*
; 2145* 20.55* 2273* 2414* 2456* 23.75* 1949* 20.54* 13.37* 3.72*
N 21.42* 20.52* 22.69* 2410* 2452* 23.69* 1942* 2042* 13.24* 367"
° 21.37* 2047* 2263* 24.03* 2444* 2361* 19.32* 2023* 13.04* 361*
i 21.29* 2040* 2255* 23.94* 2433* 2347* 1918* 20.00* 12.83* 3.53*
N 21.17* 20.29* 2243* 23.80* 2417* 23.29* 19.00* 19.72* 1258* 345"
" 21.01* 20.15* 2227* 2363* 2398* 23.09* 18.78* 1939* 1230* 3.36*
3 20.82* 1997* 22.07* 23.42* 23.76* 2283* 1851* 19.00* 11.98* 3.26*
7 2061* 19.76* 21.83* 23.15* 2348* 2251* 1817* 1855* 1162* 3.16*
7 2542* 2435* 26.87* 2847* 2885* 2761* 2218* 2247* 13.96* 3.78*
190 2990* 28.61* 3155* 3332* 3365* 32.15* 2571* 2577* 1584* 427"
229 29.10* 27.82* 30.59* 32.19* 3232* 3059* 2434* 2428* 1476* 3.96
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL290 76 UV 8SEL [210W, 5000K].IES

LUMENS TABULATION - (Cont.)

-25.5

32.64* 31.15* 3416* 3576* 3563* 3321* 26.13* 26.05* 15.76* 4.20
-29

34.85* 33.19* 36.33* 37.79* 37.14* 3413* 2650* 26.27* 1596* 4.25
-33

3491* 33.08* 36.04* 37.25* 36.11* 3259* 2494* 2472* 1521* 4.07
-37.5

31.62* 29.89* 3234* 33.19* 31.80* 28.26* 2145* 2145* 1347* 3.66
-42.5

2279* 2160* 2327* 2368* 2243* 1991* 1533* 1563* 10.09 2.80
-47.5

19.58* 18.71* 20.21* 2053* 1945* 17.53* 13.98* 1487* 9.95 2.81
-55

10.34 10.01 10.95 11.25 10.77 9.87 8.26 9.34 6.47 1.84
-65

3.17 3.03 3.31 3.43 3.34 3.01 2.53 2.99 2.1 0.64
-75

0.75 0.70 0.76 0.79 0.77 0.71 0.57 0.65 0.49 0.19
-85

0.04 0.04 0.04 0.04 0.05 0.04 0.04 0.04 0.04 0.02
-90
Total 899.37 858.78 94258 987.82 983.70 92470 73842 75520 476.85 130.79
Vert. Horizontal Angles
Angles

75 85 90 Total

90

0.00 0.00 0.45
85

0.03 0.00 11.31
75

0.08 0.00 51.78
65

0.21 0.00 161.36
55

0.32 0.00 283.14
47.5

0.32 0.00 322.55
42.5

0.41 0.00 450.16
37.5

0.46 0.00 505.18
33

0.48 0.00 517.07
29

0.48 0.00 496.01
25.5

0.45 0.00 451.59
22.5

0.48 0.00 471.08
19.5

0.43 0.00 404.49
17

0.36 0.00 329.94
15

0.37 0.00 334.57
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL290 76 UV 8SEL [210W, 5000K].IES

LUMENS TABULATION - (Cont.)

13

0.38 0.00 338.36
1"

0.39 0.00 341.42
9

0.40 0.00 343.89
7

0.41 0.00 345.81
5

0.42 0.00 347.23
3

0.43 0.00 348.09
1

0.21 0.00 174.19
0

0.21 0.00 174.20
-1

0.43 0.00 348.20
-3

0.42 0.00 347.37
-5

0.42 0.00 345.93
-7

0.41 0.00 343.98
-9

0.40 0.00 341.48
-1

0.39 0.00 338.52
-13

0.37 0.00 335.01
-15

0.36 0.00 330.89
-17

0.43 0.00 406.86
-19.5

0.49 0.00 476.44
-22.5

0.45 0.00 460.28
-25.5

0.48 0.00 511.09
-29

0.49 0.00 540.53
-33

0.47 0.00 535.52
-37.5

0.42 0.00 481.71
-42.5

0.32 0.00 347.86
-47.5

0.33 0.00 303.78
-55

0.22 0.00 166.54
-65

0.09 0.00 51.71
-75

0.04 0.00 1217
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL290 76 UV 8SEL [210W, 5000K].IES

LUMENS TABULATION - (Cont.)

-85
0.00 0.00 0.70
-90
Total 15.18 0.09 14230.44

Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc. Page 8
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL290 76 UV 8SEL [210W, 5000K].IES

AXIAL CANDELA DISPLAY

1342

100

671

33

Maximum Candela = 13424.495 Located At Horizontal Angle = 1, Vertical Angle = 1
H - Horizontal Axial Candela
V - Vertical Axial Candela
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL290 76 UV 8SEL [210W, 5000K].IES

ISOCANDELA CURVES
90
60 —
\\
71224

i A

- B
BN

-60 [1342[449

-90 ¢ 30 60 90

Horizontal Angles

Maximum Candela = 13424.495 Located At Horizontal Angle = 1, Vertical Angle = 1
50% Maximum Candela = 6712.2475
10% Maximum Candela = 1342.4495
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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