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IES FLOOD REPORT

PHOTOMETRIC FILENAME : PFK SEL290 76 UV 8SEL [210W, 3000K].IES
DESCRIPTIVE INFORMATION (From Photometric File)
IESNA:LM-63-2002

[TEST] BLC2112016E-J

[ISSUEDATE] 2021-12-15 14:37

[MANUFAC] LumenFocus, LLC.

[LUMCAT] PFK SEL290 76 UV 8SEL [210W, 3000K]

[LUMINAIRE]

[LAMPCAT]

[LAMP]

[ VOLTAGE] 120.0 V

[ CURRENT] 2.435A

[ POWERFACTOR] 0.998

[ THD] 2.33

[TESTLAB] UTEST TECHNICAL LABORATORY

[ TESTINST] GPM-3000

[ TESTDIST] 14.140 m [K=1.0000]

[ TESTTEMPERATURE] 25.8 'C

[ TESTHUMIDITY]

[ TESTOPERATOR]

[BALLAST]

[BALLASTCAT]

Note: Candela values converted from Type-C to Type-B
CHARACTERISTICS

NEMA Type 7THx6V

Maximum Candela 12359.263

Maximum Candela Angle 1H 1V

Horizontal Beam Angle (50%) 105.5

Vertical Beam Angle (50%) 85.9

Horizontal Field Angle (10%) 144 .4

Vertical Field Angle (10%) 120.0

Lumens Per Lamp 26114.47 (1 lamp)

Total Lamp Lumens 26114.47

Beam Lumens 20441

Beam Efficiency 78 %

Field Lumens 25259

Field Efficiency 97 %

Spill Lumens 944

Luminaire Lumens 26203

Total Efficiency 100 %

Total Luminaire Watts 211.2

Ballast Factor 1.00
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME

AXIAL CANDELA

DEG. HOR. DEG.
90 .077 90
85 24.706 85
75 755.374 75
65 2671.374 65
55 55655.721 55
475 7595.815 47.5
425  9039.407 425
37.5 9878.138 37.5

33 10504.305 33
29 10964.352 29
255 11284.815 255
22,5 11534.004 225
19.5  11737.477 19.5
17 11892.661 17
15 11999.728 15
13 12100.259 13
12168.98
12223.502
12266.385
12297.334
12326.584
12353.563
12353.563
12343.055
-3 12293.076 -3
-5 12261.274 -5
-7 12216.407 -7
-9 12151.655 -9
-1 12076.405 -11
-13 12004.839 -13

Lo, wuo~N©=
Lo, wuo~N©=

-15 11911.404 -15
-17 11807.19 -17
-19.5 11642.057 -19.5
-22.5 11390.738 -22.5
-25.5 11139.42 -25.5

-29 10786.579 -29
-33 10336.759 -33

-37.5 9722.515 -37.5
-42.5 8891.88 -42.5
-47.5 7849.545 -47.5
-55 5536.412 -55
-65 2513.476 -65
-75 692.903 -75
-85 27.552 -85
-90 0 -90

: PFK SEL290 76 UV 8SEL [210W, 3000K].IES

VERT.

0

10.552
169.443
650.38
1808.514
3988.018
6109.031
7962.623
9275.082
10227.839
10874.94
11295.69
11624.023
11844.374
11978.162
12084.847
12164.436
12232.62
12291.657
12322.474
12341.297
12354.989
12353.563
12346.142
12322.754
12283.099
12228.341
12169.575
12114.23
12030.368
11946.787
11841.529
11687.921
11444.166
11106.563
10619.489
9835.321
8536.561
6565.159
4346.292
1839.618
618.726
167.729
20.258

0
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL290 76 UV 8SEL [210W, 3000K].IES

LUMEN TABULATION
Average Of Right And Left Sides
Total Luminaire Lumens (one side of beam only) = 13101.25
Total Field Lumens (one side of beam only) = 12629.41

* Indicates Values Inside Field Edge

Vert.
Angles

Horizontal Angles

1 3 5 z 9 n 13 15 a7

90

0.01 0.02 0.02 0.02 0.02 0.02 0.02 0.02 0.02 0.02
% 0.27 0.55 0.55 0.54 0.53 0.52 0.51 0.49 0.48 0.57
i 1.25 2.51 2.50 2.48 2.44 2.40 2.34 2.27 2.19 2.61
® 3.75 7.56* 7.57* 7.52* 7.43 7.30 713 6.93 6.68 8.01
% 6.64 * 1340* 1345* 13.39* 13.26* 13.04* 1275* 1238* 11.93* 1441~
47 7.71* 15.52* 1556* 1550* 15634* 15.09* 1479* 1437* 1388* 16.77*
429 10.74* 21.54* 21.54* 2144* 2121* 2086* 2046* 19.97* 1944* 2356*
378 11.83* 23.69* 2366* 2353* 2330* 2294* 2251* 2207* 21.62* 26.30*
% 11.89* 23.80* 23.74* 2359* 2337* 23.05* 2267* 2228* 21.85* 26.60*
2 11.25* 2250* 2243* 2228* 2207* 21.79* 2147* 2112* 20.72* 2525*
2.9 10.13* 20.25* 20.18* 20.05* 19.86* 1963* 19.36* 19.05* 18.70* 2280*
228 1047* 2093* 20.85* 20.72* 2054* 2031* 20.04* 19.73* 1937* 2364~
19 8.94 * 17.85* 17.78* 1767* 17.52* 17.34* 1711* 16.85* 16.55* 20.19*
1 7.26* 1449* 14.44* 1435* 1423* 1408* 1390* 13.70* 1344* 16.39*
1 7.33* 1464* 1458* 1450* 14.38* 1423* 1406* 13.84* 13.58* 16.56*
" 7.39* 14.76* 1470* 1462* 1451* 1436* 1417* 1395* 1369* 16.70*
" 743 14.85* 1480* 14.72* 14.60* 1445* 1426* 1403* 13.77* 16.81*
° 747" 1492* 1487* 14.79* 1467* 1452* 1432* 1410* 1384* 16.89*
! 7.50* 1497* 1492* 1485* 14.72* 1456* 1437* 1414* 13.89* 16.95*
° 7.51* 15.01* 1496* 1488* 14.75* 1459* 1440* 1417* 13.92* 16.99*
’ 7.52* 15.03* 1497* 1488* 1476* 1460* 1441* 1419* 13.94* 17.02*
1 3.76 * 751" 7.48* 743 * 7.37* 7.30* 7.20* 710" 6.97 * 8.51*
° 3.76 ¢ 7.51* 7.48* 743* 7.37* 7.30* 7.20* 7.10* 6.97 * 8.51*
; 7.52* 15.02* 1497* 1488* 1476* 1460* 1441* 1419* 13.94* 17.02*
N 7.50 * 1499* 1494* 1485* 14.74* 1459* 1440* 1418* 13.92* 17.00*
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL290 76 UV 8SEL [210W, 3000K].IES

LUMENS TABULATION - (Cont.)

° 747" 14.94* 1489* 1480* 1468* 1454* 1435* 1414* 13.89* 16.96*
i 7.44* 14.87* 1483* 1473* 1461* 1446* 1428* 1407* 13.83* 16.89*
N 740* 14.79* 1475* 1466* 1453* 1437* 1419* 1398* 13.74* 16.79*
" 7.36* 14.70* 1466* 1457* 1444* 1428* 14.09* 13.87* 13.63* 16.66*
3 7.30 % 14.60* 1455* 1446* 1434* 1417* 1397* 13.76* 13.52* 16.51*
1 7.25* 14.48* 1443* 1434* 1422* 1405* 1385* 1363* 13.39* 16.35*
7 8.96 * 17.89* 17.83* 17.72* 1757* 1737* 1712* 16.84* 16.53* 20.17*
199 10.57* 21.11* 21.03* 2090* 20.72* 2048* 20.19* 19.86* 19.48* 23.75*
229 10.30* 20.59* 20.52* 20.39* 20.22* 19.99* 19.70* 19.37* 18.99* 23.13*
290 11.58* 23.16* 23.08* 2295* 2275* 2248* 2215* 21.76* 2132* 2596°*
2 1247* 2494* 2487* 2472* 2450* 2420* 23.81* 23.36* 2286* 27.79*
33 1260* 2524* 2519* 25.06* 24.83* 2448* 2402* 2351* 2298* 2791*
37 11.52* 2312* 23.13* 23.04* 2281* 2244* 2200* 2142* 20.83* 2527*
42 8.34* 16.78* 16.85* 16.80* 16.65* 16.39* 16.04* 1555* 1499* 18.13*
a7 710" 14.34* 1444* 1443* 1433* 1412* 1381* 13.38* 12.85* 1548*
0 3.76 7.60 * 7.65* 7.63* 7.57* 746" 7.31 7.09 6.83 8.18
00 1.20 2.40 2.40 2.38 2.35 2.31 2.26 219 212 2.54
e 0.29 0.57 0.57 0.57 0.56 0.55 0.54 0.52 0.51 0.61
90 0.02 0.03 0.03 0.03 0.03 0.03 0.03 0.03 0.03 0.03
'-I%(:al 319.75 639.95 638.64 63510 629.44 621.62 611.98 60055 587.60 715.19
Vert. Horizontal Angles
Angles

19.5 22.5 25.5 29 33 37.5 42.5 47.5 55 65
% 0.02 0.02 0.03 0.03 0.03 0.02 0.02 0.03 0.03 0.01
% 0.65 0.60 0.65 0.66 0.64 0.59 0.49 0.55 0.39 0.14
i 297 2.80 3.02 3.08 2.95 2.66 2.22 2.59 1.81 0.53
°° 9.26 8.91 9.76 10.01 9.45 8.57 7.21 8.13 5.57 1.60
> 16.73* 16.03* 17.44* 1769* 16.65* 15.06* 1212* 1291 8.63 2.47
4 19.33* 18.34* 19.87* 2025* 1920 1715* 13.27* 13.52* 8.76 247
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL290 76 UV 8SEL [210W, 3000K].IES

LUMENS TABULATION - (Cont.)

429 2710* 2564* 27.80* 2856* 2746* 2454* 1869* 1861* 11.68* 3.23
318 30.33* 28.78* 31.32* 3233* 3149* 2859* 21.89* 2160* 13.29* 3.60
% 30.75* 29.28* 3198* 33.25* 3277* 30.22* 2347* 2316* 14.08* 3.80
29 29.24* 2789* 30.51* 3190* 31.79* 2968* 2336* 23.17* 14.00* 3.78
258 2641* 2520* 2764* 29.03* 2911* 2757* 2190 21.71* 13.18* 3.57
229 27.36* 26.12* 28.72* 30.28* 30.55* 29.15* 23.23* 2315* 1422* 3.86*
19 23.37* 2232* 2459* 26.02* 26.34* 2514* 20.10* 20.29* 1259* 342*
7 18.98* 18.16* 20.03* 21.24* 2151* 2055* 1651* 16.80* 10.50* 2.86*
10 19.19* 1837* 2029* 2152* 2180* 2088* 16.86* 17.24* 10.85* 297~
" 19.36* 1854* 2049* 21.73* 22.03* 2115* 1715* 1764* 11.16* 3.06*
" 19.49* 18.68* 20.64* 2190* 2222* 21.36* 17.38* 1799* 1145* 315"
° 19.60* 18.77* 20.75* 22.03* 2237* 2154* 1757* 1828* 11.70* 3.23*
! 19.67* 18.84* 20.83* 2212* 2248* 2168* 17.73* 1853* 11.92* 3.30*
° 19.72* 18.89* 20.89* 22.18* 2256* 21.78* 1784* 1873* 1213* 3.37*
’ 19.74* 18.92* 20.92* 2222* 2261* 21.85* 17.92* 1888* 1228* 341~*
! 9.88* 9.46 * 1047* 1112* 11.31* 10.94* 8.98* 947 * 6.18 * 1.72*
° 9.88 * 946 * 1047* 1112* 11.31* 1094* 8.98~* 947 * 6.18 * 1.72*
; 19.74* 18.92* 20.92* 2223* 2261* 2186* 1794* 1891* 1231* 342*
N 19.72* 18.90* 20.89* 2219* 2257* 2181* 17.88* 1880* 1219* 3.38*
° 19.67* 1885* 20.84* 2212* 2250* 21.73* 17.79* 1862* 12.01* 3.32*
i 19.60* 18.78* 20.76* 22.04* 2240* 2161* 1766* 1841* 11.81* 3.25*
N 19.49* 1868* 20.65* 21.91* 2225* 2144* 1749* 1815* 11.58* 3.18*
" 19.34* 18.55* 2050* 2175 2208* 21.26* 1729* 1785* 1133* 3.10°*
3 19.17* 18.38* 20.32* 2156* 2187* 2102* 17.04* 1750* 11.03* 3.01*
7 18.98* 18.19* 20.09* 2131* 21.62* 20.72* 16.73* 17.08* 10.69* 290~
7 2340* 2241* 2474* 26.21* 26.56* 2542* 2042* 2069* 12.85* 348"
190 27.53* 26.34* 29.04* 3068* 3098* 29.60* 23.67* 23.73* 1459* 3.93*
229 26.79* 2561* 28.17* 29.64* 29.76* 28.16* 2241* 2236* 1359* 3.64
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL290 76 UV 8SEL [210W, 3000K].IES

LUMENS TABULATION - (Cont.)

-25.5

30.06* 28.68* 3145* 3293* 3280* 30.57* 2406* 23.98* 1451* 3.87
-29

32.09* 30.55* 3344* 3479* 34.19* 3142* 2440* 2419* 14.69* 3.91
-33

32.14* 3045* 33.18* 34.30* 3324* 30.01* 2296* 2276* 14.00* 3.74
-37.5

29011* 2752* 29.78* 30.56* 29.28* 26.02* 19.75* 19.75* 1240* 3.37
-42.5

2098* 19.88* 2142* 2180* 2065* 18.33* 14.11* 1439* 9.29 2.58
-47.5

18.02* 17.22* 1861* 1890* 1790* 16.14* 12.87* 13.69* 9.16 2.58
-55

9.52 9.22 10.08 10.36 9.91 9.09 7.60 8.60 5.95 1.69
-65

2.92 2.79 3.05 3.16 3.07 2.78 2.33 2.75 1.94 0.59
-75

0.69 0.65 0.70 0.72 0.71 0.65 0.53 0.60 0.45 0.17
-85

0.04 0.04 0.04 0.04 0.04 0.04 0.03 0.04 0.03 0.02
-90
Total 828.00 790.64 867.79 909.44 905.64 851.32 679.83 69528 439.01 120.41
Vert. Horizontal Angles
Angles

75 85 90 Total

90

0.00 0.00 0.41
85

0.03 0.00 10.41
75

0.07 0.00 47.67
65

0.19 0.00 148.56
55

0.29 0.00 260.68
47.5

0.29 0.00 296.96
42.5

0.38 0.00 414.44
37.5

0.42 0.00 465.10
33

0.44 0.00 476.04
29

0.44 0.00 456.65
25.5

0.41 0.00 415.76
22.5

0.45 0.00 433.70
19.5

0.40 0.00 372.39
17

0.33 0.00 303.76
15

0.34 0.00 308.02
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL290 76 UV 8SEL [210W, 3000K].IES

LUMENS TABULATION - (Cont.)

13

0.35 0.00 311.51
1"

0.36 0.00 314.32
9

0.37 0.00 316.60
7

0.38 0.00 318.37
5

0.39 0.00 319.68
3

0.39 0.00 320.47
1

0.20 0.00 160.36
0

0.20 0.00 160.38
-1

0.39 0.00 320.57
-3

0.39 0.00 319.81
-5

0.38 0.00 318.48
-7

0.37 0.00 316.68
-9

0.36 0.00 314.39
-1

0.36 0.00 311.66
-13

0.34 0.00 308.43
-15

0.33 0.00 304.63
-17

0.40 0.00 374.57
-19.5

0.45 0.00 438.63
-22.5

0.42 0.00 423.76
-25.5

0.44 0.00 470.54
-29

0.45 0.00 497.64
-33

0.43 0.00 493.02
-37.5

0.39 0.00 443.49
-42.5

0.30 0.00 320.25
-47.5

0.30 0.00 279.67
-55

0.20 0.00 153.33
-65

0.08 0.00 47.61
-75

0.04 0.00 11.20
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL290 76 UV 8SEL [210W, 3000K].IES

LUMENS TABULATION - (Cont.)

-85
0.00 0.00 0.65
-90
Total 13.98 0.09 13101.25
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL290 76 UV 8SEL [210W, 3000K].IES

AXIAL CANDELA DISPLAY

123

926

618

30

Maximum Candela = 12359.263 Located At Horizontal Angle = 1, Vertical Angle = 1
H - Horizontal Axial Candela
V - Vertical Axial Candela
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL290 76 UV 8SEL [210W, 3000K].IES

ISOCANDELA CURVES
90
60 —
\\
179:63

i A

- B
BN

-60 [1235/926

-90 ¢ 30 60 90

Horizontal Angles

Maximum Candela = 12359.263 Located At Horizontal Angle = 1, Vertical Angle = 1
50% Maximum Candela = 6179.6315
10% Maximum Candela = 1235.9263
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.

Page 10



