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IES FLOOD REPORT

PHOTOMETRIC FILENAME : PFK SEL140 66 UV 8SEL [140W, 5000K].IES

DESCRIPTIVE INFORMATION (From Photometric File)

IESNA:LM-63-2002

[TEST]

[TESTLAB] AMERICANLITE

[TESTDATE] 2023-02-13

[ISSUEDATE] 2023-02-13 22:45:18

[LAMPPOSITION] 0,0

[OTHER] EVERFINE GO-2000A_V1 SYSTEM

[MANUFAC] LumenFocus, LLC.

[LUMCAT] PFK SEL140 66 UV 8SEL [140W, 5000K]

CHARACTERISTICS

NEMA Type 6Hx6V

Maximum Candela 12094

Maximum Candela Angle -1H o0V

Horizontal Beam Angle (50%) 86.5

Vertical Beam Angle (50%) 79.7

Horizontal Field Angle (10%) 106.7

Vertical Field Angle (10%) 113.5

Lumens Per Lamp 20110 (1 lamp)

Total Lamp Lumens 20110

Beam Lumens 15944

Beam Efficiency 79 %

Field Lumens 19216

Field Efficiency 96 %

Spill Lumens 890

Luminaire Lumens 20106

Total Efficiency 100 %

Total Luminaire Watts 142.7

Ballast Factor 1.00
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL140 66 UV 8SEL [140W, 5000K].IES

AXIAL CANDELA

DEG. HOR. DEG. VERT.
90 1.645 90 1.732
89 1.89 85 20.065
88 3.1 80 38.398
87 4.397 75 56.73
86 5.972 70 184.14
85 7.929 65 311.55
84 10.632 60 438.96
83 14.868 55 1487.9
82 22.874 50 2536.8
81 33.245 45 3585.7
80 44.817 40 5624.9
79 58.049 35 7664
78 73.526 30 9703.2
77 89.096 25 10370
76 109 20 11036
75 132.67 15 11703
74 160.21 10 11833
73 191 5 11963
72 227.25 0 12093
71 254.03 -5 11999
70 280.28 -10 11904
69 313.66 -15 11810
68 338.39 -20 11288
67 362.18 -25 10766
66 387.63 -30 10244
65 424.67 -35 8297.6
64 452.84 -40 6351.3
63 480.75 -45 4405
62 511.85 -50 3097.6
61 546.54 -55 1790.2
60 587.99 -60 482.75
59 646.48 -65 340.15
58 721.32 -70 197.54
57 804.01 -75 54.926
56 926.9 -80 38.798
55 1050.2 -85 22.67
54 12247 -90 6.542
53 1447.5

52 1709.5

51 2026.5

50 2448.2

49 2936.8

48 3416.8

47 3958

46 4542.6

45 5170.6

44 5805.9

43 6428.3

42 7026.6

41 7584 .1

40 8087.1

39 8539.5

38 8932.5

37 9279.5
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL140 66 UV 8SEL [140W, 5000K].IES

AXIAL CANDELA - (Cont.)

DEG. HOR. DEG. VERT.
36 9583.8
35 9850.7
34 10079
33 10279
32 10449
31 10601
30 10729
29 10845
28 10944
27 11039
26 11122
25 11202
24 11272
23 11344
22 11406
21 11472
20 11527
19 11586
18 11638
17 11689
16 11732
15 11778
14 11817
13 11853
12 11884
11 11916
10 11941
9 11968
8 11989
7 12014
6 12031
5 12051
4 12063
3 12077
2 12084
1 12092
0 12093
-1 12094
-2 12089
-3 12085
-4 12073
-5 12063
-6 12046
-7 12030
-8 12008
-9 11987
-10 11961
-11 11936
-12 11904
-13 11870
-14 11834
-15 11797
-16 11753
-17 11706
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL140 66 UV 8SEL [140W, 5000K].IES

AXIAL CANDELA - (Cont.)

DEG. HOR. DEG. VERT.
-18 11650
-19 11597
-20 11540
-21 11478
-22 11410
-23 11337
-24 11260
-25 11181
-26 11093
-27 10997
-28 10894
-29 10784
-30 10658
-31 10512
-32 10351
-33 10167
-34 9952.5
-35 9703.2
-36 9421.7
-37 9090.5
-38 8709.7
-39 8279.3
-40 7783.9
-41 7218.1
-42 6608.7
-43 5963.4
-44 5305.1
-45 4647.7
-46 4011.9
-47 3410.5
-48 2886.4
-49 2421.4
-50 1957.7
-51 1621.8
-52 1351.1
-53 1115.9
-54 940.01
-55 812.45
-56 713.41
-57 640.12
-58 583.37
-59 534.41
-60 493.04
-61 450.37
-62 417.52
-63 389.49
-64 364.64
-65 339.84
-66 310.85
-67 284.71
-68 261.46
-69 239.29
-70 212.62
-71 185.95
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL140 66 UV 8SEL [140W, 5000K].IES

AXIAL CANDELA - (Cont.)

DEG. HOR.
-72 159.75
-73 132.01
-74 111.24
-75 92.002
-76 75.856
-7 61.531
-78 48.625
-79 37.012
-80 26.843
-81 18.58
-82 12.378
-83 9.218
-84 6.781
-85 4.955
-86 3.552
-87 2.301
-88 1.8

-89 1.867
-90 1.984

DEG. VERT.

Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL140 66 UV 8SEL [140W, 5000K].IES

LUMEN TABULATION
Average Of Right And Left Sides
Total Luminaire Lumens (one side of beam only) = 10053.17
Total Field Lumens (one side of beam only) = 9608.04

* Indicates Values Inside Field Edge

Vert. Horizontal Angles
Angles
0 1 2 3 4 5 6 7 8 9

90

0.02 0.02 0.02 0.02 0.02 0.02 0.02 0.02 0.02 0.02
% 0.04 0.04 0.04 0.04 0.04 0.04 0.04 0.04 0.04 0.04
%0 0.07 0.07 0.07 0.07 0.07 0.07 0.07 0.07 0.07 0.07
75 0.18 0.18 0.18 0.18 0.18 0.18 0.18 0.18 0.17 0.17
0 0.38 0.38 0.37 0.37 0.37 0.37 0.36 0.36 0.35 0.35
°° 0.57 0.57 0.57 0.56 0.56 0.55 0.55 0.54 0.53 0.52
0 1.47 1.46 1.46 1.45 1.44 1.42 1.40 1.38 1.36 1.33
% 3.06 * 3.06 * 3.04* 3.02* 3.00* 2.96* 292* 2.88* 282* 277*
%0 4.66 * 4.65* 463 * 4.60* 4.56 * 451* 4.45* 4.38* 429* 4.20*
* 7.01* 7.00* 6.98 * 6.94 * 6.90 * 6.84 * 6.77* 6.69 * 6.60 * 6.49*
4 10.12* 10.11* 10.09* 10.05* 10.01* 9.95* 9.89* 9.81* 9.73* 9.63*
% 13.22* 1321* 13.19* 13.16* 13.12* 13.07* 13.01* 1294* 1286* 12.77*
% 15.28* 1527* 1525* 1522* 1518* 1513* 1508* 15.01* 1493* 14.85*
2 16.30* 16.29* 16.27* 16.24* 16.20* 16.15* 16.09* 16.02* 1595* 15.86"*
20 17.31* 17.31* 1729* 1726* 17.22* 1716* 1711* 17.04* 1696* 16.87*
10 17.92* 1791* 1789* 1786* 17.82* 17.77* 17.71* 1764* 1756* 17.48*
10 18.12* 1811* 18.09* 18.06* 18.02* 17.97* 1791* 17.84* 17.76* 17.68*
° 18.32* 18.31* 18.29* 1826* 1822* 1817* 1811* 18.04* 1796* 17.87*
° 18.35* 18.34* 18.32* 1829* 1824* 18.19* 1813* 18.07* 1799* 17.90*
° 18.20* 18.19* 1817* 18.14* 18.10* 18.05* 1799* 1793* 17.85* 17.76*
0 18.06 * 18.05* 18.03* 18.00* 1796* 1791* 17.85* 17.79* 17.71* 17.62*
1 17.59* 1758* 17.56* 17.53* 1749* 1744* 1739* 17.32* 1724* 1715~
20 16.79* 16.78* 16.77* 16.74* 16.70* 16.65* 16.59* 16.52* 16.44* 16.36*
-25 16.00* 15.99* 1597* 1594* 1590* 1585* 1579* 1572* 1564* 1556°*
30 14.12* 1411* 14.09* 14.06* 14.01* 1396* 1390* 13.83* 13.75* 13.65*
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL140 66 UV 8SEL [140W, 5000K].IES

LUMENS TABULATION - (Cont.)

3 11.15* 11.14* 11.12* 11.09* 11.04* 1098* 1091* 10.83* 10.74* 10.64*
0 8.19* 8.18* 8.15* 8.11* 8.06 * 8.00 * 7.93* 7.84* 7.74* 7.63*
0 571* 5.70* 5.68 * 5.65* 5.60 * 5.565* 548 * 540" 532* 5.22*
%0 3.72* 3.71* 3.70* 3.68* 3.65* 3.61* 3.57* 3.52* 3.46* 340"
90 1.73 1.73 1.72 1.71 1.69 1.68 1.66 1.63 1.61 1.58
0 0.63 0.62 0.62 0.62 0.61 0.61 0.60 0.59 0.58 0.57
00 0.41 0.41 0.41 0.40 0.40 0.40 0.39 0.39 0.38 0.38
7 0.19 0.19 0.19 0.19 0.19 0.19 0.19 0.18 0.18 0.18
e 0.07 0.07 0.07 0.07 0.07 0.07 0.07 0.07 0.07 0.07
o0 0.05 0.05 0.05 0.05 0.05 0.05 0.05 0.05 0.05 0.05
90 0.02 0.02 0.02 0.02 0.02 0.02 0.02 0.02 0.02 0.02
'-I%Otal 295.04 29482 29436 293.66 292.72 29155 290.17 288.57 286.76 284.71
Vert. Horizontal Angles
Angles

10 n 12 13 14 15 16 17 18 19
% 0.02 0.02 0.02 0.02 0.02 0.02 0.01 0.01 0.01 0.01
% 0.04 0.04 0.04 0.04 0.04 0.04 0.04 0.04 0.04 0.04
% 0.07 0.07 0.07 0.07 0.07 0.07 0.06 0.06 0.06 0.06
75 0.17 0.17 0.16 0.16 0.16 0.16 0.15 0.15 0.15 0.14
70 0.34 0.34 0.33 0.32 0.32 0.31 0.30 0.30 0.29 0.28
e 0.51 0.51 0.50 0.49 0.48 0.46 0.45 0.44 0.43 0.42
°0 1.30 1.27 1.24 1.20 1.17 1.13 1.09 1.05 1.00 0.96
°° 270" 263" 2.56* 247* 239" 230" 220" 211+ 201* 1.90 *
%0 410" 3.99* 3.87* 3.75* 3.61* 347* 3.32* 3.17* 3.01* 285"
0 6.37 * 6.25* 6.11* 5.96 * 581* 5.64* 546" 528" 5.09* 4.89*
% 9.52* 9.40* 9.27 * 9.13* 8.98 * 8.81* 8.64* 8.45* 8.25* 8.04 *
% 12.67* 1256* 1243* 1229* 1215* 1198* 11.81* 11.62* 1141* 1118~
% 14.75* 1464* 1452* 1439* 1424* 1409* 1391* 13.72* 1352* 13.30*
2 15.76 * 1566* 1554* 1541* 1527* 1512* 1495* 1477* 1458* 1437*
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL140 66 UV 8SEL [140W, 5000K].IES

LUMENS TABULATION - (Cont.)

20 16.78* 16.67* 16.56* 16.43* 16.29* 16.15* 1599* 1582* 1564* 1545~
1 17.38* 17.28* 17147* 17.04* 1691* 16.76* 16.61* 16.45* 16.27* 16.09*
10 17.58* 1748* 1736* 17.24* 1711* 1697* 16.81* 16.65* 16.48* 16.30*
° 17.78* 1768* 1756* 17.44* 1731* 17147* 17.01* 16.85* 16.68* 16.50*
° 17.81* 17.71* 1759* 1747* 1734* 1720* 17.04* 16.88* 16.71* 16.53*
° 17.67* 1757* 1745* 17.33* 17.20* 17.05* 16.90* 16.74* 16.57* 16.38*
0 17.53* 1743* 1731* 1719* 17.05* 16.91* 16.76* 16.60* 16.42* 16.24*
e 17.06* 16.96* 16.84* 16.71* 16.58* 1643* 16.28* 16.11* 1593* 1573*
20 16.26 * 16.15* 16.04* 1591* 1577* 1561* 1545* 1527* 15.07* 14.87*
2 1546* 1535* 1523* 1510* 1495* 14.79* 1462* 1443* 1422* 14.00*
30 13.55* 1343* 13.31* 13.17* 13.01* 1284* 1266* 1246* 1225* 12.02*
3 10.53* 1040* 10.26* 10.11* 9.94* 9.76 * 9.57* 9.37* 9.15* 8.91*
0 7.50* 7.37* 7.22* 7.05* 6.87 * 6.68 * 6.48 * 6.27 * 6.04 * 581"
40 510~ 498 * 4.85* 4.70* 4.55* 4.38* 421* 4.03* 3.84* 3.64*
%0 3.33* 3.25* 3.16* 3.07* 297~ 287" 276" 264" 252+ 240"
90 1.55 1.51 1.48 1.44 1.40 1.35 1.31 1.26 1.21 1.16
0 0.56 0.55 0.54 0.53 0.52 0.51 0.50 0.48 0.47 0.46
00 0.37 0.36 0.36 0.35 0.34 0.33 0.33 0.32 0.31 0.30
70 0.18 0.17 0.17 0.17 0.16 0.16 0.16 0.16 0.15 0.15
e 0.07 0.07 0.07 0.07 0.07 0.06 0.06 0.06 0.06 0.06
o0 0.05 0.05 0.04 0.04 0.04 0.04 0.04 0.04 0.04 0.04
90 0.02 0.02 0.02 0.02 0.02 0.02 0.02 0.02 0.02 0.02
'-I%(ial 28245 279.97 27725 27428 271.07 267.64 264.00 260.09 25590 251.53
Vert. Horizontal Angles
Angles

20 21 22 23 24 25 26 27 28 29
% 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01
% 0.04 0.04 0.04 0.03 0.03 0.03 0.03 0.03 0.03 0.03
%0 0.06 0.06 0.06 0.06 0.06 0.05 0.05 0.05 0.05 0.05
Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc. Page 8

Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL140 66 UV 8SEL [140W, 5000K].IES

LUMENS TABULATION - (Cont.)

i 0.14 0.14 0.13 0.13 0.13 0.12 0.12 0.12 0.1 0.1
0 0.28 0.27 0.26 0.26 0.25 0.24 0.23 0.23 0.22 0.22
° 0.41 0.40 0.39 0.38 0.37 0.36 0.35 0.34 0.33 0.32
0 0.92 0.88 0.84 0.80 0.76 0.72 0.68 0.65 0.61 0.58
% 1.80* 1.70~ 1.61 1.51 1.41 1.32 1.23 1.15 1.07 1.00
%0 2.69* 253* 2.37* 222* 2.07* 1.92* 1.79* 1.65* 1.53 1.41
45 4.69 * 449~ 429~ 4.08 * 3.87* 3.67* 3.46* 3.26* 3.06 * 2.86 %
%0 7.82* 7.59* 7.35*% 7.09* 6.83 * 6.56 * 6.27 * 597* 5.66 * 5.33*
% 1095* 1069* 1041* 10.11* 9.80* 9.45* 9.08 * 8.68 * 8.26 * 7.81*
% 13.06* 1280* 1251* 1221* 11.88* 1153* 1114* 10.71* 10.26* 9.78*
% 1416* 13.92* 1366* 13.39* 1310* 12.78* 1244* 1207* 1167* 11.25*
20 15.25* 15.04* 1481* 1457* 1431* 1404* 13.74* 13.43* 13.09* 1272*
1 1590* 1570* 1549* 1526* 15.02* 1478* 1451* 1422* 13.92* 1359*
10 16.11* 1591* 1569* 1547* 1524* 1500* 14.74* 1446* 1417* 1386~
° 16.31* 16.11* 1590* 1568* 1545* 1522* 1497* 1470* 1442* 1412~
° 16.34* 16.14* 1593* 1571* 1548* 1525* 15.00* 14.73* 1445* 14.16*
° 16.19* 1599* 1578* 1556* 1533* 15.08* 1483* 1456* 14.27* 13.96~*
10 16.05* 1584* 1563* 1541* 1517* 1492* 1466* 1439* 14.09* 13.76*
1 15.53* 1532* 15.09* 1485* 1459* 1432* 14.03* 13.72* 13.39* 13.03*
20 1465* 1441* 1416* 13.88* 1359* 13.28* 1294* 1257* 12.18* 11.76*
20 13.76 * 13.50* 13.22* 1292* 1259* 1224* 1185* 11.42* 10.98* 1049~
30 M.77* 1151* 11.22* 1091* 1059* 10.24* 986~ 9.45* 9.02* 8.56 *
9 8.68 * 8.43* 8.16 * 7.88 * 7.59* 7.29* 6.97 * 6.64 * 6.30 * 595~
40 558 * 534 * 5.09* 4.84* 459* 4.34* 4.09* 3.84* 3.59* 3.35*%
40 3.45* 3.25* 3.05* 285* 2.66* 247* 2.28* 210* 1.93 * 1.77 *
°0 2.28* 215* 2.03* 1.90 * 1.78* 1.66 * 1.55* 1.43 1.33 1.23
99 1.1 1.06 1.01 0.96 0.91 0.86 0.81 0.76 0.72 0.68
60 0.45 0.44 042 0.41 0.40 0.39 0.38 0.37 0.36 0.35
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL140 66 UV 8SEL [140W, 5000K].IES

LUMENS TABULATION - (Cont.)

o 0.30 0.29 0.28 0.27 0.27 0.26 0.25 0.24 0.24 0.23
i 0.15 0.14 0.14 0.14 0.13 0.13 0.12 0.12 0.12 0.11
e 0.06 0.06 0.06 0.06 0.06 0.05 0.05 0.05 0.05 0.05
o0 0.04 0.04 0.04 0.04 0.04 0.04 0.04 0.03 0.03 0.03
o 0.02 0.02 0.02 0.02 0.02 0.02 0.02 0.02 0.02 0.02
'-I?ootal 246.98 24220 23714 231.86 226.38 220.65 214.58 208.19 201.54 194.56
Vert. Horizontal Angles
Angles

30 31 32 33 34 35 36 37 38 39
% 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01
% 0.03 0.03 0.03 0.03 0.03 0.02 0.02 0.02 0.02 0.02
%0 0.05 0.05 0.04 0.04 0.04 0.04 0.04 0.04 0.03 0.03
i 0.11 0.10 0.10 0.10 0.09 0.09 0.09 0.08 0.08 0.08
0 0.21 0.20 0.20 0.19 0.18 0.18 0.17 0.16 0.16 0.15
°° 0.31 0.30 0.29 0.28 0.27 0.26 0.25 0.25 0.24 0.23
0 0.55 0.52 0.49 0.47 0.44 0.42 0.40 0.38 0.36 0.35
% 0.93 0.87 0.81 0.75 0.70 0.65 0.61 0.58 0.54 0.51
%0 1.31 1.21 1.12 1.03 0.95 0.88 0.82 0.77 0.72 0.67
* 266 * 247* 228" 210" 1.92* 1.75* 1.60 * 1.45* 1.31 1.19
4 5.00 * 465* 4.30* 3.95* 3.60 * 3.26* 293* 262* 233" 2.06*
% 7.33* 6.83* 6.32* 5.80* 5.27* 476* 4.26* 3.79* 3.35* 294*
% 9.27* 8.72* 8.15* 7.57* 6.97 * 6.38 * 5.79* 5.22* 4.66 * 4.14*
2 10.80* 10.31* 9.79* 9.25* 8.69 * 8.11* 7.52* 6.90 * 6.28 * 5.67 *
20 12.33*  11.90* 11.44* 1094* 1041* 9.85* 9.25* 8.59 * 7.91* 7.20*
10 13.24* 1285* 1242* 1196* 1146* 1092* 1033* 968" 8.97* 8.24*
10 13.52* 13.15* 1275* 1232* 11.84* 11.33* 10.78* 10.16* 9.49* 8.79*
° 13.80* 13.46* 13.08* 1267* 1223* 11.75* 11.22* 1064* 10.01* 9.33*
° 13.84* 13.49* 13.12* 1272* 1227* 11.79* 11.26* 1069* 10.06* 9.38*
° 13.63* 13.27* 1287* 1244* 1198* 11.47* 1091* 1030* 9.64* 8.94 *
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL140 66 UV 8SEL [140W, 5000K].IES

LUMENS TABULATION - (Cont.)

o 1342* 13.04* 1263* 1217* 1168* 11.14* 1056* 9.92* 9.22* 8.49*
1 1264* 1223* M77* 11.27* 10.74* 10.18* 9.58* 8.93* 8.24* 7.53*
2 11.31* 10.82* 10.30* 9.75* 9.18* 8.58 * 7.97* 7.33* 6.69 * 6.05*
20 9.97 * 942+ 8.84* 8.23* 761" 6.98 * 6.36 * 5.74* 5.14* 457 *
30 8.07* 7.55* 7.01* 6.46 * 5.90 * 5.35* 4.81* 4.29* 3.80* 3.34*
% 5.59 * 5.22* 483* 445+ 4.06 * 3.69* 3.32* 2.98* 2.65* 2.35*
0 311 2.88* 2.66 * 244+ 2.23* 2.03* 1.84 * 1.66 * 1.50 * 1.35*
40 1.63* 1.49* 1.37 1.25 1.15 1.05 0.97 0.89 0.82 0.76
%0 1.14 1.05 0.97 0.89 0.82 0.76 0.71 0.66 0.61 0.57
90 0.64 0.60 0.57 0.53 0.50 0.47 0.45 0.42 0.40 0.38
0 0.34 0.33 0.31 0.30 0.29 0.28 0.27 0.26 0.25 0.24
00 0.22 0.22 0.21 0.20 0.19 0.19 0.18 0.17 0.17 0.16
i 0.11 0.11 0.10 0.10 0.10 0.09 0.09 0.09 0.08 0.08
e 0.05 0.05 0.04 0.04 0.04 0.04 0.04 0.04 0.03 0.03
o0 0.03 0.03 0.03 0.03 0.03 0.03 0.03 0.02 0.02 0.02
90 0.02 0.02 0.02 0.02 0.01 0.01 0.01 0.01 0.01 0.01
:I%(ial 187.20 179.44 171.27 162.74 153.89 14480 13545 12574 11584 105.88
Vert. Horizontal Angles
Angles

40 41 42 43 44 45 46 47 48 49
% 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01
% 0.02 0.02 0.02 0.02 0.02 0.02 0.01 0.01 0.01 0.01
% 0.03 0.03 0.03 0.03 0.03 0.02 0.02 0.02 0.02 0.02
i 0.07 0.07 0.07 0.06 0.06 0.06 0.05 0.05 0.05 0.05
70 0.15 0.14 0.13 0.13 0.12 0.12 0.11 0.10 0.10 0.09
° 0.22 0.21 0.20 0.19 0.18 0.17 0.16 0.16 0.15 0.14
0 0.33 0.31 0.30 0.28 0.27 0.26 0.24 0.23 0.21 0.20
> 0.48 0.45 0.43 0.40 0.38 0.36 0.34 0.32 0.30 0.28
%0 0.63 0.59 0.56 0.52 0.49 0.46 0.44 0.41 0.39 0.37
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL140 66 UV 8SEL [140W, 5000K].IES

LUMENS TABULATION - (Cont.)

* 1.08 0.97 0.88 0.80 0.72 0.66 0.60 0.55 0.51 0.47
% 1.82* 1.60* 140~ 1.22 1.08 0.94 0.83 0.74 0.66 0.60
% 2.56 * 222* 191~ 165~ 143~ 1.23* 1.06 0.93 0.82 0.72
% 3.65* 3.18* 2.75* 2.37* 2.04* 1.74* 1.49* 1.27* 1.10 0.94
2 5.07* 448~ 3.91* 3.39* 292* 249* 210* 1.77* 1.50 * 1.25*
20 6.50 * 578 * 5.07* 440* 3.79* 3.23* 2.72* 2.28* 1.90* 1.57*
1 7.49* 6.71* 5.92* 517~ 447~ 3.82* 3.22* 269~ 225* 1.84
10 8.05* 7.27* 6.48 * 570* 496 * 4.26* 3.60* 3.02* 252* 2.07*
° 8.60 * 7.83* 7.03* 6.23 * 544 * 469" 3.98* 3.35* 280" 230"
’ 8.65* 7.88* 7.08* 6.27 * 548 * 4.72* 4.01* 3.38* 282* 2.32*
° 8.19* 741* 6.62 * 5.83* 5.07* 435~ 3.69* 3.10* 259~ 212~
10 7.73* 6.94 * 6.16 * 5.39* 4.66 * 3.99* 3.37* 2.83* 2.35* 1.92*
7 6.80 * 6.08 * 536 * 4.67* 4.02* 3.43* 289" 243* 202* 1.66 *
20 542* 4.81* 4.21* 3.65* 3.14* 2.67* 2.26* 1.90* 1.60* 1.33*
20 4.04 3.54* 3.06 * 263~ 225* 192~ 163~ 1.38 % 1.18 * 1.01
30 2.92* 254 * 218 * 1.87* 1.61* 1.38* 1.18* 1.01 0.88 0.77
39 2.07* 1.82* 1.58* 1.38~ 1.20* 1.05 0.92 0.80 0.71 0.64
40 1.22 1.10 0.98 0.88 0.80 0.72 0.65 0.59 0.54 0.50
40 0.71 0.66 0.61 0.57 0.53 0.50 0.47 0.44 0.41 0.39
20 0.53 0.50 0.47 0.44 0.41 0.38 0.36 0.34 0.32 0.30
99 0.36 0.34 0.32 0.30 0.29 0.27 0.26 0.24 0.23 0.21
0 0.23 0.22 0.21 0.20 0.19 0.18 0.17 0.16 0.15 0.14
00 0.15 0.15 0.14 0.13 0.13 0.12 0.1 0.1 0.10 0.10
70 0.08 0.07 0.07 0.07 0.06 0.06 0.06 0.05 0.05 0.05
7o 0.03 0.03 0.03 0.03 0.03 0.02 0.02 0.02 0.02 0.02
©0 0.02 0.02 0.02 0.02 0.02 0.02 0.02 0.02 0.02 0.01
90 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01
:Ig)(:al 95.91 85.97 76.20 66.89 58.28 50.34 43.08 36.75 31.31 26.42
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL140 66 UV 8SEL [140W, 5000K].IES

LUMENS TABULATION - (Cont.)

Vert. Horizontal Angles
Angles
50 | 52 54

90

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
% 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01
% 0.02 0.02 0.02 0.01 0.01 0.01 0.01 0.01 0.01 0.01
i 0.04 0.04 0.04 0.03 0.03 0.03 0.03 0.02 0.02 0.02
70 0.09 0.08 0.08 0.07 0.06 0.06 0.05 0.05 0.05 0.04
e 0.13 0.12 0.11 0.10 0.10 0.09 0.08 0.08 0.07 0.06
°0 0.19 0.18 0.17 0.15 0.14 0.13 0.12 0.11 0.10 0.09
> 0.27 0.25 0.23 0.22 0.20 0.19 0.17 0.16 0.14 0.13
%0 0.34 0.32 0.30 0.28 0.26 0.24 0.23 0.21 0.19 0.17
45 0.43 0.40 0.37 0.35 0.32 0.30 0.27 0.25 0.23 0.21
4 0.54 0.49 0.45 0.41 0.38 0.35 0.32 0.29 0.27 0.25
% 0.64 0.58 0.52 0.48 0.44 0.40 0.37 0.33 0.31 0.28
% 0.81 0.71 0.63 0.56 0.51 0.46 0.41 0.38 0.34 0.31
2 1.05 0.89 0.77 0.67 0.59 0.52 0.47 0.42 0.38 0.34
20 1.29* 1.07* 0.91 0.77 0.67 0.58 0.52 0.46 0.41 0.37
10 1.50 * 1.24* 1.03 0.87 0.74 0.64 0.56 0.50 0.44 0.39
1 1.68 * 1.38* 1.14 0.95 0.80 0.68 0.60 0.52 0.46 0.41
° 1.86 * 1.52* 1.25 1.03 * 0.86 0.73 0.63 0.55 0.48 0.43
° 1.87* 1.53* 1.26 1.04* 0.86 0.74 0.63 0.55 0.49 0.43
° 1.72* 1.41* 1.17 0.97 * 0.81 0.70 0.60 0.53 0.47 0.42
o 1.57 * 1.29* 1.08 0.90 0.76 0.66 0.57 0.51 0.45 0.40
10 1.37 * 1.14* 0.96 0.81 0.69 0.60 0.53 0.47 0.42 0.38
2 1.12* 0.94 0.81 0.70 0.61 0.54 0.48 0.43 0.39 0.35
20 0.87 0.75 0.66 0.59 0.52 0.47 0.42 0.38 0.35 0.32
30 0.68 0.61 0.55 0.50 0.45 0.41 0.37 0.34 0.31 0.29
% 0.57 0.51 0.47 0.43 0.39 0.36 0.33 0.30 0.27 0.25
40 0.46 0.42 0.39 0.36 0.33 0.31 0.28 0.26 0.24 0.22
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL140 66 UV 8SEL [140W, 5000K].IES

LUMENS TABULATION - (Cont.)

e 0.36 0.34 0.31 0.29 0.27 0.25 0.23 0.21 0.19 0.18
0 0.28 0.26 0.24 0.23 0.21 0.19 0.18 0.16 0.15 0.14
90 0.20 0.19 0.17 0.16 0.15 0.14 0.13 0.12 0.1 0.09
0 0.14 0.13 0.12 0.11 0.10 0.09 0.09 0.08 0.07 0.06
s 0.09 0.08 0.08 0.07 0.07 0.06 0.06 0.05 0.05 0.04
i 0.04 0.04 0.04 0.04 0.03 0.03 0.03 0.03 0.02 0.02
e 0.02 0.02 0.02 0.02 0.01 0.01 0.01 0.01 0.01 0.01
o0 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01
o 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01
'-I?ootal 22.26 18.98 16.35 14.19 12.41 10.99 9.82 8.80 7.92 7.14
Vert. Horizontal Angles
Angles

60 61 62 63 64 65 66 67 68 69
% 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
% 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
%0 0.01 0.01 0.01 0.01 0.01 0.00 0.00 0.00 0.00 0.00
75 0.02 0.02 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01
0 0.04 0.03 0.03 0.03 0.02 0.02 0.02 0.01 0.01 0.01
°° 0.06 0.05 0.04 0.04 0.03 0.03 0.02 0.02 0.02 0.01
0 0.08 0.07 0.07 0.06 0.05 0.04 0.04 0.03 0.03 0.02
> 0.12 0.11 0.10 0.09 0.08 0.07 0.06 0.05 0.04 0.03
%0 0.16 0.14 0.13 0.11 0.10 0.09 0.08 0.07 0.06 0.05
* 0.19 0.18 0.16 0.14 0.13 0.1 0.10 0.08 0.07 0.06
4 0.23 0.21 0.18 0.17 0.15 0.13 0.12 0.10 0.09 0.07
% 0.26 0.24 0.21 0.19 0.17 0.15 0.14 0.12 0.10 0.09
% 0.29 0.26 0.24 0.21 0.19 0.17 0.15 0.13 0.12 0.10
2 0.31 0.28 0.26 0.23 0.21 0.19 0.17 0.15 0.13 0.1
20 0.34 0.31 0.28 0.25 0.23 0.20 0.18 0.16 0.14 0.12
1 0.36 0.32 0.29 0.27 0.24 0.21 0.19 0.17 0.15 0.13
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL140 66 UV 8SEL [140W, 5000K].IES

LUMENS TABULATION - (Cont.)

1 0.37 0.33 0.30 0.27 0.25 0.22 0.20 0.17 0.15 0.13
° 0.38 0.34 0.31 0.28 0.26 0.23 0.20 0.18 0.16 0.14
’ 0.38 0.35 0.31 0.28 0.26 0.23 0.20 0.18 0.16 0.14
° 0.37 0.34 0.30 0.28 0.25 0.22 0.20 0.18 0.15 0.13
0 0.36 0.33 0.30 0.27 0.24 0.22 0.19 0.17 0.15 0.13
1 0.34 0.31 0.28 0.26 0.23 0.20 0.18 0.16 0.14 0.12
2 0.32 0.29 0.26 0.24 0.21 0.19 0.17 0.15 0.13 0.11
20 0.29 0.27 0.24 0.22 0.19 0.17 0.16 0.14 0.12 0.10
30 0.26 0.24 0.22 0.19 0.17 0.16 0.14 0.12 0.10 0.09
3 0.23 0.21 0.19 0.17 0.15 0.13 0.12 0.10 0.09 0.07
0 0.20 0.18 0.16 0.14 0.13 0.11 0.10 0.08 0.07 0.06
40 0.16 0.15 0.13 0.12 0.10 0.09 0.08 0.07 0.06 0.05
%0 0.12 0.11 0.10 0.09 0.08 0.07 0.06 0.05 0.04 0.04
°0 0.09 0.08 0.07 0.06 0.05 0.05 0.04 0.03 0.03 0.02
0 0.06 0.05 0.04 0.04 0.03 0.03 0.03 0.02 0.02 0.02
00 0.04 0.03 0.03 0.03 0.02 0.02 0.02 0.02 0.01 0.01
7 0.02 0.02 0.02 0.01 0.01 0.01 0.01 0.01 0.01 0.01
7o 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.00
90 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.00 0.00 0.00
90 0.01 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
:I%(ial 6.47 5.87 5.30 4.77 4.28 3.81 3.36 2.95 2.57 2.20
Vert. Horizontal Angles
Angles

70 n 73 74 75 76 7 78 79
% 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
% 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
% 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
i 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
70 0.01 0.01 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL140 66 UV 8SEL [140W, 5000K].IES

LUMENS TABULATION - (Cont.)

® 0.01 0.01 0.01 0.01 0.01 0.00 0.00 0.00 0.00 0.00
0 0.02 0.02 0.01 0.01 0.01 0.01 0.00 0.00 0.00 0.00
% 0.03 0.02 0.02 0.01 0.01 0.01 0.01 0.01 0.00 0.00
%0 0.04 0.03 0.03 0.02 0.02 0.01 0.01 0.01 0.00 0.00
* 0.05 0.04 0.03 0.03 0.02 0.02 0.01 0.01 0.01 0.00
% 0.06 0.05 0.04 0.03 0.03 0.02 0.01 0.01 0.01 0.01
% 0.07 0.06 0.05 0.04 0.03 0.02 0.02 0.01 0.01 0.01
% 0.08 0.07 0.06 0.04 0.03 0.03 0.02 0.02 0.01 0.01
2 0.09 0.08 0.06 0.05 0.04 0.03 0.02 0.02 0.01 0.01
20 0.10 0.09 0.07 0.05 0.04 0.03 0.03 0.02 0.01 0.01
1 0.1 0.09 0.07 0.06 0.05 0.04 0.03 0.02 0.01 0.01
10 0.11 0.09 0.08 0.06 0.05 0.04 0.03 0.02 0.02 0.01
° 0.12 0.10 0.08 0.06 0.05 0.04 0.03 0.02 0.02 0.01
’ 0.12 0.10 0.08 0.06 0.05 0.04 0.03 0.02 0.02 0.01
° 0.1 0.10 0.08 0.06 0.05 0.04 0.03 0.02 0.02 0.01
10 0.11 0.09 0.07 0.06 0.05 0.04 0.03 0.02 0.02 0.01
7 0.10 0.09 0.07 0.06 0.04 0.03 0.03 0.02 0.01 0.01
20 0.09 0.08 0.06 0.05 0.04 0.03 0.02 0.02 0.01 0.01
20 0.08 0.07 0.06 0.04 0.04 0.03 0.02 0.02 0.01 0.01
30 0.07 0.06 0.05 0.04 0.03 0.02 0.02 0.01 0.01 0.01
99 0.06 0.05 0.04 0.03 0.03 0.02 0.01 0.01 0.01 0.01
40 0.05 0.04 0.03 0.03 0.02 0.02 0.01 0.01 0.01 0.00
40 0.04 0.03 0.03 0.02 0.02 0.01 0.01 0.01 0.01 0.00
%0 0.03 0.02 0.02 0.02 0.01 0.01 0.01 0.01 0.00 0.00
99 0.02 0.02 0.01 0.01 0.01 0.01 0.01 0.00 0.00 0.00
0 0.01 0.01 0.01 0.01 0.01 0.00 0.00 0.00 0.00 0.00
00 0.01 0.01 0.01 0.01 0.00 0.00 0.00 0.00 0.00 0.00
70 0.01 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL140 66 UV 8SEL [140W, 5000K].IES

LUMENS TABULATION - (Cont.)

e 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
o0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
90 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
'-I%Otal 1.85 1.54 1.24 1.00 0.79 0.61 0.47 0.35 0.26 0.19
Vert. Horizontal Angles
Angles

80 81 83 84 85 86 87 88 89
% 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
% 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
% 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
75 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
70 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
e 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
°0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
°° 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
%0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
* 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
4 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
% 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
% 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
2 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
20 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
1 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
10 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
° 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
° 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
° 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
0 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
e 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL140 66 UV 8SEL [140W, 5000K].IES

LUMENS TABULATION - (Cont.)

-20

0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
-25

0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
-30

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
-35

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
-40

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
-45

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
-50

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
-55

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
-60

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
-65

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
-70

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
-75

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
-80

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
-85

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
-90
Total 0.13 0.09 0.06 0.04 0.03 0.02 0.01 0.01 0.00 0.00
Vert. Horizontal Angles
Angles

90 Total

90

0.67
85

1.72
80

2.76
75

6.56
70

13.11
65

19.66
60

42.00
55

80.14
50

118.27
45

193.35
40

305.37
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL140 66 UV 8SEL [140W, 5000K].IES

LUMENS TABULATION - (Cont.)

35

417.39
30

502.94
25

562.02
20

621.09
15

658.34
10

673.78
5

689.21
0

690.94
-5

678.99
10

667.03
15

635.36
-20

583.98
-25

532.59
-30

450.76
-35

338.48
-40

226.21
-45

145.88
-50

97.49
-55

49.11
-60

21.30
-65

14.08
-70

6.85
.75

2.80
-80

1.92
-85

1.04
-90

Total 10053.18
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL140 66 UV 8SEL [140W, 5000K].IES

AXIAL CANDELA DISPLAY

1209

907

604

30

Maximum Candela = 12094 Located At Horizontal Angle =-1, Vertical Angle = 0
H - Horizontal Axial Candela
V - Vertical Axial Candela

Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.

Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL140 66 UV 8SEL [140W, 5000K].IES

ISOCANDELA CURVES
60
12004
\
40 6047 T
~—_ \

i \
I

Angles 0 / l

-60 0 20 40 60

Horizontal Angles

Maximum Candela = 12094 Located At Horizontal Angle =-1, Vertical Angle = 0
50% Maximum Candela = 6047
10% Maximum Candela = 1209.4
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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