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IES FLOOD REPORT

PHOTOMETRIC FILENAME : PFK SEL290 66 UV 8SEL [290W, 5000K].IES

DESCRIPTIVE INFORMATION (From Photometric File)

IESNA:LM-63-2002

[TEST]

[TESTLAB]

[TESTDATE] 2023-02-02

[ISSUEDATE] 2023-02-11 17:28:33

[LAMPPOSITION] 0,0

[OTHER] EVERFINE GO-2000A_V1 SYSTEM

[MANUFAC] LumenFocus, LLC.

[LUMCAT] PFK SEL290 66 UV 8SEL [290W, 5000K]

Note: Candela values converted from Type-C to Type-B

CHARACTERISTICS

NEMA Type 6Hx6V

Maximum Candela 24036

Maximum Candela Angle 1H OV

Horizontal Beam Angle (50%) 84.6

Vertical Beam Angle (50%) 75.4

Horizontal Field Angle (10%) 110.1

Vertical Field Angle (10%) 123.4

Lumens Per Lamp 39280 (1 lamp)

Total Lamp Lumens 39280

Beam Lumens 28212

Beam Efficiency 72 %

Field Lumens 36955

Field Efficiency 94 %

Spill Lumens 2059

Luminaire Lumens 39014

Total Efficiency 99 %

Total Luminaire Watts 301.4

Ballast Factor 1.00
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME

AXIAL CANDELA

DEG. HOR. DEG.
90 4.262 90
85 12.907 85
75 335.25 75
65 981.08 65
55 2581.2 55
475 7504.7 47.5
425 13187 425
375 17717 37.5
33 20189 33
29 21438 29
255 22245 255
225 22744 225
19.5 23111 19.5
17 23357 17
15 23521 15
13 23667 13
11 23767 11

9 23843 9

7 23910 7

5 23980 5

3 24030 3

1 24036 1

0 24026 0

-1 24006 -1

-3 23950 -3

-5 23859 -5

-7 23759 -7

-9 23646 -9
-1 23523 -1
-13 23349 -13
-15 23135 -15
-17 22905 -17
-19.5 22523 -19.5
-22.5 21946 -22.5
-25.5 21251 -25.5
-29 20290 -29
-33 18771 -33
-37.5 15642 -37.5
-42.5 10513 -42.5
-47.5 5503.5 -47.5
-55 1931.9 -55
-65 877.18 -65
-75 306.3 -75
-85 10.651 -85
-90 5.05 -90

: PFK SEL290 66 UV 8SEL [290W, 5000K].IES

VERT.

10.53
164.57
473.7

1453.7
4446.2
6722.9
9045.4
12186
14999
17533
19694
20942
21931
22178
22376
22607
22838
23052
23250
23447
23679
23911
24026
23915
23692
23470
23281
23092
22887
22665
22443
22254
22017
21014
19741
17519
14914
12023
8794.4
6456.4
4264 .1
1383.6
443.84
151.04
4.92
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL290 66 UV 8SEL [290W, 5000K].IES

LUMEN TABULATION
Average Of Right And Left Sides
Total Luminaire Lumens (one side of beam only) = 19507.1
Total Field Lumens (one side of beam only) = 18477.55

* Indicates Values Inside Field Edge

Vert. Horizontal Angles
Angles
0 1 3 ) 7 9 n 13 15 17

90

0.13 0.26 0.26 0.26 0.25 0.24 0.23 0.22 0.21 0.25
% 0.97 1.92 1.90 1.85 1.79 1.73 1.65 1.57 1.49 1.76
i 2.93 5.85 5.79 5.66 5.50 5.29 5.06 4.82 4.56 5.32
0 8.98 * 1791* 17.71* 17.35* 16.88* 16.29* 1560* 14.81* 13.94* 16.11*
% 12.75* 2542* 2513* 2462* 2397* 2315* 2216* 21.03* 19.76* 22.75*
4 12.00* 23.97* 23.73* 2327* 2273* 2204* 2125* 2033* 19.20* 22.26*
429 16.17* 32.29* 32.03* 3159* 31.02* 30.27* 2943* 2845* 2725* 3222*
37 18.64* 3719* 36.95* 36.59* 36.10* 3546* 3464* 33.68* 3261* 39.09*
3 19.83* 39.58* 39.36* 39.02* 38.58* 38.03* 37.32* 36.46* 3549* 42.78°*
2 19.85* 39.64* 39.44* 39.13* 38.72* 3821* 3761* 36.87* 3599* 4357*
28 18.57* 37.09* 36.92* 36.66* 36.30* 3586* 3533* 3469* 3395* 41.19*
228 19.59* 39.13* 3897* 3871* 3835* 3791* 3738* 36.75* 36.01* 43.77*
19 16.79* 33.54* 33.41* 33.19* 32.89* 3253* 3209* 3157* 3095* 37.65*
7 13.57* 2710* 26.99* 26.82* 26.59* 26.30* 2594* 2553* 25.04* 3045*
1 13.70* 27.36* 27.25* 27.08* 26.85* 2656* 26.21* 2579* 2530* 30.79*
" 13.84* 27.65* 2754* 2736* 2713* 26.84* 2649* 26.08* 2559* 31.17*
" 13.98* 27.92* 2781* 2763* 2740* 2711* 26.77* 26.36* 2588* 31.54°*
° 14.10* 2817* 28.06* 27.89* 27.65* 2737* 27.02* 26.61* 26.13* 31.85*
! 14.23* 2841* 2831* 28.14* 2790* 2761* 2726* 26.85* 26.36* 32.14*
° 14.35* 28.67* 2856* 28.39* 28.16* 27.87* 2752* 2711* 26.63* 3247*
’ 14.49* 2895* 2884* 2866* 2843* 2815* 2781* 2740* 26.92* 32.85*
1 7.30* 1458* 1452* 1443* 1432* 1418* 14.01* 13.81* 13.57* 16.57*
° 7.30* 1458* 1452* 1443* 1432* 1418* 14.01* 13.81* 13.57* 16.57*
; 1450* 28.96* 28.85* 28.67* 2844* 2816* 27.82* 2741* 26.92* 32.85*
N 14.37* 28.69* 2858* 2841* 28.18* 27.89* 2754* 2712* 26.63* 3248°*
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL290 66 UV 8SEL [290W, 5000K].IES

LUMENS TABULATION - (Cont.)

° 14.24* 2844* 2833* 28.16* 2793* 2764* 2729* 26.87* 26.37* 32.15*
i 14.13* 2821* 2810* 27.92* 2769* 2740* 27.05* 26.63* 26.14* 31.86°*
N 14.01* 2797* 2786* 27.68* 2744* 2716* 26.81* 26.39* 2590* 31.55*
" 13.87* 27.71* 2759* 2742* 2718* 26.90* 26.54* 26.12* 2562* 31.19*
3 13.74* 2743* 27.32* 2715* 26.92* 26.63* 26.27* 2584* 2532* 30.80°*
1 13.61* 27.18* 27.07* 2690* 26.66* 26.37* 26.01* 2558* 2506* 3047*
7 16.85* 33.66* 33.51* 3329* 33.00* 3263* 3218* 3163* 3099* 37.68*
199 19.66* 39.26* 39.09* 38.82* 3847* 38.03* 3749* 36.82* 36.05* 43.79*
229 18.62* 3719* 37.01* 36.75* 36.39* 3595* 3540* 3473* 3394* 41.16°*
29 19.87* 39.66* 39.45* 39.14* 38.73* 3822* 3760* 36.81* 3590* 4342*
2 19.76 * 39.45* 39.21* 38.86* 3843* 37.87* 3713* 36.24* 3524* 4244~
33 18.47* 36.84* 36.58* 36.22* 35.72* 3507* 34.22* 33.23* 3214* 3849*
37 15.85* 31.65* 31.37* 3092* 30.33* 2956* 2871* 27.71* 2649* 31.28*
42 11.61* 23.18* 2292* 2245* 21.89* 21.18* 20.37* 19.44* 1831* 21.17*
a7 12.23* 2438* 2408* 2356* 2289* 2206* 21.07* 1993* 1866* 2141*
0 8.60 * 17.14* 16.95* 16.60* 16.14* 1555* 1488* 1411* 13.25* 1528*
s 2.78 5.55 5.50 5.40 5.26 5.08 4.88 4.66 4.42 5.17
e 0.90 1.80 1.78 1.75 1.70 1.66 1.59 1.53 1.46 1.73
90 0.12 0.24 0.23 0.23 0.23 0.22 0.21 0.20 0.19 0.23
'-I%(:al 571.88 1141.77 1135.38 1125.04 1111.43 1094.41 1073.9 1049.6 1021.38 1231.71
Vert. Horizontal Angles
Angles

19.5 22.5 25.5 29 33 37.5 42.5 47.5 55 65
% 0.28 0.26 0.27 0.28 0.28 0.27 0.22 0.25 0.21 0.11
% 1.95 1.78 1.87 1.87 1.80 1.65 1.31 1.35 0.92 0.33
75 5.79 5.18 5.28 5.05 4.62 4.05 3.07 3.08 2.00 0.61
°° 17.28 15.08 14.88 13.72 11.94 9.88 7.17 6.98 4.46 1.30
> 2429* 2098* 2046* 18.63* 15.94 12.91 9.18 8.83 5.62 1.64
478 2414 2117* 2095* 1937* 16.55* 12.99* 8.68 7.87 4.87 1.44
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL290 66 UV 8SEL [290W, 5000K].IES

LUMENS TABULATION - (Cont.)

428 3577 3227* 33.05* 3143* 2706* 2061* 1275* 10.34 5.86 1.72
318 44.07* 4058* 4246* 4114* 3577* 26.81* 1574* 11.76 6.17 1.80
% 48.72* 4539* 4797* 4691* 4096* 3046* 17.29* 1225* 6.16 1.79
29 4987* 46.71* 4960* 48.69* 4265* 31.79* 1791* 1229* 593 1.72
259 4727* 4444 4744* 46.83* 4119* 30.79* 1735* 11.73* 548 1.57
22:9 50.37* 47.55* 50.96* 50.55* 4488* 33.62* 18.84* 1271* 5.81 1.64
19 43.37* 41.03* 4410* 4400* 3947* 29.94* 16.93* 11.39* 51 1.41
7 35.09* 33.23* 3583* 36.00* 3257* 2515* 14.46* 965~ 4.27 1.16
10 3550* 33.65* 36.38* 36.74* 33.53* 2621* 1518* 10.07* 4.41 1.18
" 3598* 34.15* 37.02* 3763* 3461* 2718* 1575* 1042* 451 1.20
" 36.44* 3463* 3762* 3846* 3565* 2811* 16.38* 10.84* 4.60 1.22
° 36.82* 35.03* 38.14* 3910* 36.50* 29.12* 1717* 11.36* 4.69 1.24
! 3718* 3540* 38.63* 39.73* 3732* 30.09* 17.93* 11.82* 476 1.26
° 37.59* 35.82* 39.17* 4046* 3823* 3113* 18.69* 1222* 4383 1.28
’ 38.05* 36.32* 39.78* 41.28* 39.33* 3225* 1932* 1244* 4.86 1.29
1 19.21* 18.34* 20.12* 2096* 20.10* 16.52* 9.83* 6.25* 242 0.65
° 19.21* 18.34* 20.12* 2096* 2010* 16.51* 9.82* 6.24 * 2.42 0.65
” 38.06* 36.31* 39.77* 41.25* 39.27* 3219* 19.27* 1240* 484 1.29
N 37.59* 3581* 39.14* 4039* 38.12* 31.00* 1859* 1214* 4.80 1.27
° 37.18* 35.38* 3858* 3963* 3715* 2990* 17.78* 11.71* 473 1.25
i 36.82* 35.01* 38.09* 3897* 36.27* 2885* 16.96* 11.21* 464 1.23
N 36.44* 3461* 3755* 3829* 3537* 2778* 16.11* 10.64* 453 1.21
" 35.99* 34.13* 36.94* 3743* 3428* 26.79* 1543* 10.18* 443 1.18
3 3551* 33.62* 36.28* 36.51* 33.14* 2576* 14.83* 981~ 4.32 1.16
7 3509* 33.19* 3571* 3573* 3213* 2463* 14.06* 935~ 417 1.14
7 43.38* 40.99* 43.94* 43.62* 38.84* 2920* 16.36* 10.97* 4.97 1.38
190 50.35* 4747* 50.73* 50.03* 44.04* 3264* 18.08* 1216* 5.63 1.60
229 4719* 4431* 4715* 46.25* 40.31* 29.79* 16.58* 11.16* 5.28 1.52
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL290 66 UV 8SEL [290W, 5000K].IES

LUMENS TABULATION - (Cont.)

-25.5

4966 * 46.45* 4917* 4798* 4162* 3067* 17.06* 11.66* 5.70 1.66
-29

48.30* 4494* 47.36* 46.04* 3984* 2929* 1642* 11.62* 5.91 1.73
-33

43.35* 39.85* 4160* 4010* 3459* 2568* 1493* 1114 5.90 1.72
-37.5

3467* 3122* 31.88* 3020 2585* 19.55* 12.03* 9.79 5.59 1.63
-42.5

2289* 20.00* 19.71* 1816* 1548* 12.13 8.14 7.44 4.63 1.34
-47.5

22.77* 19.57* 18.99* 17.24* 1475 11.99 8.59 8.34 5.30 1.51
-55

16.36 14.22 14.00 12.89 11.22 9.28 6.73 6.55 413 1.14
-65

5.63 5.05 5.14 4.92 4.49 3.89 2.90 2.84 1.75 0.47
-75

1.93 1.76 1.84 1.84 1.75 1.57 1.20 1.17 0.71 0.20
-85

0.26 0.23 0.25 0.25 0.24 0.22 0.17 0.17 0.12 0.04
-90
Total 1403.63 1311.47 1395.88 1387.53 1249.83 970.82 573.19 404.61 19244 53.89
Vert. Horizontal Angles
Angles

75 85 90 Total

90

0.04 0.00 4.80
85

0.09 0.01 31.56
75

0.1 0.01 89.64
65

0.18 0.01 258.44
55

0.21 0.00 359.41
47.5

0.18 0.00 348.99
42.5

0.22 0.00 501.77
37.5

0.23 0.00 607.45
33

0.23 0.00 664.60
29

0.23 0.00 676.43
25.5

0.21 0.00 640.85
22.5

0.22 0.00 683.71
19.5

0.19 0.00 591.56
17

0.16 0.00 481.90
15

0.16 0.00 489.91
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL290 66 UV 8SEL [290W, 5000K].IES

LUMENS TABULATION - (Cont.)

13

0.16 0.00 498.31
1"

0.17 0.00 506.50
9

0.17 0.00 51417
7

0.17 0.00 521.50
5

0.17 0.00 529.33
3

0.18 0.00 537.61
1

0.09 0.00 271.79
0

0.09 0.00 271.76
-1

0.17 0.00 537.41
-3

0.17 0.00 528.93
-5

0.17 0.00 520.89
-7

0.17 0.00 513.35
-9

0.17 0.00 505.46
-1

0.16 0.00 497.08
-13

0.16 0.00 488.52
-15

0.15 0.00 480.29
-17

0.19 0.00 589.26
-19.5

0.21 0.00 680.42
-22.5

0.20 0.00 636.89
-25.5

0.22 0.00 670.67
-29

0.22 0.00 656.31
-33

0.22 0.00 596.07
-37.5

0.20 0.00 486.48
-42.5

0.16 0.00 332.59
-47.5

0.17 0.00 339.50
-55

0.13 0.00 24513
-65

0.06 0.00 85.86
-75

0.04 0.00 29.92
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL290 66 UV 8SEL [290W, 5000K].IES

LUMENS TABULATION - (Cont.)

-85
0.01 0.00 4.05
-90
Total 7.20 0.09 19507.08
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL290 66 UV 8SEL [290W, 5000K].IES

AXIAL CANDELA DISPLAY

2403

180

120

60

Maximum Candela = 24036 Located At Horizontal Angle = 1, Vertical Angle = 0
H - Horizontal Axial Candela
V - Vertical Axial Candela
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL290 66 UV 8SEL [290W, 5000K].IES

ISOCANDELA CURVES
90
60 2403
12018 ~
30 \
Vertical 5 )
Angles ) )
J )
_——/'//
_60  —
-90 ¢ 30 60 90

Horizontal Angles

Maximum Candela = 24036 Located At Horizontal Angle = 1, Vertical Angle = 0
50% Maximum Candela = 12018
10% Maximum Candela = 2403.6
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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