- T ”

» 5 §F A a5 § §E T SM9E M~
B 1l ™ 'Sk 1™ (> - 1 1 =
s Sy Y 0 B B W B N il GV Sl
IES FLOOD REPORT

PHOTOMETRIC FILENAME : PFK SEL290 66 UV 8SEL [210W, 4000K].IES

DESCRIPTIVE INFORMATION (From Photometric File)

IESNA:LM-63-2002

[TEST]

[TESTLAB]

[TESTDATE] 2023-02-02

[ISSUEDATE] 2023-02-11 17:28:33

[LAMPPOSITION] 0,0

[OTHER] EVERFINE GO-2000A_V1 SYSTEM

[MANUFAC] LumenFocus, LLC.

[LUMCAT] PFK SEL290 66 UV 8SEL [210W, 4000K]

Note: Candela values converted from Type-C to Type-B

CHARACTERISTICS

NEMA Type 6Hx6V

Maximum Candela 18707.582

Maximum Candela Angle 1H OV

Horizontal Beam Angle (50%) 84.6

Vertical Beam Angle (50%) 75.4

Horizontal Field Angle (10%) 110.1

Vertical Field Angle (10%) 123.4

Lumens Per Lamp 30572.22 (1 lamp)

Total Lamp Lumens 30572.22

Beam Lumens 21957

Beam Efficiency 72 %

Field Lumens 28763

Field Efficiency 94 %

Spill Lumens 1603

Luminaire Lumens 30365

Total Efficiency 99 %

Total Luminaire Watts 218.2

Ballast Factor 1.00
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME

AXIAL CANDELA

DEG. HOR. DEG.
90 3.317 90
85 10.046 85
75 260.93 75
65 763.589 65
55 2008.987 55
47.5 5841.022 47.5

425 10263.642 425
37.5 13789.409 37.5
33 15713.404 33
29 16685.52 29
255 17313.62 255
225 17701.999 225
19.5  17987.641 19.5
17 18179.106 17

15 18306.75 15
13 18420.384 13
11 18498.216 11
9 18557.368 9
7 18609.515 7
5 18663.997 5
3 18702.912 3
1 18707.582 1
0 18699.799 0
-1 18684.233 -1
-3 18640.647 -3
-5 18569.821 -5

-7 18491.989 -7

-9 18404.039 -9
-1 18308.307 -11
-13 18172.88 -13
-15 18006.32 -15
-17 17827.308 -17
-19.5  17529.992 -19.5
-22.5 17080.904 -22.5
-25.5 16539.975 -25.5
-29 15792.014 -29
-33 14609.753 -33
-37.5 12174.405 -37.5

-42.5 8182.427 -42.5
-47.5 4283.457 -47.5
-55 1503.627 -55
-65 682.722 -65
-75 238.398 -75
-85 8.29 -85
-90 3.93 -90

: PFK SEL290 66 UV 8SEL [210W, 4000K].IES

VERT.

8.195
128.087
368.688
1131.437
3460.545
5232.535
7040.172
9484.548
11673.949
13646.199
15328.138
16299.475
17069.229
17261.473
17415.579
17595.37
17775.161
17941.72
18095.827
18249.155
18429.724
18610.293
18699.799
18613.406
18439.842
18267.056
18119.954
17972.853
17813.298
17640.512
17467.726
17320.625
17136.164
16355.514
15364.719
13635.303
11607.792
9357.683
6844.815
5025.114
3318.814
1076.877
345.447
117.557
3.829
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL290 66 UV 8SEL [210W, 4000K].IES

LUMEN TABULATION
Average Of Right And Left Sides

Total Luminaire Lumens (one side of beam only) = 15182.65

Total Field Lumens (one side of beam only) = 14381.35
* Indicates Values Inside Field Edge

Vert. Horizontal Angles
Angles
0 1 3 ) 7 9 n 13 15 17

90

0.10 0.21 0.20 0.20 0.19 0.19 0.18 0.17 0.16 0.19
% 0.75 1.50 1.48 1.44 1.39 1.34 1.28 1.22 1.16 1.37
i 2.28 4.55 4.50 4.41 4.28 412 3.94 3.75 3.55 4.14
e 6.99* 13.94* 13.79* 1350* 13.14* 1268* 1214* 11.53* 10.85* 12.54*
% 9.92* 19.78* 1956* 19.16* 1865* 18.01* 17.25* 16.37* 1538* 17.70*
4 9.34* 18.66* 1847* 18.12* 1769* 17.15* 16.54* 1582* 1494* 17.32*
429 1259* 2513* 2493* 2459* 2414* 2356* 2290* 2214* 2121* 25.08*
378 1451* 28.95* 28.76* 2848* 28.10* 27.60* 26.96* 26.21* 2538* 3042*
3 1543* 30.81* 30.63* 30.37* 30.03* 2960* 29.05* 28.38* 27.62* 33.30°*
2 1545* 30.85* 30.70* 3046* 30.14* 29.74* 2927* 2870* 28.01* 33.91*
28 1445* 28.87* 28.74* 2853* 2825* 2791* 2750* 27.00* 26.42* 32.06*
225 156.25* 3045* 30.33* 30.12* 29.85* 2951* 2910* 28.60* 28.03* 34.07*
19 13.07* 26.11* 26.00* 25.83* 2560* 2532* 2498* 2457* 2409* 29.30°*
7 10.56* 21.09* 21.01* 20.87* 20.69* 2047* 2019* 19.87* 19.49* 23.70*
1 10.66* 21.30* 2121* 21.08* 20.89* 2067* 2040* 20.07* 19.69* 23.96*
" 10.77* 2152* 2143* 2130* 2111* 20.89* 2062* 20.30* 19.92* 24.26*
" 10.88* 21.73* 2164* 2151* 2132* 2110* 20.84* 20.52* 20.14* 2455*
° 10.98* 2193* 2184* 21.70* 2152* 2130* 21.03* 20.71* 20.34* 2479~
! 11.07* 2211* 2203* 2190* 21.71* 2149* 2122* 2090* 2052* 25.02*
° 1M117* 2231* 2223* 2210* 2192* 2169* 2142* 2110* 20.72* 2527*
’ 11.28* 2253* 2245* 2231* 2213* 2191* 2165* 2133* 2095* 2557*
1 5.68 * 1.35* 11.30* 11.23* 11.14* 11.04* 1091* 10.75* 10.56* 12.90*
° 5.68 * 11.35* 11.31* 11.23* 11.15* 11.04* 1091* 10.75* 10.56* 12.90*
; 11.29* 2254* 2245* 2232* 2214* 2192* 2165* 2133* 2095* 2557~
N 11.18* 2233* 2224* 2211* 2193* 21.71* 2144* 21.11* 20.73* 2528*
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL290 66 UV 8SEL [210W, 4000K].IES

LUMENS TABULATION - (Cont.)

° 11.08* 2214* 2205* 2192* 21.74* 2151* 2124* 2091* 2053* 25.02*
i 10.99* 2196* 21.87* 21.73* 2155* 2133* 21.06* 20.73* 20.35* 24.80°*
N 10.90* 21.77* 2168* 2154* 2136* 21.14* 2087* 20.54* 20.16* 24.56*
" 10.80* 2156* 2148* 2134* 2116* 20.93* 2066* 20.33* 19.94* 24.28*
3 10.69* 2135* 2126* 21.13* 2095* 20.72* 2045* 2011* 19.71* 23.98*
1 10.60* 21.16* 21.07* 2093* 20.75* 20.53* 2025* 1991* 1951* 23.72*
7 13.12* 26.19* 26.08* 2591* 25.68* 2540* 25.05* 2462* 2412* 29.32*
199 15.30* 30.56* 30.42* 30.22* 29.94* 2960* 29.18* 28.66* 28.06* 34.08*
229 1450* 28.94* 2881* 2860* 2832* 27.98* 2755* 27.03* 2642* 32.03*
29 1546* 30.87* 30.71* 3046* 30.15* 29.75* 29.26* 28.65* 27.94* 33.80*
2 15.38* 30.70* 30.52* 30.25* 29.91* 2947* 2890* 28.21* 27.42* 33.04*
33 14.37* 28.67* 2847* 28.19* 27.80* 2729* 26.64* 2586* 25.01* 29.95*
37 12.34* 2463* 2442* 2407* 2361* 23.01* 2234* 2157* 2062* 2434*
42 9.04 * 18.04* 17.84* 1747* 17.03* 16.49* 1586* 1513* 1425* 16.47*
47 9.562* 18.98* 18.74* 18.34* 17.82* 1717* 1640* 1551* 1452* 16.67*
90 6.69 * 13.34* 13.19* 1292* 1256* 1211* 1158* 1098* 10.31* 11.89*
09 217 4.32 4.28 4.21 4.10 3.96 3.80 3.63 3.44 4.02
e 0.70 1.40 1.39 1.36 1.33 1.29 1.24 1.19 1.14 1.35
90 0.09 0.18 0.18 0.18 0.18 0.17 0.16 0.16 0.15 0.18
'-I%(:al 44510 888.66 883.68 875.64 865.05 851.79 835.83 816.92 79496 958.66
Vert. Horizontal Angles
Angles

19.5 22.5 25.5 29 33 37.5 42.5 47.5 55 65
% 0.22 0.20 0.21 0.22 0.22 0.21 0.17 0.19 0.16 0.08
% 1.52 1.38 1.45 1.46 1.40 1.29 1.02 1.05 0.72 0.26
i 4.51 4.03 4.11 3.93 3.60 3.15 2.39 2.40 1.56 0.48
°° 13.45 11.73 11.58 10.68 9.30 7.69 5.58 5.43 3.47 1.01
> 18.91* 16.33* 1592* 1450* 12.41 10.05 7.14 6.87 4.37 1.28
4 18.79* 1648* 16.30* 15.08* 12.88* 10.11* 6.76 6.12 3.79 1.12
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL290 66 UV 8SEL [210W, 4000K].IES

LUMENS TABULATION - (Cont.)

429 27.84* 2512* 2572* 2446* 21.06* 16.04* 992* 8.05 4.56 1.34
318 3430* 31.58* 33.05* 3202* 2784* 2087* 1225* 9.15 4.80 1.40
% 37.92* 3533* 3734* 3651* 31.88* 23.71* 1345* 954~ 4.79 1.40
29 38.81* 36.35* 38.60* 3790* 33.19* 2474* 13.94* 957* 4.61 1.34
258 36.79* 3459* 36.92* 3645* 3206* 239* 1350* 9.13* 4.26 1.22
229 39.20* 37.01* 39.66* 39.34* 3493* 2617* 14.66* 9.89* 4,52 1.28
19 33.76* 31.94* 3432* 3424* 30.72* 2330* 13.18* 886~ 3.98 1.10
7 27.31* 2586* 27.88* 28.02* 2535* 1957* 11.26* 751~ 3.32 0.90
10 2763* 26.19* 28.32* 2860* 26.10* 2040* 11.81* 7.84* 3.43 0.92
" 28.01* 26.58* 28.81* 29.29* 26.94* 2115* 1226* 8.11* 3.51 0.93
" 28.36* 26.95* 29.28* 2993* 27.75* 21.88* 1275* 843~ 3.58 0.95
° 2866* 27.26* 29.69* 3043* 2841* 2266* 13.36* 8.84* 3.65 0.97
! 2894* 2755* 30.06* 30.92* 29.04* 2342* 1396* 9.20°* 3.7 0.98
° 29.25* 27.88* 3049* 3149* 29.76* 2423* 1455* 951~ 3.76 1.00
’ 29.62* 28.27* 3096* 3213* 3061* 2510* 1504* 9.68* 3.78 1.01
1 1495* 1428* 1566* 16.32* 1565* 1285* 7.65* 4.86 * 1.89 0.51
° 1495* 1428* 1566* 16.31* 1564* 1285* 7.64* 4.86* 1.89 0.51
; 2962* 28.26* 3095* 3210* 3057* 2505* 1500* 9.65* 3.77 1.00
N 29.26* 27.88* 3046* 3144* 29.67* 2413* 1447* 945* 3.74 0.99
° 2894* 2754* 30.03* 30.85* 2891* 2327* 13.84* 9.11* 3.68 0.98
i 2866* 27.25* 29.64* 30.33* 2823* 2246* 13.20* 8.72* 3.61 0.96
N 28.36* 26.94* 2922* 29.80* 2753* 2162* 1254* 8.28* 3.53 0.94
M 28.01* 26.56* 28.75* 2913* 26.68* 20.85* 1201* 793~ 3.45 0.92
3 27.64* 26.17* 28.24* 2842* 2579* 20.05* 11.54* 764°* 3.36 0.90
0 27.31* 2584* 2779* 2781* 2500* 1917* 1094* 7.28* 3.25 0.89
7 33.76* 3190* 34.20* 3395* 30.23* 2272* 1273* 854~ 3.87 1.08
199 39.19* 36.95* 3948* 38.94* 3427* 2540* 14.07* 947~ 4.38 1.25
229 36.73* 34.49* 36.70* 36.00* 31.37* 23.18* 1290* 8.69* 4.1 1.19
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL290 66 UV 8SEL [210W, 4000K].IES

LUMENS TABULATION - (Cont.)

-25.5

38.656* 36.15* 38.27* 37.34* 3240* 23.87* 13.28* 9.08* 4.44 1.29
-29

37.60* 3497* 36.86* 3583* 31.01* 2280* 1278* 9.04* 4.60 1.35
-33

33.74* 31.02* 3238* 31.21* 26.92* 19.99* 11.62* 8.67 4.60 1.34
-37.5

26.99* 2430* 2481* 2350* 20.12* 1522* 936°* 7.62 4.35 1.27
-42.5

17.81* 15.57* 156.34* 1413* 1205* 9.44 6.34 5.79 3.60 1.04
-47.5

17.72* 1523* 14.78* 13.42* 1148 9.34 6.69 6.49 412 1.17
-55

12.73 11.07 10.89 10.03 8.73 7.22 5.24 5.10 3.21 0.89
-65

4.39 3.93 4.00 3.83 3.50 3.03 2.26 2.21 1.36 0.36
-75

1.50 1.37 1.44 1.43 1.37 1.22 0.93 0.91 0.55 0.15
-85

0.20 0.18 0.19 0.19 0.19 0.17 0.13 0.13 0.09 0.03
-90
Total 1092.47 1020.74 1086.44 1079.93 972.76 755.61 446.12 31491 149.78 41.94
Vert. Horizontal Angles
Angles

75 85 90 Total

90

0.03 0.00 3.73
85

0.07 0.00 24.57
75

0.09 0.00 69.77
65

0.14 0.00 201.15
55

0.16 0.00 279.73
47.5

0.14 0.00 271.62
42.5

0.17 0.00 390.53
37.5

0.18 0.00 472.79
33

0.18 0.00 517.27
29

0.18 0.00 526.47
25.5

0.16 0.00 498.78
22.5

0.17 0.00 532.14
19.5

0.15 0.00 460.42
17

0.12 0.00 375.07
15

0.13 0.00 381.31
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL290 66 UV 8SEL [210W, 4000K].IES

LUMENS TABULATION - (Cont.)

13

0.13 0.00 387.84
1"

0.13 0.00 394.22
9

0.13 0.00 400.19
7

0.13 0.00 405.89
5

0.14 0.00 411.99
3

0.14 0.00 418.43
1

0.07 0.00 211.54
0

0.07 0.00 211.52
-1

0.14 0.00 418.27
-3

0.14 0.00 411.68
-5

0.13 0.00 405.42
-7

0.13 0.00 399.55
-9

0.13 0.00 393.41
-1

0.13 0.00 386.89
-13

0.12 0.00 380.22
-15

0.12 0.00 373.82
-17

0.14 0.00 458.63
-19.5

0.17 0.00 529.58
-22.5

0.16 0.00 495.70
-25.5

0.17 0.00 521.99
-29

0.17 0.00 510.82
-33

0.17 0.00 463.93
-37.5

0.15 0.00 378.64
-42.5

0.12 0.00 258.86
-47.5

0.13 0.00 264.24
-55

0.10 0.00 190.79
-65

0.05 0.00 66.83
-75

0.03 0.00 23.29
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL290 66 UV 8SEL [210W, 4000K].IES

LUMENS TABULATION - (Cont.)

-85
0.01 0.00 3.16
-90
Total 5.61 0.07 15182.66
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL290 66 UV 8SEL [210W, 4000K].IES

AXIAL CANDELA DISPLAY

1870

140

935

46

Maximum Candela = 18707.582 Located At Horizontal Angle = 1, Vertical Angle =0
H - Horizontal Axial Candela
V - Vertical Axial Candela
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFK SEL290 66 UV 8SEL [210W, 4000K].IES

ISOCANDELA CURVES
90
60 [1870758
9353 79T T~—_|
30 \
Vertical 5 )
Angles ) )
J )
_60  —
-90 ¢ 30 60 90

Horizontal Angles

Maximum Candela = 18707.582 Located At Horizontal Angle = 1, Vertical Angle =0
50% Maximum Candela = 9353.791
10% Maximum Candela = 1870.7582
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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